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Free Wiring Diagram. Collection of ford e wiring diagram. A wiring diagram is a streamlined
conventional photographic depiction of an electrical circuit. It reveals the components of the
circuit as simplified shapes, and also the power as well as signal links in between the tools. A
wiring diagram usually provides info regarding the relative setting and also plan of devices and
also terminals on the gadgets, to assist in structure or servicing the device. A pictorial layout
would show extra detail of the physical look, whereas a wiring diagram makes use of a more
symbolic symbols to emphasize affiliations over physical appearance. A wiring diagram is
typically utilized to fix issues and also making certain that all the links have actually been made
which every little thing is present. Click on the image to enlarge, and then save it to your
computer by right clicking on the image. A wiring diagram is a type of schematic which uses
abstract pictorial icons to reveal all the interconnections of components in a system. Electrical
wiring representations are made up of 2 things: icons that stand for the elements in the circuit,
as well as lines that stand for the connections between them. Therefore, from wiring layouts,
you recognize the loved one place of the components and also exactly how they are attached.
Electrical wiring representations generally reveals the physical position of components and
connections in the developed circuit, however not necessarily in logic order. To review a wiring
diagram, initially you have to understand exactly what fundamental aspects are included in a
wiring diagram, as well as which photographic symbols are made use of to represent them. The
common components in a wiring diagram are ground, power supply, cord and link, output
devices, buttons, resistors, reasoning gateway, lights, etc. A line represents a cord. Cables are
utilized to connect the elements together. All factors along the cord are identical and also
linked. Wires on some areas have to go across each various other, however that does not
always mean that they connect. A black dot is used to show the injunction of 2 lines. Key lines
are represented by L1, L2, as well as so on. Generally different colors are used to identify the
wires. There need to be a tale on the wiring diagram to inform you what each shade implies.
Typically circuits with greater than 2 elements have 2 fundamental kinds of links: series and
parallel. A series circuit is a circuit in which elements are linked along a single path, so the
current flows via one element to get to the following one. In a collection circuit, voltages build
up for all components linked in the circuit, and also currents are the exact same with all
components. In an identical circuit, each device is straight linked to the source of power, so
each gadget gets the very same voltage. The present in a parallel circuit streams along each
identical branch and re-combines when the branches meet again. An excellent wiring diagram
should be practically appropriate and also clear to review. Look after every information. The
representation must reveal the right direction of the favorable and adverse terminals of each
component. Use the appropriate signs. Discover the significances of the fundamental circuit
signs and select the appropriate ones to utilize. Attract attaching cords as straight lines. Make
use of a dot to show line junction, or use line jumps to show cross lines that are not connected.
Tag parts such as resistors and capacitors with their worths. Ensure the message positioning
looks tidy. This pictorial diagram shows us a physical connection that is much easier to
understand in an electrical circuit or system. An electrical diagram can indicate all the
interconnections, indicating their relative positions. The use of this Array can be positively
recognized in a production project or in solving electrical problems. This can prevent a lot of
damage that even derail electrical plans. The layout facilitates communication between
electrical engineers designing electrical circuits and implementing them. The pictures are also
helpful in making repairs. It shows whether the installation has been appropriately designed and
implemented while confirming the safety regulators. A usually gives information about the
relative position and arrangement of devices and terminals on the devices, to help in building or
servicing the device. This is unlike a schematic diagram, where the arrangement of the
components interconnections on the diagram usually does not correspond to the components
physical locations in the finished device. A pictorial would show more detail of the physical
appearance, whereas a wiring diagram uses a more symbolic notation to emphasize
interconnections over physical appearance. They only provide general information and cannot
be used to repair or examine a circuit. The functions of different equipment used within the
circuit get presented with the help of a schematic diagram whose symbols generally include
vertical and horizontal lines. However, these lines are known to show the flow of the system
rather than its wires. A represents the original and physical layout of electrical
interconnections. Wiring on the picture with different symbols shows the exact location of
equipment in the whole circuit. Its components are shown by the pictorial to be easily
identifiable. They are often photos attached with highly-detailed drawings or labels of the
physical components. A person with a strong knowledge of electrical wiring diagrams can only
understand a pictorial. ITDiagram Database - Expertsuniversity. Looking for a Ford E owners
manual to find a view of fuse panelJustAnswer. FRDiagram Database. FRfabrice lefevre institut.

It shows the components of the circuit as simplified shapes, and the facility and signal friends
along with the devices. A wiring diagram usually gives guidance virtually the relative approach
and treaty of devices and terminals upon the devices, to assist in building or servicing the
device. A pictorial diagram would play-act more detail of the monster appearance, whereas a
wiring diagram uses a more figurative notation to draw attention to interconnections higher
than brute appearance. A wiring diagram is often used to troubleshoot problems and to create
positive that every the associates have been made and that whatever is present. Architectural
wiring diagrams show the approximate locations and interconnections of receptacles, lighting,
and remaining electrical facilities in a building. Interconnecting wire routes may be shown
approximately, where particular receptacles or fixtures must be upon a common circuit. Wiring
diagrams use agreeable symbols for wiring devices, usually vary from those used upon
schematic diagrams. The electrical symbols not and no-one else undertaking where something
is to be installed, but after that what type of device is subconscious installed. For example, a
surface ceiling roomy is shown by one symbol, a recessed ceiling buoyant has a rotate symbol,
and a surface fluorescent open has other symbol. Each type of switch has a stand-in fable and
fittingly do the various outlets. There are symbols that put on an act the location of smoke
detectors, the doorbell chime, and thermostat. A set of wiring diagrams may be required by the
electrical inspection authority to implement connection of the domicile to the public electrical
supply system. Wiring diagrams will as a consequence supplement panel schedules for circuit
breaker panelboards, and riser diagrams for special services such as ember alarm or closed
circuit television or new special services. Necessary cookies are absolutely essential for the
website to function properly. This category only includes cookies that ensures basic
functionalities and security features of the website. These cookies do not store any personal
information. Any cookies that may not be particularly necessary for the website to function and
is used specifically to collect user personal data via analytics, ads, other embedded contents
are termed as non-necessary cookies. It is mandatory to procure user consent prior to running
these cookies on your website. Xt Wiring Diagram Wiring Diagram 35 views. This website uses
cookies to improve your experience. We'll assume you're ok with this, but you can opt-out if you
wish. Accept Reject Read More. Close Privacy Overview This website uses cookies to improve
your experience while you navigate through the website. Out of these, the cookies that are
categorized as necessary are stored on your browser as they are essential for the working of
basic functionalities of the website. We also use third-party cookies that help us analyze and
understand how you use this website. These cookies will be stored in your browser only with
your consent. You also have the option to opt-out of these cookies. But opting out of some of
these cookies may affect your browsing experience. Necessary Necessary. Non-necessary
Non-necessary. Your email address will not be published. This site uses Akismet to reduce
spam. Learn how your comment data is processed. If you have any questions, please contact
with us. Necessary cookies are absolutely essential for the website to function properly. This
category only includes cookies that ensures basic functionalities and security features of the
website. These cookies do not store any personal information. Any cookies that may not be
particularly necessary for the website to function and is used specifically to collect user
personal data via analytics, ads, other embedded contents are termed as non-necessary
cookies. It is mandatory to procure user consent prior to running these cookies on your
website. Related Posts. Ford Workshop Repair Manual. Ford Kuga â€” Fault Codes. Ford
Owners Manual. Ford Diagnostic Trouble Codes. Leave a Reply Cancel reply Your email address
will not be published. Contact Contact Us. This website uses cookies to improve your
experience. We'll assume you're ok with this, but you can opt-out if you wish. Accept Read
More. Close Privacy Overview This website uses cookies to improve your experience while you
navigate through the website. Out of these, the cookies that are categorized as necessary are
stored on your browser as they are essential for the working of basic functionalities of the
website. We also use third-party cookies that help us analyze and understand how you use this
website. These cookies will be stored in your browser only with your consent. You also have the
option to opt-out of these cookies. But opting out of some of these cookies may affect your
browsing experience. Necessary Necessary. Non-necessary Non-necessary. Accurately testing
the throttle position sensor TPS on your Ford 5. This is an on-car test of the throttle position
sensor. You'll notice that the photos show the TPS out of the car, but this is only to make it
easier to explain the test. The one thing that you can definitely count on, when the TPS fails, is
the check engine light shining nice and bright to let you know that there's a Diagnostic Trouble
Code stored in the fuel injection computer. Here are some specific symptoms you'll see:. This
usually happens when the ECM spits out several diagnostic trouble codes at once and so what
will save you time, money and the frustration of replacing good parts, is to test the throttle
position sensor. The most important tool you'll need is a multimeter. The multimeter can be an

analog or digital one don't have a digital multimeter? Need to buy one? A generic scan tool that
can read OBD I diagnostic trouble codes does come in handy, but the scan tool won't help you
test the TPS and therefore you won't need it to use the test info in this tutorial the test in this
tutorial will help you test the TPS without a scan tool. You'll need to keep one very important
thing in mind and that's that these three circuits go directly to the ECM. So you need to be
careful not to short these wires to power 12 Volts or you will fry the fuel injection computer. It's
able to do this because it's mounted on the throttle body and directly linked to the throttle plate
shaft. So when the throttle plate shaft rotates, a wiper inside the TPS also moves along a curved
resistor and is able to send a variable voltage signal to the ECM. Pretty simple stuff, no? Well
testing it is just as simple. Since you'll be working in the engine compartment, no need to tell
you but I'm gonna' tell you anyway to be alert and be very careful. Use common sense and take
all necessary safety precautions. The TPS isn't too expensive, if you buy it at your local auto
parts. Check out the following links. I think they'll save you a few bucks:. Not sure if the above
TPS fits your particular Ford? Don't worry, once you get to the site they'll make sure it fits by
asking you the specifics of your particular Nissan vehicle. If it doesn't fit, they'll find you the
right one. Ford Ignition System Circuit Diagram 4. All Tutorials: 4. This material may not be
reproduced without the author's consent. As an Amazon Associate, I may earn a small
commission from qualifying purchases from the Amazon product links from this website. Your
purchase helps support my work in bringing you real diagnostic testing information to help you
solve the problem on your vehicle. Page 1 Page 2 Page 3. Contents of this tutorial at a glance:.
Applies To:. Ford Vehicles:. Lincoln Vehicles:. Do NOT follow this link or you will be banned
from the site! Hate Spam. Quick Links. See also: Owner's Manual , User Manual. Table of
Contents. Instrument Cluster. Warning And Control Lights. Entertainment Systems. Climate
Controls. Turn Signal Control. Bulb Replacement. Driver Controls. Steering Wheel Adjustment.
Power Windows. Speed Control. Locks And Security. Owners Guide postfmt. USA fus. Ford may
change the contents without notice and without incurring obligation. Page 4: Introduction State
of California to cause cancer and birth defects or other reproductive harm. Please take the time
to get well acquainted with your vehicle by reading this handbook. The more you know and
understand about your vehicle, the greater the safety and pleasure you will derive from driving
it. Page 5 Correct vehicle usage and the authorized disposal of waste, cleaning and lubrication
materials are significant steps towards this aim. Information in this respect is highlighted in this
guide with the tree symbol. To access this information, special equipment must be directly
connected to the recording modules. Ford Motor Company and Ford of Canada do not access
event data recorder information without obtaining consent, In addition, ambulance Ford
Ambulance Preparation Package is only available on certain 6. Using your vehicle as a
stationary power source PTO Refer to the Driving chapter for more information and guidelines
for operating a vehicle equipped with an aftermarket power take-off system. If the light flashes
steadily or does not illuminate, have the transmission serviced soon, or damage may occur.
Refer to Filling the tank in the Maintenance and Specifications chapter for more information.
Press again to stop. EJ Eject : Press to eject a tape. Cassette door: Insert a cassette into the
cassette door. Irregular shaped CDs, CDs with a scratch protection film attached, and CDs with
homemade paper adhesive labels should not be inserted into the CD player. The label may peel
and cause the CD to become jammed. Page 25 5. Eject: Press to eject a CD. Press and hold to
eject all loaded discs. If disc is not removed, it will reload into the system. Works with the
ignition on or off. Press MENU again to disengage clock mode. TEXT is also available when
equipped with Satellite radio. Your radio comes equipped with Satellite ready capability. When
the six strongest stations are filled, the station Econoline eco Owners Guide postfmt USA fus
Page 30 The kit to enable the Satellite reception is available through your dealer. Detailed
satellite instructions are included with the dealer installed kit. Dealer installed satellite kit only
available in the continental United States. Press TEXT to scroll through the text fields. FLR:
Distributes outside air through the floor vents. MIX: Distributes outside air through the
windshield defroster vents and floor vents. Only demand interior lamps will stay on for the
entire 30 minute period. Pull the lever towards you to deactivate. Flash to pass Pull toward you
slightly to activate and release to deactivate. If the left edge of the high intensity area is not
even with the vertical line, follow the next step to adjust it. The correct bulbs will not damage
the lamp assembly or void the lamp assembly warranty and will provide quality bulb burn time.
Push each clip tab toward the engine compartment and lift upward to the stop position, then
remove the headlamp assembly. Disconnect the electrical connector from the bulb by pulling
rearward. Replacing headlamp bulbs sealed beam 1. Make sure headlamp switch is in the OFF
position and open the hood. Remove the two headlamp screws and bezel from the headlamp
housing. Remove the bulb socket from the lamp assembly by turning counterclockwise.
Carefully pull the bulb straight out of the socket. To install the new bulb, follow the removal

procedure in reverse order. Carefully pull the bulb straight out of the socket and push in the
new bulb. To install the lamp, follow the removal procedures in reverse order. Poor wiper quality
can sometimes be improved by cleaning the wiper blades, refer to Windows and wiper blades in
the Cleaning chapter. Storage compartment if equipped Press the release on the door to open
the storage compartment. The storage compartment may be used to secure sunglasses or a
similar object. Exceeding these limits will result in a blown fuse. Return to the center position to
disable the adjust function. Spotter mirror Note: New spotter mirrors may be stiff, requiring
several cycles before the spotter adjustment effort eases. Press and release this control to
decrease the vehicle set speed in increments by 1 mph 1. Note: When you turn off the speed
control or the ignition, your speed control set speed memory is erased. Operation is subject to
the following two conditions: 1 This device may not cause harmful interference, and 2 This
device must accept any interference received, including interference that may cause undesired
operation. If any vehicle door is open or ajar, the horn will chirp twice. Snap the two halves back
together. Turn the ignition to the 3 OFF position after you have finished programming all of the
remote entry transmitters. The doors will lock, then unlock, to confirm that the programming
mode has been exited. Always drive and ride with your seatback upright and the lap belt snug
and low across the hips. Lift handle to move seat forward or backward. Press to raise or lower
the front portion of the seat cushion. Pull the seat latch handle downward to lock the seat in
position. Stow the tongue end of the detachable anchor 2nd row only. Always latch the vehicle
seat to the floor, whether the seat is occupied or empty. If not latched, the seat may cause injury
during a sudden stop. Always transport children 12 years old and under in the back seat and
always properly use appropriate child restraints. BeltMinder reminds us to take a few seconds
to buckle up. This assembly can be obtained from your dealer at no cost. Ford Motor Company
recommends that all safety belt assemblies in use in vehicles involved in a collision be
replaced. Page Airbags If you must transport a forward-facing child in the front seat, move the
seat all the way back and use appropriate restraints. See your Ford or Lincoln Mercury dealer.
Modifying or adding equipment to the front end of the vehicle Page 84 Airbags are designed to
inflate in frontal and near-frontal collisions, not rollover, side-impact, or rear-impacts unless the
collision causes sufficient longitudinal deceleration. If the air bag is not replaced, the
unrepaired area will increase the risk of injury in a collision. Accident statistics suggest that
children are safer when properly restrained in the rear seating positions than in the front
seating position. Page 88 To improve the fit of both the lap and shoulder belt on children who
have outgrown child safety seats, Ford Motor Company recommends use of a belt-positioning
booster. Booster seats position a child so that safety belts fit better. They lift the child up so
that the lap belt rests low across the hips and the knees bend comfortably. Refer to Automatic
locking mode passenger side front and outboard rear seating positions if equipped. Ford
recommends the use of a child safety seat having a top tether strap. Page 92 Make sure the
tongue is latched securely by pulling on it. If the retractor is not locked, unbuckle the belt and
repeat Steps 2 through 9. Check to make sure the child seat is properly secured before each
use. Route the child safety seat tether strap over the back of the front right-hand passenger seat
as shown. Clip the tether strap hook to the seat pedestal to the location shown. For
forward-facing child seats, the tether strap must also be attached to the proper tether anchor.
See Attaching safety seats with tether straps in this chapter. Check to see if the anchors hold
the seat in place. If the safety seat is not anchored properly, the risk of a child being injured in a
crash greatly increases. Department of Transportation-Tire quality grades: The U. Department of
Transportation requires Ford to give you the following information about tire grades exactly as
the government has written it. Inflate all tires to the inflation pressure recommended by Ford
Motor Company. Inspecting your tires Periodically inspect the tire treads for uneven or
excessive wear and Page if equipped , at least monthly and before long trips. You are strongly
urged to buy a reliable tire pressure gauge, as automatic service station gauges may be
inaccurate. Ford recommends the use of a digital or dial type tire pressure gauge rather than a
stick type tire pressure gauge. Page 6. Visually inspect the tires to make sure there are no nails
or other objects embedded that could poke a hole in the tire and cause an air leak. Check the
sidewalls to make sure there are no gouges, cuts or bulges. Use of any tire or wheel not
recommended by Ford can affect the safety and performance of your vehicle, which could result
in an increased risk of loss of vehicle control, vehicle rollover, personal injury and death. Page
Tire Information Ford. If the dissimilar spare tire or wheel is damaged, it should be replaced
rather than repaired. Page other side and end of the vehicle to the tire being changed. Park on a
level surface. Activate the warning flashers. Place the gearshift in P Park. Remove the spare tire
and jack from the storage location. The jack is only meant for changing the tire. Position the
jack to raise the front or rear wheel. Check that the tire lies flat against the frame and is properly
tightened. Use only Ford recommended replacement fasteners. On all two-piece flat wheel nuts,

apply one drop of motor oil between the flat washer and the nut. Do not apply motor oil to the
wheel nut threads or the wheel stud threads. Page 2. In general, the larger the number, the wider
the tire. Maximum Load Single lb. Advanced and unusual tire wear can reduce the ability of
tread to grip Econoline eco Owners Guide postfmt USA fus Page Safety practices Driving habits
have a great deal to do with your tire mileage and safety. Have a qualified technician at a Ford or
Lincoln Mercury dealer check the wheel alignment periodically. Note: If your tires show uneven
wear ask a qualified technician at a Ford or Lincoln Mercury dealership to check for and correct
any wheel misalignment, tire imbalance or mechanical problem involved before tire rotation.
Page Overloading or improperly loading your vehicle can contribute to loss of vehicle control
and vehicle rollover. When towing, trailer tongue load or king pin weight is also part of cargo
weight. Maximum Loaded Trailer Weight â€” is the highest possible weight of a fully loaded
trailer the vehicle can tow. Determine the combined weight of luggage and cargo being loaded
on the vehicle. That weight may not safely exceed the available cargo and luggage load capacity
calculated in Step 4. Tie down the load so that it does not shift and change the weight on the
hitch. When turning, make wider turns so the trailer wheels will clear curbs and other obstacles.
Rear axle lubricant quantities are not to be checked or changed unless a leak is suspected or
repair required. Page Driving For more information on starting the vehicle, refer to Starting the
engine in this chapter. Extended idling at high engine speeds can produce very high
temperatures in the engine and exhaust system, creating the risk of fire or other damage. Make
sure all occupants buckle their safety belts. For more information on safety belts and their
proper usage, refer to the Seating and Safety Restraints chapter. Make sure the headlamps and
electrical accessories are off. If a light fails to illuminate, have the vehicle serviced. The ABS will
be activated immediately, allowing you to retain full steering control during hard braking and on
slippery surfaces. However, the ABS does not decrease stopping distance. Failure to drive
cautiously could result in an increased risk of loss of vehicle control, vehicle rollover, personal
injury and death. See your dealer or a qualified service technician as soon as possible. Always
come to a complete stop before shifting into and out of R Reverse. D Drive with Overdrive D
Drive with Overdrive is the normal driving position for the best fuel economy. The overdrive
function allows automatic upshifts and downshifts through gears one through five. For
extended duration stationary PTO operation beyond 10 minutes diesel engine is recommended,
and further consult your aftermarket PTO installer. Never drive through water that is higher than
the bottom of the hubs for trucks or the bottom of the wheel rims for cars. Page Roadside
Emergencies 50, miles 80, km on Lincoln vehicles. Motorhome customers in the U. S and
Canada should contact 1â€”â€”â€” If you need to arrange roadside assistance for yourself, Ford
Motor Company will reimburse a reasonable amount. To obtain reimbursement information, U.
Ford or Mercury vehicles customers call ; Lincoln vehicle customers call 1â€”â€”â€” Using a
fuse with a higher amperage rating can cause severe wire damage and could start a fire.
Remove the panel cover to access the fuses. To remove a fuse use the fuse puller tool provided
on the fuse panel cover. If the battery has been disconnected and reconnected, refer to the
Battery section of the Maintenance and Specifications chapter. Park the booster vehicle close to
the hood of the disabled vehicle making sure the two vehicles do not touch. Set the parking
brake on both vehicles and stay clear of the engine cooling fan and other moving parts. Start
the engine of the booster vehicle and run the engine at moderately increased speed. Start the
engine of the disabled vehicle. Remove the jumper cable from the ground metal surface. Note:
In the illustrations, lightning bolts are used to designate the assisting boosting battery. After the
disabled vehicle has been started and the jumper cables removed, allow it to idle for several
minutes so the engine computer can relearn its idle conditions. Do not tow with a slingbelt. Ford
Motor Company has not approved a slingbelt towing procedure. Away from home If you own a
Ford or Mercury vehicle and are away from home when your vehicle needs service, or if you
need more help than the dealership could provide, after following the steps described above,
contact the Ford Customer Relationship Center to find an authorized dealership to help you.
Page Away from homeâ€”motorhome service If you own a motorhome built on a Ford Chassis
and are away from home when your vehicle needs service, or if you need more help than the
dealership could provide, after following the steps above, contact the Ford Motorhome
Customer Assistance Center to find an authorized dealership or service location to help you.
The decisions of the Board are binding on Ford and, in some cases, on the dealer but not on
consumers who are free to pursue other remedies available to them under state or federal law. If
you did not take advantage of the Ford Extended Service Plan at the time of purchasing your
vehicle, you may still be eligible. Since this information is subject to change, please ask your
dealer for complete details about Ford Extended Service Plan coverage options, or visit the
Ford ESP website at Page If your vehicle must be serviced while you are traveling or living in
Central or South America, the Caribbean, or the Middle East, contact the nearest Ford

dealership. Page Reporting Safety Defects U. The high-pressure fluid could penetrate the sealed
parts and cause damage. These quality products have been specifically engineered to fulfill
your automotive needs; they are custom designed to complement the style and appearance of
your vehicle. Set the parking brake and shift to P Park. Block the wheels. Note: Do not start your
engine with the air cleaner removed and do not remove it while the engine is running. Go to the
front of the vehicle and release the auxiliary latch that is located in the center top of the grill. Lift
the hood and secure it with the prop rod. Engine oil filler cap 3. Automatic transmission fluid
dipstick 4. Air filter assembly 5. Engine oil dipstick 6. Power steering fluid reservoir 7. Brake
fluid reservoir 8. Engine coolant reservoir 9. Turn the engine off and wait a few minutes for the
oil to drain into the oil pan. Set the parking brake and ensure the gearshift is securely latched in
P Park. Open the hood. Protect yourself from engine heat. Put the indicator back in and ensure
it is fully seated. Page Battery Change your engine oil and filter according to the appropriate
schedule listed in scheduled maintenance information. Ford production and aftermarket
Motorcraft oil filters are designed for added engine protection and long life. If a replacement oil
filter is used that does not meet Ford material and design specifications, start-up engine noises
or knock may be experienced. Page To begin this process: 1. With the vehicle at a complete
stop, set the parking brake. If the level falls below, add coolant per the instructions in the
Adding engine coolant section. Add the mixture to the coolant reservoir, when the engine is
cool, until the appropriate fill level is obtained. Page Recycled engine coolant Ford Motor
Company does NOT recommend the use of recycled engine coolant in vehicles originally
equipped with Motorcraft Premium Gold Engine Coolant since a Ford-approved recycling
process is not yet available. Arrange for the vehicle to be taken to a service facility. If this is not
possible, wait a short period for the engine to cool. Check the coolant level and replenish if low.
Gasoline may contain benzene, which is a cancer-causing agent. The flow of fuel through a fuel
pump nozzle can produce static electricity, which can cause a fire if fuel is pumped into an
ungrounded fuel container. The fuel system may be under pressure. If the fuel filler cap is
venting vapor or if you hear a hissing sound, wait until it stops before completely removing the
fuel filler cap. Page Ask your fuel supplier about gasolines that meet the World-wide Fuel
Charter. Running out of fuel Avoid running out of fuel because this situation may have an
adverse affect on powertrain components. If the fluid level is low, start the engine. While the
engine idles, turn the steering wheel left and right several times. Turn the engine off. To obtain
an accurate fluid check, drive the vehic
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le until it is at normal operating temperature approximately 20 miles [30 km]. However, if fluid is
added at this time, an overfill condition could result when the vehicle reaches normal operating
temperature. The use of these materials may affect transmission operation and result in damage
to internal transmission components. Refer to Motorcraft part numbers in this chapter. Replace
the PCV valve with one that meets Ford material and design specifications for your vehicle,
such as a Motorcraft or equivalent replacement part. The customer warranty may be void for
any damage to the emissions system if such a PCV valve is not used. Page Refill Capacities
Add 4 oz. Add 8 oz. Page Page The following table tells you which transmission or transaxle
each code represents. Ford Motor Company will repair or This manual is also suitable for:
econoline. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL.

