1990 honda accord brake light switch

Adrian has been a diesel and auto mechanic for 7 years. He is also a veteran and the recipient of
the Driver and Mechanic badge. If you are the owner of a Honda or an Acura and find that your
brake lights won't turn off, even after removing the key, I'm happy to say the solution is usually
simple and cheap. When you press down on the brake pedal, a brake pedal switch bumper on
the top of the pedal assembly moves away from a plunger, activating the brake light switch. It is
highly likely that a deteriorated or missing brake pedal switch bumper is the cause of your
problem. The first step is to examine the floorboard beneath the pedals. There, you will almost
certainly find crumbles of blue or yellowish rubber that is broken and dry. These crumbs are a
clue that your brake pedal switch bumper has succumbed to old age and causing your brake
light problem. When age and heat get the best of the bumper, it cracks and falls out of place.
With no bumper in place, the brake light switch has nothing to keep it in place, so the circuit
remains open. To confirm this is the problem, slide your hand up along the brake pedal until
you find an empty hole. If your brake pedal switch bumper is broken or missing, you will need a
replacement brake pedal switch bumper. Go to an auto parts store or Honda dealership and ask
for a brake pedal switch bumper. You may have to buy a rubber bumper assortment , which will
also do the job. The assortment will come with a number of bumpers, but the one that you will
need will be flanged with a flat, round top pictured below. A broken brake light switch bumper is
the likeliest cause of Honda or Acura brake light issues, but sometimes a broken brake light
switch is the culprit. If, feeling along the brake pedal, you find that the rubber brake light switch
bumper is in place, press the pedal and manually push the plunger on the brake light switch.
Sometimes the plungers stick and require a bit of lubrication, but other times the spring inside
the brake light switch assembly can break. To do this, you will need to:. Content is for
informational or entertainment purposes only and does not substitute for personal counsel or
professional advice in business, financial, legal, or technical matters. Thank you for posting
this. I would have never figured this issue out with my Honda Pilot. Only take me a couple of
minutes after buying the rubber stopper at the auto parts store. Thank you so much! Blue
plastic pieces detective work and everything! You saved me a trip to the mechanic for a
diagnosis of the problem! An easy fix once I read about the problem. You were absolutely right
and thank you so much! I am 5' 3", with short arms. I grabbed a hadite block and wedged the
brake pedal down to free up both hands. Worked perfectly!!! Thanks so much The advice about
cutting off the end of the too-long plastic bumper was especially helpful. Thank you so much.
You saved me lots of money. The auto supply did not have the rubber bumpers but I found a
plastic body clip with a flat top that fit and did the job perfectly. American auto manufacturers
were on a roll in the s. Designing was very competitive, and, through hot-rodding, engines and
horsepower increased dramatically. Thus, the American Muscle Car was born. Many people
purchasing RVs have no real camping experience, so RV campgrounds are being inundated
with requests for their people to do things that are the RV owner's responsibility. RV owners
need to learn how to perform their own site maintenance. Intake manifold leak diagnosis can be
tricky but you can use a few simple techniques to diagnose the problem. Don't let trouble code
P or P leave you without your ride and, worst of all, with an expensive repair bill later on. A
basic knowledge on the electronic fuel injection system eliminates the guesswork in the
calibration of LPG-powered cars. Here are eight simple tips to help give tires more traction in
the snow. Experienced RV campers know what they need to do to find a great campsite when
they travel. Motorcycle helmets are trendy items that reflect your personality. What type of
helmet do you want for yourself? Paying for air is annoying. Here is how you can find free air,
and also how to set your tire pressure for the best performance of your tires and your car. Is
jump starting bad for your car? You'd be surprised what you find out. What happens behind the
scenes will shock you. Learn the different signs of a bad alternator to make a faster diagnosis.
You can make some repairs using a few common tools. In , the East German government
released the horrible Trabant car on an unsuspecting Communist world. You don't need a lot of
money to start selling classic cars, you just need to buy the first car at a good price and then do
it again. If you're thinking of buying a classic VW Beetle, you need to know a few things
beforehand. Discover why the best bargain to be had is from someone who doesn't know he
wants to sell. Identifying the type of noise and when it happens can help you diagnose your
transmission problem. Auto Repair. DIY Auto Repair. RV Living. Safe Driving. Learning to Drive.
All-Terrain Vehicles. Commercial Vehicles. Automotive Industry. Automotive History. Related
Articles. By Jerry Fisher. By Don Bobbitt. By Dan Ferrell. By Victor Mangubat. By Linda Sarhan.
By Isabella. By John Dove. By electronicsguy. By Rupert Taylor. By Mary Wickison. Fuses look
good, as I checked all anyway. Any ideas? Bought car for son. It's more than likely the brake
light switch that has either failed or is simply out of adjustment. It's a simple contact switch,
when you press the pedal something contacts the switch button. This is adjustable by means of
slackening the screws getting someone to press the pedal and making sure there is contact

adjust as required and retighten screws. If it's touching fine the only thing could be that it is
broken and need to be replaced it is cheap like 20 or 35 dollars is the cost of it plus uncle Sam's
cut. No biggy. Youll want some one to assist whilst it includes alter it to observe the brake light
fixtures. Youll want some one to help while it comprises alter it to observe the brake lights.
Could be a short somewhere, or something is causing to short.. If you have any aftermarket
electronics, that could be the problem. Trending News. For Tiger Woods, golf is secondary at
this point. FOMO trend is fueling a homebuying surge. Poll: Partisan divide over vaccine
acceptance grows. Official on Woods: He's 'very fortunate' to be alive. State tax changes could
mean bigger refunds for some. Britney Spears defended by former child star. Samsung's Galaxy
Watch 3 down to all-time-low price. Obama, Mickelson wish Tiger well after crash. Answer Save.
How do you think about the answers? You can sign in to vote the answer. Bad Wiring, take it to
a cheap auto shop and see if they can fix it for you cheaply. Still have questions? Get your
answers by asking now. The brake switch on a Honda Accord sends an electrical signal to the
brake lights. This switch is set to be always "hot. Troubleshooting the brake switch on the
Accord is very simple, but you must have an assistant to help you. Check the brake light bulbs
to make sure they are not blown. The filament inside the bulb should be intact. Remove the
bulbs by opening the trunk and pulling off the inside cover. Unplug the electrical plug from the
ballast, and turn the brake light bulb counterclockwise. Pull the light out of the housing
assembly to check the filament. If a new bulb is necessary, install it in reverse order of removal
of the old one. Check the fuse for the brake lights. Open the fuse box panel underneath the
steering wheel. Pull the cover down to remove it. Use the fuse diagram on the underside of the
cover to locate the fuse for the brake light. Pull this fuse for the brake lights with a fuse puller. If
the fuse is blown, you must replace it with a new fuse of the same amperage. Listen for a
clicking sound when you step on the brake pedal. If you have an automatic transmission, the
brake pedal will click when you first depress it. Most people associate this with being able to
shift out of "park. When the brake switch fails, you also won't be able to move the shifter out of
"park" without using the shift lock release on the shifter boot. To confirm that the brake switch
is not clicking, you might need to climb into the driver side foot well, locate the switch it's a
small black box behind the brake pedal , and press the brake pedal. If it does not click, the
switch has failed. Press on the brake pedal when you have installed the new bulb or new fuse.
Have your assistant go around to the back of the vehicle to check and see if the brake lights are
illuminated. If they are not, your brake light switch has failed. You can confirm this on both the
automatic and manual versions of the Accord by shining a flashlight on the actuator arm on the
back of the brake pedal that runs up to the brake switch. When you press on the brake pedal,
the switch closes and the brake lights light up. If you depress the actuator arm and the brake
lights aren't lighting up and everything else is otherwise OK with the brake system , then this is
a clear indication that the brake switch had failed. If the actuator arm appears to be "stuck," and
your brake lights are constantly on, you can try to pull it out with a pair of pliers, but it will be a
tight fit on most model years of the Accord. In most cases, the switch should be replaced if
there is something wrong with it. Replacing the switch itself on the Accord should be done by a
professional mechanic. I am a Registered Financial Consultant with 6 years experience in the
financial services industry. I am trained in the financial planning process, with an emphasis in
life insurance and annuity contracts. I have written for Demand Studios since Step 1 Check the
brake light bulbs to make sure they are not blown. Step 2 Check the fuse for the brake lights.
Step 3 Listen for a clicking sound when you step on the brake pedal. Haynes; New brake light
bulb, if necessary Fuse puller New brake light fuse, if necessary Flashlight Pliers. Filter your
results by entering your Year, Make, Model to ensure you find the parts that fit your vehicle. The
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ctivates the brake lights when you press the brake pedal. It allows other drivers to know when
you are slowing down. It also sends a signal to the vehicle computer when the brakes are
applied. In newer vehicles, this information is used for push-button start, anti-lock brakes, and
vehicle stability control, but these features may not operate if the brake light switch has failed.
You may also notice the brake lights stuck in the on or off position. However, if just one brake
light is not working, it could be the bulb or tail lamp assembly. Be sure to check the fuses as
well. The switch is commonly installed under the dashboard above the brake pedal and can be
tested with a multimeter. Should you need a fuse, bulb, tail light assembly, or brake light switch,
O'Reilly Auto Parts can help you complete your repair. Skip to content. Filter By. Terminal
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