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Instrumentation Instrumentation Headlamp control pg. If one or both of the indicators stay on
continuously or flash faster, check for a burned-out turn signal bulb. Page 7 Instrumentation
High beams Illuminates when the high beam headlamps are turned on. Safety belt Momentarily
illuminates when the ignition is turned to the ON position to remind you to fasten your safety
belts. For more information, refer to the Seating and safety restraints chapter. Charging system
Illuminates when the ignition is turned to The OBD II system protects the environment by
ensuring that your vehicle continues to meet government emission standards. No additional
vehicle service is required. If the Service Engine Soon light remains on, have your vehicle
serviced at the first available opportunity. Light is blinking: Engine misfire is occurring which
could damage your catalytic converter. It also illuminates when the Traction Control system
begins applying and releasing the brakes and adjusting the engine characteristics to limit a
wheelspin condition. It will be lit for a minimum of four seconds or for the duration of the
Traction Control event. Page Headlamps On Warning Chime and more needs to be added. This
lamp will also illuminate when the ignition is turned to ON and the engine is off. For more
information on adding engine coolant, refer to Engine coolant in the Maintenance and care
chapter. Safety belt warning chime Chimes to remind you to fasten your safety belts. Page Fuel
Gauge Instrumentation Optional instrument cluster gauges Fuel gauge Displays approximately
how much fuel is in the fuel tank when the key is in the ON position. The fuel gauge may vary
slightly when the vehicle is in motion. The ignition should be in the OFF position while the
vehicle is being refueled. Page The Vehicle Never remove the coolant reservoir cap while the
engine is running or hot. This gauge indicates the temperature of the engine coolant, not the
coolant level. If the coolant is not at its proper level the gauge indication will not be accurate.
Page Trip Odometer Instrumentation Tachometer Indicates the engine speed in revolutions per
minute. Driving with your tachometer pointer at the top of the scale or in the red zone may
damage the engine. Base instrument cluster Standard instrument cluster Trip odometer
Registers the kilometers miles of individual journeys. Page 15 Battery voltage gauge This gauge
shows the battery voltage when the ignition is in the ON position. Engine oil pressure gauge
This shows the engine oil pressure in the Pull the headlamp control toward you to the outer
position to turn on the headlamps in addition to the previous lamps. To turn on the courtesy
lamps: Rotate fully counterclockwise. Temperature control knob Controls the temperature of the
airflow inside the vehicle. Mode selector control Controls the direction of the airflow to the
inside of the vehicle. In snowy or dirty conditions, leave the mode selector in the OFF position
when the ignition is turned off. Page 20 Controls and features the windshield defroster ducts. It
can be used to clear ice or fog from the windshield. Page Volume Control top of your instrument
panel. These objects can fall down into the defroster outlets and block airflow and possibly
damage your climate control system. Do not place objects on top of the instrument panel, as
these objects may become projectiles in a collision or sudden stop. Tune adjust in radio mode
Tune adjust allows you to tune in a particular radio station. Page 23 Seek function in tape mode
The Automatic Music Search AMS feature allows you to quickly locate the beginning of the tape
selection being played or to skip to the next selection. Press the AMS control. Press to listen to
the previous selection on the tape. Page 24 Controls and features Setting memory preset
stations 1. Select a station. Refer to Tune adjust or Seek function for more information on
selecting a station. Press and hold a memory preset control until the sound returns, indicating
the station is Speaker balance adjust Speaker sound distribution can be adjusted between the
right and left speakers. Play will continue once the beginning of the tape is reached or rewind is
stopped. Press to fast forward the tape. Volume control Press the control to raise or lower

volume. Page 28 Controls and features Tune adjust Tune adjust works in radio mode and allows
you to manually tune in a particular radio station. The display reads TUNE. Press the SEEK
control to move up or down through the frequencies. Page 29 Press to listen to the next
selection on the tape. Scan function The scan function works in radio, tape and CD mode if
equipped. Scan function in radio mode This feature allows you to scan the frequency band,
stopping on each listenable station for approximately a five-second sampling. Page 30 Controls
and features Press to scan forward selections. Radio station memory preset The radio is
equipped with five station memory preset controls. Page 32 Controls and features Tape play
select Insert a cassette tape into the cassette deck. Push only slightly when inserting a cassette
tape with the open edge to the right. A cassette deck loading mechanism pulls the tape in the
rest of the way. Press to set the hours. Press to set the minutes. Page 34 Controls and features
wish to maintain your preset volume level, turn the audio system off with the power control
before switching off the ignition. Page 35 Seek function in radio mode Press to find the next
listenable station down the frequency band. Press to find the next listenable station up the
frequency band. Scan function The scan function works in radio mode. Press and hold a
memory preset control until the sound returns, indicating the station is held in memory on the
control you selected. If the battery is disconnected, the memory preset stations will need to be
reset. Automatic memory store if equipped Automatic memory store allows you to set strong
radio stations without losing your original manually Speaker fade adjust Speaker sound
distribution can be adjusted between the front and rear speakers. Page 38 Controls and features
Press the control for more than three seconds for fast forward action. CD eject Press the control
to stop and eject a CD. If a disc is ejected from the CD player but is not removed within
approximately 10 seconds, the player will automatically reload the disc for storage unless the
disc is automatically ejected because it was inserted upside down, in which case the disc The
CD player will begin scanning the CD, stopping on each listenable track for approximately eight
seconds. Page 41 Compression adjust brings soft and loud CD passages together for a more
consistent listening level. Shuffle feature The shuffle feature plays all tracks on the current CD
in random order. Random order play will continue until the control is pressed again. Allow the
player to cool down before operating. A disc with format and dimensions not within industry
standards is inserted. Cleaning compact discs Inspect all discs for contamination before
playing. If necessary, clean discs only with an approved CD cleaner and wipe from the center
out to the edge. If service is necessary, see your dealer or a qualified technician. Page 45 Mist
Function To operate the Mist function of the windshield wipers, push and release the windshield
washer control quickly. The wipers will cycle one or two times. Page 46 Controls and features 5.
START, cranks the engine. Release the key as soon as the engine starts. Hold the control while
adjusting the wheel to the desired position, then release the Once speed control is switched off,
the previously programmed set speed will be erased. For speed control to operate, the speed
control must be ON and the vehicle Each press will increase the set speed by 1. Page 49 To
disengage speed control Depress the brake pedal or Depress the clutch pedal if equipped
Disengaging the speed control will not erase the previously programmed set speed. Pressing
OFF will erase the previously programmed set speed. Press the controls on either side of each
map lamp to activate the lamps. Page 51 Controls and features Express down To make the
driver window open fully without holding the window control, press the driver window control
completely down and release quickly. Depress again to stop window operation. Window lock
The window lock feature allows only the driver to operate the power windows. Page 52 Controls
and features 2. Move the control in the direction you wish to tilt the mirror. Return to the center
position to lock mirrors in place. Page 53 Controls and features Foglamp control if equipped
Turn on the parking lamps or the low-beam headlamps. Press the top portion of the foglamp
control, located on the center console, to activate the foglamps. The foglamp LED will illuminate
when the foglamps are on. Press the bottom portion of the foglamp control to deactivate the
foglamps. Page 54 Controls and features 2. Check the convertible top stowage compartment
behind the rear seat to be sure it is empty and ready to receive the top. Unclamp the top from
the windshield header at both the right and left sides by pulling each clamp rearward until the
hook in the windshield header is free. Page 55 Controls and features 2. Push boot forward until
rear attachment engages under molding. Push forward flap of boot until both clips engage
under trim panel edge. Repeat on other side of vehicle. Tuck side attachments under molding.
Page 56 Controls and features Raising the convertible top The convertible top will not operate
unless the parking brake is engaged. Do not raise the top while the vehicle is moving because
the top may be severely damaged. To raise the convertible top: 1. The remote entry features
only operate with the ignition in the OFF position. If there is any potential remote keyless entry
problem with your vehicle, ensure ALL key fobs remote entry transmitters are brought to the
dealership, to aid in troubleshooting. Page 58 Controls and features Opening the trunk Press

the control once to open the trunk. Ensure that the trunk is closed and latched before driving
your vehicle. Failure to latch the trunk may cause objects to fall out of the trunk or block the
rear view. Sounding a panic alarm Press this control to activate the alarm. Page 59 The inside
lights will not turn off if: they have been turned on with the dimmer control or any door is open.
The battery saver will shut off the interior lamps 30 minutes after the ignition has been turned to
the OFF position, 10 minutes after if the door is left open, and 30 minutes after if the trunk is left
open or the dome lamp switch is left on. Page 60 Controls and features weather conditions
nearby radio towers structures around the vehicle other vehicles parked next to the vehicle To
replace the batteries: 1. Twist a thin coin between the two halves of the transmitter near the key
ring. Page 61 The SecuriLock compatible with aftermarket remote start systems. Use of these
systems may result in vehicle starting problems and a loss of security protection. Large metallic
objects or devices such as the Mobil Speedpass on the same key ring as your SecuriLock key
may cause vehicle starting problems. Page 62 Controls and features Programming spare
SecuriLock Spare SecuriLock your dealership and programmed to your SecuriLock passive
anti-theft system up to a total of 8 keys. Your dealership can program your new SecuriLock key
s to your vehicle or you can do it yourself using the following simple procedure. Page 63 4. The
purpose of these head restraints is to help limit head motion in the event of a rear collision. To
properly adjust your head restraints, lift the head restraint so that it is located directly behind
your head or as close to that position as possible. Page 65 Seating and safety restraints Lift
handle to move seat forward or backward. Pull lever up to adjust seatback. Do not pile cargo
higher than the seatbacks to avoid injuring people in a collision or sudden stop. Page 66
Seating and safety restraints Press to raise or lower the front portion of the seat cushion. Press
to raise or lower the rear portion of the seat cushion. Press the control to move the seat
forward, backward, up or down. Using the power lumbar support if equipped The power lumbar
control is located on Move the control up to increase firmness and down to decrease firmness.
To lower the seatback s from inside the vehicle, pull tab to release seat back and then fold
seatback down. Page 69 Seating and safety restraints It is extremely dangerous to ride in a
cargo area, inside or outside of a vehicle. In a collision, people riding in these areas are more
likely to be seriously injured or killed. Do not allow people to ride in any area of your vehicle
that is not equipped with seats and safety belts. Page 70 Seating and safety restraints 1. Insert
the belt tongue into the proper buckle the buckle closest to the direction the tongue is coming
from until you hear a snap and feel it latch. Make sure the tongue is securely fastened in the
buckle. Page 71 Seating and safety restraints The automatic locking mode is not available on
the driver safety belt. Anytime a child safety seat is installed in a passenger front or outboard
rear seating position if equipped. Page 72 Seating and safety restraints Allow the belt to retract.
As the belt retracts, you will hear a clicking sound. This indicates the safety belt is now in the
automatic locking mode. Page 73 if equipped , child safety seat tether bracket assemblies if
equipped , and attaching hardware, should be inspected after a collision. Ford recommends that
all safety belt assemblies used in vehicles involved in a collision be replaced. However, if the
collision was minor and a Page 74 Seating and safety restraints Failure to inspect and if
necessary replace the safety belt assembly under the above conditions could result in severe
personal injuries in the event of a collision. Refer to Cleaning and maintaining the safety belts in
the Maintenance and care section. Always transport children 12 years old and under in the back
seat and always properly use appropriate child restraints. Page 76 Seating and safety restraints
Do not attempt to service, repair, or modify the Air Bag Supplemental Restraint System or its
fuses. See your Ford or Lincoln-Mercury dealer. Children and air bags For additional important
safety information, read all information on safety restraints in this guide. Page 77 Seating and
safety restraints How does the air bag supplemental restraint system work? The air bag SRS is
designed to activate when the vehicle sustains longitudinal deceleration sufficient to cause the
sensors to close an electrical circuit that initiates air bag inflation. Page 78 Seating and safety
restraints considerable force, there is the risk of death or serious injuries such as fractures,
facial and eye injuries or internal injuries, particularly to occupants who are not properly
restrained or are otherwise out of position at the time of air bag deployment. Thus, it is
extremely important that occupants be properly restrained as far away from the air bag module
as possible while maintaining vehicle control. Page 79 Seating and safety restraints A difficulty
with the system is indicated by one or more of the following: The readiness light will either flash
or stay lit. The readiness light will not illuminate immediately after ignition is turned on. A series
of five beeps will be heard. The tone pattern will repeat periodically until the problem and light
are repaired. Page 80 Do not leave children, unreliable adults, or pets unattended in your
vehicle. To improve the fit of lap and shoulder belts on children who have outgrown child safety
seats, Ford recommends use of a belt-positioning booster seat that is labelled as conforming to
all Federal motor Page 81 Seating and safety restraints seats raise the child and provide a

shorter, firmer seating cushion that encourages safer seating posture and better fit of lap and
shoulder belts on the child. Page 82 Refer to Automatic locking mode passenger side front and
outboard rear seating positions if equipped. Ford recommends the use of a child safety seat
having a top tether strap. Install the child safety seat in a seating position which is capable of
providing a tether anchorage. Page 83 Seating and safety restraints Installing child safety seats
in combination lap and shoulder belt seating positions If you must use a forward facing child
seat in the front seat reminder children 12 years old and unders should always be properly
restrained in the rear seat. Page 84 Seating and safety restraints 3. Be sure the belt webbing is
not twisted. Insert the belt tongue into the proper buckle the buckle closest to the direction
Page 85 Tether anchorage hardware Attachment holes at each rear seating position have been
provided in your vehicle to attach anchor hardware, if desired. Tether anchorage hardware kits
part number D74 including instructions, may be obtained at no charge from any Ford or Page 86
Seating and safety restraints Lincoln-Mercury dealer. All vehicles built for sale in Canada
include a tether anchor hardware kit. Tighten the anchor according to specifications. Otherwise,
the safety seat may not be properly secured and the child may be injured in a sudden stop or
collision. This system meets all Canadian Interference-Causing Equipment standard
requirements regulating the impulse electrical field strength of radio noise. When starting a
fuel-injected engine, avoid pressing the accelerator before or during starting. Only use the
accelerator when you have difficulty starting the engine. When the engine starts, the idle RPM
runs faster to warm the engine. If the engine idle speed does not slow down automatically, have
the vehicle checked. Do not allow the vehicle to idle for more than ten minutes at high engine
RPM. Page 89 3. Make sure the corresponding lights illuminate briefly. If a light fails to
illuminate, have the vehicle serviced. Turn the key to 5 START without pressing the accelerator
pedal and release as soon as the engine starts. The key will return to 4 ON. Page 91 Guarding
against exhaust fumes Although odorless and colorless, carbon monoxide is present in exhaust
fumes. Take precautions to avoid its dangerous effects. If you ever smell exhaust fumes of any
kind inside your vehicle, have your dealer inspect and fix your vehicle immediately. Do not drive
if you smell exhaust fumes. Refer to the scheduled maintenance guide for scheduled
maintenance. In normal operation, automotive brake systems may emit occasional or
intermittent squeal or groan noises when the brakes are applied. Page 93 The ABS operates by
detecting the onset of wheel lockup during brake applications and compensating for this
tendency. The wheels are prevented from locking even when the brakes are firmly applied. The
accompanying illustration depicts the advantage of an ABS equipped vehicle on bottom to a
non-ABS equipped vehicle on top during hard braking with loss of front braking traction. Page
94 Driving stopping distance. Always leave enough room between your vehicle and the vehicle
in front of you to stop. We recommend that you familiarize yourself with this braking technique.
However, avoid taking any unnecessary risks. Hydraulic brake booster system Hydroboost The
Hydroboost system receives fluid pressure from the power steering pump to provide power
assist during braking. Page 95 when the ignition is turned ON until the parking brake is
released. Always set the parking brake fully and make sure that the gearshift is securely latched
in P Park automatic transmission or in 1 First Gear manual transmission. The parking brake is
not recommended to stop a moving vehicle. Page 96 Driving controlled by automatically
applying and releasing the rear brakes in conjunction with engine torque reductions. Engine
torque reduction is realized via the fully electronic spark and fuel injection systems. This
process is very sensitive to driving conditions and very fast acting. Page 97 To prevent damage
to the power steering pump: Never hold the steering wheel to the extreme right or the extreme
left for more than a few seconds when the engine is running. Do not operate the vehicle with a
low power steering pump fluid level. Page 98 Driving Do not drive your vehicle until you verify
that the brakelamps are working. If your vehicle gets stuck in mud or snow it may be rocked out
by shifting from forward and reverse gears, stopping between shifts, in a steady pattern. Press
lightly on the accelerator in each gear. Make sure the gearshift is securely latched in P Park.
This position locks the transmission and prevents the rear wheels from turning. Always set the
parking brake fully and make sure the gearshift is securely latched in P Hold the brake pedal
down while in this gear. Overdrive The normal driving position for the best fuel economy.
Transmission operates in gears one through four. Page instrument cluster. Transmission
operates in gears one through three. If towing a trailer, refer to Driving while you tow in the
Trailer Towing chapter. When starting a vehicle with a manual transmission, you must: 1. This
will damage the clutch. Upshift according to the following chart: Upshifts when accelerating
recommended for best fuel economy 1 - 2 2 - 3 3 - 4 4 - Page Driving 4. Turn the ignition key to
position 3 OFF. Do not park your vehicle in Neutral, it may move unexpectedly and injure
someone. Use 1 First gear and set the parking brake fully. Reverse You can shift into R Reverse
only by moving the gearshift to the right of 5 Fifth gear before you shift into R Reverse. Page

gearshift back into Neutral. Then, release the clutch pedal for a moment and repeat steps 2
through 4. Removing key from ignition Turn the ignition key to position 3 OFF. Push the release
lever forward and rotate the key towards you and remove. It does not include passengers or
aftermarket equipment. Payload: Combined maximum allowable weight of cargo, passengers
and optional equipment. Page Maximum Trailer Weight: maximum weight of a trailer the loaded
vehicle including passengers and cargo is permitted to tow. It is determined by subtracting the
weight of the loaded trailer towing vehicle from the GCWR for the towing vehicle. Trailer Weight
Range: Specified weight range that the trailer must fall within that ranges from zero to the
maximum trailer weight rating. Page Driving Always ensure that the weight of passengers,
cargo and equipment being carried is within the weight limitations that have been established
for your vehicle including both Gross Vehicle Weight and Front and Rear Gross Axle Weight
Rating limits. Under no circumstance should these limitations be exceeded. Page If you use a
rental trailer, follow the instructions that the rental agency gives to you. Do not attach safety
chains to the bumper. Servicing after towing If you tow a trailer for long distances, your vehicle
will require more frequent service intervals. Refer to your Scheduled Maintenance guide for
more information. Traction or brake capability may be limited and if the ignition system gets
wet, your engine may stall. The hazard flashers can be operated when the ignition is off. The
hazard lights control is located on top of the steering column. Page Use the following procedure
to reset the fuel pump shut-off switch. Turn the ignition to the OFF position. Check the fuel
system for leaks. If no fuel leak is apparent, reset the fuel pump shut-off switch by pushing in
on the reset button. Always disconnect the battery before servicing high current fuses. Always
replace the cover to the Power Distribution Box before reconnecting the battery or refilling fluid
reservoirs. Instead, gradually decrease your speed. Hold the steering wheel firmly and slowly
move to a safe place on the side of the road. Page Roadside emergencies Temporary spare tire
information Your vehicle may have a temporary spare tire. The temporary spare tire for your
vehicle is labeled as such. It is smaller than a regular tire and is designed for emergency use
only. Replace this tire with a full-size tire as soon as possible. Page Roadside emergencies 1.
Park on a level surface, activate hazard flashers and set parking brake. Remove the spare tire,
jack and lug wrench. Page Roadside emergencies Never use the rear differential as a jacking
point. To lessen the risk of personal injury, do not put any part of your body under the vehicle
while changing a tire. Do not start the engine when your vehicle is on the jack. Page not the
dealer to get a replacement key. Do not use an impact wrench with the anti-theft key. Page
Roadside emergencies Do not push start your vehicle. You could damage the catalytic
converter. Batteries contain sulfuric acid which can burn skin, eyes, and clothing, if contacted.
Do not attempt to push start your vehicle. Automatic transmissions do not have push-start
capability. Page Roadside emergencies Connecting the jumper cables 1. Note: In the
illustrations, lightning bolts are used to designate the assisting boosting battery. Page
Roadside emergencies 4. The preferred locations of an exposed metal part to ground the circuit
are the alternator mounting brackets or an engine lifting eye. Page Roadside emergencies
Removing the jumper cables Remove the jumper cables in the reverse order that they were
connected. Remove the jumper cable from the ground metal surface. After the disabled vehicle
has been started and the jumper cables removed, allow it to idle for several minutes so the
engine computer can relearn its idle conditions. Page It is recommended that your vehicle be
towed with a wheel lift or flatbed equipment. Do not tow with a slingbelt. Ford Motor Company
has not approved a slingbelt towing procedure. If your vehicle is to be towed from the rear
using We provide a Scheduled Maintenance Guide which makes tracking routine service easy. If
your vehicle requires professional service, your dealership can provide necessary parts and
service. Page 2. Turn off the engine and remove the key. Block the wheels to prevent the vehicle
from moving unexpectedly. Manual transmission: 1. Set the parking brake. Depress the clutch
and place the gearshift in 1 First. Inside the vehicle, pull the hood release handle located under
the bottom left corner of the instrument panel. HOOD 2. Go to the front of the vehicle and
release the auxiliary latch that is located under the front center of the hood. Engine oil filler cap
2. Engine oil dipstick 3. Brake fluid reservoir 4. Power distribution box 5. Windshield washer
fluid reservoir 6. Battery 7. Power steering fluid reservoir 8. Page Maintenance and care 4.
Engine oil dipstick 2. Brake fluid reservoir 3. Power distribution box 4. Windshield washer fluid
reservoir 5. Battery 6. Engine coolant reservoir 7. Engine oil filler cap 9. Turn the engine off and
wait a few minutes for the oil to drain into the oil pan. Set the parking brake and ensure the
gearshift is securely latched in P Park automatic transmissions or 1 First manual transmissions.
Oil levels above the MAX mark may cause engine damage. Some oil must be removed from the
engine by a service technician. Page Ford material and design specifications, startup engine
noises or knock may be experienced. It is recommended you use the appropriate Motorcraft oil
filter or another brand meeting Ford specifications for your engine application. Page 3. If

necessary, add brake fluid until the level reaches MAX. Do not fill above this line. Use only a
DOT 3 brake fluid certified to meet Ford specifications. Refer to Lubricant specifications in the
Capacities and specifications chapter. Page Brake fluid is toxic. If you use a brake fluid that is
not DOT 3, you will cause permanent damage to your brakes. Do not let the reservoir for the
master cylinder run dry. This may cause the brakes to fail. The reservoir is highlighted with a
symbol. If the level is low, add enough fluid to fill the reservoir. In very cold weather, do not fill
the reservoir all the way. Refer to the Scheduled Maintenance Guide for service interval
schedules. Be sure to read and understand Precautions when servicing your vehicle in this
chapter. If the engine coolant has not been checked at the recommended interval, the engine
coolant reservoir may become empty. Page Change your engine coolant according to the
appropriate schedule listed in the Scheduled Maintenance Guide. Recycled engine coolant Ford
Motor Company recommends that Ford and Lincoln-Mercury dealers use recycled engine
coolant produced by Ford-approved processes. Page Maintenance and care Always dispose of
used automotive fluids in a responsible manner. Start the engine and let it run until it reaches
normal operating temperature the engine coolant temperature gauge indicator will be near Page
Maintenance and care If your vehicle is equipped with a 4. Allow at least one-half hour after
driving for the power steering fluid to cool. Start the engine and allow the engine to idle. Page
Maintenance and care been operated for an extended period at high speeds, in city traffic during
hot weather or pulling a trailer, the vehicle should be turned off for about 30 minutes to allow
fluid to cool before checking. Drive the vehicle 30 km 20 miles or until it reaches normal
operating temperature. Page Maintenance and care could result when the vehicle reaches
normal operating temperature. High fluid level Fluid levels above the safe range may result Page
4. Add enough fluid through the filler opening so that the fluid level is at the bottom of the
opening. Install and tighten the fill plug securely. Use only fluid that meets Ford specifications.
Refer to the Capacities and specifications chapter. However, for severe usage or in high
temperature climates, check the battery electrolyte level. Refer to the Scheduled Maintenance
Guide for the service interval schedules. Page Batteries normally produce explosive gases
which can cause personal injury. Therefore, do not allow flames, sparks or lighted substances
to come near the battery. When working near the battery, always shield your face and protect
your eyes. Always provide proper ventilation. When lifting a plastic-cased battery, excessive
pressure on the end walls could cause acid to flow through the vent caps, resulting The
relearning process will automatically complete as you drive the vehicle. The vehicle may need
to be driven 16 km 10 miles or more to relearn the idle and fuel trim strategy. If you do not allow
the engine to relearn its idle trim, the idle quality of your vehicle may be adversely affected until
the idle trim is eventually relearned. Department of Transportation-Tire quality grades: The U.
Department of Transportation requires Ford to give you the following information Page
Treadwear Maintenance and care about tire grades exactly as the government has written it.
Treadwear The treadwear grade is a comparative rating based on the wear rate of the tire when
tested under controlled conditions on a specified government test course. Grades B and A
represent higher levels of performance on the laboratory test wheel than the minimum required
by law. The temperature grade for this tire is established for a tire that is properly inflated and
not overloaded. Page Maintenance and care 15 or 16 inch four tire rotation 17 inch four tire
rotation Replacing the tires Replace the tires when the wear band is visible through the tire
treads. Page Make sure that all replacement tires are of the same size, type, load-carrying
capacity and tread design e. Failure to follow these precautions may adversely affect the
handling of the vehicle and make it easier for the driver to lose control and roll over. Page
Maintenance and care The tires on your vehicle have all weather treads to provide traction in
rain and snow. However, in some climates, you may need to use snow tires and chains. Use
chains on the tires only in an emergency or if the law requires them. Page The fuel system may
be under pressure. If the fuel filler cap is venting vapor or if you hear a hissing sound, wait until
it stops before completely removing the fuel filler cap. Otherwise, fuel may spray out and injure
you or others. If you do not use the proper fuel filler cap, excessive pressure or vacuum in the
fuel tank may damage the fuel system or cause the fuel Page Maintenance and care Avoid
getting fuel liquid in your eyes. If fuel is splashed in the eyes, remove contact lenses if worn ,
flush with water for 15 minutes and seek medical attention. Failure to seek proper medical
attention could lead to permanent injury. Fuels can also be harmful if absorbed through the
skin. Page The customer warranty may be void for any damage to the fuel tank or fuel system if
the correct genuine Ford or Motorcraft fuel filler cap is not used. The fuel system may be under
pressure. Page Maintenance and care If you do not use the proper fuel filler cap, excessive
pressure or vacuum in the fuel tank may damage the fuel system or cause the fuel system to
work improperly in a collision, which may result in possible personal injury. Running out of fuel
Avoid running out fuel because this situation may have an adverse affect on powertrain

components. You must gather information as accurately and consistently as possible. Fuel
expense, frequency of fillups or fuel gauge readings are NOT accurate as a measure of fuel
economy. Page Use a known quality gasoline, preferably a national brand. Use the same side of
the same pump and have the vehicle facing the same direction each time you fill up. Have the
vehicle loading and distribution the same every time. Your results will be most accurate if your
filling method is consistent. Page Maintenance and care Driving style â€” good driving and fuel
economy habits Give consideration to the lists that follow and you may be able to change a
number of variables and improve your fuel economy. Page Combine errands and minimize
stop-and-go driving. Maintenance Keep tires properly inflated and use only recommended size.
Operating a vehicle with the wheels out of alignment will reduce fuel economy. Use
recommended engine oil. Refer to Lubricant Specifications. Perform all regularly scheduled
maintenance items. Page If other than Ford, Motorcraft or Ford-authorized parts are used for
maintenance replacements or for service of components affecting emission control, such
non-Ford parts should be equivalent to genuine Ford Motor Company parts in performance and
durability. Page Do not park, idle, or drive your vehicle in dry grass or other dry ground cover.
The emission system heats up the engine compartment and exhaust system, which can start a
fire. Grasp the bulb only by its plastic base and do not touch the glass. The oil from your hand
could cause the bulb to break the next time the headlamps are operated. Page Maintenance and
care To install the new bulb: 1. You may need to turn the bulb left or right to align the grooves in
the plastic base with the tabs in the lamp assembly. Page Maintenance and care 5. Carefully pull
the bulb straight out from the socket and push in the new bulb. To complete installation, follow
the removal procedure in reverse order. Page Maintenance and care 1. Rotate the foglamp bulb
counterclockwise and remove from foglamp the rear side of the foglamp is shown. Disconnect
the electrical connector from the foglamp bulb. Connect the electrical connector to the new
foglamp bulb. Page Map lamps For bulb replacement, see a qualified service technician or your
dealer. Using the right bulbs Function Tail lamp, brakelamp, turn lamp Park lamp, turn lamp,
side marker front Backup lamp License plate lamp High-mount brakelamp Headlamps Luggage
compartment lamp Dome lamp Map lamp Visor vanity lamp Page 6. Close the hood and turn off
the lamps. Page Maintenance and care Washing your vehicle Wash your vehicle regularly with
cold or lukewarm water. Never use strong detergents or soap. If your vehicle is particularly
dirty, use a quality car wash detergent. Always use a clean sponge, washing glove or similar
device and plenty of water for best results. Page Cover the highlighted areas to prevent water
damage when cleaning the engine. Never wash or rinse the engine while it is running; water in
the running engine may cause internal damage. Cleaning plastic exterior parts Use vinyl cleaner
for routine cleaning. Clean with a tar remover if necessary. Page Dry with a soft cloth. This mild
cleaner and special pad, cleans the leather and maintains its natural beauty. Follow the
instructions on the cleaner label. Page Convertible top and padded molding care To avoid
damage to the vinyl top and moldings, use only an approved Ford cleaner, or equivalent. Do not
use stiff bristle brushes or abrasive materials or cleaners. Hot waxes applied by commercial car
washes can affect the cleanability of vinyl material. Refer to Adding engine coolant, in the
Maintenance and Care chapter. Rear axle lubricants do not need to be checked or Page Service
refill capacity is determined by filling the transmission to the bottom of the filler hole with the
vehicle on a level surface. Page Add ml 4 oz. Ford design rear axles contain a synthetic
lubricant that does not require changing unless the axle has been submerged in water. Page
Capacities and specifications Page Certification Label The engine number the last eight
numbers of the vehicle identification number is stamped on the engine block, transmission,
frame and transfer case if equipped. Page Customer Assistance 80, km 50, miles on Lincoln
vehicles In the United States, you may purchase additional roadside assistance coverage
beyond this period through the Ford Auto Club by contacting your Ford or Lincoln-Mercury
dealer. Roadside assistance will cover: changing a flat tire Page There are several plans
available in various time, distance and deductible combinations which can be tailored to fit your
own driving needs. Ford ESP also offers reimbursement benefits for towing and rental
coverage. In Hawaii, rules vary. See your dealer for details. Page Ford. At Ford Motor Company
and Ford of Canada, we are dedicated to providing Ford, Lincoln and Mercury vehicle owners
with programs that will enhance your ownership experience and protect you from unexpected
repair bills. Page Customer assistance general manager of the dealership. In most cases, your
concern will be resolved at this level. Ford Motor Company and Ford of Canada dealerships also
carry genuine Ford parts and accessories, providing you with original equipment reliability.
Away from home The dealership Board member is chosen from Ford and Lincoln-Mercury
dealership management, recognized for their business leadership qualities. To properly review
your case, the Board needs the The decisions of the Board are binding on Ford and, in some
cases, on the dealer but not on consumers who are free to pursue other remedies available to

them under state or federal law. In the United States, using leaded fuel may also result in
difficulty importing your vehicle back into the U. For best results, use the following or products
of equivalent quality Ford accessories are warranted for up to 12 months or 20, km 12, miles on
all cars and light trucks and 12 months with unlimited distance on Page Customer assistance
Travel equipment Console Console armrest Daytime running lights Factory luggage rack
Factory luggage rack adaptors Fog lights Framed luggage covers Heavy-duty battery Neutral
towing transfer case kit Explorer 4. Ford cannot assume responsibility for any adverse effects
or damage that may result from the use of such equipment. Page Monday-Friday a. Service
Publications P. If NHTSA receives similar complaints, it may open an investigation, and if it
finds that a safety defect exists in a group of vehicles, it may order a recall and remedy
campaign. Page Index Air bag supplemental restraint system Page Page Fluid capacities Page
Index Infant seats see Safety seats Page Power distribution box see Fuses Page Index Traction
control Pull handle under the left side of the instrument panel. Service refill capacity is
determined by filling the transmission to the bottom of the filler hole with the vehicle on a level
surface. This manual is also suitable for: mustang gt. Print page 1 Print document pages.
Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload from
disk. Upload from URL. The fourth generation Ford Mustang is an automobile that was
produced by the American manufacturer Ford for the through model years. For the Ford
Mustang underwent its first major redesign in fifteen years, being introduced in November and
launching on December 9, It featured styling by Bud Magaldi that incorporated some stylistic
elements from the classic Mustangs. Prior to the redesigned Mustang's launch, a two-seater
show car was designed by Darrell Behmer and Bud Magali. While this engine was not put into
production, it hinted to the future use of Ford's Modular V8 in the Mustang, including the
eventual use of a supercharged 4. The base Mustang featured a 3. Efforts were made to improve
the car's handling as well as noise, vibration, and harshness NVH conditions over the previous
generation Mustang. The Mustang's front suspension makes use of MacPherson struts with
longer lower control arms, new spindles, anti-roll bars, and other enhancements over and older
Mustangs. In the rear, a four-bar link solid axle is used. All Mustangs received standard
four-wheel disc brakes, though anti-lock brakes ABS were optional. Along with its new exterior,
the Mustang received new interior styling. The Mustang's cabin featured a "dual-cockpit" layout
that was adorned with contours and sweeping curves, similarly to other Fords of the time such
as the Thunderbird. The Mustang offered many options, some of which later became standard
equipment. The preferred equipment package came with power windows, mirrors, and door
locks, remote keyless entry, air conditioning, cruise control, and a trunk cargo net. Also
available was Ford's Mach , watt multi-speaker sound system with CD player. All Mustangs
received standard three-point seat belts and dual front airbags. Production of this Mustang ran
until October Following the base Mustang in December , the Mustang GT was reintroduced in
January , featuring higher performance and better handling than the base Mustang or its
predecessor. Ford carried over the CID pushrod small-block V8 engine called the "5. For , a
one-year model referred to as the Mustang GTS was introduced. This was considered to be a
"stripped down" version of the Mustang GT that included the performance parts of the GT
model, but a minimum of non-performance related features. The GT was the last year of the 5.
These engines were produced at two different plants, Windsor and Romeo. The Windsor and
Romeo have subtle differences. Valve cover bolt patterns are one. Romeo has fewer bolts than
the Windsor. Another difference is the front cover bolts. The Romeo uses jack screws on the
main caps and the Windsor uses dowels. For , the 4. This was achieved through PCM calibration
and a modified fuel system. Though capable of matching or exceeding the older V8's output, the
4. For the and model years, the 5. Suspension and brakes were also changed with inch front
discs with "COBRA" embossed calipers as well as Cobra specific shocks, struts, and springs.
In it was available in a special color package called the Mystic Cobra which consisted of an
expensive Chrom-a-lusion exterior finish like the Mysti-Chrome package on models. A total of 2,
were produced. A redesigned SN Mustang came on December 26, , for the model year with
production starting in November Characterizing the redesign was Ford's New Edge design
language, which featured sharper contours, larger wheel arches, and creases in the bodywork,
replacing many of the soft lines of the previous model. The Mustang also received new wheels
and hubcaps. However, the car carried over the same roofline and interior, in addition to the
same basic platform. All Mustangs except the Cobra received "35th-Anniversary" badges on the
front fenders. The 3. For , the Mustang also received a change to its taillights, making them
edgier, with sharp corners and straight lines as opposed to the rounded off style of previous
years. The lamps were still composed of three vertical segments, reminiscent of the original.
Minimal changes occurred from year-to-year, most noticeable was a redesigned center panel in
the dashboard for , which now allowed double-din stereo head units, including an in-dash

six-CD player. The rear window defroster switch, previously mounted below the headlamp pull
switch, was moved to the lower center stack below the stereo. When equipped, the fog lamp
switch was relocated to the lower center stack as well, previously, it was on the center console
adjacent to the cup holders. The third button on the lower switch panel was for the traction
control system on V8 models. On convertible models, the power roof switch remained on the
center console - on coupe models, that switch was replaced with a small coin holder. The GT
model continued to use the 4. The Cobra model returned for with its valve 4. Offered only in
Performance Red, Laser Red, Black, Silver, White, or Zinc Yellow, the Spring Feature package
contained 17" x 8" performance wheels and tires, a body-colored hood scoop, body-colored
side scoops, two black "GT" stripes on the hood, and black "Mustang" inserts on the embossed
bumper. Ford produced 3, Spring Feature GTs. In , the Special Edition Bullitt was released to the
public. Available only as coupe, the Bullitt was a mildly upgraded version of the standard GT.
The car also received an upgraded exhaust and a re-designed intake. On the exterior, the car
received unique Torq-Thrust style wheels, removal of the fog lights for the US market, but
standard for Canada and rear deck spoiler, as well as new trim accents. The success of the
Bullitt led to the production of a second special edition, the to Mach 1. The Mach 1 was
equipped with a 4. The interior of the car was given a retro theme with seats made to look like
the "comfort-weave" seats available in the s-era Mach 1s. It also featured retro-themed gauges
and a unique aluminum shifter ball. The car also received similar suspension upgrades as the
Bullitt including unique Tokico struts on the rear and the convertible-spec subframe
connectors. In , Ford produced a special 40th Anniversary Edition of the Mustang. The
anniversary package was available in Crimson Red exclusive to package , Oxford White or
black. Ford produced 4, Crimson Red models. Crimson Red, Ford paint code "FX", was also
called Merlot on several other Ford models from the through model years. Most 40th
Anniversary package cars came with Parchment tan leather interiors. Some came with black
leather. This is possibly a Canadian variation. This possible Canada-only variation also features
Cobra wheels, no hood stripes and 'Mustang' decals on the lower-body side panels under the
doors. Other than two pre-production units, all Crimson Red vehicles were built from August
through November It marked the end of this design of the Mustang, as ushered in an all-new
model. This generation was sold in Australia for two years from to as to compete against the
Holden Monaro which eventually became the basis for the reborn Pontiac GTO. Due to the fact
that the Mustang was never designed for right-hand-drive, Ford Australia contracted Tickford
Vehicle Engineering to convert Mustangs and modify them to meet Australian Design Rules per
year. From Wikipedia, the free encyclopedia. This article needs additional citations for
verification. Please help improve this article by adding citations to reliable sources. Unsourced
material may be challenged and removed. Motor vehicle. Main article: Ford Mustang. A Mustang
convertible and the red interior of a V6 model. Other interior colorsâ€”such as black and
beigeâ€”were also available. See also: Tickford Vehicle Engineering. Retrieved Archived from
the original on 19 October Retrieved 20 January Archived from the original on September 21,
Retrieved January 14, Popular Mechanics. Motor Trend. MBI Publishing. Edmunds Inside Line.
Archived from the original on May 31, Retrieved January 20, February 22, Archived from the
original on January 6, Autos Canada. Ford Motor Company. Archived from the original on
August 7, Retrieved 19 May Archived from the original on July 20, February 13, October 24,
Archived from the original on January 13, Retrieved November 9, Retrieved August 19, Archived
from the original on June 6, Retrieved October 3, Archived from the original on September 16,
Retrieved September 1, Retrieved 13 December Archived from the original on September 11,
Ford Mustang production models and variants. Hidden categories: Articles needing additional
references from April All articles needing additional references Articles with short description
Short description is different from Wikidata All articles with unsourced statements Articles with
unsourced statements from April Commons link is locally defined. Namespaces Article Talk.
Views Read Edit View history. Help Learn to edit Community portal Recent changes Upload file.
Download as PDF Printable version. Wikimedia Commons. October 15, â€” May 10, [1] [2]. FR
layout. Ford Mustang third generation. Ford Mustang fifth generation. LTD Crown Victoria.
Crown Victoria. Country Squire. Personal luxury. Sport compact. Escort ZX2. Fiesta ST. Focus
ST. Focus RS. Sports car. We are the oldest and largest V6 Mustang forum on the internet. If
you have any questions about your V6 Mustang or just want to connect with other V6 Mustang
owners around the world, you have found the best place on the internet to do that. Registering
is free and easy! Hope to see you on the forums soon! Forums New posts Search forums.
Members Current visitors New profile posts Search profile posts. Log in Register. Search titles
only. Search Advanced searchâ€¦. New posts. Search forums. Log in. Install the app. For a
better experience, please enable JavaScript in your browser before proceeding. You are using
an out of date browser. It may not display this or other websites correctly. You should upgrade

or use an alternative browser. What was the factory 5-speed manual transmission for a 3. Are
they any good and how do they compare to a T-5? Zach Blank. Jesse01V6 Away from V6's for
now The 6 banger T5's are pretty much identical to the GT 5. They use the slightly higher nickel
content gearset all current I beleive , same ratios as V8 T5's except for the Z spec. I just bought
a Tremec T5 out of Mustang 3. Are all Tremec T5s the same for ? Jesse01V6 said:. In an
automatic to 5-speed manual swap, do I change the complete PCM powertrain control module
from the donor car to the one in my automatic? I opened it up and it is just a circuit board with
components on it. There isn't anything like a chip to take out and put in mine. Is there anything
that I need to get updated as far as software goes to make sure the donor car's PCM has the
correct data for my car? So I'm a little unclear. I have the PCM computer from the donor 3. Are
you saying that I cannot put this computer in my 3. If you get a tune anyway you might as well
just retune your auto computer. Got it, I'll get the number off my computer and see if you can
help me out. I went to the salvage yard today looking for a PCM for my and their part numbers
for a 3. What is the difference and which one do I need? This involves either towing your car to
a dealership and paying them money or getting a tune. If you get a tune then you can just leave
the automatic computer in your car anyway. What should I be asking them? Also, if I didn't use
Ford to get a "tune", then as you say another option is to get: b. He will make some adjustments
that improve your performance plus you won't get the strange behavior any more. Does that
mean I send him my computer Thanks again! Never really did fully understand it, lol. The
computer does not get changed when the car ends up in a different state so it really doesn't
matter where you live. Green states cars end up being sold in non-green states. The only
reliable the way to determine what computer is in your car is: You pull your computer out of the
car. Look at the part number on the computer. Type it in here. To get a tune you do not send
your computer away. You either buy a chip that will plug into the external port on your computer
or you buy a flash tuning device. Go to I did not say the Ford dealership would be giving your
car a tune. All they will be doing is making the passive anti theft PATS information that is stored
in your cluster, your keys, and your replacement computer match with each other. You must log
in or register to reply here. Similar threads. New here, first car. Hdawg Dec 3, Introductions.
Replies 3 Views 5K. Jan 7, atermate. Replies 2 Views Jan 23, Captain Max Silver. Replies 4
Views Apr 20, Robert N. Bellhousing bolts. Gmoney Nov 25, V6 Mustang Tech. Replies 1 Views
Nov 25, Sam New Gauge Cluster replacement lens, modifying a for use on Welcome To
V6Mustang. A common question that is often answered incorrectly. LMR walks you through
each transmission option. FOLLOW: mustang , 79 93 mustang , 94 04 mustang , 05 09 mustang ,
10 14 mustang , fox body , sn95 , s , driveline , transmission. The Single-Rail Overdrive,
otherwise known as the SROD, is considered a "wide-ratio" 4-speed gearbox and features a
smooth aluminum case with fully synchronized forward gears. Reverse was left
unsynchronized. The input shaft is a spline while the output shaft is a spline. Because the
SROD is unable to handle increased horsepower, they are rarely seen being used in anything
other than in a restored Ford Mustang. The venerable T5 Transmission is the longest-running
transmission style used in the late model Mustang. The heavily ribbed cast aluminum case
serves as the home for fully synchronized 5 forward gears and reverse and features a spline
input shaft with a spline output shaft. There were many variations over the years, so stick with
me here. They are the least desirable of the V8 T5 manual transmissions as the gear metallurgy,
synchronizer design, and bearing arrangement were based on old technology. This added a
much better synchronizer design, wide-ratio gearset, needle bearings for 1st, 2nd, and 3rd
speed gears, and improved metallurgy throughout. The tooth pitch of 2nd and 3rd was revised
for strength and the gear ratios were slightly altered. The reverse synchronizer assembly was
also revised for better engagement. In , for the Cobra and Cobra R Mustang, the countershaft
cluster gear received a special coating and the input bearing was upgraded from a Torrington
style to a tapered roller bearing. Gear ratios over the years for the Ford Mustang T5 are:. This
transmission justified its own mention due to its significance in the aftermarket as both a
restoration and a performance part. Basically, the T5 "Z" spec takes all the good updates and
rolls them into one transmission. The aluminum case is the latest revision and is the strongest
offered on a production T5. Second, Third, and countershaft gears are all double moly. All of the
synchronizers are the latest revisions, with the 3rd and 4th featuring a carbon fiber facing. It has
the 93 Cobra-style input pocket bearing and is already equipped with a steel input bearing
retainer. The speedometer drive gear is the desirable 7-tooth. With the introduction of the mod
motor 4. All Ford Mustangs equipped with this transmission have a The T45 shares many
attributes with the T56, so it is a strong transmission. Its weak link is the spline input shaft
which limits power handling. The shift fork is shared between all T45s. The shift fork was
updated in thru and is a common upgrade for The reverse fork was also updated in and there
are three different versions available. Speaking of reverse, the T45 was the first Ford Mustang

manual transmission to feature a fully synchronized reverse gear. All T45 varieties use a ribbed
aluminum case with integral bell housing. Gear ratios for the T45 are:. As powerful as the
Mustang Cobra was, it received the weakest T56 produced. It's spline input and spline output
shafts severely limited the power handling of this otherwise awesome six-speed manual
transmission. Because of the available six forward gears, it allowed for a "double overdrive".
The ribbed aluminum case featured a removable bell housing and mid-plate to allow for different
fitment configurations. Aftermarket support is plentiful for this transmission, so there is an
abundance of upgrade parts available to make the T56 handle whatever you may throw at it.
Because of the added length of the T56, a shorter than normal driveshaft was used in the
Mustang Cobra. Gear ratios for the T56 are:. When the Supercharged Shelby GT 5. The Tremec
TR six-speed is based on the T56, but improved from front to back. The aluminum case has an
integral bell housing and the output yoke is a fixed design. Like its GT sibling TR, the uses a
remote mount shifter. The spline input shaft allows for much greater power handling. There
have been three different ratio variations over the years. Gear ratios for the TR are:. Ford
deviated from their norm with the introduction of the Mustang GT 5. Instead of choosing a
Tremec gearbox to back up the Coyote powerplant, they chose an overseas sourced Getrag
MT82 six-speed transmission. Like its Tremec predecessors the Getrag shares no similarities
otherwise the case is ribbed cast aluminum with an integral bell housing. The output yoke is a
fixed design, but the input shaft is an oddball spline. It features six forward gears with reverse
and the shifter is a remote mount design. The same transmission and gear set are used in both
the GT and Boss The MT82 is either a love it or hate it gearbox. There have been numerous
complaints from consumers about faulty performance. However, there have been no recalls to
date. Gear ratios for the MT82 are:. This six-speed manual transmission on the Mustang Shelby
GT features six forward speeds and one reverse speed. It is designed for either a single or
double overdrive application is currently used on small delivery vans and commercial vehicles,
as well as performance vehicles. It has an 81mm center distance and comes equipped with high
strength steel on all shafts and gears. This maximizes torque capacity and durability all while
minimizing weight and package size. Also included are high-capacity tapered bearings and
synchronizers which contribute to low shift efforts and shifter travel. With the application of this
transmission on the Mustang Shelby GT, this precise-shifting Tremec has proven to be one of
the most sought-after track-proven transmissions for performance vehicles. A controversial
decision was presented to Ford in deciding on an automatic or manual transmission or both.
The final decision was made to only present this model in an automatic DCT Dual-Clutch
Transmission option to most effectively manage all of the power. The TR is referred to by many
as "having two transmissions in one". Per Pat Morgan, who is the Ford Performance powertrain
manager stated that "this enables performance at the outer reaches of straight-line quickness
with minimal torque interruption, yet it provides an incredible amount of finesse and control in
track environments for maximum stability and predictability at the limits of lateral acceleration.
This transmission contains a wet clutch system with 5 friction plates to total square inches of
surface area to firmly and smoothly deliver torque. This leads to the control system where
timing is everything. The shift points and clutch modulation are all contained by a
computer-controlled mechatronics system that simultaneously reads dozen of the vehicle and
environmental factors. This leads to near-perfect shifts for every driving situation. Even though
this is an automatic transmission, this was developed in mind to create the perfect driving
experience on the Shelby GT Mustang. We can't wait to see what comes next! We at LMR hope
that this Mustang manual transmission guide will better help in finding out which Ford Mustang
Transmission came factory on your vehicle. Mustang Manual Transmission. Mustang Clutch
Kits. Show More Show Less. Share this article! Ford has offered both a Mustang manual
transmission and automatic transmission option from all the way to In this article, we'll cover
the transmissions that were factory equipment behind V8 Mustang engines, up to the most
current Shelby GT LKQ Online is listing a used transmission in good, working condition. No
photos of the actual transmission are available. A Stock photo has been used as a general
representation. Warranty covers the transmission case, torque converter included for automatic
transmissions only and all internal components. The warranty does not cover any external
wiring, sensors or other external parts that can be transferred from your current transmission.
There is NO core charge for this transmission. To aid in installation, you get to keep your
current transmission and all attached accessories. This is NOT a manufacturer part number,
and can be disregarded. You will only receive what is pictured unless otherwise stated in the
description. Please do not assume anything else will be included if it is not pictured. All of the
parts we sell are guaranteed to be in good working condition unless otherwise noted. We ONLY
guarantee the part s will fit the vehicle s listed in the description. If your vehicle was not
originally equipped with the EXACT part s listed, it is your responsibility to consult a dealer to

see if it will fit your application. Additional items may be needed if this is an upgrade or custom
installation. Please consult your local dealer for ALL other applications. We do our best to
prevent these issues from happening and apologize for any inconvenience it may cause.
Re-learning or resetting the Transmission to the vehicle may involve towing Not Driving to a
dealership of same manufacturer in order to be performed. In certain types of Transmissions
the TCM transmission controlling computer is incorporated with the Valve body which may
require the valve body to be replaced. Transfer cases are not included with transmission from
AWD vehicles. Warranty does NOT cover labor, diagnostic, towing or rental car costs. This will
ensure the cooling system is flowing. You may verify with your local dealer if a re-learn is
required for your vehicle. We do not reimburse for this service. Lack of valid business name and
phone number will delay your order. Please provide the business name and phone number
during eBay checkout. Sales Tax may be applicable. You must provide at the time of check out a
day time phone number. You must also provide our authorized Proof of Purchase email at the
time of pick up in order for your item to be released. If not presented you will be turned away
until you have provided the Proof
2003 audi allroad air suspension
egrc solenoid valve nissan maxima
mitchell volkswagen service
of Purchase this is for your own protection. The Proof of Purchase will be emailed within 2
business days of receipt of full payment. They will not have any packaging included. If you will
need this type of service please contact us. PayPal Only Credit Cards can be used through
PayPal NO credit cards, cash, or any form of checks will be accepted for example: certified,
personal, or company checks. Tax - U. Residents Applicable sales tax will be collected for all
orders where it is required by law. Tax - Canada Residents Part must be located in Canada Sales
tax will be charged when parts are sold to customers in Canada. Please check rates below. Due
to heavy sales volume and limited staff, we are only able to respond to questions related to
orders. Unfortunately, we do not have the resources to respond to fitment or other general
questions. Please read our listings to hopefully find the answers you are looking for. We hope
you and your family are safe and healthy. Vehicle Engine Size:.

