1999 ford ranger 2.5 timing marks

Timing belt diagram ford 2. Do you. Hello, Here is a guide and a diagrams below to show you the
camshaft timing look at the bottom of the guide. Please let us know if you need anything else to
get the problem fixed. Image Click to enlarge. Was this answer. I have recently changed the
timing belt on my Ranger. The camshaft gear had a diamond and a triangle that lined up, the
gear I believe is an emissions pump had a triangle that lined up, But the crankshaft gear only
had a dot on it and no dots to line up. So I found top-dead-center on a compression stroke and
the dot on the crankshaft lined up with a notch. I assume this is correct timing. After puting
everything back on the truck started right up. But, it had a very high idle, I drove it down the
road and back and put a timing light on it, the timing then kicked down to a low idle but was not
the correct idle. The timing light showed the mark on the Harmonic balancer bounce from 30
deg. And up. The truck is supposed to be timed at 10 deg. What could be causing this problem?
How can I fix it if the truck doenst have adjustable timing? Thank You Was this answer. Thanks
for the guide I double checked the timing belt it was off one tooth everything is great now
thanks for your help. I love this site. Glad you could get it fixed, that kind of problem can be
tough. The timing belt on my truck and was repaired the mechanic is telling me that after I drive
it approx to miles that I need to bring it back for adjustments. I have had the timiing belt
serviced before and have never had this request. Just curious if this is a valid service. Never
heard of beltings requiring adjustment after a short drive. No this is not required, I have never
seen a timing belt that requires re tensioning after installation. Almost motors with timing belts
have automatic tensioners. The few that dont would need to be rechecked for proper tension
after short 'break in' period. I am sure we have lined the appropiate marks as per manual and
the truck doesn't even fire, am I missing something? Thank you my email is jamesdean gmail.
Com Was this answer. On this truck there is a diamond and a triangle stamped into both gears
be sure to clean them off and make sure you are using the triangle for the cam and the diamond
on the oil pump. Otherwise you have no compression. Hello just had timing belt replaced 2
weeks ago. Seemed to be ok now it bucks a little and stalles once in a while. Is it the timinf or
mabey fuel filter plese help dont want my wife to break down also ck. Was it stalling prior to
timing belt replacement? Since engine light is coming on, have the codes scanned to help
pinpoint the culprit. Most local auto part stores will do this for free. Did not stall before but ck
engine light wood go on and off for a while. Always got a legal sticker passed everything but
engine light was always off not sure what to do thank u have not gotten it scanned for codes.
Engine bucking is usually caused by misfires. If they are, test the fuel pressure to ensure it is up
to specs. Please login or register to post a reply. Timing Marks For A 2. Sponsored links. Ask a
Car Question. It's Free! The 2. The engine is a freewheeling engine, which means that the
tolerances are not so close as to cause extensive engine damage should the belt stretch past
the scope of the tensioner. It takes about three hours to replace the timing belt, and special
tools are needed, which are available at any Ford dealership. Ford has not recommended a
specific interval to change the timing belt, but previous use and service history dictates that it
should be changed every 60, miles. Hook the air conditioning reclaimer up to the air
conditioning system, if you have a reclaimer. If not, have a shop reclaim the Freon. It is illegal to
discharge Freon into the atmosphere. Disconnect the battery cable and lay it aside, but do not
let it touch metal. Remove the cooling fan shroud using the appropriate sockets. Loosen the
water pump pulley bolts using the appropriate socket or wrench. Loosen the accessory drive
belt tensioners using the appropriate socket, allowing the belt to slacken. Lift the belts off the
pulleys. Remove the water pump pulley bolts, water pump pulley and the radiator cooling fan
using the appropriate sockets or wrenches. Remove the air compressor by unscrewing the lines
and unbolting it from its bracket. Remove the power steering pump, but leave the lines
connected. Just lay it out of the way. Remove the air compressor mounting bracket and
crankshaft pulley bolt using the appropriate sockets. Remove the crankshaft pulley using the
puller. Remove the timing cover retaining bolt and the timing belt cover using the appropriate
sockets. Turn the crankshaft clockwise until it is lined up. The timing mark diamond on the oil
pump sprocket should also line up. Loosen the tensioner pivot bolt. Loosen the tensioner
adjusting bolt slowly. Turn the tensioner clockwise using the tensioner tool, thus releasing
tension from the timing belt. Turn the tensioner until it is against the stop, then tighten the
tensioner adjusting bolt just enough to hold the tensioner in place. Lift the timing belt off the
sprockets. Check that all three timing marks are still lined up. Install the timing belt in a
counterclockwise direction, starting on the crankshaft sprocket. Route the belt around the oil
pump and over the camshaft sprocket, keeping the belt taut. Work the belt down behind the
tensioner pulley. The belt will be looser on the tensioned side. Loosen the tensioner adjusting
bolt. Turn the crankshaft clockwise two turns until the timing marks line up again. Tighten the
tensioner adjusting bolt to 27 foot-pounds of torque. Tighten the tensioner pivot bolt to 35
foot-pounds of torque. Install the rest of the parts in reverse order of removal. If you had a shop

remove the Freon, have the shop put the Freon back into the system with the reclaimer. If you
used your own reclaimer, refill the system with Freon from your reclaimer. Tighten the
crankshaft pulley bolt to foot-pounds of torque. Cayden Conor has been writing since She has
been published on several websites and in the winter issue of "QECE. She has an Associate of
Science paralegal from Manchester Community College and studied computer science,
criminology and education at University of Tampa. How to Replace a Ford 2. Step 1 Hook the air
conditioning reclaimer up to the air conditioning system, if you have a reclaimer. Step 2
Disconnect the battery cable and lay it aside, but do not let it touch metal. Step 3 Remove the air
compressor by unscrewing the lines and unbolting it from its bracket. Step 4 Turn the
crankshaft clockwise until it is lined up. Step 5 Loosen the tensioner pivot bolt. Step 6 Install the
timing belt in a counterclockwise direction, starting on the crankshaft sprocket. Step 7 Turn the
crankshaft clockwise two turns until the timing marks line up again. A reclaimer is an expensive
piece of equipment that the average person does not have laying around in his garage. If you do
not have one, a shop will remove the Freon for you, but make sure the shop agrees to put the
Freon back into the vehicle without charging you for the Freon. If the air conditioning system is
not working because the Freon leaked out, you can skip Step 1 and just remove the air
conditioning lines there is no Freon in the system to leak out. Set of wrenches Set of sockets
Air conditioning reclaimer General purpose three-bolt crankshaft puller Tensioner tool No. It is
recommended that you replace the 2. This is based on the service history on this particular
engine. It has been identified as a free-wheeling engine, which means that it is highly unlikely
that any type of damage to the engine would occur in the event that the timing belt would fail or
come off during the operation of the vehicle. You will need certain tools to complete this job,
including a special tool from Ford. The tool is required for the tensioner and it has a part
number of Remove the radiator shroud and loosen the water pump pulley bolts. Remove the
accessory drive belts. Remove the water pump pulley bolts. Remove the water pump pulley and
the radiator cooling fan. Drain and recover the Freon from the air-conditioning system. Remove
the air-conditioning compressor. Remove the power steering pump but leave the lines attached
and move aside. Remove the air conditioning bracket. Remove the crankshaft pulley bolt and
the pulley using the wheel puller. Remove the timing belt cover. Turn the crankshaft clockwise
until the keyway on the crankshaft sprocket is straight up and the dot to the right side of it is
lined up with the corresponding mark on the block. Check that the triangle mark on the
camshaft sprocket lines up with the same type mark on the block at the 5 o'clock position. If not
then turn the crankshaft one more time and it will align. Loosen the large bolt on the top of the
tensioner and then loosen the bolt closest to the tensioner pulley. Use the special ford tool and
turn the tensioner clockwise to take the tension off of the timing belt and tighten the adjusting
bolt lightly to hold it out of your way. Remove the timing belt. Install the new timing belt starting
on the right side and work counterclockwise. The circle on the crankshaft sprocket and the
diamond marks on the oil pump and the triangle marks on the camshaft sprocket should always
stay lined up. Loosen the adjuster bolt on the tensioner and rotate the engine two turns
clockwise and realign the timing marks. Tighten the tensioner-adjusting bolt next to the
tensioner pulley and then pivot bolt. Install the rest of the components in the reverse order that
they were removed and tighten the crankshaft bolt to foot-pounds of torque. Don Bowman has
been writing
93 z28 camaro
2003 chevy malibu door panel
1987 chevy truck fuse box diagram
for various websites and several online magazines since He has owned an auto service facility
since and has over 45 years of technical experience as a master ASE tech. Bowman has a
business degree from Pennsylvania State University and was an officer in the U. Army aircraft
maintenance officer, pilot, six Air Medal awards, two tours Vietnam. Installing a Timing Belt on
Ford Ranger 2. Getting Started Remove the radiator shroud and loosen the water pump pulley
bolts. Align Crankshaft and Block Turn the crankshaft clockwise until the keyway on the
crankshaft sprocket is straight up and the dot to the right side of it is lined up with the
corresponding mark on the block. Loosen Tensioner Loosen the large bolt on the top of the
tensioner and then loosen the bolt closest to the tensioner pulley. Work Counterclockwise
Install the new timing belt starting on the right side and work counterclockwise. Writer Bio Don
Bowman has been writing for various websites and several online magazines since

