2000 camry fuel filter

Hardlymoving writes about do-it-yourself automobile maintenance on various makes and
models. Side and top view of a 5SFE replacement filter without the bracket. One of the most
commonly neglected maintenance tasks on today's automobiles is fuel filter replacement. In the
case of the Toyota Camry '89â€”'01 , the manufacturer does not even list the fuel filter as a
scheduled maintenance item. Surprisingly, many mechanics at both dealerships and
independent shops do not advocate its replacement unless customers request it. A replacement
filter is not expensive, but when it gets clogged it deprives the engine of the fuel it needs, and
the following symptoms may occur:. Advocates of fuel filter replacement recommend doing it
every three years or 30, miles, and perhaps sooner if one is the victim of a bad tank of gas. After
you remove a filter, you can determine how badly clogged it is by this test: remove as much gas
as possible from the filter, wipe clean the filter input port, and then try to blow air through the
intake fitting, as if blowing up a balloon. Some residual gas will blow out in the process.
Sometimes when I have tried this I found I couldn't blow air through the filter at all. Compare
this to blowing through a new filter; it should have virtually no resistance. On newer model
Camrys '02 and later , including most Toyota and Lexus models, the filter is integrated with the
fuel pump regulator located inside the fuel tank. Perhaps the reasoning behind this design is
that 1 if you are going to replace the fuel filter, you might as well replace the fuel pump too,
given the effort involved in removing the fuel pump regulator assembly; and 2 the filter and
pump should last about the same time. The latter assumption won't be true, though, if the fuel
tank was filled with contaminated fuel that clogged the fuel filter but didn't affect the pump.
Access to the filter is made simpler by removing parts that interfere with tool access. I
recommend removing the air filter box and the driver's side fender apron seal. As long as the air
cleaner box is removed, consider cleaning the throttle body and throttle plate to get rid of
carbon buildup. This is another maintenance item that isn't listed on the manufacturer's
maintenance schedule. Accessing the throttle body intake is easier with the air filter box and air
hose removed. Detaching the wire harness from the fuel filter clip. Crow's-foot tool for removing
the lower fuel filter connection. Before torquing off the lower fuel line fitting, have a rag on hand
to capture any fuel that may leak after removal. I used a crow's-foot flare nut adapter tool like
this one instead of an open-end wrench to generate more leveraged torque and avoid stripping
the fitting. Sometimes the fuel filter needs replacement, but the flare nut just won't turn. The
problem may have been caused at the factory where the flare nut was cross-threaded on with
high-torque tools. There are two remedy options you can try:. A customer of mine had a fuel
pump replaced, while away on vacation, and the repair shop told him that they couldn't get the
filter off for replacement. He subsequently complained he could hear the new fuel pump making
noise and the engine lacked power. Later, after he got the filter off and replaced it, the noise and
power issues disappeared. There is little room to attach a box wrench or open-end wrench to
the union bolt. Grasp the filter firmly while applying loosening torque on the bolt. Place a bucket
under the filter to capture gasoline; when the bolt is released, the filter will lose its vacuum. If
the replacement filter came with a new bracket, remove the two 10 mm bracket retaining bolts
from the vehicle frame. If using the existing bracket, remove the bracket and loosen the filter
clamp bolt to slide out the old filter. Attach the new filter to the bottom fitting before attaching
the bracket. Doing this makes it easier to adjust the fuel bracket while aligning both the fuel
supply line and mounting to the vehicle frame. New Camry fuel filter screwed into the lower fuel
line connection. Slide the new or existing fuel bracket onto the new filter. Align the filter's
elongated tabs with the indentation on the fuel bracket where the upper metal fuel line is at a
degree angle facing the transmission. Check that the bracket can align with the bolt holes on
the frame without placing stress on the lower fuel line. After tightening the bracket mounting
bolts, secure the union bolt to the new filter with new lower and upper O-rings. Now you can
tighten the lower fuel line fitting. On the Camry, ES, RAV4 and Avalon, there is an additional
filter attached to the fuel pump regulator within the fuel tank that works in conjunction with the
fuel pump strainer. If your car has over , miles on it, it may be a good idea to replace the pump,
strainer and filter as preventative maintenance. I have written an article on how to do this
replacement yourself. If the air box hose has been removed, before putting everything back
together, you might consider cleaning off any carbon deposits that may have accumulated on
the edges of the throttle body plate or "butterfly" and the interior of the throttle body port. For
cleaning, use carburetor spray solvent like this one. Work the plate open, and use a clean rag
plus perhaps a used toothbrush to loosen the carbon. For a really thorough cleaning job, you
can remove the throttle body from the intake manifold and clean it while it's off the car. This way
you can clean the air ports leading into the throttle body using a thin nylon-bristle brush.
Exposed Camry throttle body with intake hose removed. Turn the engine on for 30 seconds to
allow the electric fuel pump to saturate the new fuel filter with fuel. Check for leaks. Then start
the car, and with the engine running, check for leaks. I recommend using a "Top Tier" gasoline

to prevent deposit buildup in your fuel injectors and intake values. Content is for informational
or entertainment purposes only and does not substitute for personal counsel or professional
advice in business, financial, legal, or technical matters. Question: What is the correct washer
placement on a Toyota Camry fuel filter replacement? Answer: There should be two new
washers with every new fuel filter; one for the bottom of the banjo bolt connector and the other
for the top. When you unbolt the banjo bolt, you'll see the two washers. Question: One more; I
want to lubricate the filter fittings. I am considering white lithium, anti-seize, and Teflon based
synthetic. Answer: I understand your problem. The thing is, lubrication to get it off in the future
isn't the problem. It's getting the flare nut tight enough so the fuel won't leak. What has worked
for me is applying Teflon plumber's tape on the flare nut threads. That has worked out very well
for me. It prevents leaks and you won't have to worry about over-torquing the flare nut. Is there
any valve I can connect a psi gauge to read the pressure in the system? Answer: You'd need to
buy yourself a fuel pressure service kit. It'll come with banjo bolt adapters to allows you to tap
into either fuel rail or fuel filter. Trying to find out what this is as I am having the same on my
car. A connection that goes to the air filter box. Yes you are correct on having filters changed at
their recommended intervals; however, starting with the Camry's, the fuel filter is integrated into
the fuel pump regulator assembly and can only be changed out by pulling out that assembly.
Toyota has not published any service interval for this integrated filter. I assume if you go
through that trouble, you'd replace the pump as well. My Name is Keith S. Can an old fuel filter
cause my camry to idle low and possibly stall my car drives fine once moving but as soon as I
have to stop at the lights it starts to idle under rpm and feels like it's going to stall. How much
fuel can be expected to spill? The fuel filter is located behind and below the air filter box. In , the
newer generation Camry, the filter was placed inside the fuel tank. I have a Toyota Camry, would
the fuel filter still be under the air filter box? People keep telling me it is probably in the gas
tank, but that's just it, the key word is "probably". The images above look different than mine.
Replaced the fuel filter Camry starts just fine but when you rev it the engine dies Need help
knowing what I need to purchase to fix. I'm not very mechanically inclined, but even I had the
confidence to start this job after reading this article. I got the filter swapped out and now the
rough idling that I'd been experiencing so often is gone! Thanks so much for the great post and
please keep up the good work! Do I have to depressurize the fuel line before changing the filter?
I don't want fuel spilling everywhere. This article is awesome. I could replace my fuel filter with
no problems using this article. Pictures made the huge difference. American auto
manufacturers were on a roll in the s. Designing was very competitive, and, through
hot-rodding, engines and horsepower increased dramatically. Thus, the American Muscle Car
was born. Many people purchasing RVs have no real camping experience, so RV campgrounds
are being inundated with requests for their people to do things that are the RV owner's
responsibility. RV owners need to learn how to perform their own site maintenance. Intake
manifold leak diagnosis can be tricky but you can use a few simple techniques to diagnose the
problem. Don't let trouble code P or P leave you without your ride and, worst of all, with an
expensive repair bill later on. A basic knowledge on the electronic fuel injection system
eliminates the guesswork in the calibration of LPG-powered cars. Here are eight simple tips to
help give tires more traction in the snow. Experienced RV campers know what they need to do
to find a great campsite when they travel. Motorcycle helmets are trendy items that reflect your
personality. What type of helmet do you want for yourself? Paying for air is annoying. Here is
how you can find free air, and also how to set your tire pressure for the best performance of
your tires and your car. Is jump starting bad for your car? You'd be surprised what you find out.
What happens behind the scenes will shock you. Learn the different signs of a bad alternator to
make a faster diagnosis. You can make some repairs using a few common tools. In , the East
German government released the horrible Trabant car on an unsuspecting Communist world.
You don't need a lot of money to start selling classic cars, you just need to buy the first car at a
good price and then do it again. If you're thinking of buying a classic VW Beetle, you need to
know a few things beforehand. Discover why the best bargain to be had is from someone who
doesn't know he wants to sell. Identifying the type of noise and when it happens can help you
diagnose your transmission problem. Auto Repair. DIY Auto Repair. RV Living. Safe Driving.
Learning to Drive. All-Terrain Vehicles. Commercial Vehicles. Automotive Industry. Automotive
History. Related Articles. By Jerry Fisher. By Don Bobbitt. By Dan Ferrell. By Victor Mangubat.
By Linda Sarhan. By Isabella. By John Dove. By electronicsguy. By Rupert Taylor. By Mary
Wickison. One of the worst problems that can happen to your Toyota Camry is a bad fuel filter.
When the filter goes bad, it can limit the amount of fuel that enters the engine. Without fuel, the
vehicle will not run at all. With that in mind, most of the symptoms of a bad fuel filter revolve
around the vehicle stalling out. Fuel filters have been making a rearward progression for the last
50 years, literally. It looked like a little pill, and it would be quick and easy to replace. This was in

the era of carbureted vehicles. Fuel injection requires higher fuel pressure. Higher fuel pressure
meant that a more robust fuel filter would be required. This meant the fuel filter was no longer
left under the hood. It was put in the steel fuel line, between the gas tank and engine bay. These
fuel filters were more reliable, but they also were tougher to change. Repairing them means
getting under the vehicle and disconnecting steel fittings. The good news is, no matter how old
your Camry is, the symptoms of a bad fuel filter are universal. And, fuel filters are cheap. Before
taking anything apart, check to see if your engines computer has any trouble codes saved in it.
The engine may throw a P trouble code. Any trouble codes that exist could be a clue.
Sometimes when there is low fuel pressure, you may also get an oxygen sensor related trouble
code as well. The real issue with diagnosing a bad fuel filter is that it resembles many other
vehicular issues in terms of symptoms. Typically, if you are heading up a hill or accelerating the
engine may start to feel like it is just running out of steam. Now, a bad fuel filter can also feel a
heck of a lot like a bad catalytic converter. Both conditions will make the motor feel like it is
running out of wind when you hit the gas. A bad catalytic converter will not feel as jarring. If you
are unsure, check out this article on troubleshooting catalytic converters. If you get P or P
trouble codes with a scanner, it very well may be the catalytic converter causing these
symptoms. One of the best indicators of a clogged fuel filter is going to be that the your Camry
is difficult to start. If your car is difficult to start, a clogged fuel filter would probably not be the
place to start looking, especially if you are getting no trouble code for fuel pressure or the
oxygen sensors. It could certainly cause the problem though. A fuel pump that is going out is
going to feel the same as a bad fuel filter. This makes telling if you have a bad fuel pump vs bad
fuel filter very challenging. How do you tell them apart? A clogged fuel filter will have high
pressure on its input side and low pressure on its output side. They are both going to cause the
same hesitation at high speed and difficulty starting. The only way to truly tell is to place a fuel
pressure gauge on both sides of the line and get a reading from both. A priming fuel pump
sounds like a high-pitched whine for a few seconds and can be heard with a sharp engine right
after the ignition key is turned, but before the starter is engaged. The symptoms of a bad fuel
pump match a lot of other common problems that can occur in the Toyota Camry. Testing the
filter and pressure on each side of it are going to be the quickest ways to rule it out. If there is
anything you would like to add, please leave a comment below. Good luck! Hard to Start Engine
One of the best indicators of a clogged fuel filter is going to be that the your Camry is difficult to
start. Even after discharging the fuel pressure, place a shop rag over fittings as you separate
them to reduce risk of fuel spray on yourself or in the engine compartment. Start the engine.
After the engine has stopped, turn the ignition switch OFF. When disconnecting the high fuel
pressure line, a large amount of gasoline will spill out, so observe these procedures. Install the
injector to the delivery pipe and cylinder head, as shown in the illustration. Disconnect the
connector from the hose while pinching part A with your fingers, as shown in the illustration. If
the connector and the pipe are stuck, pinch the fuel pipe, push and pull the connector to
disconnect it and pull it out. Do not use any tools. If dirt or any other substance is found on the
sealing surface that might interfere with the seal, clean the area thoroughly before assembly. To
protect the disconnected pipe and connector from damage and contamination, cover it with a
vinyl bag. Fuel tube: Part No. Disconnect the fuel tube connector from the fuel pipe by pinching
part A with your fingers, as shown in the illustration. The fuel pipe line may spray fuel as a
result of retained pressure that remains in it. Do not allow fuel to be sprayed in the engine
compartment. Measure the fuel pressure. Fuel pressure: to kPa 3. If the pressure is low, check
the fuel hoses
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and connections, fuel pump, fuel filter and fuel pressure regulator. Check that the fuel
pressure remains as specified for 5 minutes after the engine has stopped. Fuel pressure: kPa 1.
Measure the resistance between the terminals. Standard: Take every precaution regarding safe
handling of both the fuel and the electricity. Perform this test in a safe area, and avoid any
sparks or flame. Do not smoke. Purchase the new fuel tube and take out the fuel tube connector
from its pipe. Fuel tube: Parts No. Connect SST wire to the injector and the battery for 15
seconds, and measure the injection volume with a graduated cylinder. Test each injector 2 or 3
times. In the condition above, disconnect the test probes of SST wire from the battery and
check the fuel leakage from the injector. Fuel drop: 1 drop or less per 12 minutes. Keep fuel
pump as far away from the battery as possible. Always turn on and off the voltage on the battery
side, not the fuel pump side. Inspect fuel pump. Toyota Camry.

