2000 grand cherokee heater core

The heating system is a part of the engine The heater core is located in a case under the dash,
and is connected into the engine cooling system. Consists of tubes to carry the coolant and fins
to transfer heat to the passenger Same quality as OE for less money Designed with the latest
software and manufactured with modern tooling. Jeep Grand Cherokee 4. Want your prized
possession to look and perform the way it was designed to? Then top-of-the-line Mopar
automotive parts and accessories are for you. Made using the Ideal solution to keep your
vehicle in top shape Crafted from premium-grade materials and the latest technology. High
quality at an affordable price Expertly made from premium materials. Core Material: Aluminum.
They are produced at top tier Helps maintain a desired temperature inside your car Made of
durable materials. Innovative engineering, manufacturing technology and quality control ensure
that Spectra Premium condensers meets or exceeds the performance of the original equipment
Same quality as OE for less money Direct replacement. It is usually made of copper or
aluminum and consists of tubes to carry the Want to keep your vehicle performing reliably?
Then premium gpd aftermarket auto parts are right up your alley? They are manufactured from
superior-quality materials and Designed to ensure efficient operation of your vehicle Crafted
from high-quality materials for long-lasting service. Consists of tubes to carry the coolant and
fins to transfer heat to the CAPA certification provides detailed testing and inspection
procedures to ensure the quality of the parts covered by that Specification Same quality as OE
for less money. The heater is rather compact and installs Compact size to mount almost
anywhere Lightweight and rather easy to install. Designed utilizing the latest technology, this
product features premium quality and will perform better than advertised. Perfect for your
vehicle and lifestyle, it is manufactured to Designed to deliver trouble-free, consistent
performance Right for your vehicle and lifestyle. This top-grade product is expertly made in
compliance with stringent industry standards to offer a fusion of a well-balanced design and
high level of craftsmanship. Manufactured from industry-leading Crown Automotive is just the
ticket if you want to get the most out of your vehicle as well as revel in a more exciting driving
experience. You will surely get a real bang for the buck! Developed to improve your driving
experience Constructed to ensure ultimate operation. Are you shivering behind the wheel in the
winter, or sweating in traffic in the summer? Do you detect the sweet smell of antifreeze in the
cabin or see green liquid on the Small enough to mount under dash or under a seat. No need to
locate hard-to-find O. Moves CFM. Update your vehicle with this lightweight yet Ideal solution
for your cold interior 3-speed quiet operation blower. Heater Core Replacement. Related
Searches. Your Jeep heater is blowing cold air and you're not sure why. Two possibilities exist.
One is a stuck thermostat. The other possibility is a bad heater core. Replacing the thermostat
is fairly easy. The heater core is another story. If you take the Jeep to a mechanic, expect to
spend between four to five hundred dollars to get the heater core replaced. You can, however,
decide to fix it yourself. The thermostat takes approximately one hour. For the heater core be
prepared to spend at least six hours on this repair job. Disconnect the negative cable from the
battery. Apply the parking brake. Place a brick or block of wood behind the rear tires. Let the
engine cool down. Place a clean container under the radiator drain plug. Remove the drain plug
with a pair of pliers. Remove the radiator cap. Let the coolant drain. Drain the cooling system.
Follow the upper radiator hose to engine to locate the thermostat housing. Loosen the hose
clamp using pliers. Pull the hose off of the thermostat housing. Remove the bolts on the
thermostat housing with a socket and ratchet. Remove the housing from the engine. Remove
the thermostat. Put a clean rag in the opening to keep debris out of the engine. Remove the old
gasket from both surfaces with a gasket scraper or putty knife. Remove the rag. Install the new
thermostat with the spring facing outward. Apply a layer of RTV sealant to both sides of the new
gasket. Place the gasket on the thermostat housing. Install the thermostat housing and bolts.
Tighten the bolts with a socket and ratchet. Attach the hose to the housing. Use pliers to
position the clamp in the place on the hose. Close and tighten the radiator drain plug. Fill the
radiator with antifreeze. Start the engine. Turn the heater on. Add antifreeze to the lowest mark
on the coolant reservoir. Let the engine run until the thermostat opens up. Turn the engine off.
Let the engine cool. Add more antifreeze to the radiator to bring the level up to the filler neck.
Replace the radiator cap. Let the engine warm to normal operating temperature. Check for leaks
at the drain plugs, hoses and clamps. Remove the nuts on the coolant reservoir with a socket
and ratchet. Empty the coolant into the container. Loosen the heater hose clamps with a
flat-head screwdriver. Remove the hoses. Use the flathead screwdriver to pop out the two
snap-fit bezels on the switch pod just below the instrument cluster. Remove the trim screws
from the instrument cluster bezel with a Phillips screwdriver. Remove the instrument cluster
bezel. Open the glove box. Remove the screws using Phillips screwdriver. Remove the glove
box. Remove the panel screws for the surrounding panel with a Phillips screwdriver. Reach
through the left side of the glove box opening to remove the two screws on the backside of the

center instrument cluster. Remove the two upper screws from the front side. Move the bezel out
to release the bezel from its tab. Remove the lower steering column trim screws with an Allen
head torx wrench. Remove the upper steering column trim. Remove the knee blocker screws
with a Phillips screwdriver. Remove the knee blocker. Disconnect the steering column wiring.
Remove two steering column bolts with a socket and ratchet. Remove the bolts below the
steering column with a socket and ratchet. Remove the metal cross section. Lower the steering
column. Lay the column on the driver side seat. Pry the shift knob up and off of the shift lever.
Use a flathead screwdriver to pry off the gear selection panel. Remove the mounting screws
with a Phillips screwdriver. Open the center glove box compartment. Remove the four screws
with a Phillips screwdriver. Remove the two screws from inside the compartment with a Phillips
screwdriver. Lift the console up over the shift lever. Remove the console from the vehicle. Pull
back the carpet by the shift lever. Remove the two bolts attached to the floor bracket with a
socket and ratchet. Remove the radio mounting screws with a Phillips screwdriver. Pull the
radio out. Disconnect the wiring harness from the radio. Disconnect the wiring from the
controls, cigar lighter and power outlet. Detach the lower floor heating duct. Pry the defroster
grille up with a flathead screwdriver. Remove the four upper nuts with a deep well socket and
ratchet. Remove the two side screws with a Phillips screwdriver. Disconnect any remaining
electrical wires. Remove the wiring harness from the clips along the backside of the dash.
Disconnect the air bag electrical connector. Remove the dash from the vehicle. Remove the
computer mounting bolts with an extension, socket and ratchet. Do not disconnect the
computer electrical harnesses. Place the computer on the reservoir tray. Disconnect the
electrical connectors. Pull on the vacuum hose at the vacuum motor on the housing unit to
disconnect the hose. Pry the rear floor heat duct loose. Move the duct out of the way. Remove
the bolts on the firewall with a socket and ratchet. Pull the heater core out of the housing unit.
Install the bolts with a socket and ratchet. Push the rear floor heat duct onto the bottom heat
duct. Install the vacuum hoses to the vacuum motor. Install the nuts on the outside firewall with
socket and ratchet. Install the computer mounting bolts using a socket and ratchet. Connect the
blower motor electrical connector to the blower motor. Place the dash in the Jeep. Connect the
wires for the airbag. Run all wiring to the proper positions. Install the screws on the left center
console mounting bracket. Install the metal cross section bolts, under the steering wheel with a
socket and ratchet. Install the center bolt above the steering wheel with a socket and ratchet.
Lift the steering wheel and install the two bolts with a socket and ratchet. Connect the three
wiring harnesses to the steering electrical connectors. Install the steering trim cover pieces with
an Allen head torx wrench. Install the dash mounting screws on the top left and right sides with
a Phillips screwdriver. Install the retaining nuts with a socket and ratchet. Install the defroster
grille. Connect the wiring harness and antenna to the radio. Place the radio in the center panel.
Install the screws with a Phillips screwdriver. Install the nuts on the bolts inside the floor
mounted bracket with a socket and ratchet, and put the carpet back in place. Push the knee
blocker into place. Tighten the screws with a Phillips screwdriver. Install the two screws behind
the panel by reaching through the left side glove box opening. Install the glove box bin and
screws with a Phillips screwdriver. Install the instrument cluster bezel. Snap the trim panels into
place. Release the parking brake. Remove the brick or block of wood from behind the rear tires.
Based out of Texas, Teri Stryker has been writing since As an online contributor to eHow, her
writing focuses on topics in automotive, cooking and home repair. Stryker is pursuing a
Bachelor of Science in criminal justice from the University of Phoenix. Step 1 Disconnect the
negative cable from the battery. Step 2 Place a clean container under the radiator drain plug.
Inspect the radiator hoses for cracks or breaks. Replace any damaged hoses. Step 1 Drain the
cooling system. Step 2 Loosen the hose clamp using pliers. Step 3 Remove the bolts on the
thermostat housing with a socket and ratchet. Step 4 Remove the thermostat. Step 5 Remove
the rag. Step 6 Install the thermostat housing and bolts. Step 7 Close and tighten the radiator
drain plug. Step 8 Turn the engine off. Jeep Cherokee heater core removal. Step 2 Loosen the
heater hose clamps with a flat-head screwdriver. Step 3 Use the flathead screwdriver to pop out
the two snap-fit bezels on the switch pod just below the instrument cluster. Step 4 Remove the
trim screws from the instrument cluster bezel with a Phillips screwdriver. Step 5 Open the glove
box. Step 6 Reach through the left side of the glove box opening to remove the two screws on
the backside of the center instrument cluster. Step 7 Remove the lower steering column trim
screws with an Allen head torx wrench. Step 8 Remove the knee blocker screws with a Phillips
screwdriver. Step 9 Remove the bolts below the steering column with a socket and ratchet. Step
Step 11 Open the center glove box compartment. Step 12 Pull back the carpet by the shift lever.
Step 13 Remove the radio mounting screws with a Phillips screwdriver. Step 15 Pry the
defroster grille up with a flathead screwdriver. Step 16 Disconnect any remaining electrical
wires. Step 18 Remove the computer mounting bolts with an extension, socket and ratchet.

Installing the Jeep Cherokee heater core. Step 1 Install the new heater core in the housing. Step
3 Install the vacuum hoses to the vacuum motor. Step 4 Connect the blower motor electrical
connector to the blower motor. Step 5 Install the metal cross section bolts, under the steering
wheel with a socket and ratchet. Step 6 Connect the three wiring harnesses to the steering
electrical connectors. Step 7 Install the dash mounting screws on the top left and right sides
with a Phillips screwdriver. Step 8 Connect the wiring harness and antenna to the radio. Step 9
Push the knee blocker into place. Step 10 Install the glove box bin and screws with a Phillips
screwdriver. Step 11 Close and tighten the radiator drain plug. Step 12 Turn the engine off. Step
13 Replace the radiator cap. Haynes; Use a magnetic tray to keep the bolts, nuts and screws
from getting lost. My heat doesn't work anymore the fan works fine but its only blowing cold
,thought it would be the blend doors because its common on the limited models but took apart
the dash and its fine. I had a Jeep Grand Cherokee limited v 8 5. Bought it used, great car for
many years. I bought this good looking Jeep Grand Cherokee Laredo about three months ago.
This has been a night mare. Started leaking antifreeze 2 weeks later, so I had a water pump put
on. Three weeks later a leak was coming from the radiator. Then I replaced the radiator plus the
hoses top and bottom. While all of this was going on I had no heat. The fan would blow but no
heat. So I had a thermostat put in. The engine comes to the right temp but no heat comes thru.
Now I am cranking it up and put it in gear
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nothing happens. I let run for about ten to twenty min. Then it drives fine the rest of the day.
Every now and then as I am driving I will hear a clunk from the transmission. This thing was
making a rattling sound when hitting the smallest bump in the road and it just keep rattling. All 4
shocks were shot. I had these replaced. I still have a small rattle and don't know what it is. The
new shocks stopped the bad vibration that came when the Jeep speeds over 60 mph. What a
pile of junk. If you have a for-profit service, contact us. Most Common Solutions: not sure 2
reports. Find something helpful? Spread the word. Share on Facebook Retweet this page Email
this page. Helpful websites No one has added a helpful site for this Grand Cherokee problem
yet. Be the first! Find a good Jeep mechanic Read reviews of repair shops in your area. Enter
your zip code: A free service from CarTalk. Send Comment Add Complaint. Search
CarComplaints. Not what you are looking for? Search for something else:.

