2000 subaru outback sport

Aside from saving the once-languishing Legacy line from potential oblivion, the Outback variant
continues to pique the interest of potential buyers who had never before even considered a
Subaru product. Expect that saga to take a new and even better turn this summer, when the
second-generation Outback wagon-and its equally new sedan variant, the Legacy SUS-start
rolling off the production line of the SIA plant in Lafayette, Indiana, and into local dealers.
Already marketed in Japan-albeit with minor bodywork variations-this latest Outback
handsomely expands on the basic go-almost-anywhere-in-comfort-and-style theme of the
original. Improved amenities, better handling, greater structural integrity, and enhanced safety
were all part of its comprehensive redesign brief given to the engineering team led by Matsaru
Katsurada. And our early encounters, which took place with several late pilot-build vehicles at
the company's proving ground in Japan, and here in the U. On-road and off, this new Subaru
proved eminently capable, highly utile, and even more user-friendly than before. At the heart of
this Gen II Legacy is a unibody that boasts percent more bending rigidity and 20 percent greater
torsional stiffness. A massively reinforced passenger cell also provides more resistance to
front, rear, side, and offset crashes, although curb weight is up by some pounds. The exterior
styling retains the basic flavor of its predecessor, but bolder lines and better-integrated details
give this all-season sportabout a more contemporary flair and help trim its coefficient of drag to
0. Pronounced shoulder ridges and a "wedgier" shape add new character, while narrower pillars
and a revamped greenhouse improve driver sight lines in all directions. Like its sheetmetal, the
Outback's suspension is a blend of familiar and all-new. Up front, there's a tweaked version of
the MacPherson-strut underpinnings used before. In the rear, a smaller, lighter, and
subframe-mounted multilink setup replaces the previous coil-spring struts and lateral links,
improving both space utilization and NVH characteristics. This new hardware also better
restricts unwanted camber and toe changes to enhance overall handling. Revamped
variable-assist rack-and-pinion power steering provides added driver feedback and requires
less operating energy. Stopping chores are ably handled by four-wheel disc brakes. Paired with
standard ABS, they brought our tester from mph in feet. Powering the new Outback is the latest
generation of Subaru's classic all-aluminum flat four. The aforementioned transformation netted
a host of neat techno touches that collectively helped fatten the torque curve across the board,
bolster top-end performance, and trim noise and vibration levels, while improving fuel efficiency
and lowering emissions. It can be paired with either a standard five-speed manual or optional
four-speed automatic transmission, both significantly revised for this application. The all-new
autoshifter is the biggest news here. Smaller and lighter than the unit it replaces, it boasts
smoother changes, less internal friction, and a lower lockup speed as key operating gains. As
before, U. Outbacks will be percent all-wheel drive. Autoshifted versions will be fitted with
Subaru's Active Torque Split system; manual models, a viscous-coupled limited-slip center
differential. With barely miles on its odometer, our prototype four-speed automatic tester
needed Inside, this new Outback com bines a familiar feel with greater style and improved
ergonomics. A comprehensive redo-along with modest stretches in wheelbase and overall
width-nets tangible gains in head, leg, and shoulder room. Those upticks plus more-supportive
seats make it an even better long-distance cruiser. Mounting far lower in the unibody, the
Outback's new rear suspension brings an additional 5. The revised underpinnings gave this
new Outback a more confident feel in corners than its predecessor, and helped it slip through
our slalom run 3. On the passive safety front, all Outbacks have dual front airbags and the
Limited version carries standard front-side bags, as well. The status of sidebags in other
Outback models is still under discussion. Redesigned seatbelts feature pretensioners and force
limiters up front, while all three rear spots are now bolstered by individual headrests and
three-point belts. Even driving these early pilot vehicles, it was obvious that Subaru has taken
the new Outback to a higher level in the overall automotive scheme of things. Better ride and
handling, plus a bigger, plusher, and noticeably quieter passenger compartment can't help but
bolster the market presence of this already red-hot multi-purpose offering. Although U. Close
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Links Download this manual. Table of Contents. Chapter 8: In case of emergency This chapter
informs you what to do if you have a problem while driving, such as a flat tire or engine
overheating. Page 3: Specifications Please read these safety warnings as well as all other
portions of this manual carefully in order to gain a better understanding of how to use your
SUBARU vehicle safely. Page 4 J Safety symbol You will find a circle with a slash through it in
this manual. Page 5 deploys could suffer very serious injuries. Because the SRS air- bag needs
enough space for deployment, the driver should al- ways sit upright and well back in the seat as
far from the steering wheel as practical while still maintaining full vehicle control and the front
passenger should move the seat as far back as possible and sit upright and well back in the
seat. D Always use the child safety locks whenever a child rides in the rear seat. Serious injury
could result if a child accidentally opened the door and fell out. Page 7 D If at any time you
suspect that exhaust fumes are entering the vehicle, have the problem checked and corrected
as soon as pos- sible. If you must drive under these conditions, drive only with all windows fully
open. D Keep the trunk lid or rear gate closed while driving to prevent exhaust gas from
entering the vehicle. Page 8 If you are taking any drugs, check with your doctor or pharmacist
or read the literature that accompanies the medication to determine if the drug you are taking
can impair your driving ability. Do not drive after taking any medications that can make you
drowsy or otherwise affect your abil- ity to safely operate a motor vehicle. Modification could
affect its performance, safety or durability, and may even violate govern- mental regulations. In
addition, damage or performance problems resulting from modification may not be covered
under warranties. Child safety locks. Page 13 Engine hood Engine oil. Page 14 Horn If the
sunroof can not be closed Ignition switch. Page 15 Master, submaster and valet key Maximum
load limits Page 16 Rear window defogger switch Rear window wiper and washer switch if
equipped Replacement of brake pad and lining Replacement of windshield wiper blades
Replacing bulbs Reporting safety defects USA Rocking the vehicle. Page 17 Sun visors
Tachometer if equipped Temperature A, B, C. Page 18 Warning and indicator lights Washing
Waxing and polishing. Page 19 This manual describes the following vehicle types. Page 20
Warranties B Warranties for U. Page 21 Doors and locks Keys Master, submaster and valet key
Key number. Master key, submaster key and valet key. The master key and submaster key fit all
locks on your vehicle. Page Doors And Locks Door locks B Locking and unlocking from the
outside n For Vehicles with power door locking switches Unlock To lock the door from the
outside with the key, turn the key toward the rear. To unlock the door, turn the key toward the
front. Lift the outside door handle to open an unlocked door. NOTE Make sure that you do not
leave the key inside the vehicle before locking the doors from the outside without the key. Page
25 Doors and locks up while closing the door. To lock the rear door from the outside without the
key, press the end of the lock lever down on the door and then close the door. Each rear door
has a child safety lock that prevents the doors from being opened even if the inside door handle
is pulled. D Do not take the transmitter apart except when replacing the battery. D Do not get the
transmitter wet. If it gets wet, wipe it dry with a cloth immediately. The parking lights will flash
one time. Page 30 3. The instrument panel lights will flash when the parking lights flash. Page 31
This indicates that the system is in the Transmitter Programming Mode. Do not release the
Programming button. The door locks will cycle once. Repeat step 4 for any additional

transmitters. Page Security System If Equipped The vehicle starter is automatically disabled one
minute after the igni- tion is turned off, even if the system has not been armed with your remote
transmitter. Page 34 The security system can be programmed to operate with one to four remote
transmitters. Each transmitter is powered by an internal volt alkaline battery. It is also used in
conjunction with the transmitter and vehicle ignition to program addi- tional transmitters. The
doors will also lock at this time. The status indicator will blink steadily, once per second. The
siren will chirp and parking lights will flash once. Page 38 n Personal protection alarm Panic
Pressing both buttons together on the remote transmitter activates the Panic feature, sounding
the siren and flashing the parking lights. Panic is designed to bring attention to the vehicle and
surrounding area. Press either button on the transmitter to turn off the Panic alarm. Page 39
Doors and locks 3. The system will disarm. The valet button is built into the status indicator,
located on the dash to the left of the steering wheel. Page 40 Passive starter interrupt If the
Passive Starter Interrupt option has been activated by your SUBARU dealer, the starter will be
automatically disabled one minute after you turn off the vehicle ignition, whether or not you arm
the secu- rity system with your remote transmitter. Page Windows Windows Turn the handle to
open or close the window. To close the window, pull the switch up and hold it until it reaches
the desired posi- tion. D Help prevent young children from locking themselves in the trunk.
When leaving the vehicle, either close all windows and lock all doors or cancel the inside trunk
lid release. Page 46 B To open the trunk lid from inside vehicle with trunk lid release lever HG
Pull the trunk lid release lever upward. Lock To unlock the rear gate, insert the key in the
keyhole and turn it clock- wise. To lock the rear gate, insert the key in the keyhole and turn it
coun- terclockwise. The addition of a cleaning agent may cause damage to the fuel system.
Page 49 D Make sure that the cap is tightened until it clicks to prevent fuel spillage in the event
of an accident. If you use the wrong cap, it may not fit or have proper venting, and your fuel tank
and emission control system might be damaged. If it is not, it might fly open while the vehicle is
moving and block your view, which may cause an accident and serious bodily injury. To open
the hood: 1. Page Sunroof If Equipped To close the hood: 1. Lift the hood slightly and remove
the hood prop from the slot in the hood and return the prop to its retainer. Lower the hood until
it approaches about 6 in. After washing the vehicle or after there is rain, wipe away any water on
the roof prior to opening the sunroof to prevent water drops from falling into the passenger
compartment. Insert the wrench in the end of the motor shaft. D To lower the sunroof, turn the
wrench clockwise. D To close the sunroof, turn the wrench counterclockwise. Overloading may
cause damage to the vehicle and create a safety hazard. Roof rack When you carry cargo on the
roof using the roof rack, never exceed the maximum load limit explained below. Page Installing
Carrying Attachments On The Cross Bars Doors and locks J Installing carrying attachments on
the cross bars When installing any carrying attachment such as a bike carrier, ski carri- er,
canoe carrier, etc. Rear seat access Coupe Rear seats. D Never drive the vehicle with the head
restraints removed be- cause they are designed to reduce the risk of serious neck injury in the
event that the vehicle is struck from the rear. Page Seat, Seatbelt And Srs Airbag adults, their
risk of being injured from deployment is greater. Page Reclining The Seatback Put children in
the rear seat properly restrained at all times. B Fore and aft adjustment Pull the lever upward
and slide the seat to the desired position. Then release the lever and move the seat back and
forth to make sure that it is securely locked into place. To lower it, push the head re- straint
down while depressing the release button on the top of the seatback. OM-H The best position
for the head restraint is just above or level with the top of the ears. Doing so could result in
injury to your fingers or toes. D Never allow children to operate the reclining pedal or lever.
Their fingers or feet could be caught in the reclining mechanism, which may result in injury. Do
not put cushions or any other materials between occupants and seatbacks or seat cushions. If
you do so, the risk of sliding under the lap belt and of the lap belt sliding up over the abdomen
will increase, and both can result in serious internal injury or death. And make certain that the
shoulder belts are fully visible. Page 64 Buckle center seatbelt Tongue center seatbelt 3. Raise
the seat cushion by pulling up the tab. Unlock the seatback by pulling the release knob and fold
the seat- back down. Confirm that the pin located at the bottom of the seat cushion is inserted
into the slot at the top of the seatback. Page 65 OM-H To return the rear seat to its original
position, raise the seatback and seat cushion until they lock into place and make sure that they
are securely locked. Make sure that the rear seat belts are not under the seat cushion or seatback. Otherwise, the possibility of se- rious injury becomes greater in the event of a sudden
stop or ac- cident. Page Emergency Locking Retractor Elr Function Except 2-Point Type
Seatbelt According to accident statistics, children are safer when properly restrained in the rear
seating positions than in the front seating positions. B Infants or small children Use a child
restraint system that is suitable for your vehicle. When the child restraint system is removed,
make sure that the retractor operates as an Emergency Locking Retractor ELR. Page 69 rious

internal injury or death. D Do not put cushions or any other materials between occupants and
seatbacks or seat cushions. If you do so, the risk of sliding under the lap belt and of lap belt
sliding up over the abdomen will increase, and both can result in serious internal injury or
death. If an accident occurs, this can increase the risk or severity of inju- 1. Move the seatback
as far from the steering wheel as practical while still main- taining full vehicle control. Be careful
not to twist the belt. Page S Seatbelt Guide Coupe The shoulder belt anchor height should be
adjusted to the position best suited for you. To adjust the anchor height, pull the release knob
and move the anchor to the desired position. Always adjust the anchor height so that the
shoulder belt passes over the middle of the shoulder without touching the neck. Before closing
the door, make sure that the belts are retracted proper- ly to avoid catching the belt webbing in
the door. Page Seatbelt Maintenance B 2-point type seatbelt lap only belts Push Push the
release button on the buckle. NOTE When the seatbelt is not in use, store the seatbelt in the
seatbelt pocket to prevent it from being damaged. Page Child Restraint Systems To clean the
seatbelts, use a mild soap and lukewarm water. Never bleach or dye the belts because this
could seriously affect their strength. Inspect the seatbelts and attachments including the
webbing and all hardware periodically for cracks, cuts, gashes, tears, damage, loose bolts or
worn areas. Page 76 D Children should be properly restrained in the rear seat at all times. The
SRS airbag deploys with considerable force and can injure or even kill the child. Page 77 Infants
and small children should always be placed in an infant or child restraint system in the rear seat
while riding in the vehicle. Page 78 Seat, seat belt and SRS airbag 4. Tighten the seat belt.
Before having a child sit in the child restraint system, move it back and forth to check if it is
firmly secured. Sometimes a child restraint can be more firmly srcured by pushing it down into
the seat cushion and then tightening the seatbelt. Page Top Strap Anchors the retractor. As the
belt is rewinding, clicks will be heard which indi- cate the retractor functions as ALR.
Sometimes a child restraint can be more firmly secured by pushing it down into the seat
cushion and then tightening the seat belt. Page 80 Three anchor brackets, i. If the SRS airbag
deploys, those objects could interfere with its proper operation and could be propelled inside
the car and cause injury. D The SRS airbags deploy with considerable speed and force.
According to accident statistics, children are safer when properly restrained in the rear seating
positions than in the front seating positions. If the SRS airbag deploys, those objects could
interfere with its proper operation and could be propelled inside the vehi- cle and cause injury.
This smoke could cause breathing problems for people with a history of asthma or other
breathing trouble. If you or your pas- sengers have breathing problems after SRS airbag
deploys, get fresh air promptly. Doing so can cause burns because the components can be very
hot as a result of deployment. Page 88 Seat, seat belt and SRS airbag normal result of the
deployment. This smoke does not indicate a fire in the vehicle. The SRS airbag is designed to
deploy in the event of an accident in- volving a moderate to severe frontal collision. It is
basically not de- signed to deploy in lesser frontal impacts because the necessary protection
can be achieved by the seatbelt alone. Page 89 n Examples of the types of accidents in which it
is possible that the SRS airbag will deploy. The SRS airbag may be activated when the vehicle
sustains a hard impact in the undercarriage area from the road surface such as when the
vehicle plunges into a deep ditch, is severely bumped or knocked hard against an obstacle on
the road such as a curb. Page 90 n Examples of the types of accidents in which the SRS airbag
will basically not deploy. The SRS airbag is basically not designed to deploy if the vehicle is
struck from side or from behind, or if it rolls onto its side or roof, or if it is involved in a
low-speed frontal collision. Unless checked and repaired, the SRS airbags will not function
reliably: D Flashing or flickering of the indicator light. Seat, seat belt and SRS airbag â€” D The
front part of the vehicle was involved in an accident in which the SRS airbags did not deploy.
Page 95 Instruments and controls Gauges To change the mode indication, briefly push the
knob. The odometer shows the total distance that the vehicle has been driven. The trip meter
shows the distance that the vehicle has been driven since you last set it to zero. Page
Instruments And Controls pushing the knob and keep the knob pushed for more than 2
seconds. NOTE If the connection between the combination meter and battery is bro- ken for any
reason such as vehicle maintenance or fuse replace- ment, the data recorded on the trip meter
will be lost. Page Warning And Indicator Lights If any lights fail to come on, it indicates a
burned-out bulb or a malfunc- tion of the corresponding system. Instruments and controls It
may take several driving trips. B If the light is blinking: If the light is blinking while driving, an
engine misfire condition has been detected which may damage the emission control system.
Page At Oil Temperature Warning Light For At Vehicles B Automatic transmission control
system warning If the light flashes after the engine starts, it may indicate that the auto- matic
transmission control system is not working properly. Always make sure this light is out before
you start to drive. By holding the button depressed, the clock can be put forward continu- ously.

Page Light Control Switch flasher works with the ignition switch in any position. When you have
to park your vehicle under emergency conditions, pull off the road safely and park away from
the traffic if it is possible. To turn on the hazard warning flasher, push the hazard warning
button on the instrument panel. Page lever. Page Turn Signal Lever The low beam headlights
will automatically come on at reduced brightness when the engine has started, under the
following condi- tions: D The parking brake is fully released. To brighten, turn the control dial
counterclockwise. To darken, turn the control dial clockwise. Parking light switch The parking
light switch operates regardless of the ignition switch posi- tion. Page Fog Light Switch If
Equipped â€” front and rear side marker lights â€” tail lights â€” license plate lights To turn off,
push the rear end of the parking light switch. Avoid leaving these lights on for a long time
because that will run down the battery. Page D Use clean water if windshield washer fluid is
unavailable. Also, when driving the vehicle when there are freezing tempera- tures, use
non-freezing type wiper blades. D Clean your wiper blades and window glass periodically with a
washer solution to prevent streaking, and to remove accumulations of road salt or road film.
Keep the washer button depressed at least for 1 second so that washer solution will be
sprinkled all over the windshield or rear window. Page Instruments and controls To turn the
wipers on, push the wiper control lever down. B Mist for a single wipe For a single wipe of the
wipers, pull the lever toward you. They may damage the conductors printed on the window. D
To prevent the battery from being discharged, do not operate the defogger continuously for any
longer than necessary. Mirrors Always check that the inside and outside mirrors are properly
adjusted before you start driving. J Inside mirror HG The inside mirror has a day and night
position. Pull the tab at the bottom of the mirror toward you for the night position. Do not use
the con- vex mirror to judge the distances of vehicles behind you when changing lanes.
Direction control knob Selection switch HG 1. Page Climate control Ventilator Heating and air
conditioning Heater operation. Page Ventilator Ventilator Move the thumb-wheel up and down or
right and left to adjust the air flow direction Oepn Close Move the thumb-wheel up and down or
right and left to adjust the air flow direction Move the thumb-wheel up and down or right and left
to adjust the air flow direction Oepn Page Climate Control Heating and air conditioning
Temperature control dial Fan speed control lever B Air outlet control dial This dial has the
following five positions: : Air flows through the instrument panel outlets. B Air conditioner
button if equipped The air conditioner operates only when the engine is running. Page Warm air
also comes out from the right and left air outlets. B Heating and defrosting To direct warm air
toward the floor and the windshield: 1. Page B Heating To direct warm air toward the floor: 1.
Set the temperature control dial to the most comfortable level. Page warmer than from the
instrument panel outlet. Set the temperature control dial to the desired temperature level. Set
the fan speed control lever to the desired speed. Setting the temperature control dial fully
turned to the red area or blue area decreases the temperature difference between the air from
the instrument panel outlets and the air from the foot outlets. Page Air Conditioner Operation J
Air conditioner operation B Cooling or dehumidifying ON position For cooling and
dehumidification of the passenger compartment, air flows through the instrument panel outlets:
1. There- fore, the method of adding, changing or checking the refrigerant is different from the
method for CFC12 freon. Page Air Filtration System If Equipped Since the filter element is a
viscous type, it is unnecessary to clean or wash the element. Page Plastic tab New filter 3. Insert
a new filter with the plastic tab facing forward. Install rubber seal on the duct opening. Install
the filter cover and secure with two 2 screws. Page Audio Radio Page Radio Radio J Antenna
Before listening to the radio, extend the antenna to its full length for bet- ter reception and
reproduction quality. OM-H J FM reception Although FM is normally static free, reception can be
affected by the sur- rounding area, atmospheric conditions, station strength and transmitter
distance. The radio is turned on and off by pushing the knob and the volume is controlled by
turning the knob. The volume control has total of 34 volume levels V: 0 for minimum, V: 33 for
maximum. In the bass control mode, the display shows the indication as shown. In the treble
control mode, the display shows the indication as shown. Choose desired treble volume level
by turning the volume control knob. In the balance control mode, the display shows the
indication as shown. The balance control has total of 25 settings L: 12 for left side maxi- mum
and right side minimum, 0 for neutral, R: 12 for left side mini- mum and right side maximum. In
this mode, the radio scans through the radio band until a station is found. The radio will stop at
the station for five seconds while displaying the fre- quency, after which scanning will continue
until the entire band has been scanned from the low end to the high end. D Put cassettes back
in their boxes immediately after use to protect them from dust and dirt and to prevent the tape
from unwinding. The same mechanism is automatically activated when the end of the tape is
reached. Page Clock Function D When the tape contains verbal material such as conversations.
D When the blanks between selections are shorter than five seconds. D When there are no

blanks between selections live concerts, etc. Page Installation Of Accessories If this occurs, it
is necessary to reset the time. Installation of accessories Always consult your SUBARU dealer
before installing a citizen band ra- dio or other transmitting device in your vehicle. Such devices
may cause the electronic control system to malfunction if they are incorrectly installed or if they
are not suited for the vehicle. Page Interior equipment Sun visors Vanity mirror if equipped
Storage compartment Glove compartment Page Sun Visors Sun visors To block out glare,
swing down the visors. To use the sun visor at a side window, swing it down and move it
sideways. J Vanity mirror if equipped To use the vanity mirror, swing down the passenger side
visor. To close it, push the lid firmly upward. To lock the glove compartment, insert the master
key and turn it clock- wise. To unlock it, insert the masterkey and turn it counterclockwise. J
Center console To open the lid, pull up the lock release. Page Dashboard Storage Compartment
J Dashboard storage compartment Push To open the dashboard compartment, push the button
and pull up on the lid. Be sure to close the compartment fully before driving. J Coin tray To
open the coin tray, pull the upper edge of the lid. Interior equipment HS HS D Do not pick up a
cup from the cup holder or put a cup in the holder while you are driving, as this may distract
you and lead to an accident. Doing so may cause a short-circuit and overheating, resulting in a
fire. Page D Do not place any foreign objects, especially metal ones such as coins or aluminum
foil, into the accessory power socket. That could cause a short circuit. Always put the cap on
the accessory power socket when it is not in use. Page Cigarette Lighter If Equipped The
electrical power socket located on the lower part of the instrument panel can only be used as
cigarette lighter socket. A cigarette lighter plug is an optional accessory. If smoking is not
desired, always put the cap on the socket to prevent any foreign object from entering it. To use
the cigarette lighter, push in the knob and wait a few moments. It will automatically spring up
when ready for use. Page Interior equipment HS To open the ashtray, pull the lid out. To remove
the ashtray for cleaning, open it and pull it out while push- ing the inner plate down. B Rear
ashtray The ashtray is located at the back of the center console for use by rear seat passengers.
And do not hang items on the coat hook that weigh 2. OFF: The light stays off. When leaving
your vehicle, make sure the light is turned off to avoid bat- tery discharge. To turn it off, push
the switch again. When leaving the vehicle, make sure the light is turned off to avoid bat- tery
discharge. Do- ing so may lead to an accident. The gauge pack displays following information.
Page B Measurement unit selection Default setting is English units The following procedure is
required to select measurement units other than English. Page 3. D When the battery is
disconnected, you may have to perform this operation again to reset to the desired units. For
example natural and artificial causes like tunnels, sub- ways, sub-stations, railways, and so
forth may affect compass operation. Deviation setting HSAB Depending on your location, the
following adjustment is required due to the difference between magnetic and geographic North.
Page the map shown above for the setting most appropriate for your loca- tion. The motion
indicator bars move in two patterns according to the vehicle speed. Range: D All barometric
readings reported in local weather reports are corrected to a sea-level reading regardless of
altitude. Range: â€” to ft â€” to m at a pitch of 20 ft or 10 m in metric measurement units. Page
NOTE D The indication may change during air-conditioner operation, door window operation,
driving in a tunnel, and so forth. D Adjustable elevation is ft m. Page tect its contents from
direct sunlight. This cover is detachable to make room for additional cargo. B Using the cover
To extend the cover, pull the end of the cover out of the cover hous- ing, then insert its hooks
into the catches as shown. To rewind it, un- hook it from the catches and it will rewind
automatically. Take it off the retainer. Store the cover housing in the cargo area. B To install the
cover housing 1. Insert the projections located on the both ends of the sleeve into the recesses
of the retainers. Page Maintenance Tools Anchorage eyelets The cargo area is equipped with
four anchorage eyelets so that cargo can be secured with a luggage net or ropes. When using
the anchorage eyelets, raise them up from under the cutouts of the luggage compartment mat.
When not in use, put the eyelets down into the storing recesses. Page Starting and operating
New vehicle break-in driving â€” the first 1, miles 1, km Fuel requirements. Trailer hitches. Page
Starting And Operating New vehicle break-in driving â€” the first 1, miles 1, km The performance
and long life of your vehicle are dependent on how you handle and care for your vehicle while it
is new. Follow these instructions during the first 1, miles 1, km : D Do not race the engine. Page
Fuel Requirements Do not let fuel spill on the exterior surfaces of the vehicle. Your use of
gasoline with detergent additives will help prevent depos- its from forming in your engine and
fuel system. Page Many gasolines are now blended with materials called oxygenates. Use of
these fuels can also help keep the air cleaner. Page State Emission Testing U. Otherwise,
serious transmission damage will result. There are some states that use four-wheel
dynamometers in their testing programs. Page Catalytic Converter NOTE Due to the expansion
and contraction of the metals used in the manufacture of the exhaust system, you may hear a

crackling sound coming from the exhaust system for a short time after the engine has been
shut off. This sound is normal. If you feel the engine running rough mis- firing, backfiring or
incomplete combustion , have your vehicle checked and repaired by an authorized SUBARU
dealer. D Do not apply undercoating or rust prevention treatment to the heat Page Preparing To
Drive Preparing to drive You should perform the following checks and adjustments every day
be- fore you start driving. Check that all windows, mirrors, and lights are clean and unobstructed. Check the appearance and condition of the tires. Also check tires for proper inflation.
And when the engine is turned off, it takes a much greater effort than usual to steer. Page Key
Reminder Chime 3. Remove the undercover of the steering column. Turn the ignition key while
pressing the key interlock release lever. Starting and operating If the engine fails to start after
operating the starter for five to ten seconds, wait for ten seconds or more before trying again. B
Manual transmission vehicles 1. Page Starting and operating 1. Apply the parking brake. Turn
off unnecessary lights and accessories. This will cause loss of power to the power steering and
the brake booster, making steering and braking more difficult. Page The shift pattern is shown
on the shift lever knob. When shifting from 5th gear to reverse gear, first return the shift lever to
neutral position then shift into the reverse gear. To change gears, fully depress the clutch pedal,
move the shift lever, and gradually let the pedal up. Failure to observe this pre- caution can lead
to engine over-revving and this in turn can result in engine damage. Page Automatic
Transmission When it is necessary to reduce vehicle speed due to slow traffic, turn- ing
corners, or driving up steep hills, downshift to a lower gear before the engine starts to labor. On
steep downgrades, downshift the transmission to 4th, 3rd or 2nd gear as necessary; Page
Selector Lever NOTE Immediately after a disconnected battery is reconnected or ATF automatic transmission fluid is replaced, you may feel that the auto- matic transmission operation
is somewhat unusual. This results from erasure or invalidation of data the on-board com- puter
has collected and stored in memory to allow the transmission to shift at the most appropriate
times for the current condition of your vehicle. This prevents the vehicle from lurching when it
is started. Page the pedal, the transmission will return to the original gear position. This
minimizes the chance of subsequent downshifting to a lower gear when accelerat- ing again.
Page When more acceleration is required in this position, press the acceler- ator pedal fully to
the floor and hold that position. The transmission will automatically downshift to 2nd or 1st
gear. When you release the pedal, the transmission will return to the original gear position.
Page Shift Lock Release the gear which is about to be selected. Exceeding the Maximum
Allowable Speeds will result in over-revving of the engine. In addition a powerful engine brake
will engage and control of the vehicle may be lost. Remove the shaft from the hole. Depress the
brake pedal and start the engine. D If one rear tire is spinning in mud, avoid continued spinning
at high speed as this could adversely affect the LSD. Page Power Steering B Tilt adjustment 1.
Adjust the seat position. Pull the tilt lock lever down. Move the steering wheel to the desired
level. Push the lever up to lock the steering wheel in place. This may cause loss of vehicle
control: D driving up or down a steep grade D driving on slippery or winding roads D driving in
heavy traffic Cruise control enables you to maintain a constant vehicle speed without holding
your foot on the accelerator pedal and it is operative when the Page celerate the vehicle. When
the accelerator pedal is released, the ve- hicle will return to and maintain the previous cruising
speed. B To temporarily cancel the cruise control There are four ways to cancel the cruise
control temporarily: D Depress the brake pedal. Page Parking Your Vehicle n To decrease the
speed 1. The control lever can be used for decreasing the cruising speed slightly. Before
starting to drive, always make sure that the parking brake has been fully released. To set the
parking brake, press the brake pedal firmly and hold it down while fully pulling up the parking
brake lever. Page Braking When parking on a hill, always turn the steering wheel. When the
vehicle is headed up the hill, the front wheels should be turned away from the curb. When
facing down hill, the front wheels should be turned into the curb. Page Brake System Starting
and operating lower gear to get stronger engine braking. B Braking when a tire is punctured Do
not depress the brake pedal suddenly when a tire is punctured. This could cause a loss of
control of the vehicle. Keep driving straight ahead while gradually reducing speed. Page Disc
Brake Pad Wear Warning Indicators The disc brake pad wear warning indicators on the disc
brakes give a warning noise when the brake pads are worn. Page leave ample distance from
other vehicles. D When you feel the ABS system operating, you should maintain constant brake
pedal pressure. Do not pump the brake pedal since doing so may defeat the operation of the
ABS system. The ABS system prevents the lock-up of wheels which may occur during sudden
braking or braking on slippery road surfaces. Page When the warning light is on, the ABS
function shuts down; however, the conventional brake system continues to operate normally.
Page Off Road Driving ence in handling, however, during extremely sharp turns or sudden braking. Therefore, when driving down a slope or turning corners, be sure to reduce your speed and

maintain an ample distance from other vehicles. D When replacing a tire, make sure you use
only the same size, circum- ference, construction, brand, and load range as the original tires
listed on the tire placard. Page Because of the AWD feature and higher ground clearance, your
Sub- aru can be driven on ordinary roads or off-road. But please keep in mind that an AWD
Subaru is a passenger car and is neither a conven- tional off-road vehicle nor an all-terrain
vehicle. If you do take your Page D Do not grip the inside or spokes of the steering wheel. A bad
bump could jerk the wheel and injure your hands. Instead drive with your fingers and thumbs on
the outside of the rim. D If driving through water, such as when crossing shallow streams, first
check the depth of the water and the bottom of the stream bed for firmness and ensure that the
bed of the stream is flat. Remember that damage done to your Subaru while operating it offroad and not using common sense precautions such as those listed above is not eligible for
warranty coverage. Page Heavy summer oil will cause harder starting. Keep the door locks from
freezing by squirting them with deicer or glycerin. Forcing a frozen door open may damage or
separate the rubber weather strips around the door. If the door is frozen, use hot water to melt
the ice, and afterwards thoroughly wipe the water away. Page When an antifreeze additive is
used, its effect lasts longer if the tank is refilled whenever the fuel level reaches half empty.
Page Avoid shifting down abruptly. Such behavior can cause the wheel to lock, possibly leading
to loss of vehicle control. Avoid locking the front wheels because that can lead to a loss of
steering control. When braking with a vehicle not equipped with an Anti-Lock Brake System
ABS , press the brake pedal repeatedly at short intervals to prevent the wheels from locking.
Page Rocking The Vehicle Driving on snowy grades or icy roads may require the use of tire
chains, in which case put the chains on the front wheels only. Use only SAE class S type chains
that are of the correct size for your tires so as not to damage the vehicle body or suspension.
Doing so may result in serious in- jury. D Never stack luggage or other cargo higher than the
top of the seatback because it could tumble forward and injure passengers in the event of a
sudden stop or accident. Page Trailer Towing Starting and operating Rating. GVW is the
combined total of weight of the vehicle, fuel, driver, all passengers, luggage, any optional
equipment and trailer tongue load. Therefore, the GVW changes depending on the situation.
Page SUBARU assumes no responsibility for injuries or vehicle damage that result from trailer
towing equipment, or from any errors or omissions in the instructions accompanying such
equipment or for your failure to fol- low the proper instructions. Page Trailer Hitches D
Adequate size trailer brakes are required when the trailer and its cargo exceed lbs kg total
weight. Choose a proper hitch for your vehicle and trailer. Consult with a professional hitch
supplier to assist you in choosing an appropriate hitch for your vehicle. Check for correct
operation of the turn sig- nals and brake lights and parking lights each time you hitch up. In the
event your vehicle gets a flat tire when towing a trailer, ask a commercial road service to repair
the flat tire. Page clutch at moderate engine rpm. Avoid uneven steering, sharp turns and rapid
lane changes. Slow down before turning. Make a longer than normal turning radius because the
trailer wheels will be closer than the vehicle wheels to the inside of the turn. In a tight turn, the
trailer could hit your vehicle. Crosswinds will adversely affect the handling of your vehicle and
trail- er, causing sway. Page 5. Page In case of emergency Hazard warning flasher Engine
overheating Jump starting. Page Hazard Warning Flasher Hazard warning flasher Day or night, if
your vehicle becomes a traffic hazard, use the hazard warning flasher. Avoid stopping on the
road. It is best to safely pull off the road if a problem occurs. The hazard warning flasher can be
acti- vated regardless of the ignition switch position. Page In Case Of Emergency 2. Open the
hood to ventilate the engine compartment. Confirm that the cooling fan is turning. After the
engine coolant temperature has dropped, turn off the en- gine. Do not let it come in contact with
the eyes, skin, clothing or the vehicle. If battery fluid gets on you, thoroughly flush the exposed
area with water immediately. Get medical help if the fluid has entered your eyes. Page When
your vehicle does not start due to a run down discharged bat- tery, the vehicle may be jump
started by connecting your battery to another battery called the booster battery with jumper
cables. Jump starting is dangerous if it done incorrectly. If you are unsure about the proper
procedure for jump starting, consult a competent mechanic. Page Flat Tires moderate speed.
Then start the engine of the vehicle that has the dis- charged battery. When finished, carefully
disconnect the cables in exactly the re- verse order. Page In case of emergency 3. Turn on the
hazard warning flasher and have everyone get out of the vehicle. Put wheel blocks at the front
and rear of the tire diagonally opposite the flat tire. OM-H 5. Take out the spare tire, jack, and
wheel nut wrench. Page 7. Loosen the wheel nuts using the wheel nut wrench but do not
remove the nuts. Place the jack under the side sill at the front or rear jack-up point clos- est to
the flat tire. Turn the jackscrew by hand until the jack head engages firmly into the jack-up
point. Page In case of emergency OM-H Remove the wheel nuts and the flat tire. Before putting
the spare tire on, clean the mounting surface of the wheel and hub with a cloth. OM-H HG Put on

the spare tire. Replace the wheel nuts. Tighten them by hand. This torque is equivalent to
applying about 88 to lbs 40 to 50 kg at the top of the wheel nut wrench. Never use your foot on
the wheel nut wrench or a pipe extension on the wrench because you may exceed the specified
torque. The temporary spare tire is not designed to sustain the towing load. Page Indicator
location mark D If your vehicle is AWD with automatic transmission Before driving your vehicle
with the temporary spare tire, put a spare fuse inside the FWD connector in the main fuse box
located in the engine compartment and confirm that the Front-wheel drive warning light comes
on. To remove the spare tire, first remove the spare tire cover, turn the at- taching bolt
counterclockwise, then take the spare tire out. Observe the following procedures for safety. B
Transporting your vehicle using a flat-bed truck This is the best way to transport your vehicle.
Use the following proce- dures to ensure safe transportation. Check the transmission and
differential oil levels and add oil to bring it to the upper level if necessary. Release the parking
brake and put the transmission in neutral. Page We do not recommend this method of towing. D
Do not apply excessive lateral load to the towing eyelets. Towing eyelets Towing and tie-down
eyelets Never use tie-down eyelet for towing purposes. Page Appearance Care Appearance care
Exterior care As a result, the brake stopping distance will be longer. To dry the brakes, drive the
vehicle at a safe speed while lightly pressing the brake pedal to heat up the brakes. Page
Waxing And Polishing Frequent polishing with a compound or an incorrect polishing technique
will result in removing the paint layer and exposing the undercoat. Special materials and
protective finishes have been used on most parts of the vehicle to help maintain fine
appearance, strength, and reliable opera- tion. B Most common causes of corrosion The most
common causes of corrosion are: 1. Page Cleaning Aluminum Wheels dealer to perform this
kind of maintenance and treatment if you need assistance. Repair chips and scratches in the
paint as soon as you find them. Check the interior of the vehicle for water and dirt accumulation
under the floor mats because that could cause corrosion. Occasionally check under the mats to
make sure the area is dry. Page Cleaning The Interior B Synthetic leather upholstery The
synthetic leather material used on the SUBARU may be cleaned using mild soap or detergent
and water, after first vacuuming or brushing away loose dirt. Allow the soap to soak in for a few
minutes and wipe off with a clean, damp cloth. Page Maintenance and service Maintenance
schedule Maintenance precautions Engine compartment overview Engine oil Cooling system.
Page Fog light if equipped Parking light Front turn signal light Side turn signal light Rear
combination lights If you perform maintenance and service by yourself, you should familiar- ize
yourself with the information provided in this section on general main- tenance and service for
your SUBARU. D The SRS airbag has no user-serviceable parts. Page Maintenance and service
J When you do checking or servicing in the engine compartment while the engine is running A
running engine can be dangerous. Keep your fingers, hands, clothing, hair and tools away from
the cooling fan, belts and any other moving engine parts. Page Engine Compartment Overview
Engine compartment overview Manual transmission oil level gauge MT page or Differential gear
oil level gauge AT page Air cleaner element page Clutch fluid reservoir page Automatic
transmission fluid level gauge page Brake fluid reservoir page Fuel filter Park the vehicle on a
level surface and stop the engine. Pull out the dipstick, wipe it clean, and insert it again. The
engine oil and oil filter must be changed more frequently than listed in the maintenance
schedule when driving on dusty roads, when short trips are frequently made, when towing a
trailer or when driving in extremely cold whether. Page Sealing washer Drain plug 6. Remove
the oil filter with an oil filter wrench. Before installing a new oil filter, apply a thin coat of engine
oil to the seal. Clean the rubber seal seating area of the lower crank case and install the oil filter
by hand turning. Engine oil viscosity thickness affects fuel economy. Oils of lower vis- cosity
provide better fuel economy. However, in hot weather, oil of higher viscosity is required to
properly lubricate the engine. Page SAE viscosity number and applicable temperature B
Recommended grade and viscosity under severe driving conditions If the vehicle is used in
desert areas, in areas with very high tempera- tures, or used for heavy-duty applications such
as towing a trailer, use of oil with the following grade and viscosities is recommended. Page
Cooling System â€”33 F â€”36 C. Use of improp- er coolants may result in corrosion in the
cooling system. It is im- portant to maintain protection against freezing and corrosion, even if
freezing temperatures are not expected. Check the coolant level on the outside of the reservoir
while the engine is cool. Since the coolant is under pressure, you may suffer serious burns from
a spray of boiling hot coolant when the cap is removed. Page Fill up to here 3. Do not pour the
coolant too quickly, as this may lead to insufficient air bleeding and trapped air in the sys- tem.
Under extremely dusty conditions, replace it more frequently. Remove the bolt securing the rear
air cleaner element case. Unsnap the three clamps holding the rear air cleaner element Page
Spark Plugs D Make sure the cables are replaced in the correct order. It may be difficult to
replace the spark plugs. Satisfactory performance requires that belt tension be correct. Page

Manual Transmission Oil Belt deflection should be the amount specified. Manual transmission
oil B Checking the oil level Check the oil level monthly. Therefore, there are two different scales
for checking the level of hot fluid and cold fluid on the dipstick. Page Recommended Fluid 4.
Pull out the dipstick and check the fluid level on the gauge. The oil level should be kept even
with the bottom of the filler hole. If the oil level is below the bottom edge of the hole, add oil
through the filler hole to raise the level. Page Power Steering Fluid Power steering fluid The
power steering fluid expands greatly as its temperature rises; the fluid level differs according to
fluid temperature. Therefore, the dipstick has two different checking ranges for hot and cold
fluids. Page Brake Fluid If the fluid level is extreme low, it may indicate possible leakage. D
When adding brake fluid, be careful not to allow any dirt into the reservoir. D Never splash the
brake fluid over painted surfaces or rubber parts. Alcohol contained in the brake fluid may
damage them. Check the fluid level monthly. Page Clutch Fluid 2. D Never use different brands
of clutch fluid together. D When clutch fluid is added, be careful not to allow any dirt into the
tank. With the engine off, depress the brake pedal several times, applying the same pedal force
each time. The distance the pedal travels should not vary. Page eyes. D To lessen the risk of
sparks, remove rings, metal watchbands, and other metal jewelry. Never allow metal tools to
contact the positive battery terminal and anything connected to it WHILE you are at the same
time in contact with any other metallic portion of the vehicle because a short circuit will result.
Page Windshield Washer Fluid In areas where water freezes in winter, use an anti-freeze type
windshield washer fluid. Its freezing temperature varies according to how much it is diluted, as
indicated below. Page Replacement Of Windshield Wiper Blades Replacement of windshield
wiper blades Grease, wax, insects, or other materials on the windshield or the wiper blade
results in jerky wiper operation and streaking on the glass. If you cannot remove those streaks
after operating the windshield washer or if the wiper operation is jerky, clean the outer surface
of the windshield or rear window and the wiper blades using a sponge or soft cloth with a
neutral detergent or mild-abrasive cleaner. Page Metal support 4. If the new blade rubber is not
provided with two metal spines, remove the metal spines from the old blade rubber and install
them in the new blade rubber. Metal spines 5. Align the claws of the metal support with the
grooves in the rubber and slide the blade rubber assembly into the metal support until it locks.
Page Brake Pedal 6. Install the wiper blade assembly to the wiper arm. Make sure that it locks in
place. Lower the wiper arm. B Checking the brake pedal free play Stop the engine and firmly
depress the brake pedal several times. Page When the measurement is smaller than the
specification, or when the pedal does not operate smoothly, contact with your SUBARU dealer.
Maintenance and service OM-H â€” Page Clutch Pedal Manual Transmission Vehicles Lightly
press the clutch pedal down with your finger until you feel re- sistance, and check the free play.
Page Parking Brake Stroke about N, 44 lb. If the parking brake lever stroke is not within the
specified range, have the brake system checked and adjusted at your SUBARU dealer. Page Tire
Pressure 7 to 8 notches Tires and wheels WARNING D When replacing a tire, make sure you use
only the same size, circumference, construction brand, and load range as the original tires
listed on the tire placard. Page Tire Rotation cations. Check the tire pressure when the tires are
cold. Cold means that the vehicle has been parked for three hours or has been driven less than
1 mile 1. Page solid band across the tread. The indicators appear when the remaining tread has
been worn to 0. Page Lock pin HG 2. Grasp the wheel cover with both hands by the spokes and
twist sharply in a clockwise direction until you feel the detent locking. After twisting the wheel
cover, make sure the wheel cover is locked securely by lightly turning the wheel cover right and
left. Page B Wheel covers Regular type wheel covers n Removing the wheel cover Insert the
wheel cover remover into the notch provided, and pry the wheel cover off. Page Aluminum
Wheels If Equipped D Be sure to fit tire chains on uniformly and completely around the tire,
otherwise the chains may scratch the wheel. D When wheel nuts, balance weights, or the center
cap are replaced, be sure to replace them with genuine SUBARU parts designed for alumi- num
wheels. B Fuse box behind the coin tray 1. Page 6. If the same fuse blows again, this indicates
that its system has a problem. B Main fuse box in the engine compartment 1. Main fuse and
fusible link The main fuses and fusible link are designed to melt during an overload to prevent
damage to the wiring harness and electrical equipment. Installation of accessories Always
consult your SUBARU dealer before installing fog lights or any other electrical equipment in
your vehicle. Such accessories may cause the electronic system to malfunction if they are
incorrectly installed or if they are not suited for the vehicle. If you touch the bulb surface with
bare hands or greasy gloves, finger prints or grease on the bulb surface develop into hot spots,
caus- ing the bulb to break. If there are finger prints or grease on the bulb surface, wipe them
away with a soft cloth moistened with al- cohol. If you touch the bulb surface with bare hands or
greasy gloves, finger prints or grease on the bulb surface develop into hot spots, causing the
bulb to break. Page Maintenance and service 4. Disconnect the connector behind the case cap.

Release the retainer spring. Replace the bulb with a new one. Then reconnect the connectors
and reinstall the removed parts in the reverse order of removal. Remove the parking light
assembly mounting screw located at the top of the headlight assembly using the phillips
screwdriver. Move the parking light assembly forward until it pops out from the fender. Remove
the bulb holder from the parking light assembly by turning it counterclockwise. Remove the bolt
securing the front turn signal light assembly. Remove the front turn signal light assembly from
the front bumper and remove the bulb socket by turning it counterclockwise. Page Side Turn
Signal Light 3. Remove the bulb from the socket by pushing it in and turning counterclockwise.
Install a new bulb. Reinstall the lens to the front turn signal light assembly and tighten the
mounting screws. J Side turn signal light 1. Pull the left side of the turn signal light assembly
while moving it for- ward in relation to the vehicle. Remove the spare tire cover. Remove the clip
from the rear trunk trim with a regular screw driver. Remove the nut securing the rear trunk trim.
OM-H 4. Page B Wagon HG 1. Unlatch the rear combination light cover by pulling the knob.
Open the cover up. OM-H 2. Remove the bulb holder from the rear combination light assembly
by turning it counterclockwise. Remove the bulb from the socket by pushing it and turning
coun- terclockwise. Remove the mounting screws using a phillips screwdriver. Remove the
cover and lens. Pull the bulb out of the socket. Reinstall the lens and cover. D Always use
recommended replacement bulbs. Page Maintenance and service 6. Reinstall the socket in the
circuit board. Then, fit the lamp assembly back into the headliner. Reinstall the lens in the
reverse order of removal. Page Specifications Specifications Page Specifications Specifications
These specifications are subject to change without notice. Traction A, B, C. Uniform tire quality
grading standards This information indicates the relative performance of passenger car tires in
the area of treadwear, traction, and temperature resistance. This is to aid the consumer in
making an informed choice in the purchase of tires. This manual is also suitable for: outback
sport. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an account?
Sign up! Restore password. Upload from disk. Upload from URL. Skip to main content. Include
description. ACDelco 1, Items 1, Bilstein 36, Items 36, Gabriel 12, Items 12, KYB 46, Items 46,
Monroe 30, Items 30, Rancho 10, Items 10, Sachs 16, Items 16, Toyota 7, Items 7, Placement on
Vehicle. Front , Items , Rear , Items , Right 63, Items 63, Left 61, Items 61, Lower 3, Items 3,
Upper 3, Items 3, Not Specified , Items , Part Type. Shock Absorber 90, Items 90, Shock
Absorber Kit 1, Items 1, Shock Absorber Set 4, Items 4, Strut Assembly 17, Items 17,
Suspension Strut 34, Items 34, Fitment Type. Direct Replacement 58, Items 58, Brand Type.
Genuine OEM 57, Items 57, Aftermarket Branded , Items , Unbranded 12, Items 12, Private Label
2, Items 2, Not Specified 81, Items 81, No Warranty 5, Items 5,
2002 volkswagen golf interior
wikipedia nissan murano
5s fe engine
Unspecified Length 52, Items 52, Lifetime 35, Items 35, No 44, Items 44, Yes 18, Items 18, New ,
Items , New other see details 8, Items 8, Remanufactured 1, Items 1, Used 39, Items 39, For parts
or not working Items Not Specified 13 Items Please provide a valid price range. Buying Format.
All Listings , Accepts Offers 87, Auction Buy It Now , Item Location. US Only. North America.
Delivery Options. Free International Shipping. Show only. Free Returns. Returns Accepted.
Authorized Seller. Completed Items. Sold Items. Authenticity Guarantee. More filters Any Free
International Shipping. Gallery View Customize. See search results that fit your vehicle. Select
Vehicle Tell us about your vehicle to find the right parts faster. Buy It Now. Almost gone. Last
one. Leave feedback about your eBay search experience - opens in new window or tab. This
page was last updated: Feb Number of bids and bid amounts may be slightly out of date. See
each listing for international shipping options and costs.

