2004 ford taurus coolant reservoir

For more information go to Engine overheating due to a cracked or warped coolant reservoir?
Keep your cool with an ultra-durable OE replacement coolant reservoir by Dorman. Since ,
Dorman Products has supplie We've Made a Site Update. Refresh to the latest version. Retrieve
quote. Track order. Sign In or Create Account. Every Purchase Supports. Texas Relief Efforts.
Select your vehicle. Refine by:. Coolant Reservoir part. Returns Policy. Product Fit. Shop Ford
Taurus Coolant Reservoir. Showing 1 - 5 of 5 results. Sort by:. Guaranteed to Fit. Core Charge.
Add to cart. Part Number: RB Universal Fit. Product Details Notes : Does not replace original
reservoir; This is an overflow tank, not a pressurized surge tank coolant return system ; Size - 6
in. Page 1 of 1 Showing 1 - 5 of 5 results. Featured Brands. Dorman Coolant Reservoir Front
Manufacturer Reviews Questions, Answers. Manufactured from top quality components, this is
your best option and inexpensive replacement for your rebuild, repair, and maintenance needs an OE replacement product for your damaged or aged factory part. Replacement - the most
affordable brand name for replacement parts th Replacement Coolant Reservoir. Dec 03,
Replace a over flow antifreeze tank. My ford taurus needed a new antifreeze over flow reservoir.
So I ordered this part. It fit as a OME part I'm very pleased with the part. As I always am. James
Glasgow. Purchased on Nov 21, Oct 26, Good parts for great price. Perfect fit no problems for a
great price telling friends and family about carparts. Richard Leso. Purchased on Oct 11, Aug
23, Right part. Good price and fast delivery. Miles Fleming. Purchased on Aug 08, Show More.
Contact Us. Phone Number Shop with Confidence. All Rights Reserved. Terms of Use. Privacy
Policy. California Supply Chain Disclosure. Accessibility Statement. Reina helped make these
videos. Checking the engine coolant also known as antifreeze level in your Ford Taurus is pretty
easy. In order to get an accurate reading, your 3. Engine coolant circulates through your engine
to keep it cool in the summer but won't freeze in the winter. The video above shows you where
the coolant reservoir in your Taurus is located and how to check the coolant level. If you need
to add anti-freeze, be sure to check your owners manual to determine the correct type of
coolant to add - in Fords, it usually located in a section titled Fluid Capacities towards the end
of your manual. See our video on how to add engine coolant for tips on adding coolant to your
Taurus. Always wear safety goggles when working on your Taurus. Taking off the coolant
reservoir cap on a warm engine could cause the cap to up explosively and fluid to spray out of
the reservoir. If you notice an oily surface in your coolant, immediately have your mechanic
inspect your Taurus for head gasket leakage. Hans Angermeier has produced over , videos
showing drivers how to fix things on their cars. He has broad expertise on basic repair
procedures covering the majority of cars on the road. Properly inflated tires is the easiest way
to improve fuel economy. The right tire pressure is NOT on the side of your tire btw. Don't send
mixed signals - if your turn signal doesn't blink, or blinks rapidly, you likely have a burnt out
bulb. Car companies often use the same engines in different cars. They also slightly alter the
styling and sell the same car by two different names amongst other tricks to help offset
development costs. Our system selects the most applicable video for your car based, in part, on
these characteristics. The video displayed may not look exactly like your car, but may be
relevant enough for you to get a good idea how to do it. Getting Started - Prepare for the repair.
Share on. Full list of part and tools. Author Hans Angermeier has produced over , videos
showing drivers how to fix things on their cars. Change an engine fuse. If you have an electrical
component that doesn't work, try replacing the fuse first. Add air to your tires. Change a rear
blinker. Checking coolant hoses. Coolant hoses wear out over time and need to be replaced check 'em early and often. See all videos for the Ford Taurus. We have a massive and growing
video library, but we don't have everything The purpose of the radiator coolant overflow tank is
to store excess coolant that is released from the radiator due to pressure build up from heat. It
works similar to an expansion tank on a water heater. As you may know, an engine that is
working very hard will heat up very quickly. The oil alone is not enough to keep the components
of the engine cooled off. The engine relies on coolant to ensure that it does not overheat during
these high performing situations. While this heat is being generated, the coolant liquid will
absorb all that heat so that the engine stays cool. So what would happen if the coolant overflow
reservoir tank became cracked, damaged, or overflowing? Below are common symptoms that
may appear with a faulty coolant expansion tank. As coolant gets hot due to it absorbing heat
from the engine, the liquid expands and creates additional pressure in the radiator. As the
pressure causes the coolant to get higher than the radiator pressure cap , the excess coolant
needs to be captured somewhere in order to prevent leakage. So, the radiator coolant overflow
tank functions to serve this exact purpose. The excess fluid flows into the overflow tube and
goes into the overflow tank. Once the driver parks the vehicle and turns off the engine, the heat
dissipates which causes the coolant to not be as hot anymore. The coolant will then contract
instead of expand; resulting in the volume of the coolant decreasing. This is kind of like a
vacuum effect where the pressure decrease allows the excess coolant in the overflow tank to

flow back out of it, so it can return to the radiator. If the radiator coolant overflow tank is
damaged or cracked, then you can expect coolant fluid to leak out of it. Sometimes cracks will
form on the overflow tank if it is too old and worn out. You should notice small puddles or drops
of coolant on your garage floor or in your driveway. Note: Coolant is very harmful to dogs and
cats. There have been many cases of dogs and cats getting very sick or even dying because
they ingested engine coolant. In addition to the coolant leak, there will be an apparent coolant
smell coming from the front of your vehicle. If it gets bad enough then it may even circulate
throughout the cabin of your vehicle. So if you smell this warning sign, check the condition of
the overflow tank and replace asap. As a result, you can expect the temperature of your engine
to rise and become overheated. This will be indicated on the engine temperature gauge located
on the dashboard. If you check your coolant levels in the radiator coolant overflow tank and
they are low, then you either have slowly evaporating or leaking coolant. To confirm, you need
to actually check the coolant level to make sure you have a leak. The overflow tank cap is often
the cause of the leak. Before spending the money on a new overflow tank, make sure the
problem is not actually the overflow cap or tubing that comes out of the tank at the bottom as
these are common problem areas. They are a lot cheaper to fix than replacing the tank itself. On
many vehicles, replacing the overflow tank is an easy DIY job. On others which are harder to get
to, you should let the professional handle the replacement job. There will also be additional fees
and taxes added to this as well. Good article. I have replaced my overflow tank, radiator and
cap, checked my oil and no coolant, in my oil.. When on a trip miles my coolant goes into the
overflow tank but it does not return to the radiator. I have to manually pump the fluid back into
the radiator. Why do I not have the vacuum to suck the fluid back to the radiator? I have the
same problem with my PT Cruiser. Coolant burps into the overflow bottle, but then will not
return to the radiator. There is still pressure on the cap 12 hrs after I turn the car off. I had the
same problem. But i did the following by myself and the problem was solved. Disconected the
return water hose from the engine and drained the radiator completely. Opened the radiator cap.
Removed the overflow tank cap and blow air with my mouth through the cap hose. This helped
me flushed any debris that may have accumulated in the system. Removed the overflow tank
and cleaned properly. Fixed back the radiator cap,hose ,overflow tank and cap and filled the
radiator completely with water. Started the car and noticed that the problem has been solved
after driven the car for 2 days. Everything is now good. No more problem. Table of Contents.
Looking for Replacement Parts? Vic Reply. I have the same problem with my uplander. Larry
Reply. Have you tried replacing the cap? Facebook Pinterest Twitter. I have a ford taurus, I put
coolant in the reservoir and when the car gets hot it boils out of the top where the cap is. Do I
need to buy a new reservoir? I replaced the water pump and the cap but it keeps doing it. Did
you get all the air out of cooling system? If not an air pocket will cause this sort of issue. If not
that then I would do an exhaust gas test on your cooling system. Possibly blown head gasket.
Its not a head gasket ive checked that out. Could a pinhole in a. I replaced the water pump and
the c Last November I took my car for a coolant flush before we had the freezing winter
temperature here in CT and ever since then my heat would only work sometimes. About a
month ago the temp garage This Ford Taurus is leaking coolant from bottom of car and
reservoir temperature gauge reads normal it's not overheating makes loud whining noise
coming from serpentine belt when I accelerate what I have a different car. Content submitted by
Users is not endorsed by CarGurus, does not express the opinions of CarGurus, and should not
be considered reviewed, screened, or approved by CarGurus. Please refer to CarGurus Terms of
Use. Content will be removed if CarGurus becomes aware that it violates our policies. Coolant
reservoir leaks coolant where cap is. Report Follow. Mark helpful. Your Answer:. Upload Photo
Photo optional. Related Questions. Start a new Ford Taurus question. Sell Your Car Yourself
With a simple, secure transaction. Get Started. Search Ford Taurus Questions. CarGurus
Experts. Know more, shop wisely Search. Related Models For Sale. Used Cars For Sale. The
product arrived in a timely fashion. It is the exact part I ordered. I have installed it already and it
is working like it is suppose to. I am very pleased with the part. It is nice to have someplace to
order car parts from and be able to expect them to arrive when they are suppose to arrive and to
fit the application they are suppose to fit. Surprised to find that it fits perfectly. Didnt have to
mess around with anything. Hopefully it lasts as long as OEM. Car manufacturers by law must
make replacement parts for the vehicles they sell for ten years,after that,when they sell out,this
is place to come to. I couldn't ask for a better quality,and authentic looking part. Thanks Parts
Geek! We will trade again soon!! Skip to main content Menu. Close X. Call To Order: Accessory
Belt Idler Assembly. Accessory Belt Idler Pulley. Accessory Belt Tension Pulley. Accessory Belt
Tensioner. Accessory Belt Tensioner Assembly. Auxiliary Fan Assembly. Auxiliary Fan Control
Unit. Auxiliary Fan Motor. Bypass Hose. Coolant Breather Pipe. Coolant Hose Flange. Coolant
Recovery Tank Hose. Coolant Thermostat Housing O-Ring. Cooling Hose. Cooling System

Adapter. Cooling System Flush Gun Kit. Cooling System Tester Adapter. Engine Coolant
System Pressure Tester. Engine Coolant Thermostat Housing Kit. Engine Coolant Water Inlet.
Engine Coolant Water Outlet Tube. Engine Cooling Fan. Engine Cooling Fan Motor Connector.
Engine Cooling Fan Set. Expansion Tank Cap. Expansion Tank Hose. Hose Clamp. Radiator
Cap. Radiator Cap Adapter. Radiator Cap Tester Adapter. Radiator Drain Petcock. Radiator Fan
Assembly. Radiator Hose. Radiator Support Baffle Clip. Thermostat Bypass Pipe. Thermostat
Gasket. Thermostat Housing. Thermostat Housing Gasket. Thermostat O-Ring. Water
Distribution Pipe. Water Outlet Gasket. Water Outlet O-Ring. Water Pipe O-Ring. Water Pump.
Water Pump Gasket. Water Pump Pulley. Air Intake. Body Electrical. Chemicals and Fluids.
Climate Control. Diesel Injection. Drive Belts. Engine Electrical. Engine Mechanical. Fuel
Delivery. Fuel Injection. Tools and Hardware. Action Crash. DIY Solutions. Shop By Vehicle.
Replacement Expansion Tank. Click to Enlarge. Product Remark: 3. Shipping Options: Free
Ground Shipping. Dorman Expansion Tank - Front. Dorman Expansion Tank. Features: Direct
replacement - this engine coolant reservoir matches the fit and function of the original part Ideal
solution - engineered for a seamless installation Durable construction - manufactured from
quality materials to withstand underhood heat and vibration Trustworthy design - backed by
years of automotive aftermarket experience. Package Contents 1 Coolant Reservoir; 1 Cap.
Product List Price:. Shipping Options: Ground, Overnight, 2 Day. SKP Expansion Tank.
Features: OE Style for easy replacement and fitment. Notes: Engine Coolant Reservoir -- V6 3.
Features: Direct Fit Replacement - Guaranteed to fit and function for your specific application
Quality Tested - built to a strict level of product standards. Brock Expansion Tank. Action Crash
Expansion Tank; Premium. Quality: Premium - High quality new replacement part. Genuine
Expansion Tank. OE factory connections and fittings. Original Equipment Supplier.
Manufactured using high quality OEM materials. Resistant to thermal wear and cracking. Notes:
Engine Coolant Reservoir -- 3. Dorman October 14th, Posted by James. January 31st, Posted by
Direct Fit! July 24th, Posted by Excellent Replacement Part. Catalog: E. Vehicle Engine Notes
Ford Taurus. Catalog: B. Vehicle Engine Ford Taurus. Catalog: A. Catalog: S. Catalog: Q.
Catalog: K. Catalog: D. Vehicle Notes Ford Taurus. Got car issues? Well, we've got the answers!
Easily search thousands of entries to find exactly what you're looking for. Need advice on a
dealing with a blown head gasket? Oil Leak? Cracked block or leaking radiator? Be sure to
leave a comment or question on anything that may interest you. You can also send an email to
our pro for direct assistance! It could be a leak. BlueDevil Products has all the information you
need to find the source of the leak and get it fixed before it causes further damage to your
vehicle. Hopefully, your car coolant is going where it should be: through your engine! So,
hopefully your coolant is taking its job seriously. Cooling system problems usually show up as
either an overheating engine, or a leaking engine either in the form of puddles under your car or
steam pour out from under your hood. Antifreeze leaks can be caused by a variety of things but
the two most common factors are age and dirty coolant. Dirt or oil in your coolant can
accelerate wear in your system, leading to leaks in your water pumps, at gaskets, or at o-rings.
Flushing your cooling system is the best way to stop this type of leak. The years are also rough
on cooling system components, causing plastic to get brittle and hoses to get swollen, which
are the most common causes of antifreeze leaks. In this case, there is no way to prevent a leak.
It is, however, still important to watch for signs of damage to any cooling system component.
Obviously, the most obvious sign of a leak is a puddle of coolant under your car or antifreeze
leaking from the front of your engine. However, there are a few more subtle ways that you can
detect an antifreeze leak. Sometimes a leak may not be visible. When identifying the different
routes of coolant in your car, start by locating the radiator. It will be just in front of your engine,
with an electric fan attached to it. The radiator will have two large hoses, each about 2 inches in
diameter, attached to the sides or top and bottom. One hose usually leads to the thermostat
while the other will lead to the water pump. The other path your car coolant takes is through the
heater core, which is best found starting at the firewall the wall closest to the passenger
compartment at the back of the engine. Your heater core is a small radiator inside the cabin of
your vehicle in the ventilation system. They usually are on the passenger side of the engine
compartment. These hoses will be smaller than the others one to one-and-a-half inches in
diameter. One will run to the radiator. The other will run to the engine block or cylinder head. If
you discover your leak is coming from the end of one of the hoses in your engine it may be time
to replace the hose. If it is swollen and appears too big for the end connection, has cracks, rips
or tears it is time to replace that hose. Next check the hoses, as mentioned above, for cracks or
connection issues. The plugs will be on either side of the engine block and are metal disks from
1. There will be between 2 and 4 freeze plugs, usually in a row on each side of the engine block.
But, if the heater core is leaking, you may notice liquid on the floor of the passenger and driver
floor pan or the smell of antifreeze when you turn the blower on. Simply our the solution in with

your coolant, and let it work its magic. Your leaks will be sealed within two regular driving days!
You can also pick up any of our great BlueDevil products at your partnering local auto parts
stores like:. My friend has a Chrysler Pacifica. She has engine oil getting into her coolant
system. And her water pump is leaking. Will your product work on her car. How quickly is the
vehicle overheating? Did the mechanic diagnose the vehicle at all? To give yourself the best
overall chance of BlueDevil working successfully, in addition to the directions, you should
remove the spark plug from the cylinder with the leak; this will be the spark plug from the
cylinder with the low compression reading. Leave that plug out for the 50 minute idle in order to
relieve the pressure from building up and thus allowing the product to seal properly. Be sure to
follow the guidelines for the proper amount to use based on the size of your cooling system. I
have a? I have a town and country a put water in the radiator and it just pours out when I start
my van under the van and out of the agxost but it is not in my oil would this product work.
Unfortunately, it sounds like you may be losing water a little too quickly for BlueDevil to be
beneficial. A hard part repair may be your best option. Since I recently put in new thermostat,
new water pump, water terminal, and a part called an activant I was shocked that this summer
became a nightmare. I had my mechanic use the Blue Devil treatment less than 48 hours ago. I
drove it this am to a couple of necessary stops maybe going 8 miles. It was hot outside and I did
not run ac. All I noticed is a drop of liquid had come out of the front left section. This was about
the size of a nickel. Is that normal? Please advise as this is my last resort for my former
independence and I am only Please give our tech line a call at 1. I have a nineteen minty nine
Pontiac grand Prix put head gasket sealant in three months ago and had to put antifreeze in it
ever since now the oil is a light brown in color and white exhaust is coming out of tail pipe did
my sealant broke and antifreeze is going into my oil miss Linda going crazy. Thank you for
asking about your Pontiac Grand Prix. Please contact our technical support line at so that we
may assist you with the warranty on the product and be able to make any appropriate
recommendations. My Ford Taurus is losing coolant, but there are no leaks. I cannot figure this
out. AnY ideas? It is possible that you are losing coolant internally, it is being turned to steam
and exiting through your tailpipe. I do not see any leak visible water leaks so where is the
coolant operating to end my radiator and reserve tank. So what is my solution. Where do I put
the Blue Devil oil seal. It sounds like you definitely have a leak in the cooling system, most likely
from your head gasket s. We recommend using 16 ounces of the BlueDevil Head Gasket Sealer
to help stop your coolant loss and overheating. I have an 06 Malibu doing the same thing. They
have replaced hoses, head gaskets.. Would it be worth giving this a shot? I have put to much
money into this car. Thanks for your question about your Malibu. Mystery leaks like this can be
elusive. To confirm that you have a blown head gasket you can purchase a chemical test kit
from your local auto parts store to check for exhaust gases present in your coolant. You can
also have a pressure test performed on your cooling system by your mechanic which would
also help prove you have a blown head gasket. If either of these check positive we would
recommend you using BlueDevil Head Gasket Sealer to seal the leak in your cooling system and
get your car running back normally. It had at the time , something miles on it. Beautiful
condition. I needed some wheels badly. I have no leaks at all. I obviously do need to get a
standard tuneup cause my car is also misfiring too. Open to any comments or suggestions for
my Malibu LS. Thank you for taking the time to read my car problems. Thank you for asking
about your Chevrolet Malibu. Prior to adding the BlueDevil Head Gasket Sealer, you would want
to drain and thoroughly flush the cooling system. Not knowing the chemical formulation used in
your previous application, we would not recommend mixing the two. Feel free to contact our
technical support line at with any other questions. I had a malibu and had blown a head gasket.
So I replaced the engine and not even 2 years later boom another blown head gasket. Bad cars
for intake manifold and head gaskets. Vinod here, I have Toyota Camry model, 4 cylinders,
mysteriously loosing my engine coolant, I tried to see any leaking, dripping but could not see,
went to my car Mechanic; he put pressure testing instruments on radiator inlet, keep almost one
hour under pressure, there was no visible leak from cooling systems, coolant pump, hose,
engine! Can you suggest how can I stop mysteriously loosing coolant, and getting my car
overheated. Since long, I am passing this situation, l live in Chino, CA. Please suggest me
remeady. Due to the fact that it is definitely losing coolant, there has to be a breach somewhere
within the cooling system. We recommend using 16 ounces of the BlueDevil Head Gasket Sealer
to help stop the coolant loss and get your vehicle back to running properly. I have a chrysler
pacifica i used some blue devil head gasket sealer. My hose was damaged and i lost some of
the fluid. I am currently still losing water from somewhere. Do you think i should repeat the blue
devil sealant or could my heater core be blocked? We would like to get a little more detail as to
the symptoms your Chrysler is experiencing and how long ago the BlueDevil was applied. This
will allow us to give you the best recommendation for getting the vehicle working properly

again. I have a LaCrosse with a 3. I keep losing coolant as well with no leaks. The car runs at
normal operating temperature while moving but when it idles for a few minutes after the motor
has been running awhile it will start to overheat. I have replaced the elbow tubes that connect to
the tensioner and water pump from the block and replaced the thermostat with a fail safe one. I
topped the radiator off and a few days later the coolant was gone. Will your product work for my
issue? The oil is not milky nor do I smell hot coolant or notice any steam. Thank you for asking
about your Buick Lacrosse. My truck is using excessive coolant, I can see no leaking from any
of the hoses involved. The truck does not overheat yet but I do see a small slow leak from the
inner bottom corner of the radiator. What do need to do? This will help stop any coolant loss.
Thanks for your question about your Pacifica. It does sound like you have a coolant leak
coming from somewhere under the hood. Our experience is that if you have a problem right
after having maintenance done, they are often related. If you have a proper coolant flush they
would have removed the transmission lines going to your radiator so our best guess would be
that you have a leak there. My car suddenly leaked an excess amount of coolant. There was
some steam but not much. I have no idea where the leak is coming from. This product is
specifically designed to stop coolant loss. I own a 99dodge intrepid es. It is starting to leak
antifreeze. I had it check. Hoses good. Radiator good. Please help.!!!!! Antifreeze is too
expensive to buy like that. Is that OK or do I need to do straight antifreeze? Help asap. I drive a
Nissan Murano.. I havent had one bit of trouble out of it since the day i bought it , But , I am now
having to add coolant once a week.. Its not leaking. My fan runs constantly , sometimes I have
heat, sometimes I dont.. My temp gauge is doing back flips.. I have had a new radiator and new
hoses put on the car. I have had pressure test done.. I just dont understand what is going on
with it.. Do you? Thanks for your question about your Murano. Usually, mystery coolant leaks
with no evidence combined with erratic temperature gauge readings are a pretty good indication
of a blown head gasket. If your pressure test came back normal, it seems a little less likely but it
could still be a very small leak. I have an astra 1. And since my astra started losing but iv bin
ading jus water. Can you tel me what the problem may be please. Thanks for your question
about your Astra. You also may simply have a slow leak, or a leak that only opens up when the
system is warm so the coolant is evaporating before it leaves a drip or puddle on the ground.
You could try testing your compression to see if you have a blown head gasket or adding UV
dye to the coolant to help identify where the leak is. My carr blows warms air and is about half
way point while driving around town. But when i go on the highway the temperature gauge sits
at about a quarter and its cold outside. Does this mean i need a thermostat? During the summer
the temp gauge always sat at half mark. Thanks for your question about your car. Also, before
you replace your radiator, we would recommend checking your cooling system for leaks and
replacing any old hoses. Thank you for asking about your Dodge Grand Caravan Sport. Based
on your description, unfortunately, we would not recommend using BlueDevil in this situation. It
seems you may be losing coolant a little too quickly for what the product is intended for. Hi
Ronald, I have a Dodge caravan sport as well and it is doing the same thing, did you find out
what was causing your issues? Thank You for any advise you may offer. I am loosing coolant in
my Ford Taurus 3. My reservoir tank was just filled about 3 weeks ago when I had my water
pump replaced due to excessive coolant loss and smoking from by the water pump. Everything
was fine until about 3 days ago. I do not see where any coolant is leaking. There are no spots on
my garage floor but since filling my reservoir 3 weeks ago my tank has maybe an inch of
coolant in it. It also started smoking really bad again by the water pump. It is white smoke and
only does this when I turn my heat on. Any idea if your product would help or what my problem
may be? Please contact our tech support team at so that we can get more detail about your
vehicle and be better able to make the best recommendation to you. Depending on the
symptoms you have seen we may be able to recommend a BlueDevil Product that will remedy
the problem. I have an Ford explorer that keep loosing antifreeze with no leaks on the ground
but has white smoke in front when opening the hood,. This will stop any coolant loss you are
experiencing and get the vehicle running as it should again. How long does it take for blue devil
to work? I put it in 2 days ago and its still losing coolant. Please contact our technical support
line at so that we may assist you in obtaining the warranty on the product. About a miles drive i
add close to a half a gallon to a gallon per approx miles. I find also a smell of antifreeze i
perceive slightly. The car does not overheat stays from a quarter to less than half in the gauge
all through trips and all and seems to be acting normally so no overheat problems. Oil is normal
colour , normal smell, etc. No white smoke but yet i seem to be loosing a bit of coolant like half
gallon per miles. No visible leaks , where is it going??? Thanks for your question about your
Neon. If you do suspect a head gasket leak you can always check for that using a chemical test
available at most auto parts stores that checks for the presence of exhaust gases in your
coolant or by having a compression check done on each cylinder. For small leaks, you can also

add UV dye to your coolant, drive for a few days, then park your car in a dark garage and search
for traces of the UV dye in your engine bay. Since you mentioned you smell coolant it is
possible that you have a leak in your heater core. I have a Honda civic so the water in my
reservoir disapears in three days or so car does not heat up and still water in radiator what can
ithe be. We recommend that you first check to see if the reservoir is cracked or has a leak
somewhere. If so, then it should be replaced. Thank you for asking about your PT Cruiser. Feel
free to contact us at and we would be happy to assist you in diagnosing whether or not water
has leaked into the oil. We have a Suzuki forenza. Had white smoke from the tailpipe. My
husband drained the oil added new oil and the smoke went away.. Also low compression â€”
car seems to halt or shut off a lot. Thank you for asking about your Suzuki Forenza. Based on
your description, unfortunately, it does sound like the issues you are having are head gasket
related. You would want to change the oil before and after the procedure. Hello, I had my car for
3 years. It had not given me any problems until I put some bad gas in it unfortunately. I had
gotten a coolen flush, and a couple if other things done. My problem now is my antifreeze to
Reservoir is dis appearing. And my engine light is on. It use to come on and than go off. What is
wrong with my car. Thank you for asking about your Chevy Equinox. How quickly are you losing
coolant? Thank you for asking about your Honda Civic. As long as you are not losing water too
quickly, you would be a good candidate for the product. Feel free to contact our technical
support team at with any other questions. My Malibu has a slow leak directly under the
reservoir. The temperature never gets past the half way mark and the heater still works, but
every other day the reservoir is empty. It seams like its loosing more fluid than the amount
found by the leak. Should I change the thermostat? Thanks for your question about your 99
Malibu. You may try leaving your car running next time you get home from a longer drive and
check for steam or for more fluid to help you pinpoint where the leak is coming from. Depending
on the extent of the leak we may be able to recommend one of our BlueDevil Products. I have a
Malibu Maxx. Just had my oil changed and fluids topped off a month ago, and when i looked
under the hood my antifreeze was gone, but i could not locate where it had gone to. Nothing
dripping under the hood or under the car itself. I filled it back up with antifreeze and was able to
drive about an hour or so last night, and this morning the gauge was creeping towards HOT
after about 5 mins of driving, and my reservoir tank was almost empty already, had to fill it with
another bottle of antifreeze. Thanks for your question about your Chevy Malibu. Coolant leaks
can be difficult to find because they are steam while your car is running. Based on how quickly
you say your car is loosing coolant, it sounds like your leak is pretty large. Try checking for
some other signs of a blown head gasket like milky colored oil, smoke from your trail pipe or
bubbles in your radiator. To quickly find your leak, you can try adding UV dye to your coolant,
then checking your car over at night with a black light to see where the leak is. You can find UV
dye at most auto parts stores. The oil is clear and definitely has been chemically tested and was
told there were no chemicals of antifreeze in the oil, I have checked to see if the overflow
container leaks, and everything else. I checked all obvious places but under the block is bone
dry. New radiator as well, it has got me wondering, is it possible the cooling system is leaking
into the exhaust system and burning there? Thank you for asking about your Toyota Land
Cruiser. Although it does not seem you have any of the tell-tale signs of a blown head gasket,
that fact that you are losing coolant would make you a good candidate for the BlueDevil Head
Gasket Sealer. Hi I have hyundai elantra and i have been having cooling system problems i
changed the radiator and i was wondering when you add coolant into the radiator does the level
stay the same or as you drive does it lower flow through. The coolant level should not drop
unless you have a leak somewhere in your cooling system. If the level is dropping over time
then we recommend contact us at so that we may discuss our products and assist you in
getting the best one for stopping the leak. I keep having to put coolant in the container which is
next to my power steering container. I check the radiator and its full. I have a toyota camry.
Thank you for asking about your Toyota Camry. I mistakenly drained the radiator coolant and
drive it for around 20 kilometers. While driving, i heard a little noise when pressing the pedal
which sounds like metal to metal and the overheat warning light is on. I keep on driving and the
car stopped. I started it again and drive another 5 kilomoters and the car stopped again. It was
just the moment that i realized that i drained the radiator and when i check it, it was smoking
upon opening the cap. After that, i fill the radiator full with coolant and i thought my problem
was resolved. After 2 weeks of using my car again, the overheat sign was back. And upon
observation, i was losing around 1 liter of coolant every time i drive kilomters. Upon checking,
there is no leak in the hose or everywhere. My question is, where the coolant is going? Thanks
for d help. Thank you for asking about your Toyota Yaris. If you are experiencing a rough idle or
getting a misfire reading or code, that may be an indication as to where the coolant is going.
Thank you for asking about your Chrysler Pacifica. I have a new Chevy Cruze 1. What should I

do? Since your car is so new, you may consider taking it to a dealership to see if it is still under
warranty. For very slow leaks like this, you may consider adding some UV dye to your coolant.
After a few days of driving, you can park you car in a dark place and use a black light to look for
traces of the dye around your cooling hoses, gaskets, block and radiator. I have a Toyota Camry
4 cylinder engine. I recently started to loose coolant, however there is no visible leaks and signs
that the coolant is being burned off through the tailpipe. The car has not overheated. There are
no visible leaks. Thanks for your question about your Volvo. Based on your question you could
have quite a few different things going on. Coolant that leaks while hot easily evaporates and
can leave almost no trace of the leak. One thing we would recommend doing is adding UV dye
to your engine coolant and driving for a few days. After a few days of driving, park your car in a
dark garage and use a UV flashlight to search for evidence of your coolant leak around your
engine bay and under your engine. I noticed my coolent from my reserve is disappearing
constantly leaving me to fill it up. I just flushed my radiator added to new hoses and changed
the thermostat. The results are still the same with mulk now on my radiator cap. I also noticed a
smell of gas, could be a blown casket or engine has rust and probably needs to be replaced.
What you guys think? My engine is a 5. Thank you for asking about your Chevrolet Silverado.
Be sure to follow the guidelines for the proper amount to use based on the size of your cooling
system; you will need the full 32 ounce bottle for your Silverado. Reservoir is Full or Anti freeze
Run the car take it down the road temperature comes up I had he later on come home I have
read up the motor and the water seems to be pouring back into the reservoir overflow out to
reservoir Why is this happening I looked for leaks the car stays at a normal temperature when
running when driving does not overheat I put cool in my reservoir and last night and when I got
up this morning and check if there was nothing in the reservoir. I have a Jeep Grand Cherokee. I
am making payments on this car. I have had it maybe six months. I tried my heater and it hardly
works. It will work then after awhile it will blow cold air. As I am driving I am hearing this
knocking sound under my dash board. I noticed two weeks ago my Gauge was on and my
thermostat stated I was out of water. It has always been full. Then two weeks later I noticed
again, empty! I put more water in it. I did fill it up so when I cut off the car it made this gurgling
sound! No leaks! I did have someone tell me it looked like some drops over my engine but, I am
not certain. What can this be? Thank you for asking about your Jeep Grand Cherokee. Thank
you. Thank you for asking about your Dodge Ram OK I read all the comments. But where do I
put it in at?? I bought Nissan Pulsar N16 car recently and noticed that there is water reduction
in the reservoir tank. I removed the thermostat as well now it circulates all the time. I can see
rust in the radiator. After running for min I can see bubbles in the reservoir tank. After driving
for more than one hour the water overflows in the reservoir tank and the system starts to
overheat sudden rise in the heater gauge 3. No engine miss at all, no oil in the radiator, no water
in the oil tank. Pressure test in the radiator slight pressure loss after 15 min. But no visible
coolent loss. Water level reduces by ml. Cylinder Compression test all 4 cylinders around Thank
you for asking about your Nissan Pulsar. Based on your description, it sounds like you may be
experiencing a head gasket leak. Thank you for asking about your Mercury Grand Marquis.
Based on your description, it sounds like you are experiencing the beginnings of a blown head
gasket. I have a Honda Civic. It has k on it. I have driven in miles in the last year. It used oil,
which I did not discover, until it was very low. Car was fine. Then a month later, I heard this
awful metal noise under my hood, and temp gauge went up almost to the red mark. I stopped,
let it cool, and drove it further, let it cool, etc. The noise stopped. The temp. No problem. Two
weeks ago, seems like it was leaking coolant. Engine started making marbles sound, with a
squeaking, but this sound was not IN the engine. Two days ago, the heater stopped working,
and I heard some marble sounds, and an awful metal loud noise. I was watching idle with the
hood up, and the car just stopped. Yesterday, the car overheated again. Oil good. Exhaust good.
Put coolant in the car, and it is leaking like sieve out of the left side of the car when standing in
front , close to where the radiator cap is. No matter how much I poured in, the more it just
poured out. After I immediately poured it in, I started it, and took it down the street, engine
sounded just fine, going slowly and accelerating. I think the radiator was empty, and when I
filled it, the knocking stopped, and the engine was perfectly fine in operation. However, I filled
the overflow last night, and it is empty tonight, before I drove the car. Sounds to me like a leak
somewhere close to the radiator, but I cannot see where from underneath, because of a plastic
shield meant to keep stuff from kicking up. Hoses are not soft. Where the heck is this leak? It
goes right through the radiator in a steady stream that is quick in flow. Now, the car has these
marble sounds under the hood. So I stopped it immediately. A very little bit of steam was
coming from the left side of the car when sitting in it. Tonight, I poured water into the radiator. It
was flowing out under the car in a constant flow. So, I started up the car, it was making some
noise, drove it slowly, and the engine started to sound fine. Working just as it should. I also

poured anti-freeze in the overflow last night, and today it is empty. I have not driven the car
since I parked it last night, until I put the coolant in to see if the engine would improve. It did. I
am sure I have a leak in my radiator, or a hose, but I cannot tell what it is, because a plastic
covering is obstructing my view. The lead is coming from the left side of the engine, but not
from the engine when looking at the car. I tried my hood up to see if fluid came out, none. What
do you think this is? Fluids are the normal color, and no exhaust out tailpipe, except a slight
amount three weeks ago. Thank you for asking about your Honda Accord. Based on your
description, it is a little difficult to diagnose exactly where the leak is coming from. Based on
your description, it sounds like you may be losing fluid a little too quickly in order to get the
benefit of using the BlueDevil Head Gasket Sealer. I change radiator upper hose pipe water
pump thermostat my problem is i am losing. Anti freeze every 5 to 6 hours half. I believe we
spoke with you over the phone a couple of days ago regarding the use of BlueDevil Head
Gasket Sealer. If you have any further questions please contact us at Thank you for asking
about your Fiat Leenia. As per the directions, you will be removing the thermostat and
performing a cooling system flush prior to using the product. My wife has Chev Traverse the
temp is normal when driving but when idle temp rises doest over heat but rises field resivoir
last 2days have seen no leeks could anyone give me suggestions thanks. If not, you may have
some debris or jellied antifreeze stuck in the system that is restricting flow and causing the
vehicle to periodically overheat. Thank you for asking about your Dodge Tradesman. I have a
Dodge Journey 4 cylinder that is slowly losing coolant. I have also noticed that when the
coolant level is at full there are no problems. Also, after driving I can smell some coolant when I
am outside the car, never inside. Where cold it be going? Will one of your products help? How
do I use it? Thank you for asking about your Dodge Journey. When I parked my car at my place
and turned my car off, my car let out a cloud of smoke coming from my hood. I had a friend of
mine check my car the next morning. Came to realize that no matter how much coolant we put
into the coolant tank, it leaks out instantly like a waterfall. My friend was not able to detect
where the leak is coming from. Do you have any idea what my problem could be and would your
product help me at all? Thank you for asking about your Dodge Avenger. My G6 gxp is losing
coolant. The oil is not milky and there are no visible leaks, not on ground either. Thank you for
asking about your Pontiac G6. I checked the oil, and the oil is milky. Is that where my coolant
going, and how to stop it from going in there. What can I do to stop it. Thank you for asking
about your Chevy Malibu. You should change your oil before and after the BlueDevil process.
Good evening, suddenly my Toyota Matrix XR is losing coolant without any form of leaking. I
have taken time to trace the leak but to no avail and yet my coolant keep drying. Pls what
should I do? Thank you for asking about your Toyota Matrix XR. Are you losing a lot of coolant
or is it more of a slight leak. Is the vehicle overheating at all? I have a Volvo V40 Wagon Turbo. I
took it in to the Volvo shop last week and had them add coolant the reservoir was completely
empty. They filled it took it for a drive, brought it back, added more coolant, took it for another
drive and then handed the keys back to me. Today about a week later , my husband checked,
and the reservoir is dry. What should I do before taking it back to the mechanic? Thank you for
asking about your Volvo V Are you noticing any other symptoms, like water getting into the oil
or smoke out of the exhaust pipe? Is the engine idling roughly at all or are you experiencing a
misfire? I have a Dodge Durango V8 4. I recently had the transmission rebuilt and they also
replaced the thermostat. I have now noticed that I am losing coolant but have no leaks. Had to
pull over on an emergency because it was hot and had no coolant in it. Let it cool down and
added coolant and made it home. Sometimes I can drive no problems other times I might go
down the road and need to add coolant. We live in Florida where the weather is always hot. Any
recommendations would be appreciated. Thank you Carol. Thank you for asking about your
Dodge Durango. Hi, I have a vw Passat. I car leaked out a full Reservoir overnight. After pouring
in coolant to min. And turning the car on, I can see coolant dripping from the bottom. Once it
has been added reconnect the hose and start the idle from that point. I have a Toyota Rav4 2. I
have to fill coolant so once every 2 weeks. The vehicle does not overheat and the radiator fan
does come on very quickly. Thanks for your question about your Toyota Rav4. You could try
adding UV dye to your coolant and checking for leaks that way to see if you can find the source.
Used B. Overheated today. Reservoir was empty. If so am I loosing the coolant through the
exaust? Would a second Blue Devil Headgasket Sealer treatment be helpful? Thank you in
advance for your input. Please contact our technical support line at so that we may assist you in
receiving a replacement bottle. I have a crysler pacifica and I noticed that if the car idles awhile
that the temperature will rise and this morning I had to add water to the reservoir I saw steam
come up from behind the reservoir any ideas? Added water to Reservoir this morning had water
but it was below the cold fill line also had to add water this evening no water in the oil or
exhaust I saw steam coming up from behind the reservoir. Have you or a certified ASE

mechanic verified where the leak is coming from? If not, they may be your next step. I have a 97
Pontiac Bonneville with a 3. The car was given to me about 5 years ago and ran like a champ,
but one thing I noticed was whoever had the car before me put a PVC elbow on the one
tensioner, crazy, but it held. I had the car down for about 8 months because I needed brake
lines. I also put a new tstat in and it seems to run fine but when I turn it off it drains the reservoir
and the rad is full. Cardboard under car shows no leaks. There is no white smoke, misfiring or
any other problems, in fact, the car runs fine it just drains the reservoir. What could be causing
this? Thank you for asking about your Pontiac Bonneville. Based on your description, it would
be difficult to say exactly where the leak is coming from. Doing so will give yourself a better
idea of what the issue is. I have an 03 Chevy Malibu, the antifreeze in it will run low, but never
completely goneâ€¦We go thru about 2 gallons of it a week. The cars runs fine and had no
issues other then going thru antifreeze fast and on occasion it runs a little warm but once we
start moving the temperature goes back down. What could be the problem? Thanks for your
question about your Buick Lacrosse! First, If your radiator is low on coolant but your reservoir
stays full then we would recommend replacing your radiator cap and checking your radiator for
cracking in the plastic around the radiator cap and where the hose connects to the radiator from
the reservoir. Next, we would recommend getting a pressure test done on your cooling system
to see if it is tight and completely sealed. I put coolant in my truck and literally twenty minutes
went by and it all ran out. Would your product fix that? Unfortunately, it sounds like you are
losing coolant a little too quickly for the product to be successful. Based on your description, a
hard part repair may be your best option. Thank you for asking about your Chevy Tahoe. I have
a lincoln mark 8 4. Based on your description, unfortunately, it seems you have the tell-tale
signs of a blown head gasket. My car is loosing coolant. Immense pressure is applied to
overflow tank when driving, and pressure released when opening cap,also small bubbles seems
like it is entering my overflow tank, and exhaust smells a little sweet. Will your product help for
me? So may question is am I a good candidate for this treatment. My boyfriend just bought a
Jeep Cherokee Sport. He was running a diagnostic on it so it was idle, but the it overheated he
heard bubbling and then liquid just poured from under Neath just behind the front passenger
tire. He found out there was no coolant so we added some and then about 5 minutes later it
started leaking again. Thanks for your question about your Jeep Cherokee Sport. On that SUV
the most likely source for a coolant leak from behind the passenger side front tire would be a
leak from the heater core hose. If one of these hoses has cracked or burst it would cause
coolant to leak in that area. You can try using a cooling system pressure tester to pressurize the
cooling system while the truck is cold to locate the source of the leak. I recently bought a used
Ford Focus and noticed that the Coolant seems to be disappearing quickly. Its usually full for a
couple of days and then back down below the Min mark. What do you think would be the reason
why. Thank you for asking about your Ford Focus. If there is a leak in the coolant overflow tank,
it can cause occasional cases of steam coming from under the hood. Gray smoke can indicate
oil burning, meaning oil is leaking from one of the components. Hey I have a impala. Oil is fine.
Anyways was seeing what product would u recommend? It should be able to do the 50 min idle
without issue. Thank you for asking about your Chevy Impala. Are you seeing where the drip is
coming from? We would recommend having the vehicle diagnosed or having the leak point
located in order to better assess the situation. I am a user of a golf 7, and one problem that we
are not solving is, every 10 km we have to fill it with water because it consumes it and we do not
find the place where it leaks, and they are not able to find the problem in the car mechanic,
some say it is mixed with gasoline and smoked out through the exhaust. Thank you for asking
about your Volkswagen Golf. Are you saying that after 10 km, the vehicle is overheating
because it has lost too much water? Are you noticing any other symptoms such as the vehicle
idling roughly or lack of power from the engine? I have a Ford fushion.. Thank you for asking
about your Ford Fusion. BlueDevil is intended for leaks that are seeping or lightly dripping.
Based on your description, it sounds as though you may be losing antifreeze a little too quickly
for the product to be effective. Replacing the leaking component may be your best option.
Thank you for asking about your Nissan Altima. I have a Toyota Highlander with a 3. There are
no visible leaks, nothing is cracked or damaged, I replaced the radiator cap already, there is no
coolant in the oil, oil level stays perfect, there is no sweet smell or dampness on the floor,
however, I am using about a gallon of coolant every weeks. It seems to go low faster if I need to
accelerate more quickly. I have always maintained my fluids regularly do you have any idea
where else the coolant could be going? Thank you for asking about your Toyota Highlander.
Have you noticed a lack of power or engine performance? Is the engine idling roughly at all?
Thank you for asking about your Dodge Grand Caravan. Based on your description, we
recommend using the BlueDevil Head Gasket Sealer for your antifreeze leak. Once the product
seals, it would be a permanent seal. Your email address will not be published. BlueDevil

Products Auto Blog! What Can Cause an Antifreeze Leak? How to Tell if You Have a Leak
Obviously, the most obvious sign of a leak is a puddle of coolant under your car or antifreeze
leaking from the front of your engine. Identifying the Source of the Leak When identifying the
different routes of coolant in your car, start by locating the radiator. Lee, Unfortunately if Oil is
getting into the coolant system our product will not work. Please feel free to call 1. CarmenHow quickly is the vehicle overheating? Thank you! Sebota- Did the mechanic diagnose the
vehicle at all? Judy, Please give our tech line a call at 1. Linda- Thank you for asking about your
Pontiac Grand Prix. Stephanie- It is possible that you are losing coolant internally, it is being
turned to steam and exiting through your tailpipe. Camille- It sounds like you definitely have a
leak in the cooling system, most likely from your head gasket s. Feel free to contact us at with
any questions. Thank You! Michelle, Thanks for your question about your Malibu. Thanks again
for your question! Christopher- Thank you for asking about your Chevrolet Malibu. Wayne- Prior
to adding the BlueDevil Head Gasket Sealer, you would want to drain and thoroughly flush the
cooling system. Vinod- Due to the fact that it is definitely losing coolant, there has to be a
breach somewhere within the cooling system. Moore- We would like to get a little more detail as
to the symptoms your Chrysler is experiencing and how long ago the BlueDevil was applied.
Austin- Thank you for asking about your Buick Lacrosse. Cecilia, Thanks for your question
about your Pacifica. Feel free to contact us at with any questions along the way. Travis, Thanks
for your question about your Murano. Muhammad, Thanks for your question about your Astra.
Kayla, Thanks for your question about your car. Me too. Anyone find out what was going on
with their caravan? Marie- Feel free to contact our technical support line at with any questions.
Kayla- Please contact our tech support team at so that we can get more detail about your
vehicle and be better able to make the best recommendation to you. Harold- Please contact our
technical support line at so that we may assist you in obtaining the warranty on the product.
Carlos, Thanks for your question about your Neon. Maritza- We recommend that you first check
to see if the reservoir is cracked or has a leak somewhere. Lori- Thank you for asking about
your PT Cruiser. What do you recommend? Elaine- Thank you for asking about your Suzuki
Forenza. Patricia- Thank you for asking about your Chevy Equinox. Todd- Thank you for asking
about your Honda Civic. Jeannie, Thanks for your question about your 99 Malibu. Tricia, Thanks
for your question about your Chevy Malibu. Braxton- Thank you for asking about your Toyota
Land Cruiser. Jordan- The coolant level should not drop unless you have a leak somewhere in
your cooling system. Vanessa- Thank you for asking about your Toyota Camry. Nico- Thank you
for asking about your Toyota Yaris. Dee- Thank you for asking about your Chrysler Pacifica.
Cindy- Thank you for asking about your Chrysler Pacifica. John, Since your car is so new, you
may consider taking it to a dealership to see if it is still under warranty. Eyver, Thanks for your
question about your Volvo. Frankie- Thank you for asking about your Chevrolet Silverado. AmyThank you for asking about your Jeep Grand Cherokee. Luciano- Thank you for asking about
your Dodge Ram Hi, I bought Nissan Pulsar N16 car recently and noticed that there is water
reduction in the reservoir tank. Can this be a fault if radiator, water pump, head gasket or
anything else? Highly appreciate your advice. Thanks in advance. Dan- Thank you for asking
about your Nissan Pulsar. Joe- Thank you for asking about your Mercury Grand Marquis. Do
you know what this is? Any ideas? Melanie- Thank you for asking about your Honda Accord.
Mohammed- I believe we spoke with you over the phone a couple of days ago regarding the use
of BlueDevil Head Gasket Sealer. Ponnuraman- Thank you for asking about your Fiat Leenia.
Dennis- Thank you for asking about your Dodge Tradesman. Kevin- Thank you for asking about
your Dodge Journey. Krystal- Thank you for asking about your Dodge Avenger. Breinne- Thank
you for asking about your Pontiac G6. Jonathon- Thank you for asking about your Chevy
Malibu. Paula- Thank you for asking about your Volvo V Carol- Thank you for asking about your
Dodge Durango. Tammy, Thanks for your question about your Toyota Rav4. Jeremy- Thank you
for asking about your Chrysler Pacifica. Joy- Thank you for asking about your Chrysler Pacifica.
Bill- Thank you for asking about your Pontiac Bonneville. Jamie- Thank you for asking about
your Chevy Malibu. Roderick, Thanks for your question about your Buick Lacrosse! JohnUnfortunately, it sounds like you are losing coolant a little too quickly for the product to be
successful. Brandon- Thank you for asking about your Chevy Tahoe. Could this be signs of a
cracked head gasket? Jordan, Thanks for your question about your Jeep Cherokee Sport. Hey
good evening, I recently bought a used Ford Focus and noticed that the Coolant seems to be
disappearing quickly. Uzair- Thank you for asking about your Ford Focus. Blayton- Thank you
for asking about your Chevy Impala. Hope this helps! Hello, hope you are well. I hope to get an
answer from you Regards,. Lul- Thank you for asking about your Volkswagen Golf. LawonderThank you for asking about your Ford Fusion. Mike- Thank you for asking about your Nissan
Altima. Kevin- Thank you for asking about your Toyota Highlander. Mike- Thank you for asking
about your Dodge Grand Caravan. Leave a Reply Cancel reply Your email address will not be

published. Quick Links. See also: Workshop Manual. Instrument Cluster. Warning and control
lights. Entertainment Systems. CD changer. Climate Controls. Manual heating and air
conditioning. Electronic automatic temperature control. Rear window defroster. Turn signal
control. Bulb replacement. Driver Controls. Steering wheel adjustment. Power windows. Speed
control. Message center. Page 3 Ford Motor Company. Ford may change the contents without
notice and without incurring obligation. Page 4: Introduction The more you know and
understand about your vehicle, the greater the safety and pleasure you will derive from driving
it. In this guide, answers to such questions are contained in comments highlighted by the
warning triangle symbol. To access this information, special equipment must be directly
connected to the recording modules. Ford Motor Company and Ford of Canada do not access
event data recorder information without obtaining consent, Page 7 Introduction Special
instructions For your added safety, your vehicle is fitted with sophisticated electronic controls.
Failure to follow the specific warnings and instructions could result in personal injury. Front
seat mounted rear-facing child or infant seats should NEVER be placed in front of an active
passenger air bag. Page 8: Vehicle Symbol Glossary Introduction These are some of the
symbols you may see on your vehicle. Many lights will illuminate when you start your vehicle to
make sure the bulb works. Page 12 Instrument Cluster Engine oil pressure: Illuminates when the
oil pressure falls below the normal range, refer to Engine oil in the Maintenance and
specifications chapter. Traction Control active if equipped : Flashes when the Traction Control
is active. If the light remains on a malfunction has been detected; Engine coolant temperature
gauge: Indicates engine coolant temperature. If it enters the red section, the engine is
overheating. Stop the vehicle as soon as safely possible, switch off the engine and let the
engine cool. Page 14 Instrument Cluster Fuel gauge: Indicates approximately how much fuel is
left in the fuel tank when the ignition is in the ON position. The fuel gauge may vary slightly
when the vehicle is in motion or on a grade. The FUEL icon and arrow indicates which side of
the vehicle the fuel filler door is located. Clock: To set the hour, press and hold the H control.
When the desired hour appears, release the control. To set the minute, press and hold the M
control. When the desired minute appears, release the control. Page 17 Entertainment Systems
2. Side 1â€”2: Press to change tape direction. FF fast forward : Press to advance the tape or CD.
EJ Eject : Press to eject a tape. Page 20 Entertainment Systems 5. Scan: Press to hear a brief
sampling of all listenable radio stations or CD tracks. Press again to stop. CD: Press to play a
CD. Page Cd Changer Entertainment Systems Page 22 Entertainment Systems 5. Line up the CD
with the groove of the disc holder. Ensure that the label on the CD faces downwards. Press the
disc holder until it locks securely into the magazine. Ensure that the disc holder is evenly
inserted and at the same level as the magazine A. Page 23 Due to technical incompatibility,
certain recordable and re-recordable compact discs may not function correctly when used in
Ford CD players. Irregular shaped CDs, CDs with a scratch protection film attached, and CDs
with homemade paper adhesive labels should not be inserted into the CD player. Temperature
selection: Controls the temperature of the airflow in the vehicle. Refer to Front passenger
sensing system in the Seating and Safety Restraints chapter. OFF: Outside air is shut out and
the fan will not operate. Page 27 Climate Controls 6. Auto: To engage automatic temperature
control, press AUTO to select the desired temperature using the temperature control. The
system will automatically determine fan speed, airflow location, outside or recirculated air to
heat or cool the vehicle to reach the desired temperature. For more information, or to replace
the filter, see your Ford, Lincoln or Mercury Dealer. Turns on the parking lamps, instrument
panel lamps, license plate lamps and tail lamps. Turns the headlamps on. Autolamp control if
equipped The autolamp system provides light sensitive automatic on-off control of the exterior
lights normally controlled by the headlamp control. Page 31 Lights High beams Push the lever
toward the instrument panel to activate. Pull the lever towards you to deactivate. Flash to pass
Pull toward you slightly to activate and release to deactivate. Page 32 Lights Vertical aim
adjustment 1. Park the vehicle on a level surface approximately 7. Page Turn Signal Control
Lights To see a clearer light pattern for adjusting, you may want to block the light from one
headlamp while adjusting the other. Locate the vertical adjuster on each headlamp. Using a 4
mm wrench, turn the adjuster either clockwise to adjust down or counterclockwise to adjust up.
Page 37 Lights Replacing headlamp bulbs To remove the headlamp bulb: 1. Make sure
headlamp switch is in OFF position. Remove the bolt from the headlamp housing. At the back of
the headlamp, pry up and remove the two retainer pins to release the headlamp assembly from
the vehicle and pull headlamp forward. Page 38 Lights 5. Disconnect the electrical connector
from the bulb by pulling rearward. Remove the bulb retaining ring by rotating it
counterclockwise. Remove the old bulb from the lamp assembly by pulling it straight out of the
lamp assembly. Page 39 Lights 2. Install the bulb retaining ring over the plastic base and lock
the ring by rotating clockwise until it snaps into place. Connect the electrical connector to the

bulb. Install the protective dust shield and lock the shield by rotating it clockwise until it locks
into position. Page 40 Lights 5. Carefully pull bulb straight out of the socket and push in the
new bulb. Install the bulb socket into the lamp assembly by rotating it clockwise. Carefully
position the headlamp assembly onto the vehicle. Hold the headlamp assembly snugly against
the vehicle and install the retainer pins straight down to lock the lamp into place. Page 41 Lights
Replacing high-mount brakelamp bulbs â€” Wagon only 1. Open liftgate. Remove two screw
covers, screws and handle from liftgate. Remove two screws and the lower trim panel from the
liftgate. Remove the upper trim panel. Remove the rubber plug from the lower access hole in the
upper portion of the liftgate. Page 42 Lights 7. Carefully lift the lamp assembly away from the
liftgate. Remove the bulb socket by rotating it counterclockwise and pulling it out from the lamp
assembly. Carefully pull the bulb straight out of the socket and push in the new bulb. Page 43
Lights Replacing license plate lamp bulbs Wagon 1. Make sure headlamp switch is in OFF
position and remove screw and the license plate lamp assembly from liftgate. Remove bulb
socket by turning counterclockwise. Carefully pull the bulb out from the socket and push in the
new bulb. Follow the same steps to replace either bulb. Make sure headlamp switch is in OFF
position and open trunk and remove two plastic mushroom nuts, five push pins and the plastic
cover Follow the same steps to replace either bulb: 1. Make sure headlamp switch is in OFF
position and open the liftgate to expose the lamp assemblies. The wiper will come on when the
washer control is pressed, if it is not already on. Changing the wiper blades 1. Pull the wiper
arm away from the vehicle. Page 48 Driver Controls Never adjust the steering wheel when the
vehicle is moving. The visor will slide back and forth on the rod for increased sunlight coverage.
Press and hold the bottom part of the rocker switch to open the window. Press and hold the top
part of the rocker switch to close the window. Page 50 Driver Controls change from the normal,
clear state to the darkened, non-glare state when bright light glare reaches the mirror from
behind the vehicle at night. Do not block the sensor 1 on the either side of the mirror since this
will impair proper mirror performance i. Press and hold the rocker control located on the
instrument panel to adjust accelerator and brake pedal. Page 52 Driver Controls 3. Take your
foot off the accelerator pedal. Note: When you turn off the speed control or the ignition, your
speed control set speed memory is erased. A garage door which cannot detect an object,
signaling the door to stop and reverse, does not meet current U. Page 56 Driver Controls 3.
Simultaneously press and hold both the HomeLink and hand-held transmitter button. Do not
release the buttons until step 4 has been completed. Release both buttons. Do not hold for
longer that 30 seconds. To switch from a blank display to the temperature display or to the
compass display hold the INFO button for 2 seconds. To turn the display off or change the
display from English to metric see your dealer. This may take up to 3 circles to complete
calibration. Determine your magnetic zone by referring to the zone map. For each of the
monitored systems, the message center will indicate either an OK message or a warning
message for two to four seconds. Page 65 Driver Controls This acts as a reminder that these
warning conditions still exist within the vehicle. Page 66 Driver Controls to Engine coolant in
the Maintenance and specifications chapter. If the warning stays on or continues to come on,
contact your dealer as soon as possible. Indicates the transmission is overheating. This
warning may appear when towing heavy loads or when driving in a low gear at a high speed for
an extended period of time. Hard objects can injure you in a collision. Page 68 Driver Controls If
your vehicle is equipped with the column shift and a bench seat, it has a center console in the
center front seating position. The center console has similar features as the full console. To
open the storage compartment, raise the armrest and pull the strap on the seat up and toward
the front of the vehicle. Page 70 Driver Controls Cargo net if equipped Wagon The cargo net
secures lightweight objects in the cargo area. Attach the net to the anchors provided. Do not
put more than 22 kg 50 lbs. This net is not designed to restrain objects during a collision. Page
71 Driver Controls 1. Remove the shade from the vehicle and extend it with the smooth grain
facing you. Wrap the vinyl around the roller tube twice. Tuck the edges of the vinyl inside the
end cap with each wrap. The front cross-bar does not move. Do not load more than 44 kg lbs. To
adjust cross-bar position: 1. In case of loss, replacement keys are available from your dealer.
You should always carry a second key with you in a safe place in case you require it in an
emergency. Page 74 Locks and Security 4. Press the power door unlock control three times.
Turn the ignition back to the 4 ON position. The horn will chirp. Press the unlock control, then
press the lock control. Note: The horn will chirp twice if autolock was deactivated or chirp twice
then honk two short and one long chirp if autolock was activated. The handle is composed of a
material that will glow for hours in darkness following brief exposure to ambient light. The
typical operating range for your remote entry transmitter is approximately 10 meters 33 feet.
Page 77 Locks and Security Locking the doors 1. Press and release to lock all the doors and
liftgate wagon , turn off the interior lamps if they were on and arm the anti-theft system. Note:

The parklamps will flash once if all doors and liftgate wagon are closed. Page 78 Locks and
Security 2. Do not wipe off any grease on the battery terminals on the back surface of the circuit
board. Remove the old battery. Insert the new battery. Refer to the diagram inside the remote
entry transmitter for the correct orientation of the battery. Page 79 Locks and Security 4. Note:
The eighth turn must end in the 4 ON position. The doors will lock, then unlock, to confirm that
the programming mode has been activated. The keypad can be operated with the factory set
5â€”digit entry code; Page 82 Locks and Security 3. All personal codes are now erased and only
the factory set 5â€”digit code will work. Use of these systems may result in vehicle starting
problems and a loss of security protection. Note: Large metallic objects, electronic devices that
are used to purchase gasoline or similar items, or a second coded key on the same key chain
may cause vehicle starting issues. If a problem occurs with the SecuriLock system, the
indicator will flash rapidly or glow steadily when the ignition is in the 4 ON position. Insert a
previously programmed coded key into the ignition. Page 86 Locks and Security Arming the
system When armed, this system will respond if unauthorized entry is attempted. The system is
ready to arm whenever key is removed from the ignition. Do not pile cargo higher than the
seatbacks to reduce the risk of injury in a collision or sudden stop. Page 88 Seating and Safety
Restraints Using the manual lumbar support if equipped The lumbar control is located on the
front of the seat cushion. Turn to adjust lumbar support. Page 89 Seating and Safety Restraints
Adjusting the front power seat if equipped The control is located on the outboard side of the
seat cushion. Press to raise or lower the front portion of the seat cushion. Press to raise or
lower the rear portion of the seat cushion. Page 90 Seating and Safety Restraints Make sure that
the safety belt for the rear center passenger is properly routed over the rear seatback. For
height and weight limits, see the label on the seat cushion. Page Safety Restraints Seating and
Safety Restraints To close the seat, make sure the safety belts are properly stowed, then lift the
remote latch release and push the seat down until it latches. Pull up on the handle and push the
floor panel into place. Page 92 Seating and Safety Restraints the system. Rather, it means the
Personal Safety System determined the accident conditions crash severity, belt usage, etc.
Front air bags and pretensioners are designed to activate only in frontal and near-frontal
collisions, not rollovers, side-impacts, or rear-impacts unless the collision causes sufficient
longitudinal deceleration. Page 93 Seating and Safety Restraints Air bags can kill or injure a
child in a child seat. NEVER place a rear-facing child seat in front of an active air bag. If you
must use a forward-facing child seat in the front seat, move the seat all the way back. Refer to
Safety Belt section in this chapter. Determining if the Personal Safety System is operational The
Personal Safety System uses a warning light in the instrument cluster or a back-up tone to
indicate the condition of the system. Page 95 Seating and Safety Restraints All occupants of the
vehicle, including the driver, should always properly wear their safety belts, even when an air
bag supplemental restraint system SRS is provided. It is extremely dangerous to ride in a cargo
area, inside or outside of a vehicle. Page 96 Seating and Safety Restraints 2. To unfasten, push
the release button and remove the tongue from the buckle. Energy management retractors Your
vehicle has a seat belt system equipped with energy management retractors at the driver and
front outboard passenger seating positions. An energy management retractor is a device which
pays out webbing in a controlled manner. Page 97 This indicates the safety belt is now in the
automatic locking mode. How to disengage the automatic locking mode Ford Motor Company
recommends that all safety belt assemblies and attaching hardware should be inspected by a
qualified technician after any collision. Safety belt assemblies not in use during a collision
should also be inspected and replaced if either damage or improper operation is noted. Page 99
Seating and Safety Restraints Safety belt usage sensors The driver and front outboard
passenger safety belt buckles are equipped with sensors that detect if the safety belts are
fastened. The sensors provide information to the Personal Safety System which can then adapt
the air bag deployment or safety belt pretensioner activation based upon safety belt usage.
Page Seating and Safety Restraints Insert the tongue into the correct buckle the buckle closest
to the direction the tongue is coming from. To lengthen the belt, turn the tongue at a right angle
to the belt and pull across your lap until it reaches the buckle. Page Seating and Safety
Restraints To fasten the belt, pull the combination lap and shoulder belt from the retractor so
that the shoulder belt portion of the safety belt crosses your shoulder and chest. Be sure the
belt is not twisted. If the belt is twisted, remove the twist. Page Seating and Safety Restraints If
Page Seating and Safety Restraints Reasons given If you are uncomfortable - try different
positions for the safety belt upper anchorage and seatback which should be as upright as
possible; Sitting on the safety belt will increase the risk of injury in an accident. To disable
one-time or deactivate the Belt Minder feature please follow the directions stated below. Page if
equipped , shoulder belt guide on seatback if equipped , child safety seat LATCH and tether
anchors, and attaching hardware, should be inspected after a collision. Ford Motor Company

recommends that all safety belt assemblies in use in vehicles involved in a collision be
replaced. Page Air Bags Seating and Safety Restraints qualified technician finds that the belts
do not show damage and continue to operate properly, they do not need to be replaced. The air
bag supplemental restraints are an integral part of the Personal Safety System. They are
designed to be deployed in cases where the Personal Safety System has determined the
occupant conditions and crash severity are appropriate to activate these devices. Page Do not
attempt to service, repair, or modify the air bag supplemental restraint system SRS or its fuses.
See your Ford or Lincoln Mercury dealer. The front passenger air bag is not designed to offer
protection to an occupant in the center front seating position. Page Seating and Safety
Restraints How do the air bag supplemental restraints work? The air bags inflate and deflate
rapidly upon activation. After air bag deployment, it is normal to notice a smoke-like, powdery
residue or smell the burnt propellant. This may consist of cornstarch, talcum powder to
lubricate the bag or sodium compounds e. When the passenger sensing system has allowed the
airbag to be enabled, the indicator will be unlit and stay unlit to remind you that the airbag is
enabled may inflate. Page If it is necessary to modify an advanced front airbag system to
accommodate a person with disabilities, contact the Ford Customer Relationship Center at the
phone number shown in the Customer Assistance section of this Owners Guide. Page Do not
attempt to service, repair, or modify the air bag SRS, its fuses or the seat cover on a seat
containing an air bag. All occupants of the vehicle should always wear their safety belts even
when an air bag SRS is provided. Page Child Restraints Seating and Safety Restraints not of the
type sufficient to cause activation. Side air bags are designed to inflate in side-impact
collisions, not roll-over, rear-impact, frontal or near-frontal collisions, unless the collision
causes sufficient lateral deceleration. Several air bag system components get hot after inflation.
Do not touch them after inflation. Page To improve the fit of both the lap and shoulder belt on
children who have outgrown child safety seats, Ford Motor Company recommends use of a
belt-positioning booster. Booster seats position a child so that safety belts fit better. They lift
the child up so that the lap belt rests low across the hips and the knees bend comfortably. Page
Seating and Safety Restraints The shoulder belt should cross the chest, resting snugly on the
center of the shoulder. The lap belt should rest low and snug across the hips, never up high
across the stomach. If the booster seat slides on the vehicle seat, placing a rubberized mesh
sold as shelf or carpet liner under the booster seat may improve this condition. Page 36 kg 80
pounds using an upper torso harness and a belt-positioning booster. Ford recommends the use
of a child safety seat having a top tether strap. Page Seating and Safety Restraints Installing
child safety seats with combination lap and shoulder belts Air bags can kill or injure a child in a
child seat. Page Seating and Safety Restraints 3. Be sure the belt webbing is not twisted. Insert
the belt tongue into the proper buckle the buckle closest to the direction the tongue is coming
from for that seating position until Page Seating and Safety Restraints 7. Pull the lap belt
portion across the child seat toward the buckle and pull up on the shoulder belt while pushing
down with your knee on the child seat. Allow the safety belt to retract to remove any slack in the
belt. Page Seating and Safety Restraints 5. Push down on the child seat while pulling on the
loose end of the lap belt webbing to tighten the belt. Before placing the child into the child seat,
forcibly tilt the child seat from side to side and in forward direction to make sure that the seat is
securely held in place. Locate the correct anchor for the selected seating position. Open the
tether anchor cover. On wagons, snap the tether anchor cover off the anchor under the load
floor. Clip the tether strap to the anchor as shown. Page Seating and Safety Restraints If you
install a child seat with rigid LATCH attachments, do not tighten the tether strap enough to lift
the child seat off the vehicle seat cushion when the child is seated in it. Keep the tether strap
just snug without lifting the front of the child seat. LOCK, locks the automatic transmission
gearshift lever and allows key removal. OFF, shuts off the engine without locking the steering
wheel. Page Driving Do not park, idle, or drive your vehicle in dry grass or other dry ground
cover. The emission system heats up the engine compartment and exhaust system, which can
start a fire. Do not start your vehicle in a closed garage or in other enclosed areas. Page Driving
2. Make sure the headlamps and electrical accessories are off. Make sure the corresponding
lights illuminate or illuminate briefly. Page Cold starting performance can also be improved by
using an engine block heater. Engine block heaters are available as an option and can be
obtained from your Ford dealer. Consult the engine block heater section for proper use of the
engine block heater. Four-wheel anti-lock brake system ABS if equipped On vehicles equipped
with an anti-lock braking system ABS , a noise from the hydraulic pump motor and pulsation in
the pedal may be observed during ABS braking events. Parking brake To set the parking brake 1
, press the parking brake pedal down until the pedal stops. This is normal system behavior and
should be no reason for concern. If the noise is excessive, check for low power steering pump
fluid level before seeking service by your dealer. Page Driving Do not drive your vehicle until

you verify that the brakelamps are working. Always set the parking brake fully and make sure
the gearshift is latched in P Park. Turn the ignition to the LOCK position and remove the key
whenever you leave your vehicle. If the parking brake is fully released, but the brake warning
lamp remains illuminated, the brakes may not be working properly. Page Driving Understanding
the gearshift positions of the 4â€”speed automatic transaxle This vehicle is equipped with an
adaptive Transmission Shift Strategy. Adaptive Shift strategy offers the optimal transmission
operation and shift quality. Page Vehicle Loading Driving If your vehicle gets stuck in mud or
snow If your vehicle gets stuck in mud or snow, it may be rocked out by shifting from forward
and reverse gears, stopping between shifts in a steady pattern. Press lightly on the accelerator
in each gear. If necessary, try turning the Traction Control system off. Page Driving Cargo
Weight â€” includes all weight added to the Base Curb Weight, including cargo and optional
equipment. When towing, trailer tongue load or king pin weight is also part of cargo weight.
Page Trailer Towing Your vehicle does not come from the factory fully equipped to tow. Do not
tow a trailer until your vehicle has been driven at least km miles. Page Driving The amount of
weight that you can tow depends on the type of engine in your vehicle. See the following charts:
3. See your dealer or a reliable trailer dealer if you require assistance. Hitches Do not use
hitches that clamp onto the vehicle bumper. Use a load carrying hitch. The speed control may
shut off automatically when you are towing on long, steep grades. It is recommended to tow
your vehicle with the drive wheels on a dolly or two wheel car hauling trailer. In case of a
roadside emergency with a disabled vehicle without access to wheel dollies, car hauling trailer
or flatbed transport vehicle your vehicle can be flat towed all wheels on the ground under the
following This program is separate from the New Vehicle Limited Warranty. Page Hazard Flasher
Switch Roadside Emergencies Canadian customers who require roadside assistance, call
1â€”â€”â€” If you need to arrange roadside assistance for yourself, Ford Motor Company will
reimburse a reasonable amount. To obtain reimbursement information, U. Ford or Mercury
vehicles customers call ; Lincoln vehicle customers call 1â€”â€”â€” Page Roadside
Emergencies If your vehicle is a sedan, the fuel pump shut-off switch is located on the right side
of the trunk behind the trunk liner. If your vehicle is a wagon, the fuel pump shut-off switch is
located behind the service panel on the right side of the cargo area. Blown fuses are identified
by a broken wire within the fuse. Check the appropriate fuses before replacing any electrical
components. Note: Always replace a fuse with one that has the specified amperage rating. Page
Roadside Emergencies To remove a fuse use the fuse puller tool provided on the fuse panel
cover. The fuses are coded as follows. To reduce risk of electrical shock, always replace the
cover to the Power Distribution Box before reconnecting the battery or refilling fluid reservoirs.
If the battery has been disconnected and reconnected, refer to the Battery section of the
chapter. Instead, gradually decrease your speed. Hold the steering wheel firmly and slowly
move to a safe place on the side of the road. The use of tire sealants is not recommended and
may damage your tires. Page Ford. If the dissimilar spare tire or wheel is damaged, it should be
replaced rather than repaired. Page Roadside Emergencies Tire change procedure 1. Park on a
level surface, activate hazard flashers and set parking brake. When one of the front wheels is off
the ground, the transaxle alone will not prevent the vehicle from moving or slipping off the jack,
even if the vehicle is in P Park. Page Roadside Emergencies 6. Put the jack in the jack notch
next to the door of the tire you are changing. Turn the jack handle clockwise until the wheel is
completely off the ground. Remove the lug nuts with the lug nut wrench. Page Jump Starting
M12 x 1. Use only Ford recommended replacement fasteners. When a wheel is installed, always
remove any corrosion, dirt or foreign materials present on the mounting surfaces of the wheel
or the surface of the front disc brake hub and rotor that contacts the wheel. Page Roadside
Emergencies 2. Park the booster vehicle close to the hood of the disabled vehicle making sure
the two vehicles do not touch. Set the parking brake on both vehicles and stay clear of the
engine cooling fan and other moving parts. Connect the negative - cable to the negative terminal of the assisting battery. Make the final connection of the negative - cable. Do not use
fuel lines, engine rocker covers or the intake manifold as grounding points. Page Roadside
Emergencies Removing the jumper cables Remove the jumper cables in the reverse order that
they were connected. Remove the jumper cable from the ground metal surface. Page Roadside
Emergencies 3. After the disabled vehicle has been started and the jumper cables removed,
allow it to idle for several minutes so the engine computer can relearn its idle conditions. Page
Wrecker Towing It is recommended that your vehicle be towed with a wheel lift or flatbed
equipment. Do not tow with a slingbelt. Ford Motor Company has not approved a slingbelt
towing procedure. If your vehicle is to be towed from the rear using wheel lift equipment, it is
recommended that the front wheels drive wheels be placed on a dolly to prevent damage to the
transaxle. Page Roadside Emergencies Ford Motor Company produces a towing manual for all
authorized tow truck operators. Have your tow truck operator refer to this manual for proper

hook-up and towing procedures for your vehicle. Away from home If you own a Ford or Mercury
vehicle and are away from home when your vehicle needs service, or if you need more help than
the dealership could provide, after following the steps described above, contact the Ford
Customer Relationship Center to find an authorized dealership to help you. Page If you still
have a complaint involving a warranty dispute, you may wish to contact the Dispute Settlement
Board U. In some states in the U. Ford is also allowed a final repair attempt in some states. If
you did not take advantage of the Ford Extended Service Plan at the time of purchasing your
vehicle, you may still be eligible. Since this information is subject to change, please ask your
dealer for complete details about Ford Extended Service Plan coverage options, or visit the
Ford ESP website at The decisions of the Board are binding on Ford and, in some cases, on the
dealer but not on consumers who are free to pursue other remedies available to them under
state or federal law. Page If your vehicle must be serviced while you are traveling or living in
Central or South America, the Caribbean, or the Middle East, contact the nearest Ford
dealership. Page Reporting Safety Defects U. These products are available from your dealer.
These quality products have been specifically engineered to fulfill your automotive needs; they
are custom designed to complement the style and appearance of your vehicle. If your vehicle
requires professional service, your dealership can provide the necessary parts and service.
Page Maintenance and Specifications Working with the engine on 1. Set the parking brake and
ensure the gearshift is securely latched in P Park. Block the wheels to prevent the vehicle from
moving unexpectedly. Note: Do not start your engine with the air cleaner removed and do not
remove it while the engine is running. Automatic transmission fluid dipstick 2. Brake fluid
reservoir 3. Air filter assembly 4. Battery 5. Engine oil filler cap 6. Engine oil dipstick 7. Power
steering fluid reservoir 8. Page Maintenance and Specifications 3. Engine oil dipstick 6. Engine
oil filler cap 7. Engine coolant reservoir 8. Windshield washer fluid reservoir 9. Page In very cold
weather, do not fill the reservoir completely. Refer to Lubricant specifications in this chapter.
State or local regulations on volatile organic compounds may restrict the use of methanol, a
common windshield washer antifreeze additive. Page Engine Oil Maintenance and
Specifications Checking and adding washer fluid for the liftgate if equipped The opening for the
reservoir is located on the passenger side under the tail lamp. Refill this reservoir with the same
fluid you use for your windshield. Page Maintenance and Specifications 4. Open the hood.
Protect yourself from engine heat. Locate and carefully remove the engine oil indicator dipstick.
Wipe the indicator clean. Insert the indicator fully, then remove it again. However, for severe
usage or in high temperature climates, check the battery electrolyte level. Refer to the
Scheduled Maintenance Guide for the service interval schedules. Lift the battery with a battery
carrier or with your hands on opposite corners. Page Maintenance and Specifications If the
battery has been disconnected or a new battery has been installed, the clock and radio settings
must be reset once the battery is reconnected. Follow your local authorized standards for
disposal. Page Maintenance and Specifications When the engine is cold, check the level of the
engine coolant in the reservoir. Page Recycled engine coolant Ford Motor Company does NOT
recommend the use of recycled engine coolant in vehicles originally equipped with Motorcraft
Premium Gold Engine Coolant since a Ford-approved recycling process is not yet available.
Page Maintenance and Specifications Used engine coolant should be disposed of in an
appropriate manner. The pressure in an overfilled tank may cause leakage and lead to fuel spray
and fire. The fuel system may be under pressure. If the fuel filler cap is venting vapor or if you
hear a hissing sound, wait until it stops before completely removing the fuel filler cap. If fuel is
splashed in the eyes, remove contact lenses if worn , flush with water for 15 minutes and seek
medical attention. Failure to seek proper medical attention could lead to permanent injury. Page
Maintenance and Specifications Flexible fuel components and standard unleaded gasoline fuel
components are not interchangeable. If your vehicle is not serviced in accordance with flexible
fuel vehicles procedures, damage may occur and your warranty may be invalidated. When
refueling always shut the engine off and never allow sparks or open flames near the filler neck.
Page The customer warranty may be void for any damage to the fuel tank or fuel system if the
correct genuine Ford or Motorcraft fuel filler cap is not used. Page 10 to 30 seconds. If the
problems persist below this temperature, see your dealer or a qualified service technician.
Running out of fuel Avoid running out of fuel because this situation may have an adverse affect
on powertrain components. We do not recommend taking fuel economy measurements during
the first 1, km 1, miles of driving engine break-in period. You will get a more accurate
measurement after 3, kmâ€”5, km 2, miles-3, miles. Filling the tank The advertised fuel capacity
of the fuel tank on your vehicle is equal to the rated refill capacity of the fuel tank as listed in the
Refill capacities Subtract your initial odometer reading from the current odometer reading.
Follow one of the simple calculations in order to determine fuel economy: Calculation 1:
Multiply liters used by , then divide by total kilometers traveled. Calculation 2: Divide total miles

traveled by total gallons used. Page Guide are essential to the life and performance of your
vehicle and to its emissions system. If other than Ford, Motorcraft or Ford-authorized parts are
used for maintenance replacements or for service of components affecting emission control,
such non-Ford parts should be equivalent to genuine Ford Motor Company parts in
performance and durability. Page Maintenance and Specifications Please consult your Warranty
Guide for complete emission warranty information. This OBD-II system protects the
environment by ensuring that your vehicle continues to meet government emission standards.
Page Maintenance and Specifications Allow the vehicle to sit for at least eight hours without
starting the engine. Then, start the engine and complete the above driving cycle. The engine
must warm up to its normal operating temperature. Once started, do not turn off the engine until
the above driving cycle is complete. Check the fluid level on the dipstick. Do not add fluid if the
level is within this range. Page Maintenance and Specifications 7. Remove the dipstick and
inspect the fluid level. The fluid should be in the designated areas for normal operating
temperature. Page 10 to 12 inches or limited production tires as defined in Title 49 Code of
Federal Regulations Part Department of Transportation-Tire quality grades: The U. Department
of Transportation requires Ford to give you the following information about tire grades exactly
as the government has written it. Page Tire Information Maintenance and Specifications The
traction grade assigned to this tire is based on straight-ahead braking traction tests, and does
not include acceleration, cornering, hydroplaning or peak traction characteristics. If you change
your wheel size, you will have to purchase new tires to match the new wheel diameter. Page
Maintenance and Specifications manufactured, the next two are the tire size code and the last
four numbers represent the week and year the tire was built. For example, the numbers mean
the 31st week of After the numbers go to four digits. Page Maintenance and Specifications Note:
You may not find this information on all tires because it is not required by federal law. The tire
suppliers may have additional markings, notes or warnings such as standard load, radial
tubeless, etc. Page You are strongly urged to buy a reliable tire pressure gauge, as automatic
service station gauges may be inaccurate. Ford recommends the use of a digital or dial type tire
pressure gauge rather than a stick type tire pressure gauge. Page Maintenance and
Specifications Use the recommended cold inflation pressure for optimum tire performance and
wear. Under-inflation or over-inflation may cause uneven treadwear patterns. Under-inflation is
the most common cause of tire failures and may result in severe tire cracking, tread separation
or blowout , with unexpected loss of vehicle control and increased risk of injury. Front wheel
drive FWD vehicles, and those with an independent rear suspension require alignment of all
four wheels. Page Only use replacement tires and wheels that are the same size and type such
as P-metric versus LT-metric or all-season versus all-terrain as those originally provided by
Ford. Use of any tire or wheel not recommended by Ford can affect the safety and performance
of your vehicle, which could result in an increased risk of loss of vehicle control, vehicle
rollover, personal injury and death. Replace the PCV valve with one that meets Ford material
and design specifications for your vehicle, such as a Motorcraft or equivalent replacement part.
The customer warranty may be void for any damage to the emissions system if such a PCV
valve is not used. Page Refill Capacities Maintenance and Specifications Replace the spark
plugs with ones that meet Ford material and design specifications for your vehicle, such as
Motorcraft or equivalent replacement parts. The customer warranty may be void for any damage
to the engine if such spark plugs are not used. Page Concentrate Add the coolant type originally
equipped in your vehicle. Use of synthetic or synthetic blend motor oil is not mandatory.
Transmission fluid requirements are indicated on the dipstick or on the dipstick handle. Page
Maintenance and Specifications 1. World manufacturer identifier 2. Brake type and gross vehicle
weight rating GVWR 3. Vehicle line, series, body type 4. Engine type 5. Check digit 6. Model year
7. Assembly plant 8. Production sequence number Engine number The engine number the last
eight numbers of the vehicle identification number is stamped on the engine block and
transaxle. Ford Motor Company will repair or Page Accessories Floor mats Interior trim kits
Leather wrapped steering wheels Scuff plates Speed control Lifestyle Bike racks Cargo
organization and management Engine block heaters and blankets Peace of mind Airbag
anti-theft locks First aid and safety kits Full vehicle covers Locking gas cap Navigation systems
Remote start Page Index Index Index acid, treating emergencies.. Page Emergencies, roadside
jump-starting Page Index Engine oil Page Index Instrument panel Lubricant specifications Page
Index spare tire Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL. Your question might
be answered by sellers, manufacturers, or customers who bought this product. Please make
sure that you are posting in the form of a question. Please enter a question. Skip to main
content. Fastest delivery: March 1 - 4. In Stock. Add to Cart. Secure transaction. Your
transaction is secure. We work hard to protect your security and privacy. Our payment security

system encrypts your information during transmission. Learn more. Ships from. Sold by. This
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the part. As I always am. James Glasgow. Purchased on Nov 21, Oct 26, Good parts for great
price. Perfect fit no problems for a great price telling friends and family about carparts. Richard
Leso. Purchased on Oct 11, Aug 23, Just what I wanted. Was concerned I wouldn't get the right
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California Supply Chain Disclosure. Accessibility Statement.

