2005 hyundai elantra antenna

Low sticker price and low operating costs are the characteristics of every Hyundai's
construction. As the typical commuter spends extended amounts of time in his car, it makes
sense to acquire components that can make traveling more fun. When doing lengthy commutes,
features that can offer a better journey for your riders include integrated media players. The
Antenna can break if it is stressed by a shearing force, or can occasionally oxidize; either way,
quality substitute parts are easily available. Your vehicle's Antenna could be inside the car
frame, affixed externally, or may extend in use but be retracted in the body at other times.
Sometimes, your car's Antenna will stop working correctly if its connection becomes corroded
or loose. Antennas operate by marshalling transmitted radio waves broadcast by a radio tower
and channeling them to the car's stereo system. When you take lengthy journeys, whether on
country lanes or leafy suburbs, your car's radio can be a source of entertainment and news.
Picking up that radio signal, though, relies on the function of your Antenna. While it was
probably the right antenna and all, Hyundai makes it impossible to install with out tearing the
whole trunk apart. I ended up not installing it. Since it is my doing I assume I cannot return it.
The original shipping packaging was discarded. I had no problem at all with the order the item
arrived in a timely fashion and was exactly what I ordered but after installing the item I noticed
right away that the reception was not there, although I had it on a station that was about a 50 mi
radius. I never had that problem with the original antenna even with an 80 mi or more radius the
quality and sound was still there, but with this antenna the closer I get to the station only then
do I get quality. Skip to main content Menu. Close X. Call To Order: To return a part, simply
submit a support ticket within 30 days of ordering and we will issue you an RMA number to
return your product. See customer service page for refund and return details. We scour the web
to make sure PartsGeek always has low prices. You can buy with confidence! Elantra Coupe.
Elantra GT. DIY Solutions. Hyundai Repair Manual. Click to Enlarge. Metra PW22 Antenna. Hole
Required. Metra GMB Antenna. Shipping Options: Free Ground Shipping. Read more reviews.
Catalog: F. Vehicle Hyundai Sonata. Vehicle Sub Model Hyundai Sonata. Catalog: T. Vehicle
Hyundai Elantra. Vehicle Hyundai Accent. Vehicle Hyundai Veloster. Vehicle Hyundai Tiburon.
Vehicle Hyundai Elantra GT. Vehicle Hyundai Elantra Coupe. Vehicle Sub Model Hyundai Excel.
Catalog: Q. Vehicle Hyundai Excel. Hello, Sign In! Your Andy's account is now active and you're
logged in. All available coupons will be applied automatically in your shopping cart! Select Your
Vehicle. Year ARK Performance. AllSales Manufacturing. Blox Racing. In Pro Car Wear. Pilot
Motorsports. Spec D. Spyder Auto. Spyder Carbon Fiber Antenna 3" - Blue. Spyder Carbon
Fiber Antenna 3" - Red. Spyder Carbon Fiber Antenna 3" - Silver. Spec D Hidden Antenna.
Previous 1 2 3 4 5 6 7 Next. Not able to find what you are looking for? A: Unfortunately not.
Short antennas are mostly an aesthetic modification, and you can expect to lose some
reception quality. Filter Your Results. Antennas ARK Performance 1. AllSales Manufacturing
AutoLoc 3. Blox Racing 3. Cusco 3. In Pro Car Wear 5. Pilot Motorsports 4. Spec D 1. Spyder
Auto 3. Choose Your Vehicle:. This Andy's Auto Sport Short explores your aftermarket antenna
options, from short and stubby to polished and elegant. Customer Support. Contact Us. Returns
Policy. Terms of Service. About Us. About Andy's. In The Media. Andy's Parts Smarts. Andy's
Auto Sport TV. Customer Rides. The Andy's Dictionary. Knowledge Base. Sales Programs. Price
Stomp. Car Club Discounts. Wholesale Discounts. Sign Up. Quick Links. Table of Contents.
Automobile Hyundai Tiburon Workshop Manual pages. Summary of Contents for Hyundai
Elantra Page 1 As the owner, it is your responsibility to see that all maintenance operations
specified by the manufacturer are carried out at the appropriate intervals. However, Hyundai
reserves the right to make changes at any time so that our policy of continual product
improvement may be carried out. Page 4 Your Owner's Manual will introduce you to the features
and operation of your new Hyundai. It is suggested that you read it carefully because the
information it contains can contribute greatly to the satisfaction you receive from your new car.
Page 5 Your Hyundai should not be modified in any way. Such modifications may adversely
affect the performance, safety or durability of your Hyundai and may, in addition, violate
conditions of the limited warranties covering the vehicle. Certain modifications may also be in
violation of regulations established by the U. Department of Transportation and other federal or
state agencies. These titles indicate the following: WARNING: This indicates that a condition
may result in harm, serious injury or death to you or other persons if the warning is not heeded.
Page 7 Hyundai Warranty. How can you tell if you are purchasing Hyundai Genuine Parts? Look
for the Hyundai Genuine Parts Logo on the package see below. Hyundai Genuine Parts exported
to the United States are packaged with labels written only in English. Page 10 1. Panel
Brightness Control Knob 2. TCS Switch If installed 3. Trip Computer Switch If installed 4.
Multi-Function Light Switch 5. Horn and Driver's Airbag 6. Digital Clock 8. Audio System 9. This
type of fuel can reduce vehicle performance and damage components of the fuel system. This
key number plate should not be left with the keys but kept in a safe place, not in the vehicle. The

key number should also be recorded in a place where it can be found in an emergency. Page 16
This is normal. When this is done, neither the outside nor the inside door handles can be used.
When the lock mechanism is engaged, the rear door cannot be opened from the inside. Its use
is recommended whenever there are small children in the rear seat. This sys- tem is operated in
three stages : the first is the "Armed" stage, the second is the "Alarm" stage and the third is the
"Disarmed" Remove the old battery from the case and note the polarity. Page Seat 3 Do not
leave children alone in the car. Always remove the ignition key for their safety. This will release
the seat on its track so you can move it forward or rearward to the desired position. Page 24
Headrests may provide pro- tection against severe neck injuries when properly adjusted. To
raise or lower the rear part of the seat cushion, turn the rear knob forward or rear- ward. Page 26
2. Pull the strap of the seat cushion A upward to fold up the seat cushion. Pull the seatback
locking knob B on the seatback to fold-down the seatback. Then, pull forward on the seatback
panel. Page Seat Belts In addition, follow the other instructions provided in this sec- tion. You
should be aware of the specific requirements in your state. Page 30 This should be done even if
no damage is visible. Additional ques- tions concerning seat belt operation should be directed
to your Hyundai Dealer. Page 31 Although a combination retractor is also installed in the front
passenger seat posi- tion, Hyundai strongly recommends that chil- dren always be seated in the
rear seat. NEVER place any infant restraint system in the front Page 32 Be careful not to damage
the belt web- bing or hardware. If the belt webbing or hardware is damaged, replace it. When it
is released, the belt should automatically draw back into the retractor. If this does not happen,
check the belt to be sure it is not twisted, then try again. Page 35 If the seat belt will not properly
fit the child, Hyundai recommends the use of an approved booster seat in the rear seat in order
to raise the child's seating height so that the seat belt will properly fit the child. Open the tether
anchor cover on the rear seat package tray. Route the child restraint seat strap over the
seatback. For vehicles with adjustable headrests, route the tether strap under the headrest and
between the headrest posts, otherwise route the tether strap over the top of the seatback. Page
38 Before installing the child restraint sys- tem in any seating position, read the instructions
supplied by the child re- straint system manufacturer. Should an The purpose of the
pre-tensioner is to make sure that the seat belts fit tightly against the occupant's body in certain
frontal collisions. Page 41 "ON", or if it remains illuminated after blinking for approximately 6
seconds, or if it illuminates while the vehicle is being driven, please have an authorized Hyundai
dealer inspect the pre-tensioner seat belts and SRS airbag system as soon as possible. Page
Supplemental Restraint Airbag System Do not attempt to inspect or replace the pre-tensioner
seat belts yourself. This must be done by an authorized Hyundai dealer. The occupant
classification system detects the presence of a passenger in the front passenger's seat and will
turn off the front passenger's airbag under certain condi- tions. Page 44 If the airbags deploy,
they must be re- placed by an authorized Hyundai dealer. Driver's Airbag Module 2. Passenger's
Airbag Module 3. Knee Bolster 4. Pre-tensioner Seat Belt 5. Front Impact Sensor 6. Page 46 If
the liquid from the air freshener does leak onto these areas, wash them with water immediately. Page 47 SRS is not working properly. If this oc- curs, have your vehicle immediately inspected by your Hyundai dealer. Page 48 6 seconds, or if it illuminates while the vehicle is being
driven, have an authorized Hyundai dealer inspect the Oc- cupant Classification system and the
SRS airbag system as soon as possible. Page 50 The SRS is virtually maintenance free and
there are no parts you can safely service by yourself. The entire SRS system must be inspected
by an authorized Hyundai dealer 10 years after the date that the vehicle was manufactured. Page
51 If your car was flooded and has soaked carpeting or water on the floor, you shouldn't try to
start the engine; have the car towed to an authorized Hyundai dealer. If you modify your vehicle
by changing your vehicle's frame, bumper system, front end or side sheet metal or ride height,
this may affect the operation of your vehicle's airbag system. Page 54 Seat Belt Warning Light
Low Oil Pressure Warning Light Charging System Warning Light Trip Odometer Reset Switch
Page 56 Trip Computer If installed Door Ajar Warning Light Traction Control Indicator Light If
installed Speedometer If this occurs, have your vehicle checked by your Hyundai dealer as soon
as possible. The normal braking system will still be operational, but without the assistance of
the anti-lock brake system. Page 58 After adding fluid, if no other trouble is found, the car
should be immediately and care- fully driven to a Hyundai dealer for inspection. If further
trouble is experienced, the vehicle should not be driven at all but taken to a dealer by a
professional towing service or some other safe method. Page 59 If it is, check the tension of the
belt. Do this as shown on page by pushing down on the center of the belt as soon as passible.
Have the system checked by your Hyundai dealer. Page 60 It may also be heard when the brake
pedal is pushed down firmly. Expensive rotor damage will result if the worn pads are not
replaced. See your Hyundai dealer immediately. Page 61 Then open the hood and, after the
engine has cooled, check the coolant level and the water pump drive belt. If you suspect cooling

system trouble, have your cooling system checked by a Hyundai dealer as soon as possible.
Page 62 The engine should not be raced to such a speed that the needle enters the red zone on
the tachometer face. This can cause severe engine damage and may void your warranty.
Odometer The odometer records the total driving distance in miles or kilometers. To turn them
"ON" again you must simply turn the ignition key to the "ON" When the washer lever is
operated, the wipers auto- matically make two passes across the wind- shield. The washer
continues to operate until the lever is released. Page 70 20 min- utes. To restart the defroster
cycle, push in the switch again after it has turned itself off. When you must make such an
emergency stop, always pull off the road as far as possible. Page 72 Do not hold the cigarette
lighter pressed in. This can damage the heating element and create a fire hazard. If it is
necessary to replace the cigarette lighter, use only a genuine Hyundai replacement or its
approved equivalent. To remove the ashtray to empty or clean it, lift the metal ash receptacle
upward and pull it out. The ashtray light will only illuminate when the external lights are on If
installed. The drink holder can be used by pushing it in first and then releasing it. Page 76 After
washing the car or after there is rain, be sure to wipe off any water that is on the sunroof before
operating it. Insert the hexagonal head wrench provided BF02E-A with the vehicle into the
socket. This wrench can be found in the vehicle's trunk or glove box. Turn the wrench
clockwise to open or coun- terclockwise to close. WARNING: To avoid the possibility of injury in
case of an accident or a sudden stop, the glove box door should be kept closed when the car is
in motion. Page 80 2. Adjust mirror angle by depressing the appro- priate directional switch as
illustrated. The "night" position is selected by flipping the tab at the bottom of the mirror toward
you. In the "night" position, the glare of To reduce glare or to shut out direct rays of the sun,
turn the sun visor down. The purpose of this light is to assist when you get in or out and also to
warn passing vehicles. Page 84 Gasoline vapors are dangerous. Before refueling, always stop
the engine and never allow sparks or open flames near the filler area. If you need to replace the
filler cap, use a genuine Hyundai re- placement part. This is nor- mal and not a cause for
concern. Whenever you open the fuel filler cap, turn it slowly. Page 86 HYUNDAI recommends
that cars be kept locked and keys be kept out of the reach of children, and that parents teach
their children about the dangers of playing in trunks. If the tailgate is unlocked, pull the outside
handle toward you. Page 88 Do not attempt to adjust the steering wheel while driving as this
may result in loss of control of the vehicle which may cause serious injury or death. Accelerate
to desired speed and release the control switch. While the control switch is held, the vehicle will
gradually gain speed. Side Defrost Nozzle 2. Side Ventilator 3. Windshield Defrost Nozzle 4. The
direction of air flow from the vents in the center of the dashboard is adjustable. They are: 1. Air
flow control 2. Air intake control 3. Temperature control 4. Fan speed control Page 94 If the
"Floor" mode is selected, the "Fresh" mode will be activated. Page 96 When the ignition switch
is turned "ON" the air intake control will change to "Fresh" mode in floor, floor-defrost and
defrost position. This is normal opera- tion. Page 97 For maximum heat, rotate the temperature
control to "Warm". Page 98 position, fan speed to the desired position, turn on the air
conditioning system, and adjust temperature control to desired tem- perature. The air
conditioning indicator light should come on at the same time. Temperature Control Switch 2.
Display Window 3. Push the "AUTO" button. The indicator light will illuminate confirming that
the Face, Floor Page The function of the buttons which are not se- lected will be controlled
automatically. Press the "AUTO" button in order to convert to automatic control of the system.
To change the air intake control mode, Fresh mode, Recirculation mode push the control
button. Air can be directed to the floor, dashboard outlets, or windshield. Page To assist in
defrosting, the air condi- tioning will operate if ambient temperature is higher than If the car is
being driven in severe conditions such as dusty, rough roads, more frequent air conditioner
filter inspections and changes are required. Page Stereo Sound System These long, low
frequency radio waves can follow the curvature of the earth rather than travelling straight out
into the atmosphere. In addition, they curve around obstructions so that they can provide better
signal coverage. When this occurs, we suggest that you select another stronger station. SCAN
Button 6. Press the knob to switch the power on. The LCD shows the radio frequency in the
radio mode or the tape direction indicator in the tape mode. Page Audio System Do not place
beverages close to the audio system. The playback mechanism may be damaged if you spill
them. If you want to release, press the button again. BAND Selector 7. Page 5 seconds. To stop
scanning, press the scan button again. SCAN Button 1. Playing CD 3. When using the compact
disc player, professionally recorded CDs are recommended. CD Select Button 3. Page CD
button and the CD changer can be used even if the radio is being used. The Hyundai CD
changer can hold up to eight discs. The disc number will be lit, and the track number, and
elapsed time will be displayed. Press the button to switch the power on. The display shows the
radio frequency in the radio mode, SCAN Button 5. CD Select Button Page 6. Do not attempt to

disassemble or adjust any parts. SCAN Button 7. Page If you see any error indication in the
display while using the system in the CD or Tape mode, find the cause in the chart below. If you
cannot clear the error indication, take the car to your Hyundai dealer. Page Wipe the surface
clean with a clean soft cloth. If the surface is heavily soiled, dampen a clean soft cloth in a
solution of mild neutral detergent to wipe it clean. This could damage the tape player unit and
the cassette tape. Page Antenna When reinstalling your antenna, it is important that it is fully
tightened to ensure proper reception. Page Driving Your Hyundai Hyundai dealer. If the engine
is not running, the key should not be left in the "ON" This shift pattern is im- printed on the shift
knob. The transaxle is fully synchronized in all forward gears so shifting to either a higher or a
lower gear is easily accom Then move the lever into the reverse position. It has a conventional
shift pattern as shown in the illustration. At night, with the multi- function switch turned on to
the parking light or Push the button when shifting. The selector lever can be shifted freely. The
first few shifts on a new vehicle, or if the battery has been disconnected, may be some- what
abrupt. The vehicle must be fully stopped to avoid transaxle damage. This could endanger the
safety of yourself or others. Driving hints TCS does not actively apply brakes. Be sure to
decelerate the car sufficiently before entering curves. Page Hyundai dealer for assistance. This
is extremely hazardous. Keep the car Page Driving For Economy see Section 5 for details. For
maximum service, your Hyundai should be kept clean and free of corrosive materials. It is
especially impor- tant that mud, dirt, ice, etc. Visually inspect the battery and cables as
described in Section 6. The level of charge in your battery can be checked by your Hyundai
dealer or a service station. Page Window washer anti- freeze is available from Hyundai dealers
and most auto parts outlets. Do not use engine coolant or other types of anti-freeze as these
may damage the paint finish. Page Trailer Or Vehicle Towing Since laws vary from State to
State, the require- ments for towing trailers, cars, other types of vehicles, or apparatus may
differ. Ask your Hyundai dealer for further details before towing. Page Be careful when turning
and while driv- ing up and down hills. Before towing, check hitch and safety chain When parking
your car and trailer, especially on a hill, be sure to follow all the normal precautions. Turn your
front wheel into the curb, set the parking brake firmly, and put the transaxle in 1st or Reverse
manual or Park automatic. Page Consult this manual to determine how this re- duces the
available cargo and lug- gage load capacity of your vehicle. Page This could cause you to lose
control and crash. Also, overloading can shorten the life of your vehicle. Repairs would not be
covered by your warranty. Do not overload your vehicle. Try to spread the weight evenly. Check
the fuel line in the engine compart- ment. If the engine still does not start, call a Hyundai dealer
or seek other qualified assistance. Page Jump Starting Move cautiously off the road to a safe
place. Turn on your emergency flashers. Try to start the engine again. If your vehicle will not
start, contact a Hyundai dealer or seek other qualified assistance. Page If The Engine Overheats
page to bring the fluid level in the reservoir up to the halfway mark. Proceed with caution,
keeping alert for fur- ther signs of overheating. If overheating happens again, call a Hyundai
dealer for assistance. To replace the spare tire in its storage compartment, tighten the bolt
firmly with your fingers until there is no more play in the spare tire. NOTE: The jack is located
beneath the lug- gage mat in the vehicle trunk. The jack should be positioned as shown in the
drawing. Slide the wheel off the studs and lay it flat so it cannot roll away. To put the wheel on
the hub, pick up the spare tire, line up the holes with the studs and slide the wheel onto them.
Reinstall Wheel Nuts DH02E To reinstall the wheel cover, hold it on the studs, put the wheel
nuts on the studs and tighten them finger tight. The nuts should be installed with their small
diameter ends directed inward. This will help assure that your vehicle is not damaged in towing.
Also, profes- sionals are generally aware of local laws gov- erning towing. Page Emergency
Towing o Automatic Transaxle: Be sure to use a towing dolly under the front wheels. This can
cause se- rious damage to the transaxle. If you lock the keys inside your vehicle and you cannot
obtain a new key, many Hyundai dealers can use special tools to open the door for you. Page
Corrosion Protection Corrosion By using the most advanced design and con- struction
practices to combat corrosion, Hyundai produces cars of the highest quality, However, this is
only part of the job. To achieve long-term corrosion resistance your Hyundai can deliver, the
owner's cooperation and assis- tance is also required. Page Washing And Waxing Use a good
quality car-washing solution follow manufacturer's directions on the package. These are
available at your Hyundai dealer or auto parts outlet. Don't use strong household detergents,
gasoline, strong solvents or abra- sive cleaning powders as these may damage the finish. Page
To protect the paintwork of the car against corrosion, you must clean your Hyundai at least
once a month. Give special attention to the removal of salt, mud and other sub- stances on the
underside of the splashboards of the car. Page Cleaning The Interior However, when cleaning
the in- side of the rear window be careful not to damage the rear window defroster wiring. If you
have any questions about the care of your car, consult your Hyundai dealer. A list of these

items will be found on page Page Scheduled Maintenance Hyundai dealer. A copy of this
publication may be purchased at your Hyundai dealer's parts department. Keep receipts for all
vehicle emission services to protect your emission warranty. Where both mileage and time are
shown, the frequency of service is determined by whichever occurs first. Refer to the chart
below for the appropriate maintenance intervals. Retighten to the specified torque. Check the
linkage for bends or damage. Power steering fluid reservoir 2. Engine oil filler cap 3. Brake
booster 4. Brake fluid reservoir 10 11 5. Clutch fluid reservoir If installed 6. Windshield washer
fluid reservoir cap 7. Engine coolant reservoir 8. Page Engine Compartment Seat control
condition and operation o Seat belt condition and operation o Sunvisor operation If you notice
anything that does not operate correctly or appears to be functioning incor- rectly, inspect it
carefully and seek assistance from your Hyundai dealer if service is needed. It is suggested that
you check the oil level at least once a week in normal use and more often if you are on a trip or
driving in severe conditions. To add oil: 1. Remove the oil filler cap by turning it counterclockwise. Add oil, then check the level again. Do not overfill. Open the hood and remove the
engine oil filler cap. Slide underneath the car and loosen the drain plug by turning it
counterclockwise with a wrench of the proper size. Be sure that a drain pan is in position to
catch the oil as it drains out, then remove the drain plug. When the engine is hot, the engine
coolant is under pressure and may erupt through the opening if the cap is removed. Page "L"
and "F". If the level is low, inspect for coolant leaks and recheck the fluid level frequently. If the
level drops again, visit your Hyundai dealer for an inspection and diagnosis of the reason. Page
Spark Plugs When spark plugs are replaced, always use spark plugs recommended by Hyundai.
The use of other spark plugs can result in loss of perfor- mance, radio interference or engine
damage. Always change one spark plug at a time. This helps avoid getting the wires mixed up.
Remove the center cover on the engine rocker cover. When this is done, the cover can be lifted
off, the old filter removed and the new filter put in its place. Genuine Hyundai Replacement
Parts are recommended. Manual Transaxle Oil Capacity The oil capacity of the manual transaxle
is 2. Damage caused by a nonspecified fluid is not covered by your new vehicle limited
warranty. If you are having your vehicle serviced at a facility other than a Hyundai dealer, verify
ATF is used for your vehicle. Page Checking The Brakes Because brakes are essential to the
safe operation of the car, it is suggested that they be checked and inspected by your Hyundai
dealer. The brakes should be checked and inspected for wear at those intervals specified in the
vehicle mainte- nance schedule in Section 5. Fluid loss indicates a leak in the clutch system
which should be inspected and repaired imme- diately. Consult your Hyundai dealer. Page Air
Conditioning Care 2. If the air coming out of the in-dash vents is not cold, have the air
conditioning system inspected by your Hyundai dealer. It helps to decrease pollutants from
entering the car. HXD 1. Page This is the brake pedal freeplay. The freeplay should be within the
limits specified in the illustration. If it is not, have it inspected by your Hyundai dealer and
adjusted or repaired if necessary. Page Checking Drive Belts If the brake pedal clearance is not
within the limits specified in the illustration, have it in- spected by your Hyundai dealer and
adjusted or repaired if necessary. Page The fuse should be a snug fit. If it is not, have the fuse
clip repaired or replaced by a Hyundai dealer. If you do not have a spare fuse, you may be Page
Checking The Battery Hyundai dealer for diagnosis and repair. Never replace a fuse with
anything except a fuse with the same or a lower amperage rating. Any evidence of corro- sion
around the battery posts or terminals should be removed using a solution of house- hold baking
soda and warm water. After the battery terminals are dry, cover them with a light coating of
grease. This is the same manual used by dealership technicians and while it is highly technical
it can be useful in obtaining a better understanding of your car and how it works. Allow the bulb
to cool. Wear eye protection. Open the engine hood. Always grasp the bulb by its plastic base,
avoid touching the glass. Remove the protective cap from the re- placement bulb and install the
new bulb by matching the plastic base with the headlight hole. Retighten the bulb spring and
recon- nect the power cord. Use the protective cap and carton to prompt- ly dispose of the old
bulb. Remove the mounting screws of the rear combination light with a socket wrench. To
replace the rear combination light, re- move it from the bulb holder and install the new bulb.
Open the tail gate. HXDFL 2. Remove the cover with a flat blade screw- driver. Disconnect the
power cord. HTB 4. Replace with a new bulb. Remove the luggage compartment light cover on
the right side package tray panel with pushing it. HXDFL 3. Remove the plastic cover with a flat
blade screwdriver. BD02E-A 1. It is accurate at the time of printing. When you inspect the fuse
box on your vehicle, refer to the fuse box label. Page In order to ensure the proper function of
the emission control systems, it is recommended that you have your car inspected and maintained by an authorized Hyundai dealer in ac- cordance with the maintenance schedule in this
manual. Page Remember that your Hyundai dealer is your best source of assistance. These
materials might contact the hot catalytic converter and a If you ever have questions about your

tire warranty and where to obtain ser After the vehicle has been parked for at least three hours
or hasn't been driven more than one mile or 1. This information identifies and describes the
fundamen- tal characteristics of the tire and also provides the tire identification number TIN for
safety standard certification. For example, the numbers means the 31st week of Tire ply
composition and material The number of layers or plies of rubbercoated fabric in the tire. Page
Snow Tires 12, km. If you notice that tires are wearing unevenly between ro- tations, have the
car checked by a Hyundai dealer so the cause may be corrected. After rotating, adjust the tire
pressures and be sure to check the wheel nut The tires on your Hyundai were balanced before
the car w
auto repair instruction
2002 mustang v6 transmission
w220 fuse box diagram
as delivered but may need balancing again during the years you own the car. Whenever a tire is
dismounted for re- pair, it should be rebalanced before being reinstalled on the car. It's written
for pro- fessional technicians, but is simple enough for most mechanically-inclined owners to
under- stand. Page Consumer Information Hyundai automobiles with infor- mation on uniform
tire quality grading. Your Hyundai dealer will help answer any questions you may have as you
read this information. All other arbitration costs shall be borne by Hyundai Motor America. You
are not responsible to pay any of the costs Hyundai incurs. Page You may revoke this
Arbitration Agree- ment by 1 written notice or 2 elec- tronic notice. Box , Fountain Valley, CA
Page Parking light auto off Page Seat Belts 3-point system Then check the level of fluid on the
dipstick. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an account?
Sign up! Restore password. Upload from disk. Upload from URL.

