2006 chrysler town and country service manual

We have 23 Chrysler Town and Country manuals covering a total of 11 years of production. This
like all of our manuals is available to download for free in PDF format. In total, that's over pages
of content dedicated to your Chrysler Town and Country. We get a lot of people coming to the
site looking to get themselves a free Chrysler Town and Country Haynes manual. We'll send you
a quick email a new Chrysler Town and Country document is added. Spam free: Maximum of 1
email per month. Get your hands on the complete Chrysler factory workshop software. Chrysler
- Town and Country - Owners Manual - Owners Manual 18 Pages. Chrysler - Town and Country Miscellaneous Documents - - Other Manuals Pages. Owners Manual Pages. Chrysler - Town and
Country - Brochure - Brochure 52 Pages. Brochure 44 Pages. Owners Manual 92 Pages. Owners
Manual 44 Pages. Brochure 10 Pages. Brochure 24 Pages. Brochure 20 Pages. Brochure 7
Pages. Brochure 9 Pages. Brochure 14 Pages. Brochure 29 Pages. Brochure 17 Pages. Get
notified when we add a new ChryslerTown and Country Manual. Notify me. We cover 60
Chrysler vehicles, were you looking for one of these? Quick Links Download this manual. Table
of Contents. Automobile Chrysler Convertible User Manual pages. It is supplemented by a
Warranty Information Booklet and various customer oriented documents. You are urged to read
these publications carefully. Page 6: Vehicle Identification Number The vehicle identification
number VIN is found on the left front corner of the instrument panel, visible from outside of the
vehicle through the windshield. This number also appears on the Automobile Information
Vehicle Identification Number Disclosure Label affixed to a window on your vehicle. Any
modifications or alterations to this vehicle could seriously affect its roadworthiness and safety
and may lead to an accident resulting in serious injury or death. Page 11 Child Restraint The
dealer that sold you your new vehicle has the key code numbers for your vehicle locks. Page
Key-In-Ignition Reminder NOTE: The power window switches, radio, power outlets, and
removable console if equipped , will remain active for up to 45 seconds after the ignition switch
has been turned off. Opening a vehicle front door will cancel this feature. Leaving children in a
vehicle unattended is danger- ous for a number of reasons. Only keys that have been
programmed to the vehicle can be used to start and operate the vehicle. The Sentry Key
Immobilizer System does not need to be armed or activated. Page Replacement Keys All of the
keys provided with your new vehicle have been programmed to the vehicle electronics.
Replacement Keys NOTE: Only keys that have been programmed to the vehicle electronics can
be used to start the vehicle. Once a Sentry Key has been programmed to a vehicle, it can not be
programmed to any other vehicle. Insert a blank Sentry Key into the ignition switch and turn the
ignition switch ON within 60 seconds. After 10 seconds a single chime will sound. The Theft
Alarm Light will stop flashing, turn on for 3 seconds; then turn off. The new Sentry Key has
been programmed. Page 19 If you press the power door lock switch while the key is in the
ignition, and any front door is open, the power locks will not operate. This prevents you from
acciden- tally locking your keys in the vehicle. Removing the key or closing the door will allow
the locks to operate. Page 21 equipped from the factory with three button transmitters and
those built with power options will be equipped with six button transmitters. The illuminated
entry system also turns on. When the panic alarm is on, the headlights and park lights will flash,
the horn will pulse on and off and the interior lights will turn on. If the button is pushed while
the door is being power closed, the door will reverse to the full open position. Page General
Information vehicles so equipped. The table below explains the Lamp Flash options. See page
for more information. NOTE: Do not touch the battery terminals that are on the back housing or
the printed circuit board. With the transmitter buttons facing down, use a thin coin to pry the
two halves of the transmitter apart. To reassemble the transmitter case snap two halves
together. Test transmitter operation. When the alarm is activated, the system provides both
audible and visual signals. If some- thing has triggered the system in your absence, the horn
will sound three times when you disarm the system. Check the vehicle for tampering. Pull out
on the outside handle to open the sliding door from the outside. To open the sliding door from
the inside, press the button on the grab handle and open the door. This feature operates only
when the sliding door is fully closed prior to opening the fuel door. Sliding Door Open Flash
When the sliding door s are opened, the left and right exterior hazard lights will flash for 12
seconds to alert Page 31 The power sliding door may also be opened by pressing the switches
on the overhead console or the switch located on the trim panel just in front of the sliding door.
To keep your door operating properly, observe the fol- lowing guidelines. To avoid unintentional
operation of the power sliding door from the rear seats, press the button located in the
overhead console to disable the switches for the rear seat Page Child Protection Door Lock
Child Protection Door Lock To provide a safer environment for small children riding in the rear
seats, the sliding doors are equipped with a child protection door lock system. To avoid
trapping anyone in the vehicle in a colli- sion. To avoid unintentional operation of the power
sliding door from the rear seats, press the button located in the overhead console to disable the

switches for the rear seat passen- gers. Page Power Liftgate - If Equipped Liftgate Release
Switch If the liftgate is locked and is not equipped with a powered liftgate, pressing the button
on the remote keyless entry transmitter will result in the liftgate becom- ing unlocked for 30
seconds allowing you to manually access the liftgate area. If the liftgate is not in the full open or
close positions it must be opened or closed manually. However, because the gas pressure
drops with tempera- ture, it may be necessary to assist the props when opening the liftgate in
cold weather. Always close the storage bin covers when your Page Reinstalling Storage Bin
Cover Emergency Release NOTE: In the event of an individual being locked inside the storage
bin, the storage bin cover can be opened from inside of the bin by pulling on the
glow-in-the-dark strap attached to the storage bin cover latching mechanism. Reinstalling
Storage Bin Cover Emergency Release If the storage bin cover strap disengages from the latch,
it can be reinstalled by inserting the loose end of the strap Press the window switch past the
detent, release, and the window will go down automatically. To open the window part way, press
the window switch part way and release it when you want the window to stop. Everyone in a
motor vehicle should be belted at all times. The belt webbing retractor is designed to lock
during very sudden stops or collisions. Seat belts are designed to go around the large bones of
your body. These are the strongest parts of your body and can take the forces of a collision the
best. The lap portion could ride too high on your body, possibly causing internal injuries.
Always buckle your belt into the buckle nearest you. Always wear the lap belt as low as possible and keep it snug. Position the latch plate as close as possible to the anchor point. Slide
the latch plate upward over the folded webbing. The folded webbing must enter the slot at the
top of the latch plate. Sliding The Latch Plate 4. Continue to slide the latch plate up until it clears
the folded webbing. Seat Belts and Pregnant Women We recommend that pregnant women use
the seat belts throughout their pregnancies. Page 55 The front airbags have a multi stage
inflator design. This may allow the airbag to have different rates of inflation that are based on
collision severity and occupant size. You may damage the airbags and you could be injured
because the airbags are not there to protect you. These protective covers for the airbag
cushions are designed to open only when the airbags are inflating. Page 57 If your vehicle is
equipped, the window bag on the crash side of the vehicle is triggered in moderate to severe
side collisions. But even in collisions where the airbags inflate, you need the seat belts to keep
you in the right position for the airbags to protect you properly. All occupants should wear their
lap and shoulder belts properly. The driver and front passenger seats should be moved back as
far as practical to allow the front airbags room to inflate. Based on the level of collision severity,
the front control module determines the proper rate of inflation. If the light does not come on,
stays on after you start the vehicle, or if it comes on as you drive, have the airbag system
checked right away. Page 63 affect occupant classification. If there is a rapid change in
temperature or humidity, the OCS may not be able to properly approximate occupant size. For
small teenagers and some small adults, depending on size, the airbag may or may not be
enabled in the event of a collision. Also, when the Occupant Classification System detects either an empty seat or a weight less than the predeter- mined occupant threshold, the ORC will
not illumi Unapproved modifications or service procedures to the front passenger seat
assembly, its related compo- nents, or seat cover may inadvertently change the airbag
deployment in case of a frontal crash. This could result in death or serious injury to the front
seat passenger if the vehicle is involved in an acci- dent. Page 67 If A Deployment Occurs The
airbag system is designed to deploy the airbags when the ORC and impact sensors detect a
moderate-to- severe collision, to help restrain the vehicle passengers, and then immediately
deflate. NOTE: A collision that is not severe enough to need airbag protection will not activate
the system. Deployed airbags, front seat belt buckle pretension- ers and driver inflatable knee
blocker cannot protect you in another collision. Have the airbags, front seat belt buckle
pretensioners and driver inflatable knee blocker replaced by an authorized dealer as soon as
possible. Do not mount or locate any aftermarket equipment on or behind the knee bolsters. Be
sure to tell anyone who works on your vehicle that it has airbags. Every state in the United
States and all Canadian provinces require that small children ride in proper restraint systems.
This is the law, and you can be prosecuted for ignoring it. Two types of child restraints can be
used rearward-facing: infant carriers and convertible child seats. It could come loose in a
collision. The child could be badly injured or killed. Disconnect the latch plate from the buckle
and twist the short buckle end of the belt several times to shorten it. Page 75 Latch Anchorages
When using the tether anchorages in the outboard seat- ing positions, ensure that the strap is
routed over the top of the seatback and under the head restraint between the head restraint
posts. An incorrectly anchored tether strap could lead to increased head motion and possible
injury to the child. Use only the anchor positions directly behind the child seat to secure a child
restraint top tether strap. Page 77 seat belt is tucked behind the child restraint and out of reach.

If the buckled seat belt interferes with the child restraint installation, instead of tucking the seat
belt behind the child restraint, route the seat belt through the child restraint belt path and then
buckle it. This should stow the seat belt out of the reach of an inquisitive child. In an accident,
serious injury or death may occur from the deploying passenger air bag. This vehicle is
equipped with a child restraint tether anchor located on the floor, behind the front passenger
seat. When a convertible seat is properly installed forward facing, the vehicle seat should be
adjusted to the rear most position. Page 81 Tether To Anchor 3. If necessary, raise the
passenger seat head restraint to allow the tether strap to be routed under the head restraint.
Using the hook attached to the child restraint tether strap, attach the child restraint tether strap
to the metal ring on the vehicle tether anchor. Page Safety Tips While cruising, brief full-throttle
acceleration, within the limits of local traffic laws, contributes to a good break-in. Wide open
throttle acceleration in low gear can be detrimental and should be avoided. The engine oil
installed in the engine at the factory is a high quality energy conserving type lubricant. DO NOT
use the recirculation mode. Check for stones, nails, glass, or other objects lodged in the tread.
Inspect tread and sidewall for cuts or cracks. Check wheel nuts for tightness, and tires including spare for proper pressure. Page 89 Lights A two point pivot system allows for horizontal and
vertical adjustment of the mirror. To avoid damage to the mirror during cleaning, never spray
any cleaning solution directly onto the mirror. Apply the solution onto a clean cloth and wipe
the mirror clean. See If your cellular phone supports a different profile e. For example, instead
of saying Setup and then Phone Pairing, the following compound command can be said: Setup
Phone Pairing. Each cellular phone that is paired should be given a unique phone name. Page
Answer or Reject an Incoming Call - Call Currently in Progress If a call is currently in progress
and you have another incoming call, you will hear the same network tones for call waiting that
you normally hear when using your cell phone. This feature is only supported in the USA.
Adjust the seat only while the vehicle is parked. Adjusting a seat while the vehicle is moving is
dangerous. Do not place any article under a power seat or impede its ability to move as it may
cause damage to the seat controls. Do not ride with the seatback reclined so that the shoulder
belt is no longer resting against your chest. In a collision you could slide under the seat belt
and be seriously or fatally injured. Use the recliner only when the vehicle is parked. To increase
the support, rotate the handle down. Page Load Floor Handle 3. Pull up on the seatback recliner
lever located on the outboard side of the seat and fold the seatback down. To assure the
seatback is latched in the folded position, additional downward pressure on the seatback may
be required when folding. Pull rearward on the release strap located at the rear of the seat and
tumble the seat forward into the storage bin. Seat Release Strap 5. Close the storage bin cover.
To Unfold Second Row Seats 1. Page 3. Pull up on the seatback recliner lever located on the
outboard side of the seat, to return the seatback to its full upright position. Seatback Release
Lever 4. Close the storage bin cover and adjust the head restraint to the desired position.
Release Strap 2 4. Release Strap Pull up on the assist strap to lift the seat out of the storage bin
and push the seat forward until the anchors latch. Assist Strap 2. In a collision, you or others in
your vehicle could be injured if seats are not properly latched to their floor attachments. Always
be sure the seats are fully latched. Tailgate Mode 1. To avoid serious injury or death, never
operate the vehicle with occupants in the third row seat, while in the tailgate mode. To return
the seat, lower the seat and ensure that it is fully latched. Pull up on the seatback release lever
located on the outboard side of the seat and fold the seatback down. If the head restraint
contacts the rear of the front seat, move the front seat forward on its tracks. Pull the release bar
located at the bottom front edge of the seat to disengage the front attachments. Release Bar
Location 6. The seat assembly can now be removed from the vehicle and moved on its Easy Out
Rollers. To reinstall the seat, remove any obstructions from the floor in front of the seat and
ensure the head restraint is in its full downward position. Release Strap Location 4. To remove
the seat, squeeze each release handle and rotate downwards to deploy the wheels. A lock
indicator button pops up when the seat is unlocked. The floor supports the partial weight of the
bagged goods. Page Rear Seat Descriptions The release lever is below the seat and is
accessible from the front and back of the seat. Additional Storageâ€” The 2nd and 3rd row seats
installed. The 3rd row bench seat is in the full forward position on the tracks and one or both of
the rear seatbacks are folded down. Page 2. Increased Storageâ€” Increased storage area is
provided by folding either or both seatbacks. With one seatback folded forward, rear seating for
another occupant is still provided. Either or both seats may Fold and Tumble forward for more
storage space. The seatback will latch in the folded position. Your Remote Keyless Entry
transmitters can also be programmed to recall the same positions when the Unlock button is
pressed. Page Memory Position Recall Insert the ignition key and turn the ignition switch to the
ON position. Turn the ignition switch to the OFF position and remove the key. Press and release
memory button number 1. The system will recall any memory settings stored in position 1. First

pull the hood release lever located under the left side of the instrument panel. Lower the hood
until it is open approximately 12 inches 30 cm and then drop it. This should secure both latches.
Never drive your vehicle unless the hood is fully closed, with both latches engaged. Page
Interior Lights Interior Lights Interior lights are turned on when a door or liftgate is opened, the
keyless entry transmitter is activated, or when the dimmer control is moved to the extreme top.
The interior lights will automatically turn off in about 15 minutes if any of the following occur.
Dome Light Position Rotate the dimmer control com- pletely upward to the second de To turn
the system ON, turn the headlight switch to the extreme counter- clockwise position. The
battery protection feature will be disabled if the ignition switch is turned to any other position
other than LOCK during the 3 minute delay. You can signal a lane change by moving the lever
partially up or down. Passing Light You can signal another vehicle with your headlights by
lightly pulling the multifunction lever toward the steer- ing wheel. Page wipers will operate for
several seconds after the lever is released, and then resume the intermittent interval previously selected. If the end of the lever is depressed while in the OFF position, the wipers will
operate for approximately two wipe cycles, then turn OFF. Release the lever to lock the wheel
firmly in place. This will occur even if you used the switch to turn the system OFF. Objects can
be detected from up to 59 inches cm. A warning display above the rear window provides both
visible and audible warnings indicating the range of the object. Page Adjustable Pedals - If
Equipped beeps. The tone will remain constant and both red LEDs are illuminated once the
vehicle is within 12 inches Press the button rearward to move the pedals rearward toward the
driver. Page Overhead Console - If Equipped On steep hills a greater speed loss or gain may
occur so it may be preferable to drive without speed control. Your vehicle could go too fast for
the conditions, and you could lose control. If your vehicle is equipped with Remote Keyless
Entry, the lights will also turn on when the unlock button on the transmitter is pressed. Page
Automatic Compass Calibration This compass is self calibrating which eliminates the need to
manually set the compass. In some areas of the country, the difference between magnetic and
geographic North is great enough to cause the compass to give false readings. To Reset The
Display Pressing the Reset button once will clear the resettable function currently being
displayed. The overhead console and climate control displays will be in the selected units.
Service Interval When this feature is selected a service interval between 2, miles 3 km and 6,
miles 9 km in mile km increments may be selected. When this feature is selected, the front and
rear turn signals will flash when the doors are locked or unlocked using the remote keyless
entry transmitter. This feature may be selected with or without the sound horn on lock feature
selected. Page Garage Door Opener - If Equipped Power Accessory Delay When this feature is
selected, accessory power will be supplied for up to 45 seconds for the power windows, radio,
power vent windows, power outlets, and remov- able center console, when the ignition switch is
turned off or until the key is removed and either front door is opened. Vehicle exhaust contains
carbon monoxide, a danger- ous gas. Exhaust gas can cause seri- ous injury or death. Your
motorized door or gate will open and close while you are training the Universal Transceiver.
Page HomeLink Buttons 2. Position the end of your hand-held transmitter inches cm away from
the HomeLink buttons while keeping the indicator light in view. Simultaneously press and hold
both the HomeLink button that you want to train and the hand-held trans- mitter buttons. Do not
repeat step one. If the indicator light blinks rapidly for two seconds and then turns to a constant
light, continue with Program- ming steps 6 - 8 to complete the programming of a rolling code
equipped device most commonly a garage door opener. If you live in Canada or you are having
difficulties programming a gate operator by using the Program- ming procedures regardless of
where you live , replace Programming HomeLink step 3 with the following: NOTE: If
programming a garage door opener or gate operator, it is advised to unplug the device during
the HomeLink is now in the train or learning mode and can be programmed at any time
beginning with Programming - step 2. Power Sunroof Controls Press and hold the switch
rearward to fully open the sunroof. The sunroof can be stopped at any position between closed
and full open. Again, any release of the switch will stop the movement and the sunroof will
remain in a partial open condition until the switch is pushed forward again. The sunshade can
be opened manually. Page Sunroof Maintenance the rear windows open, open the front and rear
windows together to minimize the buffeting. If the buffeting occurs with the sunroof open,
adjust the sunroof opening to minimize the buffeting or open any window. Sunroof Maintenance
Use only a non-abrasive cleaner and a soft cloth to clean the glass panel. The automatic circuit
breaker restores power when the overload is removed. The circuit breaker also supplies power
to the outlet in the removable floor console, when in the front position. NOTE: The convenience
tray should never be used for ashes without the optional ash receiver in place. To return the
cupholder to its normal position, simply push the cupholder up to snap it into place. If equipped
with a lock, it can be locked with the ignition key. Slide the storage bin locking mechanism to

the Unlocked position to allow greater access to the storage bin. In an accident, serious injury
could result if the seat storage bin covers are not properly latched. Support the bin with one
hand and pull the latch handles out. Push the latch handle down to lock the storage bin in place.
Remove the floor console. To reinstall the console, open the console lid and remove the storage
tray. Pull up on the release handle and slide the console forward to engage the front of the
console into the floor tray. Page Removable Floor Console To remove the console use the
following procedure: 1. Open the rear lid and remove the storage tray. Pull up on the release
handle located inside the floor console to disengage the floor console, reinstall the storage tray
and close the rear lid. Plug in the power cord for the cellular phone into the outlet located in the
bottom of the forward console bin and reinstall the cell phone holder. Place the cell phone into
the holder. The cargo nets fit in the second row storage bin and the third row tub. The load must
not exceed 68 kg lbs , and should be uniformly distributed over the luggage rack crossbars.
Once the cross bar is in place, retighten the thumb screws to lock the cross bar into position.
Cargo must be securely tied before driving your vehicle. Improperly secured loads can fly off
the vehicle, particularly at high speeds, resulting in personal injury or property damage. Follow
the Roof Rack Cautions when carrying cargo on your roof rack. Page Mode Fuel Gauge The
pointer shows the level of fuel in the fuel tank when the ignition switch is in the ON position.
Tire Pressure Monitoring Telltale Lamp â€” If Equipped Each tire, including the spare if provided
, should be checked monthly when cold and inflated to the inflation pressure recommended by
the vehicle manufacturer on the vehicle Turn Signal Indicators The arrow will flash with the
exterior turn signal when the turn signal lever is operated. If the vehicle electronics sense that
the vehicle has traveled about one mile with the turn signals on, a chime will sound to alert you
to turn the signals off. Page If brake failure is indicated, immediate repair is neces- sary. Driving
a vehicle with the brake light on is danger- ous. Part of the brake system may have failed. It will
take longer to stop the vehicle. You could have an accident. The light will turn on when the
ignition switch is turned to the ON position and may stay on for as long as four seconds. If the
ABS light remains on or turns on while driving, it indicates that the Anti-Lock portion of the
brake system is not functioning and that service is required. Page continuously. Engine
Temperature Warning Light This light warns of an overheated engine condi- tion. If the engine is
critically hot, a continuous chime will sound for 4 minutes. A hot engine cooling system is
dangerous. You or others could be badly burned by steam or boiling coolant. You may want to
call a service center if your vehicle overheats. If you decide to look under the hood yourself, see
Section 7 of this manual. Page Malfunction Indicator Light This light is part of an onboard
diagnostic system called OBD that monitors engine and automatic transmission control
systems. The light will illu- minate when the key is in the ON position before engine start. The
system will remain disabled for about 4 minutes until the brakes have cooled. Page Electronic
Digital Clock Trip Odometer Button Press this button to change the display from odometer to
trip odometer. The word TRIP will appear when in the trip odometer mode. Push in and hold the
button for two seconds to reset the trip odometer to 0 miles or kilometers. The odometer must
be in trip mode to reset. Two Types of Signals There are two basic types of radio signals AM or
Amplitude Modulation, in which the transmitted sound causes the amplitude, or height, of the
radio waves to vary If you press and hold the button, the radio will continue to tune until you
release the button. The frequency will be displayed and continu- ously updated while the button
is pressed. Push in the button and it will pop out. Adjust the balance and push the button back
in. The balance will be displayed and continuously updated while the button is turned. SET 1
will show in the display window. Select the push-button you wish to lock onto this station and
press and release that button. Press the SEEK button once to move 1 selection, twice to move 2
selections, etc. When power is restored to the tape player, the pinch roller will automatically
reengage and the tape will resume play. The display will show the track number and index time
in minutes and seconds. Play will begin at the start of track one. The RW Reverse button works
in a similar manner. Scan Button Press this button to play the first 10 seconds of each track. To
stop the scan function, press the button a second time. CD Changer Control Capability â€”
Skipping will not damage the disc or the player, and play will resume automatically. As a
safeguard and to protect your CD player, one of the following warning symbols may appear on
your display. Turn the volume control clockwise to increase the volume. NOTE: Power to
operate the radio is supplied through the ignition switch. The radio will remain tuned to the new
station until you make another selection. Holding the button in will by- pass stations without
stopping until you release it. This allows a total of 10 AM and 10 FM stations to be locked into
memory. You can recall the stations stored in SET 2 memory by pressing the push- button
twice. The use of other sized discs may damage the CD player mechanism. You may either
insert or eject a disc with the radio OFF. This feature plays the selections on the compact disc
in random order to provide an interesting change of pace. Press the SEEK button to move to the

next randomly selected track. ID3 version 2 is not supported by the radios. Page Tape Player
Operation You may add a second station to each push-button by repeating the above procedure
with this exception: Press the SET button twice and SET 2 will show in the display window.
Sometimes poor playback may be experienced due to a defective cassette tape. Clean and
demagnetize the tape heads at least twice a year. Page Cd Player Operation pressed again or
until the beginning of the tape is reached. At the beginning of the tape, the tape will play in the
opposite direction. If you insert a disc with the ignition ON and the radio off, the display will
show CD and the time of day will be displayed. Press the top of the SEEK button to move to the
next randomly selected track. This feature plays the selections on the currently playing compact
disc in random order to provide an interesting change of pace. The current channel name and
number will then be displayed until an action occurs. This CD player will accept 4 only. If you
have ejected a disc and have not removed it within 15 seconds, it will be reloaded. If the CD is
not removed, the radio will continue to play the non-removed CD. If no action is taken during the
5 second time out the PTY icon will turn off. Pressing the PTY button repeatedly within 5
seconds will allow the program format type to be selected. CD HOT will pause the operation.
Play can be resumed when the operating temperature is corrected or another MODE is selected.
Every time a preset button is used a corresponding button number will be displayed. Operation
is subject to the following conditions: 1. This device may not cause harmful interference, 2. This
device must accept any interference received, including interference that may cause undesired
opera- tion. Press the bottom of the button to return to the beginning of the current selection, or
return to the beginning of the previous selection if the CD is within the first second of the
current selection. A CD or tape may remain in the player while in the Satellite mode. Random
can be cancelled by pressing the button a second time or by ejecting the CD from the changer.
Direct sunlight or objects blocking the line of sight may affect the function of the remote
control. Remote Control Headphone Transmitter 2. Return 5. Setup 6. Mute 8. Display 9. Mode
Program Down - Previous Disc Program Up - Next Disc Slow Press this button to return to the
previous menu when in the disc menu mode. Press the button after pressing the STOP button to
access the set up menu. Press this button to advance the video. If the DVD is paused, pressing
this button will advance the video frame by frame. Use the arrow buttons to toggle through the
menu screen options. Light Button 18 Pressing this button illuminates the buttons on the remote control. Page 1. Screen Width Button Changes the width of the screen picture. Enter
Button This button will enter the selection from the on-screen menu. Brightness Button
Changes the brightness of the screen picture. Power Button 2. Volume Control 3. An indicator
light will illuminate on the head- phone earpiece to indicate the headphones are ON. The
headphones require two AAA batteries. Credit card information. Your Vehicle Identification
Number. These satellite channel pre-set stations will not erase any AM or FM pre-set memory
stations. Follow the memory pre-set procedures that apply to your radio. Page Radio Operation
The right hand rocker switch has a push button in the center and controls the volume and mode
of the sound system. Pressing the top of the rocker switch will increase the volume and
pressing the bottom of the rocker switch will decrease the volume. Pressing the bottom of the
switch once will go to the beginning of the current track or to the beginning of the previous
track if it is within one second after the current track begins to play. To prevent this, you should
periodically clean the head with a commercially available WET cleaning cassette. As preventive
maintenance, clean the head about every 30 hours of use. If you wait until the head becomes
very dirty noticeably poor sound , it may not be possible to remove all deposits with a simple
WET cleaning cassette. Dual Zone Temperature Control This is accomplished by having a
separate temperature control lever for both the driver and front seat passenger. Each of these
outlets can be individually adjusted to direct the flow of air. Moving the air vane knob on the
center outlets down, will close off the air flow from the center outlets. A slight amount of air is
also directed through the side window demister outlets. NOTE: In many temperature lever
positions, the bi- level mode is designed to provide cooler air out of the panel outlets and
warmer air from the floor outlets. A slight amount of air is directed through the defrost and side
window demister outlets. Mix Mode Mix Outlets Air comes from the floor, defrost and side
window demist outlets. Use this setting when necessary to defrost your windshield and side
windows. The frequent use of outside air will help keep odors from building up within the air
conditioner- heater housing. The unit provides warm or cool air through the floor and upper
outlets. As the rear temperature knob is turned towards hot, the air will get warmer, and the air
will be delivered from both the headliner and floor outlets. The system will then automatically
regulate the amount of air flow. If any one feature is controlled manually, the remaining features
will continue to operate automati- cally. The left blower control knob can be set to any fixed
blower speed by rotating the knob from low to high. The fan will now operate at a fixed speed
until additional speeds are selected or either the Auto HI or Auto LO buttons are pressed. NOTE:

In many temperature positions, the bi-level mode is designed to provide cooler air out of the
panel outlets and warmer air from the floor outlets. Page Recirculation Control When outside air
contains smoke, odors, high humidity, or if rapid cooling is desired, you may wish to recirculate
interior air by pressing the recirculation button. The recirculation mode should only be used
temporarily. The recirculation symbol will illuminate in the display when this button is selected.
The Rear Automatic Temperature Control System is located in the headliner near the center of
the vehicle. Auto Mode The rear system automatically maintains the correct mode and comfort
level desired by the rear seat occu- pants. Page glycol antifreeze coolant in water is
recommended. Refer to section 7, Maintenance Procedures, of this manual for proper coolant
selection. Winter Operation To insure the best possible heater and defroster perfor- mance,
make sure the engine cooling system is function- ing properly and the proper amount, type, and
concen- tration of coolant is used. Strong odors can not be totally filtered out. Press and hold
the button for as long as spray is desired. If the button is depressed and held while the
Intermittent wiper is on, the wiper will operated for a few seconds after the button is released,
then resume inter- mittent operation. As vehicle speed increases, the time delay will shorten. To
avoid damaging the electrical conductors of the rear window defroster, do not use scrapers,
sharp instruments, or abrasive window cleaners on the interior surface of the window. Labels
can be peeled off after soaking with warm water. Page Fuel System Cautions Long periods of
engine idling, especially at high engine speeds, can cause excessive exhaust tempera- tures
which can damage your vehicle. Do not leave your vehicle unattended with the engine running.
Do not leave animals or children inside parked vehicles in hot weather; Do not attempt to push
or tow your vehicle to get it started. Vehicles equipped with an automatic trans- mission cannot
be started this way. Unburned fuel could enter the catalytic converter and once the engine has
started, ignite and damage the converter and vehicle. To prevent damage to the starter, do not
crank the engine for more than 15 seconds at a time. Wait 10 to 15 seconds before trying again.
If the engine has been flooded, it may start to run, but not have enough power to continue
running when the key is released. Remember to disconnect the cord before driving. Damage to
the volt electrical cord could cause electrocution. If your foot is not firmly on the brake pedal,
the vehicle could accelerate quickly forward or in re- verse. Page Reset Mode - Electronic
Transmission The transmission is monitored electronically for abnor- mal conditions. If a
condition is detected that could cause damage, the transmission automatically shifts into second gear. The transmission remains in second gear despite the forward gear selected. NOTE:
This light only shows that the parking brake is applied. It does not show the degree of brake
application. Before leaving the vehicle, make sure that the parking brake is fully applied and
place the gear selector in the Park position. The parking brake should always be applied when
the driver is not in the vehicle. Page Anti-Lock Brake System - If Equipped by increased pedal
travel during application, greater pedal force required to slow or stop, and potential activation of
the Brake Warning Lamp. These noises are the system performing its self check cycle to ensure
that the ABS system is working properly. This is due to the cold, thick fluid in the steering
system. This noise should be considered normal, and does not in any way damage the steering
system. Page 3 the tire size designed for your vehicle 4 the cold tire inflation pressures for the
front, rear and spare tires. Loading The vehicle maximum load on the tire must not exceed the
load carrying capacity of the tire on your vehicle. The resulting figure equals the available
amount of cargo and luggage load capacity. Overloading of your tires is dangerous.
Overloading can cause tire failure, affect vehicle handling, and increase your stopping distance.
Use tires of the recommended load capacity for your vehicle. Never overload them. Page Tire
Inflation Pressures 2. Economyâ€” Improper inflation pressures can cause uneven wear
patterns to develop across the tire tread. These abnormal wear patterns will reduce tread life
resulting in a need for earlier tire replacement. Underinflation also increases tire rolling
resistance and results in higher fuel consumption. After inspecting or adjusting the tire
pressure, al- ways reinstall the valve stem capâ€”if equipped. This will prevent moisture and dirt
from entering the valve stem, which could damage the valve stem. Page Radial-Ply Tires loading
may be required for high speed vehicle opera- tion. Refer to original equipment or an authorized
tire dealer for recommended safe operating speeds, loading and cold tire inflation pressures.
High speed driving with your vehicle under maxi- mum load is dangerous. The added strain on
your tires could cause them to fail. It is engineered to be used on your style vehicle only. Since
this tire has limited tread life, the original tire should be repaired or replaced and rein- stalled at
the first opportunity. This tire is identified by a limited use spare tire warning label located on
the limited use spare tire and wheel assembly. This tire may look like the original equipped tire
on the front or rear axle of your vehicle, but it is not. Fast spinning tires can be dangerous.
Forces gener- ated by excessive wheel speeds may cause tire dam- age or failure. A tire could
explode and injure someone. Tires and spare tire should be replaced after six years, regardless

of the remaining tread. Failure to follow this warning can result in sudden tire failure. Some
combinations of unapproved tires and wheels may change suspension dimensions and
performance characteristics, result- ing in changes to steering, handling, and braking of your
vehicle. Vibration may be a result of tire and wheel out-of- balance. Proper balancing will reduce
vibration and avoid tire cupping and spotty wear. The TPMS system has been optimized for the
origi- nal equipment tires and wheels. TPMS system pres- sures have been established for the
tire size equipped on your vehicle. Broken chains can cause serious damage. Over 40
automobile manufacturers around the world have issued and endorsed consistent gasoline
specifica- tions the World Wide Fuel Charter, WWFC to define fuel properties necessary to
deliver enhanced emissions, engine performance, and durability for your vehicle. Oxygen- ates
are required in some areas of the country during the winter months to reduce carbon monoxide
emissions. Fuels blended with these oxygenates may be used in your vehicle. Use of additional
detergents or other additives are not needed under normal conditions and would result in
additional cost. Therefore you should not have to add anything to the fuel. Carbon monoxide
CO in exhaust gases is deadly. They contain carbon monoxide, a colorless and odorless gas
which can kill. Never run the engine in a closed area, such as a garage, and never sit in a parked
vehicle with the engine running for an extended period. If the gas cap is lost or damaged, be
sure the replacement cap is for use with this vehicle. Damage to the fuel system or emission
control This is an indication that the fuel filler cap is properly tightened. If the vehicle diagnostic
system determines that the fuel filler cap is loose, improperly installed, or damaged, GASCAP
will be displayed in the instrument cluster odometer. This information should be used for
passenger and luggage loading as indicated. Because the front wheels drive and steer the
vehicle, it is important that you do not exceed the maximum front or rear GAWR. A dangerous
driving condition can result if either rating is exceeded. You could lose control of the vehicle
and have an accident. Overloading The load carrying components axle, springs, tires, wheels,
etc. This includes driver, passengers, cargo and tongue weight. The total load must be limited
so that you do not exceed the GVWR. It is important that you do not exceed the maximum front
or rear GAWR. Tongue Weight TW The downward force exerted on the hitch ball by the trailer.
Page Trailer Hitch Classification Trailer Hitch Classification Your vehicle may be factory
equipped for safe towing of trailers weighing over 2, lbs kg with the optional Trailer Tow Prep
Package. See your dealer for package content. The following chart provides the industry
standard for the maximum trailer weight a given trailer hitch class can tow and should be used
to assist you in selecting the correct trailer hitch for your intended towing condition. Rating 3.
Refer to local laws for maximum trailer towing speeds. Failure to load trailers heavier in front is
the cause of many trailer accidents. Never exceed the maximum tongue weight stamped on your
bumper or trailer hitch. Doing so may damage your vehicle. Always connect the chains to the
frame or hook retainers of the vehicle hitch. Cross the chains under the trailer tongue and allow
enough slack for turning corners. It can overload your brake sys- tem and cause it to fail. You
might not have brakes when you need them and could have an accident. Towing any trailer will
increase your stopping dis- tance. Page Towing Tips 7 - Pin Connector Towing Tips Before
setting out on a trip, practice turning, stopping and backing the trailer in an area away from
heavy traffic. When the Hazard Warn- ing Switch is activated, all directional turn signals will
flash on and off to warn oncoming traffic of an emer- gency. If you decide to look under the
hood yourself, see Section 7, Maintenance, of this manual. Turn OFF the ignition. Do not
attempt to change a tire on the side of the vehicle close to moving traffic. Pull up on the lever to
release the cover. Jack Location Remove the scissors jack and jack handle by rotating the small
wing nut to the left. Loosen but do not remove the wheel lug nuts by turning them to the left one
turn while the wheel is still on the ground. Use of an air wrench or other power tools is not
recommended and can damage the winch. Refer to jack engagement locations in the following
steps for proper jack placement. These locations are on the sill flange of the body and consist
of a pair of downstanding tabs. The jack is to be located, engaging the flange, between the pair
of tabs closest to the wheel to be changed. Place the wrench on the jack screw and turn to the
right until the jack head is properly engaged in the described location. Lower the vehicle by
turning the jack screw to the left. Finish tightening the lug nuts. Push down on the wrench while
tightening for increased leverage. Alternate lug nuts until each nut has been tightened twice. If
in doubt about the correct tightness, have them checked with a torque wrench by your dealer or
at a service station. Rotate the nut to the right approximately 33 turns until the winch
mechanism clicks at least three times. Always stow the com- pact spare tire with the cover
assembly in the place provided. Assemble the winch handle extensions to form the Spare Tire
Hook and pull the wheel spacer from under the vehicle. Turn the compact spare tire so that the
valve stem is down and place the tire into the spare tire cover assem- bly. Vehicle damage may
result. Jacking Instructions â€” Remove the spare wheel, scissors jack and jack handle from

stowage by rotating the wing nut to the left. Page 5. Do not use a hammer or force to install the
wheel covers. Vehicles equipped with an automatic transmis- sion cannot be started this way.
Page Driving On Slippery Surfaces 5. Connect the other cable, first to the negative terminal of
the booster battery and then to the engine of the vehicle with the discharged battery. Make sure
you have a good contact on the engine. Start the engine in the vehicle which has the booster
battery, let the engine idle a few minutes, then start the engine in the vehicle with the
discharged battery. Slow down if road has standing water or puddles. Replace tires when tread
wear indicators first become visible. Keep tires properly inflated. Maintain sufficient distance
between your vehicle and the vehicle in front to avoid a collision in a sudden stop. This system
monitors the performance of the emissions, engine, and automatic transmission control
systems. When these systems are operating properly, your vehicle will provide excellent
performance and fuel economy, as well as engine emis- sions well within current government
regulations. Failure to pass could prevent vehicle registration. Page Replacement Parts ignition
key or start the engine. The MIL will not flash at all and will remain fully illuminated until you
turn off the ignition key or start the engine. You can be badly injured working on or around a
motor vehicle. Do only that service work for which you have the knowledge and the proper
equipment. Page The best time to check the engine oil level is about 5 minutes after a fully
warmed engine is shut off or before starting the engine after it has sat overnight. Checking the
oil while the vehicle is on level ground will improve the accuracy of the oil level readings. Check
the following list to see if any apply to you. The manufacturer only recommends API Certified
engine oils. Used oil and oil filters, indiscriminately discarded, can present a problem to the
environment. Page Spark Plugs Spark Plugs Spark plugs must fire properly to assure engine
perfor- mance and emission control. New plugs should be in- stalled at the specified mileage.
The entire set should be replaced if there is any malfunction due to a faulty spark plug,
malfunctioning spark plugs can damage the cata- lytic converter. However, it is im- portant to
keep the engine properly tuned to assure proper catalyst operation and prevent possible
catalyst damage. Damage to the catalytic converter can result if your vehicle is not kept in
proper operating condition. Page Maintenance-Free Battery In unusual situations involving
grossly malfunctioning engine operation, a scorching odor may indicate severe and abnormal
catalyst overheating. If this occurs, the vehicle should be stopped, the engine shut off and the
vehicle allowed to cool. Battery fluid is a corrosive acid solution and can burn or even blind
you. If acid splashes in eyes or on skin, flush the area immediately with large amounts of water.
Page Air Conditioner Maintenance Air Conditioner Maintenance For best possible performance,
your air conditioner should be checked and serviced by an Authorized Dealer at the start of
each warm season. This service should include cleaning of the condenser fins and a system
performance check. Drive belt tension should also be checked at this time. How- ever, the
manufacturer recommends that air conditioning service be performed by dealers or other
service facilities using recovery and recycling equipment. Fluid level should be checked on a
level surface and with the engine off to prevent injury from moving parts and to insure accurate
fluid level reading. Do not overfill. Use only manufacturers recommended power steering fluid. If
necessary, add fluid to restore to the proper indicated level. This would require complete
replacement of the joint assembly. Body Lubrication Locks and all body pivot points, including
such items as seat tracks, doors, liftgate, sliding doors and hood hinges, should be lubricated
periodically to assure quiet, easy operation and to protect against rust and wear. It is located in
the engine compartment and should be checked for fluid level at regular intervals. Fill the
reservoir with windshield washer solvent not radiator antifreeze and operate the system for a
few seconds to flush out the residual water. Page Engine Coolant Checks Check the engine
coolant antifreeze protection every 12 months before the onset of freezing weather, where
applicable. If coolant is dirty or rusty in appearance, the system should be drained, flushed and
refilled with fresh coolant. Mixing of coolants other than specified HOAT en- gine coolants, may
result in engine damage and may decrease corrosion protection. If a non-HOAT cool- ant is
introduced into the cooling system in an emergency, it should be replaced with the specified
coolant as soon as possible. Page The use of lower quality water will reduce the amount of
corrosion protection in the engine cooling system. If ingested by a child, contact a physician
immediately. Clean up any ground spills immediately. Engine Coolant Level The coolant bottle
provides a quick visual method for determining that the coolant level is adequate. If antifreeze
needs to be added, contents of coolant recovery bottle must also be protected against freezing.
Components should be replaced immediately if there is any evidence of wear or damage that
could cause failure. Brakes In order to assure brake system performance, all brake system
components should be inspected periodically. Inspect all hose connections such as clamps and
cou- plings to make sure they are secure and no leaks are present. NOTE: Often, fluid such as
oil, power steering fluid, and brake fluid are used during assembly plant opera- tions to facilitate

the assembly of hoses to couplings. Add enough fluid to bring the level up to the require- ments
described on the brake fluid reservoir. With disc brakes, fluid level can be expected to fall as the
brake pads wear. Page Fuel System Hoses Fuel System Hoses Electronic Fuel Injection high
pressure fuel systems are designed with hoses which have unique material charac- teristics to
provide adequate sealing and resist attack by deteriorated gasoline. Use only the manufacturers
specified hoses in any fuel system servicing. It is mandatory to replace all clamps that have
been loosened or removed during service. Using a transmission fluid other than the
manufacturers recommended fluid will result in more frequent fluid and filter changes. Remove
the dipstick and determine if the fluid is hot or warm. The fluid cannot be comfortably held
between the finger tips. Page The following maintenance recommendations will enable you to
obtain maximum benefit from the corrosion resistance built into your vehicle. What Causes
Corrosion? Corrosion is the result of deterioration or removal of paint and protective coatings
from your vehicle. Do not use abrasive or strong cleaning materials such as steel wool or
scouring powder, which will scratch metal and painted surfaces. Your dealer has touch up paint
to match the color of your vehicle. Remove all dirt with a wet soft rag. A mild soap solution may
be used, do not use high alcohol content or abrasive cleaners. This will weaken the fabric. Sun
damage can also weaken the fabric. If the belts need cleaning, use a mild soap solution or
lukewarm water. Let soak for approximately one hour. After one hour pull the drawer from the
water and dip it back into the water about six times. Failure to do so may allow water to get into
the Integrated Power Module, and possibly result in a electrical system failure. This will insure
adequate system lubrication to minimize the possibility of compressor damage when the
system is started again. Remove the three screws securing the headlight mod- ule. Turn the
bulb socket retaining ring or the bulb assem- bly counterclockwise. Disconnect the electrical
connector and replace the bulb. NOTE: On some vehicles it may be necessary to slide the red
release lock rearward and push forward on the connector while depressing the release tab. Do
not touch the new bulb with your fingers. Oil contamination will severely shorten bulb life. If the
bulb comes in contact with an oily surface, clean the bulb with rubbing alcohol. Page Front Fog
Light 2. Twist the turn signal socket to remove from the headlight module and pull bulb from
socket. Replace bulb, reinstall socket and then reinstall the headlight module. Reach behind the
front fascia from under the vehicle. Raise the liftgate. Remove the two tail light assembly
push-in type fasteners, by prying under the fastener head with a large flat screwdriver. Squeeze
the socket assembly tabs to remove it from the housing. Pull the bulb out of the socket. Use
only recommended brake fluids. These, and all other maintenance services included in this
manual, should be done to provide best vehicle performance and reliability. It is for vehicles
that are not operated under any of the conditions listed under Sched- ule B. Rotate Tires Inspect
the brake linings. Inspect the engine air cleaner filter, replace if necessary. Page Miles
Kilometers Change engine oil and engine oil filter. Inspect the tie rod ends and boot seals.
Inspect the PCV valve and replace as neces- sary. Inspect the PCV valve and replace if necessary. Inspect the engine air cleaner filter, replace if neces- sary. Inspect the PCV valve and
replace as necessary. Inspect the serpentine drive belt on 3. Replace the spark plugs on 3.
Replace the air conditioning filter. Check the PCV valve and replace, if neces- sary. Page Miles
Kilometers [Months] Change engine oil and engine oil filter. Check and replace the PCV valve , if
necessary. Check the PCV valve and replace, if necessary. Do only that service work for which
you have the knowledge and the right equipment. If you have any doubt about your ability to
perform a service job, take your vehicle to a competent me- chanic. Warranty service must be
done by an authorized Chrysler, Dodge, or Jeep dealer. We strongly recommend that you take
your vehicle to your selling dealer. They know you and your vehicle best, and are most
concerned that you get prompt and high quality service. Page technicians, special tools, and
the latest information to assure your vehicle is fixed correctly and in a timely manner. Most
matters can b
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e resolved with this process. Page Warranty Information U. They will help you keep your
vehicle operating at its best. These manuals have been prepared with the assistance of service
and engineering specialists to acquaint you with specific Chrysler group vehicles. Included are
starting, operating, emergency and maintenance pro- cedures as well as specifications,
capabilities and safety tips. The traction grade assigned to this tire is based on straight-ahead
braking traction tests, and does not include acceleration, cornering, hydroplaning, or peak
traction characteristics. Page Interlock System Page Compass Variance Page Temperature
Gauge Page Hitches Trailer Towing Page Reading Page Overheating, Engine Page Schedule,
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