2007 chevy tahoe fuse box diagram

David Hobbs helped make these videos. The video above shows how to replace blown fuses in
the interior fuse box of your Chevrolet Tahoe in addition to the fuse panel diagram location.
Electrical components such as your map light, radio, heated seats, high beams, power windows
all have fuses and if they suddenly stop working, chances are you have a fuse that has blown
out. If your Tahoe is experiencing electrical problems, you should always check the fuses first,
because they are relatively easy to check and cheap to change. Some Chevrolets have multiple
interior fuse boxes including in the trunk - the video above will show you where the interior fuse
box of your Tahoe is located. If your Tahoe has many options like a sunroof, navigation, heated
seats, etc, the more fuses it has. Some components may have multiple fuses, so make sure you
check all of the fuses that are linked to the component in question. If you need to replace a
blown fuse in your Tahoe, make sure you replace it with one that has the same amperage as the
blown fuse. If checking and replacing the fuse for the component in question doesn't work, we
recommend seeking assistance from a trusted professional mechanic. They should be able to
figure out if the component needs to be replaced or if there is a short or some other problem
with your Tahoe. Hans Angermeier has produced over , videos showing drivers how to fix
things on their cars. He has broad expertise on basic repair procedures covering the majority of
cars on the road. If your battery has green or white cruddy deposits, it is probably not getting
enough juice from and will likely wear out sooner. Car companies often use the same engines in
different cars. They also slightly alter the styling and sell the same car by two different names
amongst other tricks to help offset development costs. Our system selects the most applicable
video for your car based, in part, on these characteristics. The video displayed may not look
exactly like your car, but may be relevant enough for you to get a good idea how to do it.
Getting Started - Prepare for the repair. Share on. Full list of part and tools. Author Hans
Angermeier has produced over , videos showing drivers how to fix things on their cars. Seal
minor power steering fluid leaks. See how to seal up minor power steering fluid leaks. Clean the
gunk off of your battery. Change center stop light. Don't be the guy with your third brake light
burnt out. Learn how to jack up your car. A few key tips will make jacking up your car much
safer. See all videos for the Chevrolet Tahoe. We have a massive and growing video library, but
we don't have everything Honda City helped make these videos. The video above shows how to
replace blown fuses in the interior fuse box of your Chevrolet Tahoe in addition to the fuse
panel diagram location. Electrical components such as your map light, radio, heated seats, high
beams, power windows all have fuses and if they suddenly stop working, chances are you have
a fuse that has blown out. If your Tahoe is experiencing electrical problems, you should always
check the fuses first, because they are relatively easy to check and cheap to change. Some
Chevrolets have multiple interior fuse boxes including in the trunk - the video above will show
you where the interior fuse box of your Tahoe is located. If your Tahoe has many options like a
sunroof, navigation, heated seats, etc, the more fuses it has. Some components may have
multiple fuses, so make sure you check all of the fuses that are linked to the component in
question. If you need to replace a blown fuse in your Tahoe, make sure you replace it with one
that has the same amperage as the blown fuse. If checking and replacing the fuse for the
component in question doesn't work, we recommend seeking assistance from a trusted
professional mechanic. They should be able to figure out if the component needs to be replaced
or if there is a short or some other problem with your Tahoe. Hans Angermeier has produced
over , videos showing drivers how to fix things on their cars. He has broad expertise on basic
repair procedures covering the majority of cars on the road. If you are leaking oil and parking on
your oil spots each night, the oil is breaking down your tires' rubber. If your car is leaking a
small amount of power steering fluid - see this video on how to fix the leak. Flushing the coolant
in your car is not that hard and will extend the life of your engine tremendously - learn how
here! Car companies often use the same engines in different cars. They also slightly alter the
styling and sell the same car by two different names amongst other tricks to help offset
development costs. Our system selects the most applicable video for your car based, in part, on
these characteristics. The video displayed may not look exactly like your car, but may be
relevant enough for you to get a good idea how to do it. Getting Started - Prepare for the repair.
Share on. Full list of part and tools. Author Hans Angermeier has produced over , videos
showing drivers how to fix things on their cars. Plug the oil leak. Seal minor power steering fluid
leaks. See how to seal up minor power steering fluid leaks. Quick fix for minor power steering
fluid leaks. Coolant flush. See all videos for the Chevrolet Tahoe. We have a massive and
growing video library, but we don't have everything A plastic fuse puller tool should be included
on the underside of the interior passenger compartment fuse panel. If the tool is missing, you
can use a pair of needle nose pliers with rubber insulated handles. Pull out and upwards on the
left side of the box to release the top cover. There is a fuse location diagram located on the
underside of the cover and also another one in your owner's manual. The interior fuse panel in

the passenger compartment is located on the left side of the dashboard near the driver's door.
There is a fuse location diagram on the back side of the cover. A plastic fuse puller tool should
be included on the underside of the passenger compartment electrical panel cover. It was
missing on this Tahoe, so I had to use a pair of needle nose pliers with rubber insulated
handles. Pull the old fuse that you'd like to check or change straight out of its socket. If the thin
metal strip inside the fuse appears to be broken or burnt, then it is "blown" and should be
replaced with a new one. If the metal bar inside the center of the fuse appears to be intact, the
fuse may still be good. Since new fuses are so inexpensive, the fuse should still be replaced as
part of your electrical issue troubleshooting process. Push a new mini blade fuse of the same
amperage rating e. Lower the fuse box cover down over the panel and gently push it in to place.
If it still isn't working or if the new fuse is immediately blown again, you may have a shorted
wire somewhere or the faulty component needs to be replaced. If you found this guide to be
helpful, please consider making a small donation by clicking on the PayPal. Thank you! Note: I
am not a registered charity. Donations are not tax deductible. Release Side Retaining Clip. Fuse
Block Cover Removed. Fuse Location Diagram. Engine Bay Fuse Panel. Pull Off Panel - Left
Dashboard. The engine bay fuse box is located at the right rear area of the engine bay next to
the brake fluid reservoir and close to the driver's seat. Grab Old Fuse With Pliers. Old Fuse
Removed. Grasp the handle at the bottom of the panel and gently pull it off the side of the
dashboard. Hold Up To Light Bulb. Push In New Fuse. Push On Fuse Box Cover. Hold the fuse
up to a strong light source and inspect the metal strip inside the translucent plastic center.
Replace Interior Panel Cover. Push On Dashboard Cover. Electrical Fuses Replaced. Line up the
friction fasteners on the rear of the interior fuse panel cover and gently push it back in to place.
Paul's Travel Pictures is a participant in the Amazon Services LLC Associates Program, an
affiliate advertising program designed to provide a means for sites to earn advertising fees by
advertising and linking to Amazon. The owner had tried several with the same result. The two
symptoms that the owner noticed that pointed them towards a blown fuse was that the power
windows and rear HVAC unit did not work. There were other symptoms but they did not realize
what they were when they brought this Tahoe in for repair. The vehicle came with the low profile
or miniature J-Case fuses. During testing I chose to use the standard length fuse as it is easier
to install and remove. As always I consulted a wiring diagram to see how this circuit was laid
out. That fuse block is located behind the end cover at the left end of the dash. The 60 amp
LBEC2 fuse supplies power to these fuse circuits:. The most likely area would be under the
dash, so I started removing the under dash panel so I could begin inspecting the wiring
harness. There is a single 10 mm headed screw that attaches the parking brake handle. Once
the screw is removed the handle has to be slid in order to free the hooks on the top side of the
handle as shown below. Then the panel will pull free of the dash. I searched around looking
through the openings and found what looked to be the location of the short. I am pointing
towards the general area with my pocket screwdriver in the next picture. I followed t
switch and plug wiring diagram
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hat up with inspecting the same area with a mirror and a flashlight. One of the most important
things that I have learned over the years is to inspect slowly and re test for the short still being
present after each movement of a harness. To get a better look at the shorted harness I
removed the dash fuse block. There are two locks that hold it in place. The locking tabs have to
be pushed down in order to slide the fuse block out of the metal brackets. A clear look at the
spot on the metal bracket where the harness had rubbed through. I repaired the damage to the
wire insulation by wrapping it with tape. I then reformed the harness so that it would no longer
rub on any brackets. You must be logged in to post a comment. The LBEC2 fuse is located at
position 75 in the underhood fuse relay block. There are two 7 mm headed screws at either end
of the panel that have to be removed. And there it is. Another one done. Share Your Experience:
Cancel reply You must be logged in to post a comment.

