2008 ford ranger service manual

Quick Links. Table of Contents. Automobile Ford Ranger Owner's Manual pages. Summary of
Contents for Ford Ranger Page 1 Ford may change the contents without notice and without
incurring obligation. Page 5: Introduction â€” Special handling may apply for service or vehicle
end of life disposal. See Please take the time to get well acquainted with your vehicle by reading
this handbook. The more you know and understand about your vehicle, the greater the safety
and pleasure you will derive from driving it. Page 6 Do not add friction modifier compounds or
special break-in oils since these additives may prevent piston ring seating. See Engine oil in the
Maintenance and Specifications chapter for more information on oil usage. To access this
information, special equipment must be directly connected to the recording modules. Ford
Motor Company and Ford of Canada do not access event data recorder information without
obtaining consent, Page 9 Your vehicle is not equipped with a snowplowing package. Using
your vehicle as an ambulance Do not use this vehicle as an ambulance. Your vehicle is not
equipped with the Ford Ambulance Preparation Package. Cell phone use The use of Mobile
Communications Equipment has become increasingly important in the conduct of business and
personal affairs. Features or equipment listed as standard may be different on units built for
Export. Normal braking is still functional unless the brake warning light also is illuminated. Stop
the vehicle as soon as possible , switch off the engine and let cool. Refer to Engine coolant in
the Maintenance and Specifications chapter. Refer to the Driving chapter for more information.
To toggle between trip and odometer, press and release the control. Refer to Filling the tank in
the Maintenance and Specifications chapter for more information. Ford strongly recommends
that drivers use extreme caution when using any device that may take their focus off the road.
The drivers primary responsibility is the safe operation of their vehicle. To tune a preset station,
press the desired memory preset. Page 23 You can save up to 20 songs. If there are less than
six strong stations, the system will store the last one in the remaining presets. Press and hold
to hear a brief sampling of the next channels. Press and hold again to stop Page 29 Categories
Pop, Rock, News, etc. Press SEEK or preset 6 when the desired category appears in the display.
In MP3 directory mode, press to play the tracks within the current directory in random order.
Press and hold LOAD to autoload up to six discs. Due to technical incompatibility, certain
recordable and re-recordable compact discs may not function correctly when used in Ford CD
players. Do not use any irregular shaped CDs or discs with a scratch protection film attached.
Ford Motor Company shall not be responsible for any such programming changes. Page 39 The
system is working properly. The system is working properly. Do not place objects on top of the
instrument panel as these objects may become projectiles in a collision or sudden stop. High
beams Push the lever toward the instrument panel to activate. Pull the lever towards you to
deactivate. Move the control to the full upright position, past detent, to turn on the interior
lamps. Locate the horizontal adjuster for each headlamp. Turn it clockwise or counterclockwise,
to place the left edge of the high intensity area even with the vertical line corresponding to the
headlamp under adjustment. The correct bulbs will not damage the lamp assembly or void the
lamp assembly warranty and will provide quality bulb burn time. Replacing the interior bulbs
Check the operation of all bulbs frequently. Replacing exterior bulbs Check the operation of all
the bulbs frequently. The oil from your hand could cause the bulb to break the next time the
headlamps are operated. Install the new bulb s in reverse order. Carefully pull bulb straight out
of socket and push in the new bulb. Install the bulb socket in lamp assembly by turning
clockwise. Install the new bulb in reverse order. Make sure the headlamp switch is in the OFF
position and remove the bulb socket from the fog lamp by turning counterclockwise.
Disconnect the electrical connector. Twist the socket counterclockwise and remove. Carefully
pull the bulb straight out of the socket. In freezing weather, be sure the wiper blades are not
frozen to the windshield before operating the wipers. Improper use of the power outlet can
cause damage not covered by your warranty. Improper use of the lighter can cause damage not
covered by your warranty. Do not adjust the mirror while the vehicle is in motion. Do not use the
speed control in heavy traffic or on roads that are winding, slippery or unpaved. Disengaging
the speed control will not erase previous set speed. Note: When you use the clutch pedal to
disengage the speed control, the engine speed may briefly increase, this is normal. Lower
tailgate. Pull the lever on each side of the bed extender to release it from the pickup box. Lift the
bed extender over onto the tailgate. To install the bed extender, follow the removal procedure in
reverse order. Press again or turn the ignition to the 4 ON position to deactivate, or wait for the
alarm to timeout in 3 minutes. Snap the two halves back together. Note: Replacement of the
battery will not cause the remote transmitter to become deprogrammed from your vehicle. The
remote transmitter should operate normally after battery replacement. The doors will lock, then
unlock, to confirm that the programming mode has been exited. Use of these systems may
result in vehicle starting problems and a loss of security protection. Note: Large metallic
objects, electronic devices that are used to purchase gasoline or similar items, or a second

coded key on the same key chain may cause vehicle starting issues. To program additional new
unprogrammed key s , repeat this procedure from Step 1 for each additional key. Refer to Front
passenger sensing system section for additional details. Failure to follow these instructions
may interfere with the front passenger seat sensing system. Do not install a child seat in the
center facing jump seats as there are no child restraints recommended for use in this seating
position. Refer to Safety belt usage sensors later in this chapter. Unless serviced, the system
may not function properly in the event of a collision. Do not attempt to open the rear door when
the rear safety belt is buckled as damage to the belt may occur. Refer to Safety restraints for
children or Safety seats for children later in this chapter. In addition, all safety belts should be
checked for proper function. Adjust the height of the shoulder belt so the belt rests across the
middle of your shoulder. All safety belt assemblies, including retractors, buckles, front safety
belt buckle assemblies, buckle support assemblies slide bar-if equipped , shoulder belt height
adjusters if equipped , shoulder belt guide on seatback if Ranger ran Owners Guide postfmt
USA fus Page 83 Seating and Safety Restraints equipped , child safety seat tether anchors, and
attaching hardware, should be inspected after a collision. Ford Motor Company recommends
that all safety belt assemblies in use in vehicles involved in a collision be replaced. However, if
the collision was minor and an authorized dealer finds that the belts do not show damage and
continue to operate properly, they do not need to be replaced. See your authorized dealer. To
reduce the risk of injury, make sure children sit where they can be properly restrained. Several
airbag system components get hot after inflation. Do not touch them after inflation. Page Child
Restraints Moving the child closer to the center of the vehicle may help provide a good shoulder
belt fit. Do not leave children, unreliable adults, or pets unattended in your vehicle. Booster
seats position a child so that safety belts fit better. They lift the child up so that the lap belt
rests low across the hips and the knees bend comfortably. Install the child safety seat in a
seating position with a tether anchor. For more information on top tether straps, refer to
Attaching child safety seats with tether straps. Page 6. Allow the belt to retract. The belt will
click as it retracts to indicate it is in the automatic locking mode. The tether anchors in your
vehicle are located on the back of the front seat cushion. Position the child safety seat on the
front seat cushion. Route the child safety seat tether strap over the back of the seat. Locate the
correct anchor for the selected seating position. The tether anchor is located on the rear lower
portion of the passenger seat. Clip the tether strap to the anchor. If the safety seat is not
anchored properly, the risk of a child being injured in a collision greatly increases. This
increases traction which may enable you to safely drive over terrain and road conditions that a
conventional two-wheel drive vehicle cannot. Department of Transportation-Tire quality grades:
The U. Department of Transportation requires Ford Motor Company to give you the following
information about tire grades exactly as the government has written it. Page The temperature
grade for this tire is established for a tire that is properly inflated and not overloaded. Excessive
speed, underinflation, or excessive loading, either separately or in combination, can cause heat
buildup and possible tire failure. You are strongly urged to buy a reliable tire pressure gauge, as
automatic service station gauges may be inaccurate. Ford recommends the use of a digital or
dial-type tire pressure gauge rather than a stick-type tire pressure gauge. Visually inspect the
tires to make sure there are no nails or other objects embedded that could poke a hole in the
tire and cause an air leak. Check the sidewalls to make sure there are no gouges, cuts or
bulges. Tires can be damaged during off-road use, so inspection after off-road use is also
recommended. Tire replacement requirements Your vehicle is equipped with tires designed to
provide a safe ride and handling capability. Page The tire pressure sensors mounted in the
wheels originally installed on your vehicle are not designed to be used in aftermarket wheels.
Page Sometimes irregular tire wear can be corrected by rotating the tires. Note: If your tires
show uneven wear ask an authorized dealer to check for and correct any wheel misalignment,
tire imbalance or mechanical problem involved before tire rotation. The next two numbers or
letters are the plant code designating where it was manufactured, the next two are the tire size
code and the last four Ranger ran Owners Guide postfmt USA fus Page The cold inflation
pressure should never be set lower than the recommended pressure on the vehicle label. The
tire suppliers may have additional markings, notes or warnings such as standard load, radial
tubeless, etc. Maximum Load Single lb. Refer to the payload description and graphic in the
Vehicle loading â€” with and without a trailer section. Always check the TPMS malfunction
telltale after replacing one or more tires or wheels on your vehicle to ensure that the
replacement or alternate tires and wheels allow the TPMS to continue to function properly. If
any tire is under-inflated, carefully drive the vehicle to the nearest location where air can be
added to the tires. Inflate all the tires to the recommended inflation pressure. Use of any tire or
wheel not recommended by Ford can affect the safety and performance of your vehicle, which
could result in an increased risk of loss of vehicle control, vehicle rollover, personal injury and

death. Page Overloading or improperly loading your vehicle can contribute to loss of vehicle
control and vehicle rollover. Measuring the inside of the vehicle with the rear seat folded down,
you have room for lb. Inspect these components carefully after any towing operation. Certain
states require electric trailer brakes for trailers over a specified weight. The Ranger vehicle
electrical system is not equipped to accommodate electric trailer brakes. This will also assist in
transmission cooling. For additional information, refer to the Driving with a 5â€”speed
automatic transmission section in the Driving chapter. Note: This system meets all Canadian
Interference-Causing Equipment standard requirements regulating the impulse electrical field
strength of radio noise. Make sure all occupants buckle their safety belts. For more information
on safety belts and their proper usage, refer to the Seating and Safety Restraints chapter. Make
sure the headlamps and electrical accessories are off. The ABS will be activated immediately,
allowing you to retain steering control during hard braking and on slippery surfaces. However,
the ABS does not decrease stopping distance. Turn the ignition to the LOCK position and
remove the key whenever you leave your vehicle. Always come to a complete stop before
shifting into and out of R Reverse. These actions will reduce the life of the clutch. Parking your
vehicle 1. Apply the brake and shift into the neutral position. Fully apply the parking brake, then
shift into 1 First. This is normal and should be no reason for concern. The tires may fail and
injure a passenger or bystander. Information on transfer case maintenance can be found in the
Maintenance and Specifications chapter. You should become thoroughly familiar with this
information before you operate your vehicle. If the transmission, transfer case or front axle are
submerged in water, their fluids should be checked and changed, if necessary. Page Never
drive with chains on the front tires of 4WD vehicles without also putting them on the rear tires.
This could cause the rear to slide and swing around during braking. This program is separate
from the New Vehicle Limited Warranty. Page 1â€”â€”â€”; Lincoln vehicle customers call
1â€”â€”â€” Canadian customers who require roadside assistance, call 1â€”â€”â€” If you need
to arrange roadside assistance for yourself, Ford Motor Company will reimburse a reasonable
amount for towing to the nearest dealership within 35 miles. To obtain reimbursement
information, U. Page Fuel Pump Shut-Off Switch This device stops the electric fuel pump from
sending fuel to the engine when your vehicle has had a substantial jolt. After an accident, if the
engine cranks but does not start, this switch may have been activated. Using a fuse with a
higher amperage rating can cause severe wire damage and could start a fire. Always disconnect
the battery before servicing high current fuses. Replace the spare tire with a road tire as soon
as possible. If the dissimilar spare tire or wheel is damaged, it should be replaced rather than
repaired. Assemble the jack handle to the lug wrench as shown in the illustrations. To
assemble, slide parts together. To disconnect, depress button and pull apart. Turn the handle
counterclockwise until tire is lowered to the ground and the cable is slightly slack. Pull far
enough off the road to avoid the danger of being hit when operating the jack or changing the
wheel. Block the diagonally opposite wheel. The jack is only meant for changing the tire. Failure
to properly stow the spare tire may result in failure of the winch cable and loss of the spare tire.
Use only Ford recommended replacement fasteners. When a wheel is installed, always remove
any corrosion, dirt or foreign materials present on the mounting surfaces of the wheel or the
surface of the wheel hub, brake drum or brake disc that contacts the wheel. Page Jump Starting
Ensure that vent caps are tight and level. Turn the heater fan on in both vehicles to protect from
any electrical surges. Turn all other accessories off. Start the engine of the booster vehicle and
run the engine at moderately increased speed. Start the engine of the disabled vehicle. Remove
the jumper cable from the ground metal surface. Note: In the illustrations, lightning bolts are
used to designate the assisting boosting battery. After the disabled vehicle has been started
and the jumper cables removed, allow it to idle for several minutes so the engine computer can
relearn its idle conditions. Do not tow with a slingbelt. Ford Motor Company has not approved a
slingbelt towing procedure. On 4x2 vehicles, it is acceptable to tow the vehicle with the front
wheels on the ground and the rear wheels off the ground. Away from home If you own a Ford or
Mercury vehicle and are away from home when your vehicle needs service, or if you need more
help than the authorized dealer could provide, after following the steps described above,
contact the Ford Customer Relationship Center to find an authorized dealer to help you. Page If
you own a Lincoln vehicle and are away from home when your vehicle needs service, or if you
need more help than the authorized dealer could provide, after following the steps described
above, contact the Ford Customer Relationship Center to find an authorized dealer to help you.
Page Customer Assistance In some states in the U. Ford is also allowed a final repair attempt in
some states. Page You are not bound by the decision but may choose to accept it. If the
arbitrator has decided in Page Customer Assistance If you did not take advantage of the Ford
Extended Service Plan at the time of purchasing your vehicle, you may still be eligible. Since
this information is subject to change, please ask your authorized dealer for complete details

about Ford Extended Service Plan coverage options, or visit the Ford ESP website at Page
Reporting Safety Defects U. These quality products have been specifically engineered to fulfill
your automotive needs; Set the parking brake and shift to P Park. Block the wheels. Set the
parking brake, depress the clutch and place the gearshift in N Neutral. Go to the front of the
vehicle and release the auxiliary latch that is located under the front center of the hood. Lift the
hood and support it with the prop rod. Transmission fluid dipstick automatic transmission 5.
Engine oil filler cap 6. Brake fluid reservoir 7. Power distribution box 8. Clutch fluid reservoir
manual transmission 9. Battery Power steering fluid reservoir Automatic transmission fluid
dipstick if equipped 5. Engine oil dipstick 6. Clutch fluid reservoir if equipped 9. Engine oil
dipstick 5. Brake fluid reservoir 6. Power distribution box 7. Clutch fluid reservoir if equipped 8.
Battery 9. Air filter assembly Turn the engine off and wait a few minutes for the oil to drain into
the oil pan. Set the parking brake and ensure the gearshift is securely latched in P Park
automatic transmission or 1 First manual transmission. Open the hood. Protect yourself from
engine heat. Locate and carefully remove the engine oil level dipstick. Some oil must be
removed from the engine by an authorized dealer. Put the dipstick back in and ensure it is fully
seated. Page Change your engine oil according to the appropriate schedule listed in the
scheduled maintenance information. Ford production and aftermarket Motorcraft oil filters are
designed for added engine protection and long life. If a replacement oil filter is used that does
not meet Ford material and design specifications, start-up engine noises or knock may be
experienced. Page Battery Maintenance and Specifications Ford production and aftermarket
Motorcraft oil filters are designed for added engine protection and long life. Page Recycled
engine coolant Ford Motor Company does NOT recommend the use of recycled engine coolant
in vehicles originally equipped with Motorcraft Premium Gold Engine Coolant since a
Ford-approved recycling process is not yet available. Page Replace the fuel filter with an
authorized Motorcraft part. The customer warranty may be void for any damage to the fuel
system if an authorized Motorcraft fuel filter is not used. Inhaling too much fuel vapor of any
kind can lead to eye and respiratory tract irritation. In severe cases, excessive or prolonged
breathing of fuel vapor can cause serious illness and permanent injury. On restarting, cranking
time will take a few seconds longer than normal. Page 2. Poor fuel quality or water in the
fuelâ€”the engine may misfire or run poorly. The fuel cap may not have been securely tightened.
See Fuel filler cap in this chapter. Driving through deep waterâ€”the electrical system may be
wet. Refer to Maintenance product specifications and capacities in this chapter for the proper
fluid type. Use only a DOT 3 brake fluid designed to meet Ford specifications. Refer to
Maintenance product specifications and capacities in this chapter. Carefully read cautionary
information on product label. Page Add enough fluid through the filler opening so that the fluid
level is at the bottom of the opening. Install and tighten the fill plug securely. Refer to the
Maintenance product specifications and capacities section in this chapter. Clean the filler plug.
Remove the filler plug and inspect the fluid level. Page Note: Failure to use the correct air filter
element may result in severe engine damage. The customer warranty may be void for any
damage to the engine if the correct air filter element is not used. Replace the PCV valve with one
that meets Ford material and design specifications for your vehicle, such as a Motorcraft or
equivalent replacement part. The customer warranty may be void for any damage to the
emissions system if such a PCV valve is not used. The following table tells you which
transmission or transaxle each code represents. These quality accessories have been
specifically engineered to fulfill your automotive needs; they are custom designed to
complement the style and aerodynamic appearance of your vehicle. This manual is also suitable
for: Ranger. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL. Workshop, service,
repair manuals and wiring diagrams for Ford Ranger free download. See also: Ford workshop
manuals. The third generation of the Ford Ranger pickup, developed by the Australian branch of
the company, debuted in ; automobiles are manufactured by factories in Thailand, South Africa
and Argentina. The car is sold in many countries in Asia, Africa, South America, Australia, and
until the model was supplied to the Russian market. The pickup has a traditional design for
such cars: a frame, spring rear suspension, rear wheel drive or rigidly connected four-wheel
drive with locking rear differential and a reduction gear. Customers are offered a version with a
half or a double cabin. The Ranger is fitted with 2. Gearbox â€” manual or automatic, six-speed.
Sales of the Ford Ranger pickup in Russia were completed in due to the growth in foreign
exchange rates and the general market decline. In total, approximately 2, copies of the model
sold in the domestic market. We offered both gasoline and diesel cars at a price of 1. In , the
Ranger was seriously modernized: the design of the pickup truck and its interior changed, a
new instrument panel and multimedia system appeared in the cabin, the list of options was
expanded, and an electric amplifier was used instead of the power steering. All content on the

site Carmanualsclub. The site administration does not bear any responsibility for illegal actions,
and any damage incurred by the copyright holders. Your email address will not be published.
Save my name, email, and website in this browser for the next time I comment. This site uses
Akismet to reduce spam. Learn how your comment data is processed. Necessary cookies are
absolutely essential for the website to function properly. This category only includes cookies
that ensures basic functionalities and security features of the website. These cookies do not
store any personal information. Any cookies that may not be particularly necessary for the
website to function and is used specifically to collect user personal data via analytics, ads,
other embedded contents are termed as non-necessary cookies. It is mandatory to procure user
consent prior to running these cookies on your website. Ford Ranger. Leave a Reply Cancel
reply Your email address will not be published. This website uses cookies to improve your
experience. We'll assume you're ok with this, but you can opt-out if you wish. Accept Reject
Read More. Close Privacy Overview This website uses cookies to improve your experience
while you navigate through the website. Out of these, the cookies that are categorized as
necessary are stored on your browser as they are essential for the working of basic
functionalities of the website. We also use third-party cookies that help us analyze and
understand how you use this website. These cookies will be stored in your browser only with
your consent. You also have the option to opt-out of these cookies. But opting out of some of
these cookies may affect your browsing experience. Necessary Necessary. Non-necessary
Non-necessary. Added in Ford Manual. Download your Ford Ranger service repair manual of
year , , , , , , , , , , and This manual contains complete services and repair instructions which
provided by our expert mechanic team members. Our Mechanic Expert team had worked
together and compiled this manual to assist you on servicing, repairing, maintenance,
troubleshooting, or component replacement work. We care for our customers, and we
understand your need. Every major topic such as step-by-step instructions, diagrams, and
illustration, wiring schematic, specifications to repair and troubleshoot are being covered in our
manual completely. This Ford Ranger service repair manual will easily help you with any
possible repair that you may encounter. Many people are too afraid to perform repairing work
for their cars as it seems very complicated. This is only true if you do not have the practical
resources and handy tools during state of emergency. This manual will surely pay off when you
perform the first oil change, spark plug change, or air filter change! Another reason why you
should grab this Ford Ranger repair manual fast because it includes easy-to-follow instructions
on which tools are being used and illustrations on how repairing is being performed. Just
imagine how much you can save by performing simple repairs by you own every now and then.
Many smart peoples buy this manual to handle inevitable events when it happens. Maintenance
work will need to be performed sooner or later. So why not be prepared for it by simply
purchase this service manual for future use. Below is a list of items that our manuals covered.
Not to be surprised if you found some other useful information apart from the listing items.
Engine: 2. NO shipping cost! Receive your download link via you payment email after payment
is being accepted, just as simple as that. All Rights Reserved Automotive Manual. Ford Ranger
Service Repair Manual Follow Us! This is a complete service and repair manual for your Ford
Ranger PJ. It covers every single detail. All models , all engines are included. Detailed
illustrations , exploded diagrams , drawings and photos guide you through every service repair
procedure. This manual for Ford Ranger PJ can be viewed on any computer , as well as zoomed
and printed. All repair procedures are covered A-Z. This manual makes any repair easy to do
with very easy to follow step-by- step instructions and pictures on all areas of repair. Fixing
problems in your vehicle is a do -it- approach with this repair manual for Ford Ranger PJ , as
they. Comprehensive instructions and procedures on how to contain the fix problems in your
ride Repair manuals can be useful, especially if you have to do immediate repair. When this
happens, and ultimately it is will, you have to replace them. Not only save money , but you get
to also experience the fun of do-it- yourself projects. A repair manual comes with
comprehensive details regarding technical data , diagrams, a complete list of car parts and
pictures. Even the beginners can easily follow the to be made by the illustrations and drawings
easy step-by- st
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explorer 94
2006 pontiac grand prix 3800 serpentine belt diagram
ep instructions. You can download a complete list of accessories that can be found to improve
the performance of your engine on. The manual for the Ford Ranger PJ will save you a lot of
time. These packages are complete with all the information needed. You will surely enjoy
browsing through the pages and learning how to repair the different parts. It makes you up-to

-date and more knowledge. Must rely on your mechanic for the simplest repair , you do not. You
can do it at the comfort of your garage. All pages are printable, so print what you need and take
it with you into the garage or workshop. This manual will never dirty and rip as you can keep it
safely on your PC and print the need in a few seconds. Requirements: PDF Reader. Printable :
Yes. Your email address will not be published. This site uses Akismet to reduce spam. Learn
how your comment data is processed. February 5, at pm. November 16, at pm. Leave a Reply
Cancel reply Your email address will not be published. Search for:.

