2010 kawasaki prairie 360

The Prairie 4x4 has been in the Kawasaki lineup for many years. In that time, it has received
occasional upgrades, but it has never strayed from its original role as an easy to ride, cost
effective ATV. Although the engine is air cooled, an auxiliary oil cooler is located under the front
plastic. Transmission clutch engagement is good and is well matched to engine power, and
there is even a light on the center display that indicates when you need a belt check or possible
replacement. We expect this to be a rare occurrence, unless you spend a lot of time pulling very
heavy loads, or you constantly get the belt wet in deep water. Maintenance tasks are easy
enough on the Prairie: change the oil on a regular basis, replace the spin on oil filter at the front
of the engine, and keep the air filter clean. There is even an easy to access oil dip stick located
on the left side of the engine! The engine of the Prairie 4x4 is not the only feature designed for
easy maintenance, though. The shaft drive system, cast aluminum swingarm, and rear oil bath
brakes were designed to be care free as well. At the rear of the Prairie 4x4 is an aluminum
swingarm that not only carries the rear drive shaft, but encloses the oil bath brake system too.
The advantage of the oil bath brake system is that it is completely sealed from water, dirt, and
dust. We can practically guarantee you will never wear it out. We never have! Suspension at the
rear consists of a preload adjustable single shock with 7. Front suspension duties are handled
by supple, yet sturdy MacPherson struts with 6. Consider yourself well protected! The chassis
of the Prairie is a double cradle, steel tubing design that has proven to be very durable over
time. Comfort is a big factor for many Prairie 4x4 buyers. Whether on landscape duty around the
yard or on the way to the deer stand, they need their ATV to fit them, and to be easy to use.
Kawasaki engineers did a great job in this area on the Prairie 4x4. We found that the controls on
the Prairie are well placed and easy to understand. The more you pull, the more power is
applied! As with its big brothers in the Brute Force lineup, 4wd is engaged with a thumb switch.
Fuel level is monitored by an old-school fuel gauge mounted just behind the cap, found in the
traditional position between your knees. No doubt, styling on the Prairie is dated and even looks
as if there is a piece missing on the front end below the racks. However, the Prairie does fit well
and gets the job done, true to its workmanlike role. Comfort is further enhanced on the vehicle
with a seat that is large, wide, and plush. In addition, serrated, adjustable footpegs mounted just
above a sturdy floorboard keep your feet securely anchored while the fenders do a good job of
providing splash protection. The Prairie is designed for more than comfort, though. Utility ATVs
are modern day pack mules, and a big part of that is the ability to carry a load on the racks. The
sturdy, steel racks on the Prairie 4x4 are rated for 88 pounds on the front and pounds on the
rear. For towing the pounds it is designed to pull, a hitch is mounted to the rear of the swing
arm. Through the years, the Prairie has evolved, and today the Prairie 4x4 is equipped with
everything it needs to handle most chores around the farm or yard. Expect to top out at about
45 mph, but on most trails, that is plenty fast enough. Since it has been around for many years,
there is also a long list of aftermarket upgrades to make it suit your needs even better. With its
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Kawasaki first released its Prairie utility quad in The company's smallest four-wheel drive ATV,
this vehicle is designed to have the power to tackle rugged trail riding and to tow loads of up to
1, lbs. Each model is powered by a cc air-cooled engine. In the event that the quad experiences
problems, Kawasaki offers trouble-shooting advice and a number of minor repair suggestions in
the owner's manual. Use the electric starter and listen to engine turn over. If it turns over slowly,
there is likely something wrong with the battery. Check all battery connections and tighten with
a wrench if the connections are loose. Try the starter again. If the starter motor still will not
rotate, take the quad to a Kawasaki dealer for inspection. Check the fuel tank. If there is an
adequate amount of fuel, proceed to the next step. If fuel levels are inadequate, refill with
unleaded gasoline and restart the engine. Inspect the condition of gasoline. If it appears to be
watery or gummy, the fuel may be contaminated or stale. Drain the fuel tank, refill with fresh
gasoline and restart the engine. Check all connections on the spark plug. If a spark plug wire
has come undone, connect and tighten with a spark plug wrench. Inspect the condition of the
spark plug. Check the engine oil and ensure that it is at adequate levels. If not, refill with SAE
10W40 viscosity oil. Restart the engine. If the Prairie 's engine will not start, take the quad to the
shop for repairs. Wait until the engine cools. Once it does, check the coolant levels in the
reservoir and radiator. Refill the coolant if levels are inadequate. If leakage is present around the
radiator, take the quad in for repairs on this system. Make sure that the right spark plug is
installed. Inspect the cooling fan and ensure that it is spinning properly. If not, take the quad to
the shop for repairs. Brianna has been writing professionally since She has a Bachelor of Fine
Arts degree and is excited to be part of a community that contributes to the free sharing of
information and ideas. Step 1 Turn the engine stop switch to "ON" if the starter motor will not
rotate. Step 2 Use the electric starter and listen to engine turn over. Step 3 Check all battery
connections and tighten with a wrench if the connections are loose. Step 4 Recharge the battery
to 12 volts. Step 5 Replace the battery if it is damaged. Step 1 Check the fuel tank. Step 2
Inspect the condition of gasoline. Step 3 Check all connections on the spark plug. Step 4
Inspect the condition of the spark plug. Step 5 Check the engine oil and ensure that it is at
adequate levels. Engine Overheats Step 1 Wait until the engine cools. Step 2 Make sure that the
right spark plug is installed. Step 3 Inspect the cooling fan and ensure that it is spinning
properly. Step 4 Check and refill engine oil as needed. If it still overheats, take to a dealer for
repairs. References Kawasaki. Because specific training and tools are necessary for proper
repairs, Kawasaki recommends that owners take the Prairie to a certified dealer for complicated
repairs or mechanical failure. When handling gasoline and inspecting the fuel system, do not
smoke or work near an open flame. Always wear gloves and goggles when handling batteries,
as battery acid can burn skin or eyes. Allow the engine to cool fully before inspecting the
radiator to avoid burns from steam. Be the first to write a review. We were unable to complete
your request. Please try again later. This part is not compatible with this. Compatibility
information is not available for this item. This listing is for part or sub-assembly number given
below only. Plow kit includes instructions and all hardware needed for installation. Mounts to
machine approximately where your feet rest. Designed to be used with a Winch or Manual Lift
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Prairie. Model Prairie 4x4 Camo. Photos to come. Automatic CVT with reverse. Electric start with
back-up pull start. Already a favorite of farmers, ranchers and recreational users, this
camouflaged version broadens the appeal to hunters and outdoor enthusiasts seeking a
stealthy platform to get them afield and back hassle free. A favorite of farmers, ranchers and
recreational users, the camouflage version broadens the appeal to hunters looking for a
stealthy platform to get them on location and back hassle free. In fact, editors at 4-Wheel ATV
Action have praised the Prairie 4x4 as "a master of challenging trail situations, a great handler
at low and high speeds, and a hard worker. Power for the Prairie 4x4 ATV comes from an
air-cooled, single cylinder, four-stroke engine displacing cc. With high and low forward gears
plus reverse, KAPS enables the engine to operate in its optimal rpm range, giving the rider
maximum torque regardless of speed or riding conditions. The Prairie 4x4 ATV utilizes
dependable shaft drive and gives the rider the added benefit of selectable four-wheel drive
operation. At the flip of a switch, the Prairie 4x4 rider can engage all four wheels for added
traction in adverse riding conditions. The Prairie 4x4 utilizes a limited-slip front differential, so
steering is light and more precise. When maximum traction is needed, the rider can pull a small
lever on the left handlebar to send power to both front wheels. When maximum traction is no
longer needed, the rider simply releases the lever? Stopping power for the Prairie 4x4 is
provided by dual front disc brakes and Kawasaki's exclusive sealed, oil-bathed, multi-disc rear
brake system. K-EBC uses engine compression to help slow the ATV in technical maneuvers
such as crawling at low speeds over rocks or descending steep downgrades. It also features a
large, comfortable saddle and full-sized floor boards with adjustable footpegs for maximum
comfort. Plus, steel front and rear cargo racks can carry a combined weight of pounds. Other
conveniences include powerful dual halogen headlights, and a hitch bracket is standard, so the
Prairie 4x4 can tow 1, pounds? As with all off-highway vehicle recreation, Kawasaki encourages
ATV riders to ride responsibly and to respect the environment. Kawasaki will pay first. This

innovative pattern melts into the environment, helping outdoor enthusiasts get to their favorite
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Terrain Vehicle. All rights reserved. No parts of this publication may be reproduced, stored in a
retrieval system, or transmitted in any. No liability can be accepted for any inaccuracies or
omissions in this publication, although every possible care has been. The right is reserved to
make changes at any time without prior notice and without incurring an obligation to make. See
your dealer for the latest information on product improvements. All information contained in
this publication is based on the latest product information available at the time of publication.
Illustrations and photographs in this publication are intended for reference use only and may
not depict actual model. No liability can be accepted for any inaccuracies or omissions in this
publication, although every possible care has been taken to make it as complete and accurate
as possible. Crankcase Emission Control System A sealed-type crankcase emission control
system is used to eliminate blow-by gases. They are designed to give optimum performance
while maintaining a low noise level. Please do not remove To facilitate actual operations, notes,
illustrations, photographs, cautions, and detailed descriptions have been included in each
chapter wherever necessary. This section explains the items that require particular attention
during the removal and reinstallation or disassembly and reassembly of general parts. Install
the circlip with its chamfered side facing load side as well. Replace any circlips, retaining rings,
and cotter pins that were removed with new ones, as removal weakens and deforms them.
Overall width mm Overall height mm Wheelbase mm Center of frame mm 9. Seat height The
initial maintenance is vitally important and must not be neglected. EO: Apply engine oil. SS:
Apply silicone sealant Kawasaki Bond: All of the values are for use with dry solvent-cleaned
threads. If the throttle lever does not return properly, check the throttle cable routing, lever free
play, and for possible cable damage. Turn the ignition switch OFF. Do not smoke. If the guide
contact area width is greater than the service limit, replace the actuator lever assembly. If
necessary, replace the belt with a new one. The rule-of-thumb is: 0. Keep the air nozzle [A] over
0. The clearance [C] between the control lever and grip should be 20 mm 0. Then stop the
vehicle. If the lining thickness of either pad is less than the service limit [B], replace both pads
in the caliper as a set. Pad Lining Thickness Standard: 4. And then install the reservoir cap. If
the steering action is not smooth, or if the steering binds or catches before the stop, lubricate

the steering stem bearing. NOTE The cables and wires will have some effect on the steering
action which must be taken into account. To change the switch position, turn the adjusting nut
[B]. NOTE Whenever the vehicle has been operated under wet or rainy conditions, or especially
after using a high-pressure spray water, Also, check to see that each cotter pin is in place and
in good condition. Turn the throttle limiter screw [A] until it is spaced about 1 mm 0. Tighten the
locknut [D]. If handlebar movement changes the idle speed, the throttle cable may be improperly
adjusted incorrectly routed, or damaged. The surface of the piston must not be excessively
worn. If the vacuum piston does not move smoothly, or if it is very loose in the carburetor body,
replace both the body and the vacuum piston. Rocker shaft diameter Camshaft: Cam height The
push rod does not return to its original position once it moves out to take up camshaft chain
slack. Observe all the rules listed below: When removing the tensioner, do not take out the
mounting bolts only halfway. Screw the camshaft sprocket bolt in to the end of the camshaft
and pull it with the camshaft. Page Camshaft Bearing Inspection If the bearing is noisy, does not
spin smoothly, or has any rough stops, replace it. This allows some of the compression
pressure to escape, making it easy to turn over the engine during starting. If there is too little
clearance, ream the valve guide. If there is too much clearance, install a new valve guide. Put a
little coarse grinding compound on the face of the valve in a number of places around the valve
head. If necessary, tap lightly around the base of the cylinder with a plastic mallet, taking care
not to damage the cylinder. Spread the ring open with your thumbs. If any of the cylinder inside
diameter measurements exceeds the service limit, replace the cylinder. Use a vernier caliper at
several points around the piston. Forest Service. In accordance with the Periodic Maintenance
Chart, clean the spark arrester. G: Apply grease for oil seal and O-ring. Drive Pulley: Cover
bushing inside diameter The pulleys of the belt drive torque converter are precision balanced
components designed to operate within certain rpm limits. Measure the recess length [E]
between the plate and rods with Vernier calipers [F] or depth gauge. Service Limit: If the spider
shoes [A] are damaged, replace them. Sheave Bushing Inside Diameter Standard: If seals are
damaged, replace the movable sheave. L: Apply a non-permanent locking agent. O: Apply
engine oil. SS: Apply silicone sealant Kawasaki Bond: â€” R: Replacement Parts Oil Hose 7. Oil
Filter Oil Nozzle 2. Oil Pipe 8. Oil Pressure Switch Rocker Shaft 3. Oil Screen 9. Drive Shaft
Camshaft 4. Oil Pump Input Shaft The oil cooler fan may start even if the ignition switch is off.
Such a shock to their parts can damage them. Make sure oil passages of the crank and crankpin
are lined up during assembly. If the seizure was less severe, disassemble the crankshaft and
replace the crankpin, needle bearing, and connecting rod. Set the crankshaft in an alignment jig
or in V blocks on a surface plate. Select an arbor of the same diameter as the piston pin and at
least mm 3. If the fork is bent, replace the shift rod with a new one. Driven Shaft Drive Low Gear
20T 2. Spacer Reverse Idle Shaft 3. Reverse Gear 12T Reverse Driven Gear 16T 4. Removal may
damage them. When there is toe-in, the distance A Rear is the greater than B Front as shown.
Now the front wheels are parallel to each other and to the center line of the vehicle. Remove the
air valve and discard it. Do not reuse the air valve. Use a proper valve core tool [A]. Tire Air
Pressure when cold Front: 35 kPa 0. If the groove of the bevel gear holder nut is not seen,
loosen the other three bolts. The output driven bevel gear shaft assembly comes off with the
housing. When replacing any one of the backlash-related parts, be sure to check and adjust the
backlash and tooth contact. Repeat in 0. Outside Diameter of Band: Operation with an
improperly adjusted, incorrectly routed, or damaged cable could result in an unsafe operating
condition. Pinion Gear Shim s 4. Front Final Gear Case Center 6. Ball Bearings 2. Ring Gear
Right Shim s Cover 7. Ring Gear 3. Ring Gear Left Shim s 5. The drive pattern can be a little
closer to the toe and the coast pattern can be a somewhat longer and closer to the toe. Replace
the bevel gear as a set if either gear is damaged since they are lapped as a set in the factory to
get the best tooth contact. Use the oil seal driver [A] for the outside oil seals of the right and left
Replace the bevel gears as a set if either gear is damaged. Replace any if the lips are
misshapen, discolored indicating that the rubber has deteriorated , hardened, or been otherwise
damaged. Gr: Apply grease. Disc thickness 3. Disc runout TIR 0. If they show any damage,
replace them. If the spring action feels too soft or too stiff, adjust it in accordance with the
following table. If bushings are worn, cracked, hardened, or otherwise damaged, replace them.
Torque - Piston Rod Nut: 49 N m 5. If roughness, excessive play, or seizure is found, replace the
knuckle joint [B]. Use a straightedge along the stem. If the steering stem is bent, replace the
steering stem. If the seal is torn or is leaking, replace the bearing. NOTE Do not open the
housing more than 40 , the built-in parts in the housing may be damaged. Learn and observe all
the rules below. Do not reverse the battery lead connections. This will burn out the diodes in the
electrical parts. Always check battery condition before condemning other parts of an electrical
system. OP: Optional Parts for U. If any wiring is defective, replace the damaged wiring. If the
connector is corroded or dirty, clean it carefully. When using a battery charger, connect the

battery to the charger before turning on the charger. When using a battery charger, con- nect
the battery to the charger before turning on the charger. Disconnect the alternator connector.
Connect a hand tester as shown in the table. Note the readings total 3 measurement. If the test
light does not turn on, continue the test. Ignition Switch 3. Main Fuse 30 A 2. Alternator 4.
Battery 6. Do not touch the spark plug, ignition coil, or spark plug lead while the engine is
running, or you could receive a severe electrical shock. CAUTION Do not disconnect the battery
leads or any other electrical connections when the ignition switch is on, or while the engine is
running. Set the tester to the x 1 range. Connect the tester between the spark plug lead and
terminal. Pickup Coil Peak Voltage Standard: 3. Main Fuse 30A 2. Actuator Controller 9. Ignition
Coil 3. Engine Stop Switch Spark Plug 4. Drive Belt Failure Detecting Switch Pickup Coil 5.
Replace the starter motor. Replace the relay. Engine Stop Switch 6. Starter Circuit Relay Brake
Starter Button 7. Neutral Switch Starter Relay 3. Front Brake Light Switch 8. Starter Circuit Relay
Neutral NOTE On high beam, the brightest point should be slightly below horizon- tal with the
vehicle on its wheels and the rider seated. Adjust both headlights to the same angle. Oil
Temperature Switch 2. Headlight Left Headlight Right Front Brake Light Switch 4. Parking Brake
Light Switch 5. If the fan rotates, inspect the fan switch. Speedometer except US model 2. Speed
Sensor 3. Ignition Switch 4. Main Fuse 30A 5. The belt warning light will activate every key-on
hours, or sooner if the belt becomes damaged or fails. LED Indicator 2. Reset Connector 5.
Ignition Switch 7. Drive Belt Failure Detecting Switch 8. Igniter 9. LED Indicator 9. Battery 3.
Main Fuse 30A 4. Connect the hand tester between the BK lead and the W lead. Set the tester to
the range. Actuator Controller 2. Igniter 8. Engine Brake Actuator 3. Drive Belt Failure Detecting
Switch 9. Speed Sensor Fuse 5A Make sure replace the torque converter cover see Converter
System chapter. LED Indicator 8. Igniter 3. Ignition Coil 4. Brake Cable 8. Left Switch Housing 9.
Choke Cable Brake Hose Band 7. Seat Latch 2. Cover 8. Cover for U. Cover 4. Oil Cooler Fan
Fuse 20 A Fold the cover. Rear Brake Lever 5. Cable Adjuster 2. Parking Brake Lock Lever 6.
Handle Holder Clamp 3. Variable Differential Control Lever 7. Variable Differential Operating
Lever 4. Variable Differential Control Cable Clamp 2. Do not interfere the actuator lead and tube
with 3. Oil Cooler 7. Fix oil pressure switch lead with clamp. Oil Pipe Joint Nut 8. Clamp 3.
Grommets 4. Oil Cooler Mounting Bolt 5. Oil Hose Banjo Bolts Mark 8. Engine Breather Hose 2.
Align the duct groove with the mark on the carbu- 9. Starter Motor retor. Carburetor Drain Tube
3. Carburetor Holder Run the carburetor drain tube between the 4. Fuse 6. Right Headlight Lead
2. Left Headlight Lead 3. Main Harness 8. Rotate head of band forward to prevent interfer- 4.
Battery â€” Cable White Mark 7. Igniter 2. Band 8. Carburetor Heater Leads 9. Rear Brake Cable
4. Clamp on Torque Converter Cover Brake Pedal Light Switch 5. Frame Ground Lead Speed
Sensor Connector 6. Brake Cable Rear 4. Brake Cable Parking 5. Torque Converter Cover Intake
Duct 6. Carburetor 9. Accessory Fuse 5 A 3. Air Temperature Sensor 4. Front Side 5. Clamp
Apply grease Amoco rykon premium grease No. Battery Vent Hose Band Battery â€” Cable 3.
Starter Circuit Relay Brake 4. Starter Motor Starter Circuit Relay Neutral 5. Battery Actuator
Controller 6. Variable Differential Control Cable 2. Throttle Cable 3. Front Brake Hose 4. Choke
Cable 5. Rear Parking Brake Cable 6. This manual is also suitable for: Kvf Print page 1 Print
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Prime. Back to top. Get to Know Us. Amazon Payment Products. English Choose a language for
shopping. Amazon Music Stream millions of songs. Amazon Advertising Find, attract, and
engage customers. Amazon Drive Cloud storage from Amazon. Alexa Actionable Analytics for
the Web. Sell on Amazon Start a Selling Account. AmazonGlobal Ship Orders Internationally.
Amazon Rapids Fun stories for kids on the go. ComiXology Thousands of Digital Comics.
DPReview Digital Photography. East Dane Designer Men's Fashion. Shopbop Designer Fashion
Brands. Deals and Shenanigans. Ring Smart Home Security Systems. Amazon Subscription
Boxes Top subscription boxes â€” right to your door. PillPack Pharmacy Simplified. Amazon
Renewed Like-new products you can trust. Amazon Second Chance Pass it on, trade it in, give it

a second life.

