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After four generations in this industry, the Clark brothers have seen it all. Clark Equipment
knows what you want â€” a quality machine that is job site ready the moment you step into it.
We are committed to building confidence and trust with our customers and to be the one and
only equipment provider you depend on. We work diligently to have the fastest turnaround time
in the industry. Our fleet is comprised of the machines you are looking for. We truly are a global
company. Submit Inquiry Share. Stock Number:. Get Financed. Rental Agreement. Warranty
Information. Similar Equipment. Full Address. We rent our equipment until it sells. The
advertised hours may be different than the exact current hours. Our pictures are taken when the
machine is initially prepped for sale. If you have any concerns with current condition of tires,
paint, etc, please request fresh photos. We LOVE taking close ups of specific items and parts of
our machines. We have nothing to hide, and love to prove it! Videos with audio are also
available upon request. If you would like a 3rd party inspection, we can provide you with a list of
friendly competitive dealers in town that can send a mechanic over to do an inspection. Why
Choose Clark Equipment? Privacy Policy State Fair Blvd. Privacy Policy. You are in the best
place where you can find the proper manual for your exact car! On this website you will find
only top of the top products. The technology we use to create these manuals exactly for the
customers car, using VIN is unique, and the service manuals created by us are superior to any
other manual that can be found. You do not have to believe our words. Developed by Ford
Motor Company, this shop manual provides detailed repair instruction written by the
manufacterer. Information contained in each body type specific manual has been developed to
aid technicians in diagnosing and repairing vehicle components and systems. Each manual
covers the entire vehicle bumper to bumper including specifications, diagnosis and testing, in
vehicle repairs, component removal and installation and complete engine and transmission
rebuilding. Information is specific to your year make, model, engine and transmission type.
Accurate OE factory wiring diagrams with wire splice and ground locations. You can have with
you anytime, PDF has a small size. You do not have to pay ever online subscription. Websites
can disappear overnight. Can be easily printed, in whole or in part. Does not require any
software installation. Works on any computer, laptop, smartphone, iPad, iPhone, or tablet. My
Cart 0 Shopping Cart. Your cart is empty. Please do not close this page. Will be redirected after
we register your order! Thank you! Quick Links Download this manual. Automobile Ford User
Manual 56 pages. Page 2: Table Of Contents Interior lamps Page 6: Table Of Contents Vehicle
certification label Page 7 Errors and omissions excepted. We recommend that you take some
time to get to know your vehicle by reading this manual. The more that you know about it, the
greater the safety and pleasure you will get from driving it. If you have financed or leased your
vehicle through Ford Credit, thank you for your business. For your convenience, we offer a
number of ways to contact us, as well as help manage your account. Page 13 Make sure you are
aware of all applicable local laws that may affect the use of electronic devices while driving.
Avoid wearing thick gloves. Always perform trailer hook-up while standing on the ground.
Release the pedal and verify the engine returns to idle speed immediately. Automatic Verify that
the fluid level is in the proper Transmission operating range. See Transmission fluid check Fluid
in the Maintenance chapter. Tow Hooks Inspect front and rear tow hooks for damage or loose
mounting. This is particularly important on vehicles when they are used frequently. Note: Rear
running lights must be inspected separately from signal, flasher and brake lights. There should
be no missing or broken mounting bolts or worn bushings. There should be no cracks radiating
from the lug bolt holes or distortion of the bolt holes. The engine should only start in position N
or P. Inspect the transmission fluid level and shift linkage for proper operation. The passenger
cannot protect the child from injury in a crash, which may result in serious injury or death.
Always use booster seats in conjunction with your vehicle lap and shoulder belt. Position the
child safety seat in a seat with a combination lap and shoulder belt. Attach the tether strap if the
child seat is equipped. See Using tether straps in this chapter. Page 38 If the top of the safety
seat hits the head restraint, raise the head restraint to let the child seat fit further rearward.
Locate the correct anchor for the selected seating position. If your child restraint system is
equipped with a tether strap, and the child restraint manufacturer recommends its use, Ford
also recommends its use. Tether Strap Attachment Rear SuperCab Only There are three loops
of webbing just above the back of the rear seat along the bottom edge of the rear window in the
SuperCab. Page 40 For example, the center loop can be used as a routing loop for a child safety
seat in the center rear seat and as an anchoring loop for child seats installed in the outboard
rear seats. Make sure the tongue is securely fastened in the buckle. Provide enough lap belt
length so that the tongue can reach the buckle. The optional front and rear seat center safety
belt have a cinch mechanism. Children 12 years old and under should be properly restrained in
a rear seating position whenever possible. See the Child Safety chapter. WARNING: Failure to
replace the safety belt assembly under the above conditions could result in severe personal

injuries in the event of a crash. Pull on the center button and slide the height adjuster up or
down. Release the button and pull down on the height adjuster to make sure it is locked in
place. Within seven seconds of the light turning on, buckle then unbuckle the safety belt. Ford
Motor Company recommends that all safety belt assemblies in use in vehicles involved in a
crash be replaced. In case of loss, replacement keys are available from your dealer. You should
always carry a second key with you in a safe place in case you require it in an emergency.
Power Door Locks If Equipped The power door lock control is located on the driver and front
passenger door panels. Unlock B. Voice recognition B. Headlamp Flasher Pull toward you
slightly to activate and release to deactivate. To switch the system on: 1. Switch the ignition on.
Switch the lighting control to the off or parking lamp position. Hold the switch until the glass
reaches the stall position and continue to hold for two seconds. Press the switch down and
operate the window to the full down position. One-touch up will now be functional. Move the
control in the direction you want to tilt the mirror. Return the control to the center position to
lock mirrors in place. The spotter mirror if equipped must be adjusted manually. Clearance
Lamps If Equipped The lower, outer portion of the mirror housings illuminates when the
headlamps or parking lamps are switched on. To telescope the mirrors in, press and hold the
right side of the switch. If the oil level is correct, have your vehicle checked at your authorized
dealer. Direction changes do not occur. Cruise Control It illuminates when you switch this
feature on. Fasten Safety belt It illuminates and a chime sounds to remind you to fasten your
safety belt. WARNING: Under engine misfire conditions, excessive exhaust temperatures could
damage the catalytic converter, the fuel system, interior floor coverings or other vehicle
components, possibly causing a fire. Ford strongly recommends that drivers use extreme
caution when using any device or feature that may take their focus off the road. Your primary
responsibility is the safe operation of the vehicle. Press and hold to set. Note: Do not insert CDs
with homemade paper adhesive labels into the CD player as the label may peel and cause the
CD to become jammed. Page 79 all. In folder mode, the system only plays the. SEEK: Press this
button to go to the previous or next strong station on the frequency band. Eject: Press this
button to eject a CD. CD slot: Insert a CD. Tune: Press this button to manually search through
the radio frequency band. Press and hold for a fast search. Adjust the volume on your portable
music player until it reaches the volume level of the FM station or CD. Note: This receiver
includes the eCos real-time operating system. Ford Motor Company shall not be responsible for
any such programming changes. Page 87 Sirius tower to your an open area, the vehicle
antenna. Updating Update of channel No action required. Subscription Updated Sirius has
updated the No action required. Distributes air through the instrument panel vents, floor vents,
and demister vents. Distributes air through the floor vents. Adjust the temperature control to the
lowest temperature setting. Both mirrors are heated to remove ice, mist and fog when the
heated mirror button is pressed. Pull up the head restraint until it reaches the highest
adjustment position. Press and hold buttons C and D. Pull up the head restraint. Turn the
control to adjust your support. Pull forward on the control to fold down the seat back. Pull down
on the handle and lift up on the seat back to return it to the original position. Press to cycle
through the various heat settings and off. Warmer settings are indicated by more indicator
lights. Lift up on the seat back to return it to the upright position. At the earliest opportunity,
clear all the snow or ice away from the air induction inlet. Some warning lights briefly illuminate.
Note: Do not touch the accelerator pedal. Fully press the brake pedal. Seek to the filter. Bring
the vehicle to a complete stop on level ground and safely off the road with the exhaust system
away from people, flammable materials, vapors or structures. Ford recommends that you
perform a walk-around before beginning a parked regeneration. Page Note: Blocked or plugged
holes or modification to, or removal of, the outlet assembly could result in elevated exhaust
temperatures which may result in vehicle or property damage or personal injury. Do not attempt
to use this restarting feature to drive the vehicle very far as serious engine damage could result.
Make sure the protective cover seals the prongs of the block heater cord plug when not in use.
Using the heater longer than three hours does not improve system performance and
unnecessarily uses electricity. Inhaling too much fuel vapor of any kind can lead to eye and
respiratory tract irritation. In severe cases, excessive or prolonged breathing of fuel vapor can
cause serious illness and permanent injury. If the vehicle is out of fuel and on a steep grade,
more than fourâ€”five gallons 15â€”19 liters may be required. Additionally, keeping records
during summer and winter shows how temperature impacts fuel economy. In general, lower
temperatures mean lower fuel economy. Upon filling the DEF tank after a low level warning,
normal operation resumes when the vehicle is restarted. Final consequence for vehicles
equipped with a manual transmission is RPM. Final consequence for vehicles equipped with an
automatic transmission is RPM. Inhaling ammonia vapors can cause burning to the eyes, throat
and nose and cause coughing and watery eyes. Page 6. Do not alter its location. Do not alter

inlet and outlet piping. Body: Inspect wheel well splash shields, cab shields and underhood
insulation for deterioration, dislocation and orientation. Press the clutch pedal immediately and
shift into the desired gear, then release the clutch pedal. Use wheel chocks if appropriate.
Position 2 Use position 2 to start-up on slippery roads or to provide additional engine braking
on downgrades. Hold the brake pedal down while shifting out of position P, then release the
parking brake. Use HIGH for all normal driving conditions with a lightly-loaded or
partially-loaded vehicle. Press the lower portion of the switch. This is a normal function of the
system. Supplement with brakes as required to safely slow the vehicle and avoid overspeeding
the engine. Note: Exhaust brakes operate effectively with automatic transmissions, but
performance varies with engine speed and the gear selected by the transmission. As a general
guideline, use the same gear as you use to ascend the hill. The lever remains in place until
manually moved. To release the trailer brakes, move the lever up completely. This mode may
also be used to park a combination vehicle with tractor spring brakes. The trailer brakes are
now applied whether emergency or spring brakes are used on the trailer. This mode is also
used when the tractor or truck with trailer is used during bobtail operation. Press and hold the
clutch pedal. Select the appropriate drive gear. Push and hold the yellow, dash-mounted
parking brake knob until the parking brake light turns off, then release. Use of wheel chocks is
also recommended in hilly or off-road usage. When the air pressure is restored, unscrew and
remove the release stud and install in the carrying pocket. Install the access plug. Standard
traction control is automatically selected at the next ignition cycle. If a traction event occurs, in
either mode, the light flashes rapidly. Setting a Speed 1. Accelerate to the desired speed. Take
your foot off the accelerator pedal. Press OFF or turn off the ignition. Switch access location is
in a connector located in the engine compartment. Pull coupler release lever to disengage the
fifth-wheel jaws. Release the tractor parking brakes. Pull out from the trailer slowly, allowing the
landing gear to take the load gradually. If the axle shafts are not removed, removal of the
driveshaft is required. Shift collar in the unlocked position H. Outer splines: axle shaft to collar
I. Shift collar and differential case splines J. Install the fasteners and tighten to correct torque
value. See the Workshop Manual. Wet brakes do not stop the vehicle as quickly as dry brakes.
This program is separate from the New Vehicle Limited Warranty and is not applicable to
vehicles sold in Canada. Please see your warranty information or visit our website at Canadian
customers who need to obtain roadside information, call or visit our website at Page Note: Do
not attach the negative - cable to fuel lines, engine rocker covers, the intake manifold or
electrical components as grounding points. Note: In the illustration, the vehicle on the bottom is
used to designate the assisting boosting battery. Remove the jumper cables in the reverse
order that they were connected. Ford is also allowed a final repair attempt in some states. Page
Customer Assistance Ford dealerships outside of the U. If your vehicle must be serviced while
you are traveling or living in Central or South America, the Caribbean, or the Middle East,
contact the nearest Ford dealership. Page Reporting Safety Defects U. If dealer parts are not
used, make sure the replacement parts are of equivalent quality. See that manual for
maintenance inspections. However, exposure to excessive amounts of brake material whether
asbestos or non-asbestos, fiberglass, mineral wool, aramid or carbon may be a serious health
hazard. Parking brake adjustment should only be performed by a qualified technician, and in
accordance with the instructions in the service manual. Consult your dealer who is aware of the
proper procedures for filling and bleeding the system. Make sure all dust and debris has been
cleaned out of the pipes and couplings with a clean, damp rag prior to reassembly. Note: See
Spring U-bolt check later in this chapter. To open the hood: 1. Lift up on the bottom of each
latch. Pull the bottom of each latch away from the fender. Push down on the bottom of each
latch until locked. Gasoline Engine A. MIN B. Check the engine oil level. If the engine oil level is
not within the normal range, add engine oil that meets Ford specifications. See Capacities and
Specifications for more information. Remove the engine oil filler cap and use a funnel to pour
the engine oil into the opening. Page Note: For best results, coolant concentration should be
tested with a refractometer such as Rotunda tool ROBE available from your dealer. Ford does
not recommend the use of hydrometers or coolant test strips for measuring coolant
concentrations. Note: Automotive fluids are not interchangeable; do not use engine coolant,
antifreeze or windshield washer fluid outside of its specified function and vehicle location. Page
3. If this is not possible, wait a short period for the engine to cool. Check the coolant level and
replenish if low. Restart the engine and take your vehicle to an authorized dealer. The normal
operating temperature can be reached after approximately 20 miles 30 kilometers of driving.
Only use fluid that meets manufacturer specifications. See Technical specifications in the
Capacities and Specifications chapter. See the Capacities and Specifications chapter. Use of a
non-approved rear axle lubricant may cause internal axle component damage. Clean and install
the drain plug securely. Add lubricant through the filler plug opening. Clean and install the filler

plug securely. Failure to follow these instructions may result in personal injury. Use only a DOT
3 brake fluid designed to meet manufacturer specifications. Page two locations where they
contact the clutch release bearing with a brush or similar tool. Reinstall the inspection cover.
See the Scheduled Maintenance chapter for service intervals. Make sure that the fluid is within
the minimum and maximum fluid range as marked on the reservoir. Only use a washer fluid that
meets Ford specifications. State or local regulations on volatile organic compounds may
restrict the use of methanol, a common windshield washer antifreeze additive. Page Changing
The Vehicle Battery Note: Electrical or electronic accessories or components added to the
vehicle by the dealer or the owner may adversely affect battery performance and durability. Run
the engine until it reaches normal operating temperature. Allow the engine to idle for at least
one minute. Clean the wiper blades with washer fluid or water applied with a soft sponge or
cloth. Gasoline Engine Note: Do not start your engine with the air cleaner removed and do not
remove it while the engine is running. Pull the air tube off the air cleaner housing. Connect the
mass air flow sensor electrical connector to the outlet tube. Make sure the locking tab on the
connector is in the locked position connector shown from below for clarity. Make sure the
headlamp control is in the off position. Remove the four screws, then move the parking lamp
assembly away from the headlamp bulb. Remove the screw and lens from the lamp assembly.
Pull the bulb straight out of the socket. Reverse the procedure to install the new bulb. Remove
the soaked cloth, and if it is not soiled badly, use this cloth to clean the area by using a rubbing
motion for 60 seconds. Following this, wipe area dry with a clean, white, cotton cloth. Run at
fast idle until it reaches normal operating temperature. Contact your authorized dealer if you
have any concerns or issues. For example, during any procedure involving tire inflation, the
technician or individual must utilize a remote inflation device, and make sure that all persons
are clear of the trajectory area. Failure to do so may result in loss of wheel weight or damage to
brakes or wheels. Slide inner rear or front tire and wheel in position over studs and push it back
as far as possible. Use care so that the threads on the studs are not damaged. Flange nut B.
Wheel s C. Brake drum D. Wheel stud 22 millimeter E. Wheel hub F. Retighten all nuts to
specifications. Once a week, inspect and retighten the wheel stud nuts. All other tanks available
for your vehicle are optional equipment. The customer warranty may be void for any damage to
the engine if such spark plugs are not used. The VIN also serves as the warranty number. If you
ever find it necessary to communicate with Ford Motor Company about your vehicle, always
include the VIN in your communication. The following table tells you which transmission each
code represents. Ford Motor Company relies upon this testing to determine the most
appropriate mileage for replacement of oils and fluids to protect your vehicle at the lowest
overall cost to you and recommends against maintenance schedules that deviate from the
scheduled maintenance information. Please consult your warranty information. Page Lubricate
the rear caliper slide rails. Lubricate the brake camshafts and slack adjuster air brakes only.
Inspect the disc brake pads and the piston boots hydraulic brakes only. At least twice annually.
Clean body and door drain holes. As required. Clean windshield wiper blades. Electrical power
supply has Check the battery terminals for diminished. Be alert for fluid leakage, odor, smoke,
loss of oil pressure, or charge indicator or over temperature warning. Page Information decal.
The following services are to be performed at scheduled intervals because they are considered
essential to the life and performance of your vehicle. Ford recommends that you perform
maintenance on all designated items to achieve best vehicle operation. Some aftermarket brake
linings also require more frequent inspections. Ford Motor Company and Ford of Canada do not
access the system data for any purpose other than as described absent consent, a court order,
or where required by law enforcement, other government authorities, or other third parties
acting with lawful authority. Page The default setting is to a higher level of interaction in order
to help you learn to use the system. You can change these settings at any time. Press OK to
select, then scroll through your phonebook contacts. Press OK again when the desired
selection appears in the display. Press the phone button. Menu This is a phone-dependent
feature. This is a phone-dependent and speed-dependent feature. If equipped, United States
only. If equipped, United States and Canada only. To download the messages, press OK to
select. The display indicates your messages are being downloaded. When complete, SYNC
takes you to your inbox. Press OK when the contact appears and press OK again to confirm
when the system asks if you would like to send the message. Page Message Notification Have
the option of hearing an audible tone to notify you when a text message arrives. Press OK to
select. Note: When auto download is on, any changes, additions or deletions saved since your
last download are deleted. Exit the current menu. Press OK to select and scroll to select
between on or off. Press OK when the desired selection appears in the display. SYNC takes you
back to the Advanced menu. This is a Bluetooth component which can MAP Profile further help
your phone with the exchange of text messages. If you do not want to disclose this information,

do not turn the feature on. Ford may use the vehicle information it collects for any purpose. If
you do not want to disclose your cellular phone number or vehicle information, do not run the
feature or set up your Vehicle Health Report profile at If you do not want Ford or its service
providers to collect the vehicle travel information or other information identified in the Terms
and Conditions, do not activate or use the service. Traffic and Directions features do not
function properly but information services and the connect and text message features are
available. For more information, please visit Depending on how many digital media files are on
your connected device, Indexing may appear in the radio display. When indexing is complete,
the screen returns to the Play Menu. See Play Menu later in this section for more information.
Some digital media players require both USB and line in ports to stream data and music
separately. Note: See System Settings for more information. Exit Media Press OK to exit the
media menu. You can select to play All Artists or any indexed artist. Scroll until the desired
artist is chosen and press OK. Then scr
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oll to select the desired track and press OK. Your Advanced menu allows you to access and set
prompts, languages, defaults and perform a master reset. Press OK to confirm. Delete all
previously paired devices. Completely erase all information stored on SYNC Master Reset all
phonebook, call history, text messages and all paired devices and return to the factory default
settings. ID blocker active. Any removal, reproduction, reverse engineering or other
unauthorized use of the software from this system in violation of the license agreement is
strictly prohibited and may subject you to legal action. Page Speech recognition software is
inherently a statistical process which is subject to errors. It is your responsibility to monitor any
speech recognition functions included in the system and address any errors. This manual is
also suitable for: f Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL.

