2014 dodge avenger fuse box

This is NOT the fuse panel that is sometimes located in the interior of the vehicle. Fuses may or
may not be included with the fuse box. Any included fuses are considered a free bonus and not
covered by any kind of warranty. In most cases the fuse box will be unplugged from the vehicle
wiring harness. In some cases a wiring pigtail may still be attached to the fuse box, but is not
covered by our warranty. No photos of the actual fuse box are available. A Stock photo showing
multiple fuse boxes from random vehicles has been used as a general representation. This is
NOT a manufacturer part number, and can be disregarded. This will fit: Dodge Avenger dash.
You will only receive what is pictured unless otherwise stated in the description. Please do not
assume anything else will be included if it is not pictured. All of the parts we sell are guaranteed
to be in good working condition unless otherwise noted. We ONLY guarantee the part s will fit
the vehicle s listed in the description. If your vehicle was not originally equipped with the
EXACT part s listed, it is your responsibility to consult a dealer to see if it will fit your
application. Additional items may be needed if this is an upgrade or custom installation. Please
consult your local dealer for ALL other applications. We do our best to prevent these issues
from happening and apologize for any inconvenience it may cause. Boxes - Check the ebay
'Shipping and Payments' tab for more info. PayPal Only Credit Cards can be used through
PayPal NO credit cards, cash, or any form of checks will be accepted for example: certified,
personal, or company checks. Tax - U. Residents Applicable sales tax will be collected for all
orders where it is required by law. Tax - Canada Residents Part must be located in Canada Sales
tax will be charged when parts are sold to customers in Canada. Please check rates below. Due
to heavy sales volume and limited staff, we are only able to respond to questions related to
orders. Unfortunately, we do not have the resources to respond to fitment or other general
questions. Please read our listings to hopefully find the answers you are looking for. We hope
you and your family are safe and healthy. Vehicle Engine Size:. Diamond Jim helped make these
videos. The video above shows how to check for blown fuses in the interior fuse box of your
Dodge Avenger and where the fuse panel diagram is located. If your map light, stereo, heated
seats, headlights, power windows or other electronic components suddenly stop working,
chances are you have a fuse that has blown out. If your Avenger is experiencing electrical
problems, you should always check the fuses first, because they are relatively easy to check
and cheap to change. Some Dodges have multiple interior fuse boxes even the trunk - the video
above will show you where the interior fuse box of your Avenger is located. The more
electronics your Avenger has, the more fuses it has. Some components may have multiple
fuses, so make sure you check all of the fuses that are linked to the component in question. If
you need to replace a blown fuse in your Avenger, make sure you replace it with one that has
the same amperage as the blown fuse. If checking and replacing the fuse for the component in
question doesn't work, we recommend seeking assistance from a trusted professional
mechanic. They should be able to figure out if the component needs to be replaced or if there is
a short or some other problem with your Avenger. Hans Angermeier has produced over , videos
showing drivers how to fix things on their cars. He has broad expertise on basic repair
procedures covering the majority of cars on the road. Many cars will burn or leak a little bit of
oil. Over time, this adds up and you might need to add some - learn how to here! If you are
leaking oil and parking on your oil spots each night, the oil is breaking down your tires' rubber.
Car companies often use the same engines in different cars. They also slightly alter the styling
and sell the same car by two different names amongst other tricks to help offset development
costs. Our system selects the most applicable video for your car based, in part, on these
characteristics. The video displayed may not look exactly like your car, but may be relevant
enough for you to get a good idea how to do it. Getting Started - Prepare for the repair. Share
on. Full list of part and tools. Author Hans Angermeier has produced over , videos showing
drivers how to fix things on their cars. Replace reverse light. White light when you back up yup, they burn out and you can replace them with bright LEDs. Change an engine fuse. If you
have an electrical component that doesn't work, try replacing the fuse first. Top up the oil level.
Plug the oil leak. See all videos for the Dodge Avenger. We have a massive and growing video
library, but we don't have everything Autos helped make these videos. The video above shows
how to replace blown fuses in the interior fuse box of your Dodge Avenger in addition to the
fuse panel diagram location. Electrical components such as your map light, radio, heated seats,
high beams, power windows all have fuses and if they suddenly stop working, chances are you
have a fuse that has blown out. If your Avenger is experiencing electrical problems, you should
always check the fuses first, because they are relatively easy to check and cheap to change.
Some Dodges have multiple interior fuse boxes including in the trunk - the video above will
show you where the interior fuse box of your Avenger is located. If your Avenger has many
options like a sunroof, navigation, heated seats, etc, the more fuses it has. Some components
may have multiple fuses, so make sure you check all of the fuses that are linked to the

component in question. If you need to replace a blown fuse in your Avenger, make sure you
replace it with one that has the same amperage as the blown fuse. If checking and replacing the
fuse for the component in question doesn't work, we recommend seeking assistance from a
trusted professional mechanic. They should be able to figure out if the component needs to be
replaced or if there is a short or some other problem with your Avenger. Hans Angermeier has
produced over , videos showing drivers how to fix things on their cars. He has broad expertise
on basic repair procedures covering the majority of cars on the road. If your car is leaking a
small amount of power steering fluid - see this video on how to fix the leak. Carmakers are
hiding interior fuse boxes all over the place these days - see how to check your interior fuses
here! Car companies often use the same engines in different cars. They also slightly alter the
styling and sell the same car by two different names amongst other tricks to help offset
development costs. Our system selects the most applicable video for your car based, in part, on
these characteristics. The video displayed may not look exactly like your car, but may be
relevant enough for you to get a good idea how to do it. Getting Started - Prepare for the repair.
Share on. Full list of part and tools. Author Hans Angermeier has produced over , videos
showing drivers how to fix things on their cars. Quick fix for minor power steering fluid leaks.
Replace your car battery. Did you know that heat is worse for your battery than cold? Replace it
every 4 years. Determine if your air filter is dirty. Learn where your air filter is located and how
to determine if it needs to be changed. Check for a blown interior fuse. See all videos for the
Dodge Avenger. We have a massive and growing video library, but we don't have everything
Lake Chevy helped make these videos. The video above shows how to check for blown fuses in
the interior fuse box of your Dodge Avenger and where the fuse panel diagram is located. If
your map light, stereo, heated seats, headlights, power windows or other electronic
components suddenly stop working, chances are you have a fuse that has blown out. If your
Avenger is experiencing electrical problems, you should always check the fuses first, because
they are relatively easy to check and cheap to change. Some Dodges have multiple interior fuse
boxes even the trunk - the video above will show you where the interior fuse box of your
Avenger is located. The more electronics your Avenger has, the more fuses it has. Some
components may have multiple fuses, so make sure you check all of the fuses that are linked to
the component in question. If you need to replace a blown fuse in your Avenger, make sure you
replace it with one that has the same amperage as the blown fuse. If checking and replacing the
fuse for the component in question doesn't work, we recommend seeking assistance from a
trusted professional mechanic. They should be able to figure out if the component needs to be
replaced or if there is a short or some other problem with your Avenger. Hans Angermeier has
produced over , videos showing drivers how to fix things on their cars. He has broad expertise
on basic repair procedures covering the majority of cars on the road. Car companies often use
the same engines in different cars. They also slightly alter the styling and sell the same car by
two different names amongst other tricks to help offset development costs. Our system selects
the most applicable video for your car based, in part, on these characteristics. The video
displayed may not look exactly like your car, but may be relevant enough for you to get a good
idea how to do it. Getting Started - Prepare for the repair. Share on. Full list of part and tools.
Author Hans Angermeier has produced over , videos showing drivers how to fix things on their
cars. Top up power steering fluid. Help keep your car as responsive as you are by maintaining
proper power steering fluid levels. Check transmission fluid level. Harsh downshifts? Slipping
gears? You might be low on transmission fluid. Replace brake lights. Burnt out brake lights
increase your chance of getting rear ended - check and change yours today. See all videos for
the Dodge Avenger. We have a massive and growing video library, but we don't have everything
Publicado por Luisa en 17 junio, The Integrated Power Module fuse box is located in the engine
compartment near the air cleaner assembly. This center contains cartridge fuses and mini
fuses. A label that identifies each component may be printed on the inside of the cover.
Connecting to the original radio connector and plugging in to the back of the new head unit is
simple to fit. Dodge Avenger â€” Contains both vehicle style connectors. Black Single Din
Fascia Panel. Whats Included. Dodge Avenger â€” Dodge Caliber â€” The Bass Junkies Car
Audio team has been proudly serving car audio products since If the connection in the car is
different from what you see in the picture then this adaptor is NOT suitable. Plug and play, no
cutting of wires required. We have a large state of the art showroom based in the. Double Din
Fascia Panel. Dodge Avenger Onwards. Steering Wheel Interface Features. The fuse box or
totally integrated power control module is located on the drivers side under the hood in the
engine compartment, next to the air filter. There is no inside fuse box according to Chrysler.
Under the fuse box cover you will find the fuse box information. Page of your owners manual
will have the fuse box information. Make sure you put the cover back on properly so no
moisture gets in the fuse box. Hope this helps. Thanks Greg. Este sitio usa Akismet para reducir

el spam. This website uses cookies to improve your experience while you navigate through the
website. Out of these cookies, the cookies that are categorized as necessary are stored on your
browser as they are essential for the working of basic functionalities of the website. We also
use third-party cookies that help us analyze and understand how you use this website. These
cookies will be stored in your browser only with your consent. You also have the option to
opt-out of these cookies. But opting out of some of these cookies may have an effect on your
browsing experience. Necessary cookies are absolutely essential for the website to function
properly. This category only includes cookies that ensures basic functionalities and security
features of the website. These cookies do not store any personal information. Any cookies that
may not be particularly necessary for the website to function and is used specifically to collect
user personal data via analytics, ads, other embedded contents are termed as non-necessary
cookies. It is mandatory to procure user consent prior to running these cookies on your
website. Deja una respuesta Cancelar la respuesta. Clindamicina para perros. Lista de piezas
del refrigerador GE Profile. Este sitio web utiliza cookies para mejorar su experiencia. Privacy
Overview This website uses cookies to improve your experience while you navigate through the
website. Privacy Overview. Necesarias Siempre activado. No necesarias No necesarias. This is
NOT the fuse panel that is sometimes located in the interior of the vehicle. Fuses may or may
not be included with the fuse box. Any included fuses are considered a free bonus and not
covered by any kind of warranty. In most cases the fuse box will be unplugged from the vehicle
wiring harness. In some cases a wiring pigtail may still be attached to the fuse box, but is not
covered by our warranty. No photos of the actual fuse box are available. A Stock photo showing
multiple fuse boxes from random vehicles has been used as a general representation. This is
NOT a manufacturer part number, and can be disregarded. This will fit: Dodge Avenger dash.
You will only receive what is pictured unless otherwise stated in the description. Please do not
assume anything else will be included if it is not pictured. All of the parts we sell are guaranteed
to be in good working condition unless otherwise noted. We ONLY guarantee the part s will fit
the vehicle s listed in the description. If your vehicle was not originally equipped with the
EXACT part s listed, it is your responsibility to consult a dealer to see if it will fit your
application. Additional items may be needed if this is an upgrade or custom installation. Please
consult your local dealer for ALL other applications. We do our best to prevent these issues
from happening and apologize for any inconvenience it may cause. Boxes - Check the ebay
'Shipping and Payments' tab for more info. PayPal Only Credit Cards can be used through
PayPal NO credit cards, cash, or any form of checks will be accepted for example: certified,
personal, or company checks. Tax - U. Residents Applicable sales tax will be collected for all
orders where it is required by law. Tax - Canada Residents Part must be located in Canada Sales
tax will be charged when parts are sold to customers in Canada. Please check rates below. Due
to heavy sales volume and limited staff, we are only able to respond to questions related to
orders. Unfortunately, we do not have the resources to respond to fitment or other general
questions. Please read our listings to hopefully find the answers you are looking for. We hope
you and your family are safe and healthy. Vehicle Engine Size:. Quick Links. See also: Owner's
Manual , Manual. Automobile Dodge charger Owner's Manual pages. Be assured that it
represents precision workmanship, distinctive styling, and high quality - all essentials that are
traditional to our vehicles. Your new Chrysler Group LLC vehicle has characteristics to enhance
the driver's control under some driving conditions. Page 5 If your symptoms persist, please see
an authorized dealer. Instrument Cluster pg. Speed Control pg. Glove Compartment Power
Outlet pg. Shifter Emergency Brake Hood Release pg. Power Windows Auto Down Power Door
Locks Power Mirrors The turn signal lights will flash and the horn will chirp to acknowledge the
signal. In the event of an individual being locked inside the trunk, the trunk can be simply
opened by pulling on the glow-in-the-dark handle attached to the trunk latching mechanism. Do
not allow children to have access to the trunk, either by climbing into the trunk from outside, or
through the inside of the vehicle. To remove slack in the lap portion, pull up a bit on the
shoulder belt. To loosen the lap belt if it is too tight, tilt the latch plate and pull on the lap belt.
Use the seat belt and tether anchor instead of the LATCH system once the combined weight is
more than 65 lbs Loosen the adjusters on the lower straps and on the tether strap of the child
seat so that you can more easily attach the hooks or connectors to the vehicle anchorages.
Raise the lever to raise the seat. Lower the lever to lower the seat. Do not place any article
under a power seat or impede its ability to move as it may cause damage to the seat controls.
When returning the rear seatback to the upright position, be sure the seat- back is latched. The
sunroof will fully open and stop automatically. Never leave children unattended in a vehicle, or
with access to an unlocked vehicle. If buffeting occurs with the rear windows open, adjust the
front and rear windows together. Steering Wheel Audio Controls Left pg. Steering Wheel Audio
Controls Right pg. USB port pg. Audio Jack pg. USB Port pg. Clock Setting 1. To determine if

your radio has these features, press the Voice Command button on the radio. If you decide to
continue your service at the end of your trial subscription, the plan you choose will
automatically renew and bill at then-current rates until you call SiriusXM at to cancel. NOTE:
Your Touchscreen Radio will usually automatically switch to the appropriate mode when
something is first connected or inserted into the system. This requires the use of a 3. To
access, lift up the cover. If you depart from the original route, your route is recalculated. A
speed limit icon could appear as you travel on major roadways. Some of these radio features
should not be used when driving because they take your eyes from the road or your attention
from driving. NOTE: For your own safety and the safety of others, it is not possible to use
certain features while the vehicle is in motion. Select the correct street name. View and store
your favorite location, theater and sport teams 1 â€” Canadian residents - visit This site will
provide specific instructions based on the type of mobile phone being paired. The beep is your
signal to give a command. Below are a list of voice commands for each of the different modes. If
the device is plugged in and activates, program- ming is complete. NOTE: If the device does not
activate, press the button a third time for two seconds to complete the training. This power
outlet will also op- erate a conventional cigar lighter unit. GTW Gross Max. Trailer Tongue Max.
Frontal Area Transmission Trailer Wt. This may be accomplished using a tow dolly or vehicle
trailer. Residents or for Canadian Resi- dents. If the light turns on while driving, stop the vehicle
and shut off the engine as soon as possible. A chime will sound when this light turns on. Park
the vehicle on a firm, level surface. Avoid ice or slippery areas. Turn on the Hazard Warning
flashers. Set the parking brake. When the jack is partially expanded, the tension between the
two attachment points holds the jack handle in place. Loosen, but do not remove, the wheel
nuts by turning them to the left one turn while the wheel is still on the ground. Remove the
wheel nuts, and pull the wheel and wheel covers where applicable off the hub. Install the spare
wheel and wheel nuts with the cone shaped end of the nuts toward the wheel. Lightly tighten the
nuts. Align the valve notch in the wheel cover with the valve stem on the wheel. Install the cover
by hand, snapping the cover over the two lug nuts. Do not use a hammer or excessive force to
install the cover. The vehicle could slip off the jack and fall on you. You could be crushed. Never
put any part of your body under a vehicle that is on a jack. To allow jump-starting there are
remote battery posts located on the left side of the engine compartment. Turn the engine OFF.
Turn your steering wheel right and left to clear the area around the front wheels. Raise the hood
and locate the safety latch, in the middle of the hood opening. The oil change indicator system
will remind you that it is time to take your vehicle in for scheduled maintenance. Based on
engine operation conditions, the oil change indicator message will illuminate. This means that
service is required for your vehicle. Rotate at the first sign of irregular wear, even if it occurs
before the oil indicator system turns on. This center contains cartridge fuses and mini fuses.
Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an account? Sign up!
Restore password. Upload from disk. Upload from URL. Table of Contents. Automobile Dodge
Challenger User Manual pages. Be assured that it represents precision tion. If you do not read
this entire Owners Manual, you may miss important information. Any modifications or
alterations to this vehicle could seriously affect its roadworthiness and safety and may lead to a
collision resulting in serious injury or death. These numbers can be used to order duplicate
keys from your authorized dealer. Turn the ignition switch to the ACC position, push the key
and cylinder inward, rotate the key to the LOCK position, and remove the key. Ignition Switch
Positions 1 â€” If the Vehicle Security Light thorized vehicle operation by disabling the engine.
Insert the first valid key into the ignition switch. Release both buttons at the same time. Press 3.
With the RKE transmitter buttons facing down, use a 2. Remove and replace the battery. Avoid
touching the flat blade screwdriver to pry the two halves of the RKE new battery with your
fingers. Skin oils may cause transmitter apart. A child could collision, lock the vehicle doors as
you drive as operate power windows, other controls, or move well as when you park and leave
the vehicle. Please see your authorized dealer for service. Auto Unlock On Exit The doors will
unlock automatically on vehicles with power door locks if: 1. A single chime will indicate the
completion of the programming. Repeat these steps if you want to return this feature to its
previous setting. Insert the tip of the ignition key or similar flat-bladed object into the lock and
rotate clock- Avoid trapping anyone in a vehicle in a collision. Never leave children unattended
in a vehicle, and do not let children play with power windows. If this happens, pull the switch
lightly to the Lift the window switch fully upward to the second first detent and hold to close
window manually. To pressure on the ears or a helicopter-type sound in the disable the window
controls on the other doors, press the ears. In the event of an individual being locked inside the
trunk, the trunk can be simply opened by pulling on the glow-in-the-dark handle attached to the
trunk latching mechanism. Never allow risk of harm from a deploying air bag: children to slide
the shoulder belt behind them or under their arm. Continued from the vehicle. People belted

together can crash into one using a seat belt properly. The lap portion could ride too high on
your body, possibly causing internal injuries. Always buckle your belt into the buckle nearest
you. Your body could strike the inside surfaces of the vehicle in a collision, increasing head and
neck injury. A belt worn under the arm can cause inter- nal injuries. To remove slack in the lap
belt portion, pull up on the shoulder belt. To release the belt, push the red button on the buckle.
The chart below defines the type of out only the amount of webbing necessary to comfortfeature for each seating position. Slide the latch plate into the buckle until you hear a click.
Driver Center Passenger Buckle the combination lap and shoulder belt. Grasp the shoulder
portion and pull downward until the seat belt assembly Automatic Locking Retractor the entire
belt is extracted. Grasp the deployed AHR from the rear seat. Pull down then rearward towards
the rear of the vehicle then down to engage the locking mechanism. The AHR front soft foam
and trim half should lock into the back decorative plastic half. The driver should instruct all
other occu- Seat Belt Reminder Light will continue to illuminate pants to fasten their seat belts.
This instrument panel, above the glove compartment. Each air bag deploys independently; a left
side impact deploys the left air bag only and a right-side impact deploys the right air bag only. A
large noted that could affect the air bag system. If the irritation or all of the following may occur:
continues, see your doctor. The air bags may You will want to have the air bags ready to not be
ready to inflate for your protection. You should also make sure that you can install In a collision,
an unrestrained child can become a it in the vehicle where you will use it. Some seating
positions may have a top tether anchorage but no lower anchorages. If the center posi- tion
does not have dedicated LATCH lower anchorages, use the seat belt to install a child seat in the
center position next to a child seat using the LATCH anchorages in an out They are just visible
when you lean into the rear seat to install the child restraint. They are found under a plastic
cover with the tether anchorage symbol on it. Continued to attach to the top tether anchorage
and a way to tighten seat belt for installing child seats in the outboard the strap after it is
attached to the anchorage. Loosen the adjusters on the lower straps and on the 5. If the child
restraint has a tether strap, connect it to the tether strap of the child seat so that you can more
top tether anchorage. To lock the seat belt, pull down on the shoulder part of Automatic Locking
Retractor ALR the belt until you have pulled all the seat belt webbing out of the retractor. Route
the tether strap to provide the most direct path for the strap between the anchor and the child
seat. If your vehicle is equipped with adjustable rear head restraints, raise the head restraint,
and where possible, route the tether strap under the head restraint and between the two posts.
Air Bags deploying in the front seat could harm your pet. This Wide-open throttle acceleration in
low gear can be detri- should be considered a normal part of the break-in and mental and
should be avoided. To avoid breathing CO , inside or outside of a vehicle. If there is any
question regarding belt vehicle, or when the underside or rear of the vehicle is or retractor
condition, replace the belt. Use only floor mats that leave the pedal area coverings in the vehicle
that cannot be properly unobstructed and that are firmly secured so that they secured to
prevent them from moving and interfer Continued and cracks. Inspect sidewalls for cuts, cracks
and bulges. Adjust the mirror to center on the view through the rear window. Headlight glare
can be reduced by moving the small control under the mirror to the night position toward the
rear of the vehicle. You can turn the feature on or off by pressing the button at the base of the
mirror. A light to the left of the button will illuminate to indicate when the dimming feature is
activated. Outside Mirror â€” Continued collide with another vehicle or other object. Use your
These mirrors are heated to melt frost or ice. This inside mirror when judging the size or
distance of a feature can be activated whenever you turn on the vehicle seen in the passenger
side convex mirror. The individual buttons are described in the menu structure. You can pair up
to seven mobile phones 1. To learn how to store a want to call. This will NOTE: Editing
phonebook entries is recommended allow you to store multiple numbers for each phone- when
the vehicle is not in motion. For example, if your mobile service mobile phone. Press the button
to place the current plan provides three-way calling, this feature can be call on hold and answer
the incoming call. This indicates that the call is on hold. To a call is in progress, and make a
second phone call, as bring the call back from hold, press and hold the but The System will
mand. Are you there yet? Start a dialogue by pressing the Voice Command button. Continued
blower fan switched off. The system will adapt to the vehicle that is not equipped with seats and
seat last trained voice only. Moving a seat while driving could result in loss of control which
could cause a collision and serious injury or death. The angle of the seat cushion can be
adjusted in four Do not place any article under a power seat or directions. Pull upward or push
downward on the front impede its ability to move as it may cause damage to or rear of the seat
switch, the front or rear of the seat the seat controls. Do not place any article under a power
seat or Moving a seat while driving could result in loss of impede its ability to move as it may
cause damage to control which could cause a collision and serious the seat controls. The

adjusting bar is located at the front of the seats, near the floor. Pull the bar upward to move the
seat to the desired Adjusting a seat while the vehicle is moving is position. To recline, lean
forward slightly before lifting the lever, then lean back to the desired position and release the
lever. Lean forward and lift the lever to return the seatback to its normal position. The sudden
movement of the seat could cause you to lose control. The seat belt might not be properly
adjusted and you could be injured. Adjust the seat only while the vehicle is parked. Fold-Flat
Front Passenger Seat Head Restraints Head restraints are designed to reduce the risk of injury
by restricting head movement in the event of a rear Seatback Adjustment impact. The head
restraints for all occupants must be prop- This system is designed to help prevent or reduce the
erly adjusted prior to operating the vehicle or occu- extent of injuries to the driver and front
passenger in To tilt the head restraint closer to the back of your head, pull forward on the
bottom of the head restraint. Pull on the loops shown in the picture struck by an object such as
a hand, foot or loose to fold down either or both seatbacks. Lift the secondary latch located
under the front edge of the hood, near the center and raise the hood. To open the hood, two
latches must be released. Place the upper end of the prop rod in the hole on the left underside
of the hood. To prevent possible damage, do not slam the hood to close it. The multifunction
lever is located on the left side of the steering column. Only the headlights will Headlights Only
illuminate during this time. Selecting high beam headlights will turn off the front fog lights. The
front fog light switch is on the multifunction lever. Rotate the center portion of the lever up to
increase the brightness of the instrument panel lights when the park- ing lights or headlights
are on. The wipers and washers are operated by a switch on the control lever. The wipers will
resume operation when tions make a single wiping cycle with a variable pause you turn the
ignition switch to the ON position again. If you activate the washer while the wiper control is in
the delay range, the wipers will operate in low-speed for two wipe cycles after releasing the
lever and then resume the intermittent interval previously selected. Sudden loss of visibility
through the windshield could lead to a collision. You might not see other vehicles or other
obstacles. To avoid sudden icing of the windshield during freezing weather, warm the
windshield with defroster before and during wind- shield washer use. In addition, the headlights
will turn off when the wipers are turned off if they were turned on by this feature. Do not adjust
the steering column while driving. Adjusting the steering column while driving or driv- ing with
the steering column unlocked, could cause the driver to lose control of the vehicle. Failure to
follow this warning may result in serious injury or death. Continued use a garage door opener
without these safety fea- Vehicle exhaust contains carbon monoxide, a danger- tures. Call
toll-free 1â€”â€”â€” or, on the Internet ous gas. Do not run your vehicle in the garage while at
FCC and IC rules. The sunroof and sunshade will open automati- access to an unlocked vehicle.
Never leave the Key cally from any position. The sunroof will close fully and stop automatiNOTE: If three consecutive sunroof close attempts re- cally. During Express sult in Pinch
Protect reversals, the fourth close attempt Close operation, any movement of the switch will
stop will be a Manual Close movement with Pinch Protect the sunroof. This power outlet will
also operate a conventional cigar lighter unit. If the Watt 13 Amp power rating is exceeded the
fuse protecting the system will need to be replaced. There are built-in bottle holders located in
both rear door If containers of hot liquid are placed in the bottle trim panels. The center console
armrest slides forward from design position to provide added user The center console can be
used for storage and is also equipped with an electrical power outlet. Center Console Storage
The top compartment holds small items, such as a pen and note pad, while the larger bottom
compartment will hold CDs and alike. The seatbacks fold down easily by pulling of a cellular
phone while it is plugged into the power nylon tabs between the seatbacks and the bolsters.
Continued objects as low and as far forward as possible. Lower the armrest and pull The rear
window defroster button is located on downward on the latch to open the ski pass-through
door. Do not use abrasive window cleaners on the interior surface of the window. Use a soft
cloth and a mild washing solution, wiping parallel to the heating elements. You can also turn the
Temperature control to maximum heat, the Mode control to Floor and 1. Temperature Gauge the
Fan control to High. This allows the heater core to act The temperature gauge shows engine
coolant tempera- as a supplement to the radiator and aids in removing heat ture. When the fuel
level drops to approximately 2. Air Bag Warning Light gallons 7. As engine coolant
temperatures rise and the 9. Brake Warning Light If brake failure is indicated, immediate repair
is neces- sary. If the brake light turns on it may indicate that the parking brake is applied, that
Driving a vehicle with the brake light on is danger- the brake fluid level is low, or that there is a
problem with If the light does not illuminate, have the light PARK. Turn Signal Indicators turned
on and remain on briefly as a bulb check. This is The arrows will flash in unison with the
exterior normal. Always check the The Malfunction Indicator Light MIL is part of TPMS
malfunction telltale after replacing one or more an onboard diagnostic system called OBD that

tires or wheels on your vehicle, to ensure that the monitors emissions, engine, and automatic
trans This light monitors the ABS. If you continue operating the vehicle when the Transmission
Temperature Warning Light â€” If Transmission Temperature Warning Light is illumi- Equipped
nated you could cause the fluid to boil over, come in This light indicates that the transmission
fluid NOTE: The system will display the last known outside temperature when starting the
vehicle and may need to be driven several minutes before the updated tempera- ture is
displayed. If necessary repeat this procedure. When the ve- The compass heading indicates the
direction hicle is new, the compass may appear erratic and the the vehicle is facing. To
compensate for the ally recalibrate the compass. Press and release the SELECT button to
increment the Variance Value by one, one button press per update , until the proper variance
zone is selected according to the map. This estimated distance is displayed. Holding either
button will bypass stations without stopping, until you release it. The radio display of file writing
are most likely multisession discs. The use of names and folder names is limited. Electronic
Volume Control The electronic volume control turns continuously degrees in either direction,
without stopping. Holding either button will bypass Clock Setting Procedure stations without
stopping, until you release it. Press and hold the TIME button until the hours blink. MP3 extenexceeding 20 folders will result in this display. With sion as MP3 files. To create a time priority
mode. A Please have the following information available when CD may remain in the radio while
in the Satellite radio calling: mode. Holding either button will bypass channels without stopping
until you release it. If a button is not These buttons tune the radio to the channels that you
selected within five seconds after pressing the SET but- commit to pushbutton memory 12
Satellite stations. Blower Control Rotate this control to regulate the tem- perature of the air
inside the passenger compartment. Rotating the dial left Rotate this control to regulate the into
the blue area of the scale indicates amount of air forced through the ven Then, Conditioning. A
light will illuminate select Panel, Bi-Level or Floor mode and move the when the Air
Conditioning system is temperature control to the desired temperature. These outlets can be
adjusted to direct small amount flowing through the defrost and airflow. Operation of the
system is quite simple. Once without affecting automatic operation. However, For full automatic
operation or for under certain conditions, while in Automatic Mode, automatic blower operation,
turn the the system is blowing air out the defrost vents. The Mix mode can be used to maintain a
clear windshield and Winter Operation provide sufficient heating. Leaves the cabin. This should
clear any excess fuel in case the If the engine fails to start after you have followed the engine is
flooded. The idle speed is controlled automatically and it will Remember to disconnect the
engine block heater decrease as the engine warms up. Damage to the Volt electrical cord could
cause electrocution. If speed. As with all vehicles, access to an unlocked vehicle. Allowing
children to you should never exit a vehicle while the engine is be in a vehicle unattended is
dangerous for a running. Equipped The transmission gear position display located in the NOTE:
If a malfunction occurs, the system will trap the instrument cluster indicates the transmission
gear range. If those in or near the vehicle. As with all vehicles, your foot is not firmly pressing
the brake pedal, the you should never exit a vehicle while the engine is vehicle could accelerate
quickly forward or in re This feature im- driving. It provides the smoothest upshifts and downproves warm up time of the engine and transmission to shifts, and the best fuel economy. The 3
ate. The transmission electronics are [usually after 1 to 3 miles 2 to 5 km of driving]. Because
self-calibrating; This is especially important when the engine is cold. As with all vehicles, tion
key and lock your vehicle. Never leave chil- you should never exit a vehicle while the engine is
dren alone in a vehicle, or with access to an running. It provides the smoothest upshifts and
down- ignition to coast down a hill. These are unsafe shifts, and the best fuel economy. This is
normal. The sion is sufficiently warm, will demonstrate that the current gear will be displayed in
the instrument cluster. Slow down if the road has standing water or puddles. Replace the tires
when tread wear indicators first Rapid acceleration on slippery surfaces is dangerous. Unequal
traction can cause sudden pulling of the 4. Under these condi- tions, you will observe a
substantial increase in steering Prolonged operation of the steering system at the end effort,
especially at very low vehicle speeds and during of the steering wheel travel will increase the
steering parking maneuvers. Before leaving the vehicle, make sure that the parking Do not use
chemical flushes in your power steering brake is fully applied. Also, be certain to leave the
system as the chemicals can damage your power transmission in PARK. When parking on a hill,
it is important to turn the front To apply the parking brake, pull the lever up as firmly as wheels
toward the curb on a downhill grade and away possible. Allowing children to ing your vehicle or
it may roll and cause damage or be in a vehicle unattended is dangerous for a injury. Continued
wheel lock-up and avoid skidding on slippery surfaces. ABS-inducing conditions can in- the
benefits of anti-lock brakes. The Anti-Lock Brake System contains sophisticated electronic
equipment that may be susceptible to Anti-Lock Brake System ABS interference caused by

improperly installed or high This system aids the driver in maintaining vehicle control output
radio transmitting equipment. If the TIN is not found on the The TIN may be found on one or
both sides of the tire, outboard side, then you will find it on the inboard side of the however, the
date code may only be on one side. Cold tire inflation pressure is defined as the tire pressure
after Cold Tire Inflation Pressure the vehicle has not been driven for at least 3 hours, or driven
less than 1 mile 1. Tire size designed for your vehicle. Cold tire inflation pressures for the front,
rear, and spare tires. Loading The vehicle maximum load on the tire must not exceed the load
carrying capacity of the tire on your vehicle. Determine the combined weight of luggage and
cargo being loaded on the vehicle. That weight may not occupants and cargo should never
exceed lbs safely exceed the available cargo and luggage load kg. Overloading of your tires is
dangerous. Use tires of the cause collisions. Continued Proper tire inflation contributes to a
comfortable ride. Where speed limits or condi- tions are such that the vehicle can be driven at
high Combining radial ply tires with other types of tires speeds, maintaining correct tire inflation
pressure is very on your vehicle will cause your vehicle to handle Summer tires provide traction
in both wet and dry Damaged Run Flat tires, or Run Flat tires that have conditions, and are not
intended to be driven in snow or experienced a loss of pressure should be replaced imme- on
ice. Use snow tires only Run Flat tires allow you the capability to drive 50 miles in sets of four;
This spare conventional tire on the compact spare wheel, since the tire may have limited tread
life. When the tread is worn wheel is designed specifically for the compact spare tire.
Limited-use spares are for emergency use only. With this tire, do not drive more than the Fast
spinning tires can be dangerous. The Load Index and Speed Symbol for your tire will be found
on the original Tires and the spare tire should be replaced after six equipment tire sidewall.
Some combinations failure and loss of vehicle control. This rotation pattern The tires on the
front and rear of your vehicle operate at does not apply to some directional tires that must not
be different loads and perform different steering, driving, reversed. TPMS pressures and For
example, your vehicle may have a recommended warning have been established for the tire size
cold parked for more than three hours placard pressure Sensors, mounted to each in one or
more of the four active road tires. An Inflate to wheel as part of the valve stem, transmit tire
pressure XX message will also be displayed. Should this occur, readings to the Receiver
Module. A system fault 1. The compact spare tire if equipped does not have a can occur due to
any of the following: tire pressure monitoring sensor. For each subsequent ignition key cycle, a
chime will monitor tire pressure levels. Poor quality gasoline can cause problems such
following licenses: as hard starting, stalling, and hesitations. If you experi- ence these
symptoms, try another brand of gasoline United States KR5SB before considering service for
the vehicle. Have the exhaust system inspected every Carbon monoxide CO in exhaust gases is
deadly. Have any abnormal Follow the precautions below to prevent carbon conditions repaired
promptly. Ethanol vapors are extremely flammable and could cause serious personal injury.
Always be sure The gas cap is behind the fuel filler door, on the left rear that your vehicle is
serviced with correct ethanol compat- quarter panel of the vehicle. This keeps the replacement
cap is for use with this vehicle. Vehicle Certification Label This includes driver, passengers, and
cargo. The recommended way to follow the requirements and recommendations in this measure
GTW is to put your fully loaded trailer on a manual concerning vehicles used for trailer towing.
The frontal area is the maximum height multiplied by the It is important that you do not exceed
the maximum maximum width of the front of a trailer. A dangerous driving condition
Weight-Carrying Hitch can result if either rating is exceeded. Trailer Hitch In- the maximum
trailer weight a given trailer hitch class can dustry Standards tow and should be used to assist
you in selecting the Class I - Light Duty 2, lbs kg correct trailer hitch for your intended towing
condition. Gross Trailer Wt. Trailer Tongue Wt. To promote proper break-in of your new vehicle
drive- Improper towing can lead to a collision. Always connect the chains to vehicle and the
trailer such that the following four the frame or hook retainers of the vehicle hitch. When towing
you should allow for addi- loaded, it should have its own brakes and they tional space between
your vehicle and the vehicle should be of adequate capacity. Refer to the following illustrations.
Reduce vehicle speed as neces- To reduce potential for engine and transmission over- sary to
avoid extended driving at high RPM. Return to heating, take the following actions: a higher gear
or vehicle speed when grade and road City Driving Damage to the are OFF the ground. This may
be accomplished using a drivetrain will result. Page Engine Oil Overheating 2. Inspect the wheel
mounting surface prior to mounting the tire and remove any corrosion or loose particles. To
avoid the risk of forcing the vehicle off the jack, do not tighten the lug nuts fully until the vehicle
has been lowered. Failure to follow this warning may result in personal injury. The in the trunk.
You could be crushed. Block both the front and rear of the wheel diagonally opposite the jack1. Park the vehicle on a firm, level surface. Avoid ice or ing position. For example, if changslippery areas. If Carefully follow these tire changing warnings to help prevent personal injury

or damage to your you need to get under a raised vehicle, take it to a When the jack is partially
expanded, the tension between the two attachment points holds the jack handle in place. Do not
attempt to raise the vehicle by jacking on Loosen, but do not remove, the wheel nuts by turning
them to the left one turn while the wheel is still on the ground. Do not attempt to raise the
vehicle by jacking on locations other than those indicated in step 3. There is a front and rear
jacking location on each side of the vehicle. The plastic trim has been cut away to expose the
jacking locations on the body. Turn the jack screw to the left until the jack can be placed under
the jacking location. Once the jack is positioned, turn the jack screw to the right until the jack
head is properly engaged to the jacking location on the wheel to be changed. Raise the vehicle
by turning the jack screw to the right, using the swivel wrench. Raise the vehicle only until the
tire just clears the surface and enough clearance is obtained to install the spare tire. Minimum
tire lift provides maximum stability. Reassemble the lug wrench to the jack assem- bly and stow
it in the spare tire area. Mount the road tire on the axle. To ease the installation process for steel
wheels with wheel covers, install two lug nuts on the mounting studs which are on each side of
the valve stem. Align the valve notch in the wheel cover with the 6. Finish tightening the lug
nuts. Push down on the valve stem on the wheel. Install the cover by hand, wrench while at the
end of the handle for increased snapping the cover over the two lug nuts. Do not use a portable
battery booster pack or any other booster source with a system voltage greater than 12 Volts or
damage to the battery, starter motor, alternator or electrical system may occur. Do not attempt
jump-starting if the battery is frozen. Do not connect the jumper cable to the negative - 3.
Eventually, if Racing the engine or spinning the wheels may lead to plugged in long enough
without engine operation, transmission overheating and failure. Continued explode and injure
someone. Towing this vehicle in violation of the above require- ments can cause severe
transmission damage. Dam- age from improper towing is not covered under the New Vehicle
Limited Warranty. Page Engine Compartment - 2. Page Engine Compartment - 3. This system
monitors further damage to the emission control system. It the performance of the emissions,
engine, and automatic could also affect fuel economy and driveability. This might indicate a
damaged cap. Refer to these Service Manuals before The pages that follow contain the required
maintenance attempting any procedure yourself. Continued before starting the engine after it
has sat overnight. For best performance and maximum protection under all Do not overfill the
engine. Overfilling the engine types of operating conditions, the manufacturer only will cause oil
aeration, which can lead to loss of oil recommends engine oils that are API Certified and meet
pressure and an increase in oil temperature. Do not use chemical flushes in your engine oil as
the chemicals can damage your engine. Such damage is Engine Oil Viscosity â€” Your vehicle
is equipped with a maintenance-free battery. The air induction system air cleaner, hoses, etc. Do
not allow battery fluid battery that the positive cable is attached to the to contact your eyes,
skin, or clothing. This service should tioning system. Perform the following procedure to re- Ra
Air Conditioning Refrigerant is a hydrofluoro- place the filter: carbon HFC that is endorsed by
the Environmental Protection Agency and is an ozone-saving product. Failure to install the filter
properly will result in the need to replace it more often. Reinstall the glove box door dampener
and glove box. Body Lubrication Locks and all body pivot points, including such items as seat
tracks, door hinge pivot points and rollers, liftgate, When performing other the windshield. Keep
the blade rubber out of contact with underhood services, the hood latch, release mechanism
petroleum products such as engine oil, gasoline, etc. This will help blade performance. Leaded
gasoline will destroy the odorless. Breathing it can make you unconscious effectiveness of the
catalyst as an emissions control and can eventually poison you. If the engine coolant antifreeze
is dirty or rusty in appearance, the system should be drained, flushed, and refilled with fresh
engine coolant anti- WARNING! Failure to fill these systems properly could gine coolant
antifreeze , may result in engine lead to severe internal engine damage. Continued ing to MS
throughout the life of your vehicle. The use of lower quality water will reduce the amount of
corrosion protection in the mended and can result in cooling system damage. If engine cooling
system. If your vehicle is possibly a collision. Brake seal components could be been in a tightly
closed container. Therefore, do not add any fluid addi- tives to the transmission. Run the engine
at normal idle speed for at least 60 7. Wipe the dipstick clean and reinsert it until seated. In
addition, change the fluid and filter if the fluid becomes contaminated with water, etc. To
remove road dirt, wash with a mild soap solution fol- Do not use scouring pads, steel wool, a
bristle brush, lowed by rinsing. Do not use harsh cleaners or Cleaner to a clean, damp cloth and
remove stain. The lenses in front of the instruments in this vehicle are Do not use volatile
solvents for cleaning purposes. When cleaning the lenses, care Many are potentially flammable,
and if used in must be taken to avoid scratching the plastic. Align the liner in the cupholder and
press down firmly. Grab the rubber portion of the cupholder and lift up- ward. Alumi- If you will
not be using your vehicle for more than 21 num base bulbs are not approved and should not be

used days, you may want to take steps to preserve your for replacement. This will usually clear
as atmospheric conditions change to allow the condensation to change High Beam Headlamp
back into a vapor. Reach into engine compartment and from behind the lamp assembly and
grasp the connector. Bulb Access Points Do not touch the new bulb with your fingers. Oil 3. Pull
the bulb out of the socket and replace the bulb. Fog Lamps 1. Access to the lamps through the
lower fascia cutout is limited. Turn the steering wheel to allow access and remove the inner
fender shield. Grasp the tail lamp and pull firmly outward pushing gently on the studs from
inside to disengage the lamp 1. Open the trunk and gently pull back the trunk liner housing.
Gently pry the lamp assembly loose. Remove two retaining screws holding the light lens in 3.
Pull bulb from socket, replace and reattach the lamp place. Engine Oil â€” 2. Inspect front
suspension, tie rod ends, boot seals and replace if necessary. Inspect the bra
light switch wiring diagram 1 way
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ke linings, replace as necessary. Adjust parking brake as necessary. Replace spark plugs 2.
Change automatic transmission fluid and filter if using your ve- hicle for any of the following:
po- lice, taxi, fleet, or frequent trailer towing. Do only service work for which you have the
knowledge and the right equipment. If you have any doubt about your ability to perform a
service job, take your vehicle to a competent me- chanic. Prolongacion Paseo de la Reforma, by
Bell Canada. Visa, Mas- charts and detailed illustrations. These practical manuals tercard,
American Express, and Discover orders are ac- make it easy for students and technicians to
find and fix cepted. For example, a tire graded would wear one and one-half times as well on the
government course as a tire graded Visit us on the Worldwide Web at Use only fully signals.
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