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an electronic driver information center, head-up display, and independent suspension with
active handling. This Dodge Stealth hatchback is one of produced in Kutani Red for the model
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recognized ClassicCars. In The Journal, brought to you by ClassicCars. The Jeep CJ models are
both a series and a range of small, open-bodied off-road vehicles and compact pickup trucks ,
built and sold by several successive incarnations of the Jeep automobile marque from to The
Willys Jeep was the world's first mass-produced civilian four-wheel drive car. In ,
Willys-Overland , one of the two main manufacturers of the World War II military Jeep , built the
first prototypes for a commercial version â€” the CJ, short for "civilian Jeep". Also, with few
exceptions, they had part-time four-wheel drive systems , with the choice of high and low
gearing, and open bodies with removable hard or soft tops. After remaining in production
through a range of model numbers, and several corporate parents, the Jeep CJ line was
officially ended in More than 1. The similar model, the DJ "Dispatcher" was introduced in as a
two-wheel drive version with open, fabric, or a closed steel body in both left- and right-hand
drives for hotel, resort, police, and later United States Postal Service markets. By , the Allies
were confident the war would be won, and wartime production looked to be winding down. This
allowed Willys to consider designing a Jeep for the postwar civilian market. Documentation is
scarce, but in early , Willys seemed to have found time to start drawing up plans, and one or two
prototypes dubbed CJ -1 , for "Civilian Jeep", were running by May of that year. The first CJs
had apparently been created by quick modification of the regular military MB, adding a tailgate,
lower gearing, a drawbar , and a civilian-style canvas top. The first CJ served as a quick
proof-of-concept test, and when a further design evolution materialized, probably became the
CJ-1 by default. No CJ-1s built have survived, and how many were made is unknown. Although
at least 40 were built, the Willys-Overland CJ-2 was not available for retail sale. The CJ-2s, also
known as "AgriJeeps", [10] were the second-generation prototypes for the first production
civilian Jeep, and were used solely for testing purposes. Although their design was directly
based on the military Willys MB , using the same Willys Go Devil engine â€” they were not only
stripped of all military features, particularly the blackout lighting, but also the CJ-2s had many
significant differences in body features and construction versus the military Jeep. Rear
wheelwells were redesigned so that seats could be enlarged, improved, and moved rearward,
and new, more weathertight top designs were tried. A canvas half-top with roll-down doors was
one of several top designs tried before production. The CJ-2s were built in two main batches,
but even within the two groups, each was a little different, as they evolved and were modified
for various types of work. For instance a number of experimental combinations of powertrain
components were tested. Some CJ-2s also had an "AgriJeep" plaque fixed to the dash. The
CJ-2s were likely distributed to "agricultural stations" for evaluation purposes. Where the MB
had recessed headlights and nine-slot grilles, the CJ-2A had larger, slightly bulging headlights,
flush-mounted in a seven-slot grille. Up to serial no. Since Willys produced few parts in-house
and relied heavily on suppliers, it was vulnerable to strikes. Unfortunately for Willys, strikes
were common after the war, and this likely contributed to low production totals in and early
Since the CJ-2A was primarily intended for farming, ranching, and industrial applications, stock
CJ-2As only came with a driver seat and driver side mirror, and a wide variety of options was
available, such as: front passenger seat, rear seat, center rear-view mirror, canvas top, front

power take-off PTO , rear PTO, belt pulley drive, capstan winch, governor, rear hydraulic lift,
snow plow, welder, generator, [12] mower, disc, front bumper weight, heavy-duty springs, dual
vacuum windshield wipers stock CJ-2As were equipped with a manual wiper on the passenger
side and a vacuum wiper on the driver side , dual taillights stock CJ-2As had a taillight on the
driver side and a reflector on the passenger side , hot-climate radiator, driveshaft guards,
heater, side steps, and radiator brush guard. The CJ-2As were produced in lively color
combinations that in some ways symbolized the hope and promise of postwar America. The
Pasture Green and Harvest Tan combinations were dropped later in Olive drab was also
available for export models. On early CJ-2As, the front seats were covered in olive-drab vinyl.
Around mid, Slate Gray vinyl became available for certain color combinations. Later, Barcelona
Red was added to the mix. A total of , CJ-2As were produced. Because of the use of military
production parts on the earliest CJ-2As, and the many changes made during its early
production, restorers and collectors refer to CJ-2As up to around serial no. Only minor changes
were made after the mid models. It featured a one-piece windshield with a vent, and wipers at
the bottom. The CJ-3A had beefed-up suspension 10 leaf to accommodate the various
agricultural implements that were being built for the vehicle. In total, , CJ-3As were produced
before the series ended in The CJ-4 body tub was an intermediate design between the
straightforward raised hood from the CJ-3B and the all new curved body style of the CJ The
design was rejected and the vehicle was eventually sold to a factory employee. Although the
CJ-4M prototype may not have been actually built, [25] the stretched wheelbase ambulance
prototype with registration "CJ-4MA" turned up in The Kaiser parent company removed
"Overland" from the Willys Motors subcompany name. The CJ-3B was turned into the M military
jeep mostly used for export, through by equipping it with commercially available heavy-duty
options, such as larger tires and springs, and by adding black-out lighting, olive drab paint, and
a trailer hitch. The CJ-3B design was also licensed to a number of international manufacturers,
which produced a civilian and military variants long after , including Mitsubishi of Japan and
Mahindra of India. Mitsubishi's version was built from until , while Mahindra continued to
produce vehicles based on the Willys CJ-3B until October 1, It was the first off-road vehicle
plant to be opened in Turkey , in It was produced under Tuzla brand. In total, about , units were
built in this year period. The original J3 was a basic, doorless, and roofless version, with
steering on the left, rather than the right, despite Japan having left-side traffic. The original J3
and its derivatives were equipped with the 2. Local production of the JH4 engine commenced in
The final military version J24A produced PS from an improved 4DR5 engine with front-mounted
air-to-air intercooler. By the time of the introduction of the longer J20 in , a six-seater like the
J10, but with a differently configurated more permanent front windshield, as well as available
metal doors, Mitsubishi had also added small diagonal skirts to the leading edge of the Jeep's
front fenders. This remained the last change to the sheetmetal up front until the end of
Mitsubishi Jeep production in Later models include 2-L, short-wheelbase, soft-top J58 J54 with
a diesel engine , and the J38 gasoline wagon on the longest wheelbase. It was intended to
replace the CJ-3B, but that model continued in production. The CJ-5 repeated this pattern,
continuing in production for three decades while three newer models appeared. GM's Buick
division repurchased the engine tooling in the early s which served as the powerplant in several
GM vehicles. American Motors began fitting their own engines, which also required changes to
both body and chassis. Both engines used a one-barrel Carter YF carburetor. A dealer-installed
radio became available in , air conditioning became available via dealership in Electronic,
breakerless distributors replaced breaker-point Delco distributors for the full engine line-up,
and a catalytic converter was added to models equipped with the V8. In , for the model year, the
tub and frame were modified from earlier versions. The windshield frame and windshield angle
were also changed, meaning that tops from to will not fit a CJ-5 and vice versa. For , the frame
was modified again to a completely boxed unit. Power disc brakes and the "Golden Eagle"
package which included a tachometer and clock were new options, [12] as well as air
conditioning. The Dana 30 front axle was retained, but the locking hubs were changed to a
five-bolt retaining pattern versus the older six-bolt. The IIHS requested the testers implement
"vehicle loading" hanging weights in the vehicle's corners inside the body, where they were not
apparent to the camera to generate worst-case conditions for stability. So, they began to fit
Falcon 6-cylinder engines to them at their Rocklea factory in Queensland. Combat 6 jeeps were
also fitted with Australian Borg Warner differentials, and Borg Warner-brand gearboxes. Very
little documentation about these Jeeps remains, and often the only way to conclusively identify
them is by owner history. After having closed their market to imported cars in , assembly of the
"Willys Jeep Universal" as it was known in Brazil from CKD kits began in The Universals came
with a three-speed manual transmission. The Brazilian-built vehicles are easily recognized by
their squared-off rear wheel openings. In , a long-wheelbase version, similar to the CJ-6 , was

added to the line. Like the Brazilian-made CJ5s, the has square rear-wheel openings. Ford kept
the line with no modifications except for some Ford badges on the sides and on the tailgate.
Introduced in as the M military version, the civilian CJ-6 made its debut in as a model. The M
military version shared many of the features of the M38A1 Military CJ-5 , but had the
passenger-door opening extended back to the rear wheel well. As in the CJ-5, the V6 and V8
engine choices appeared in and The U. Forest Service put of CJ-6 Jeeps into use. American
sales ended after , with the introduction of the CJ A total of 50, were produced when the series
went out of production in It was also assembled in South Africa, by Volkswagen 's local
subsidiary. The Jeep CJ-7 featured a wheelbase 10 inches longer than that of the CJ-5 , with its
curved side entry cutouts partially squared up to accommodate hinged doors. The other main
difference between CJ-5 and CJ-7 was to the chassis, which consisted of two parallel
longitudinal main c-section rails. To help improve vehicle handling and stability, the rear section
of the chassis stepped out to allow the springs and shock absorbers to be mounted closer to
the outside of the body. It was introduced for the model year, with , built during 11 years of
production. Transmission options included the standard part-time two-speed transfer case,
automatic, and an optional new automatic all-wheel drive system called Quadra-Trac. Other
features included an optional molded hardtop, and steel doors. The CJ-7 was also available in
Renegade and Laredo models. Distinguished by their different body decals, the Laredo model
featured highback leather bucket seats, a tilting steering wheel, and a chrome package that
included the bumpers, front grill cover, and side mirrors. An optional Trak-Lok rear differential
was available, too. A diesel-powered version was made in the Ohio factory for export only.
Production of this diesel version was between and This model had the Isuzu C engine, T
transmission, and Dana transfer case, although reports of some being produced with the Dana
20 exist. Typically, they had 4. From to , the CJ-7 came equipped with a Dana 20 transfer case,
Dana 30 front axle or spline , and a spline AMC 20 rear axle, while later years, Laredo packages
added tachometer, chrome bumpers, tow hooks, and interior upgrades including leather seats
and clock. In , the Laredo was first fitted with an AMC 20 rear axle until mid, when it was
equipped with a Dana 44, and all and newer CJ-7s came with the Dana transfer case. The
Canadian Army took delivery of militarized versions of the CJ-7 in These were put into service
as a stop-gap measure between the retirement of the M38A1 and the introduction of the
Bombardier Iltis. The CJ-7 continues to be used in the sport of mud racing, with either the stock
body or a fiberglass replica. CJ-7 has been successfully and widely used as a favorite for rock
crawling, through simple and complex modification. It featured a CJ-8s used the traditional
transfer case with manual front locking hubs to engage the four-wheel drive. Most had either a
four- or five-speed manual transmission, but a three-speed automatic transmission was an
option. The term "Scrambler" comes from an appearance package with which many CJ-8s were
equipped, which included tape graphics and special wheels. A full-length steel hardtop CJ-8
was made for the Alaskan Postal Service, using right-hand drive and automatic transmissions.
Instead of the rear tailgate, the steel hardtop used a hinged barn-door opening to the back. Only
were produced and sold in the U. It was also widely sold in Venezuela and Australia as the CJ8
Overlander, with small differences, including full-length rear windows on the Overlander. There
is some debate as to whether models were leftover units from the previous model year. The CJ
could have either a hard or soft top. The driveline was largely from the larger J series pickups,
consisting of either a four-speed Tremec T manual transmission or a three-speed TorqueFlite A
automatic transmission, a New Process transfer case, a semi-floating Dana 44 front differential,
and either a semi-floating Dana 44 or Dana 60 rear differential, depending on GVW rating.
Produced in Mexico from to , it was used by the United States Air Force as an aircraft -pulling
vehicle. It was a 4x2 bobtail design. From Wikipedia, the free encyclopedia. Motor vehicle. Jeep
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version. Wikimedia Commons. Jeep CJ-2A. Compact sport utility vehicle. Pajero Manufacturing
Co. Front engine , four-wheel drive. Jeep One-Tonner [80] Jeep J10 [80]. Wikimedia Commons
has media related to Jeep CJ. AM General. Compact SUV. Jeepster VJ. Jeepster Commando.
Willys Jeep Station Wagon. Cherokee SJ. Compact pickup. Full-size pickup. Willys Jeep Truck.
Gladiator SJ. Forward Control. Wrangler YJ. Wrangler TJ. Wrangler JK. Wrangler JL. Wrangler
Unlimited LJ. Wrangler Unlimited JKU. Wrangler Unlimited JLU. Subcompact crossover.
Renegade BU. Compact crossover. Compass MK Compass MP. Patriot MK Cherokee KL.
Cherokee XJ. Mid-size crossover. Grand Cherokee WK2. Grand Cherokee L WL. Mid-size SUV.
Wagoneer Limited XJ. Grand Cherokee WJ. Grand Cherokee WK. Commander XK. Full-size SUV.
Grand Wagoneer SJ. Wagoneer SJ. CJ-8 Scrambler. Comanche MJ. Midsize pickup. Gladiator
JT. Vehicle availablity limited to China. Concept Cars. So you're a firm believer in the old adage
"real Jeeps have round headlights? We're laying out ten common problems for the ''86 CJs,
some of which apply to the older ''75 intermediate models as well. Arm-Strong The factory CJ
pitman arm is made out of ductile cast iron and will probably bend if hard wheeling with larger
tires is in the cards. Periodically inspecting the pitman arm nut to make sure it's tight can help
prevent the splines from stripping out, but the real problem is the pitman arm itself bending
under heavy load. If you want to retain the flat-type arm, you can carry a stock replacement and
a pitman arm puller with you on the trail, or look for a thicker arm from a '70s-era GM car in the
junkyard. Also, check the heavy-duty replacements offered by one of the many suspension
manufacturers out there. Studly Both the five- and six-bolt external- body locking hubs were
held to the hub body with bolts that could and usually did work loose with even moderate
wheeling. Frequently checking that they're tight, using thread-locking compound, or utilizing the
lock-washers won't ensure that you won't suffer a catastrophic failure due to loosening bolts.
The best fix is to replace the bolts with studs to equally distribute the load and help prevent
loosening. Using lock washers under the stud nuts, and even double-nutting, will provide
increased reliability and longevity. Shaft Slop The factory steering shaft coupler at the steering
box on your vintage CJ was almost certainly worn out 20 years ago. Today, it can be borderline
unsafe. Sloppy steering input and wander are some of the best-case scenarios. The worst-case
scenario is that the shaft could separate from the coupler when the Jeep gets twisted off-road.
Both Borgeson and Flaming River offer heavy-duty shaft assemblies with solid U-joints that
replace the potentially problematic coupler. Linkage Stinkage Hit any kind of twisted trail with
an older Jeep and you'll probably experience the joys of your foot slamming floorboard when
you go for the clutch. When the CJ frame and body get twisted up off-road, the poorly designed
clutch linkage can come apart. Class M Corporation manufactures a replacement clutch linkage
with solid rod ends that won't come apart, no matter how twisted your rig gets. The company
also offers a kit for these CJs sporting up to a 3-inch body lift for these applications by adding
"-1" to the end of the part number. Crackhead Jeep didn't build CJ frames out of balsa wood,
but you'd never know if from any lack of cracking. The frames commonly crack around the
steering box and suspension mounts, as well as the front or rear crossmembers. Also, the
shackle or spring hangers can crack or snap off the frame. It's a known issue and if you can't
afford a complete replacement frame like those offered through Quadratec, 4 Wheel Drive
Hardware, or Throttle Down Kustoms, you can purchase weld-in reinforcement plates from M.
Check Tomken Machine and JKS for heavy-duty bolt-on shackle hangers to replace the weak,
crack-prone factory pieces. Mount Up! If there's one issue that the aftermarket has fully
addressed, it's the weenie CJ power steering box mount the factory unfathomably considered
adequate. Even with small tires and moderate off-roading, these stock mounts can crack and
snap, rendering your steering ineffective. Buzz, Zap, Fizzle Whether it's an older point-type
ignition or the later Motorcraft-sourced electronic ignition, AMC-era V-8 and I-6 engines weren't

really known for their stellar ignition systems. Most auto parts stores and catalog shops carry
replacement ignition control units for the Motorcraft electronic ignitions, but water, vibration, or
just plain bad design can cause those to go out in short order. Additionally, MSD offers a really
nice replacement distributor for Jeep six- and eight-cylinder vehicles. Pertronix makes a good
electronic ignition conversion for older Jeep four-, six-, and eight-cylinder points-type
distributors, but check to make sure your distributor isn't worn out before ordering. Junk in da
Trunk We're talking undesirable rear ends here, folks. The AMC Model 20 axles installed in CJ
vehicles from '76 through mid-'85 and some think even mid '86 are barely worth their weight in
scrap. Unlike the Model 20 axles found in larger FSJ vehicles, the CJ models featured weak
two-piece axleshafts, thin axletubes, and spindly centersections. Still, even with the Model 20's
strong ring and pinion the tubes are prone to bending, the centersections are known to snap
where the tubes are pressed, or the tubes spin in the centersection bores. It makes a strong
argument for swapping a better rear axle assembly if you are planning a gear swap or running a
locker and tires larger than 31s. What Gears! Sometimes we just want to go back in time and
ask the Jeep engineers, "You put what gears in the axles? Many ''75s got 3. So before you order
up those , , , or larger tires, give your axle ratios a look-see to make sure your CJ's gearing can
handle it. Bog Flog For the most part, Jeeps of the '70s and '80s didn't come with what we'd call
good carburetors. If you scored one with an AMC V-8, you got a great Motorcraft two-barrel
carb, but for the most part the Carter YF one-barrel or BBD two-barrel carbs found on the
inline-six engines were sputtering wonders at angles. And don't get us started about the
electronic-feedback Carter BBD carbs. If you need to stay emissions-legal and want the best
setup for the money, Howell makes a simple and reliable fuel-injection system for virtually any
Jeep engine made, with emissions-compliable options available. If you want low-buck, you can
score a two-barrel Motorcraft off of an older Jeep or Ford car or light truck in the junkyard.
Several were made, but look for the one with 1. You'll need a Trans-Dapt small-to-large
two-barrel adapter PN to change from the Carter two-barrel over to the Motorcraft. Close Ad.
Forums Photos Industry Videos. Christian Hazel Photographer, Writer. Share on Facebook
Share on Twitter. JavaScript seems to be disabled in your browser. You must have JavaScript
enabled in your browser to utilize the functionality of this website. The Spartacus Bumper
features a satin black powder-coated finish on a sturdy 11 gauge stamped steel construction.
Designed to work with any winch models. This modular design gives your Jeep a custom look
able to conquer any terrain. A bumper that offers as many looks as it does possibilities. Rugged
Ridge's Tire Carrier maintains full mobility of the rear tailgate and eliminates the cumbersome
two-stage opening process present in other designs for easy use. The receiver hitch kit from
Rugged Ridge offers a sturdy attachment point for the rear of your Jeep which makes towing
your toys a breeze. This aluminum alloy constructed wheel gives a sleek style to your JK
Wrangler. Available in a variety of sizes and finishes some would say it emulates rotary style
phone. Exclusively designed for Rugged Ridge this new wheel offers exceptional performance
styling as well as functionality with built in valve stem protection. Rugged Ridge's modular
designed wheel that comes in a variety of sizes and finishes. Optional rock rings and center
caps can allow you to customize your wheels. The classic D-Window wheel is one of the most
recognized wheels in the industry. Made of stamped heavy gauged steel with a black powder
coated finish. Please Select Find Reset. This replacement cabin filter from Omix fits Jeep
Compass and Pa This pair of plastic defroster ducts from Omix fits Jeep CJ7 and This
replacement heater defroster hose from Omix fits Jeep CJ5, This defroster duct from Omix fits
Jeep CJ models. This replacement black plastic defroster duct from Omix fits Jee This fresh air
box with brackets from Omix fits Jeep CJ5 and Shop By. Community Poll. How much Lift? All
Rights Reserved. Year Please Select Images are general in nature and may not reflect the
specific vehicle selected. Akin to the original jeep, the CJ-5 was a civilian variant of their MA1
military Jeep, which went into production in A year later, Willys added a longer sibling, the CJ-6
once again, a byproduct of a military jeep, the M ambulance. Also from on, all CJs were
all-wheel drive. In , optional engines were added to the platform, with a horsepower, cid V-6 and
the rarely equipped cid Perkins 4-cylinder diesel appearing on order sheets. When American
Motors bought out Kaiser-Jeep in early , the primary motive was to add the successful Jeep
name and especially the CJ-5 to its lineup. The popular Renegade package bowed in and
continued to be a choice for Jeep buyer's through the remainder of the CJ-5's production run.
Other packages included the Super Jeep , Golden Eagle - , Laredo - , and Limited and With a
longer wheelbase and bigger doors, it made the CJ a little more comfortable for Americans who
were increasingly using their Jeeps for urban living rather than wild and rough back roads. CJ-5
production ended in For all Hagerty Insurance clients: The values shown do not imply coverage
in this amount. In the event of a claim, the guaranteed value s on your policy declarations page
is the amount your vehicle s is covered for, even if the value displayed here is different. If you

would like to discuss your Hagerty Insurance policy, please call us at Get a Quote. Model
Overview Images are general in nature and may not reflect the specific vehicle selected. I get it,
I'm a jeep owner! This is a CJ site, all the ads are set for autos some times others get through. I
cannot make them just for Jeeps but I try. Forums New posts Search forums. Resources Latest
reviews Search resources. Members Registered members Member Map Current visitors.
Classifieds New listings. Support Become a site supporter. Log in Register. Search titles only.
Search Advanced searchâ€¦. New posts. Search forums. Log in. Install the app. For a better
experience, please enable JavaScript in your browser before proceeding. You are using an out
of date browser. It may not display this or other websites correctly. You should upgrade or use
an alternative browser. Thread starter cglax6 Start date Jun 27, Planning for this swap has been
in the making for a little over a year now. Please be patient with me since I've only just started
tearing things out this evening. The block came out of an 85 F at a local junk yard. Took it to the
local machine shop to get cleaned, honed and prepped for rebuild. Block was in great shape
and no flaws. They bored it out to. I also has them internally balance the rotating assembly.
Probably a little overboard, but it wasn't too much extra. Cam, timing, heads, lifters and rods all
in place. Rockers and valve covers in place. Timing cover, water pump, brackets, power
steering, alternator and pulleys. V-belt kit was from CVR Racing. Not crazy expensive, but great
quality. All of the engine work took me over a year to complete. I've been plagued with some
nasty medical issues. I've had two neck surgeries, and three elbow surgeries to correct some
nerve issues in the last couple of years. It really slowed down my progress. Sent via Google
translate using braille through Tapatalk. Again, a little overboard, bit it's mine! Also ordered
Holly's retrofit in-tank fuel pump for good measure. The pump has an internal regulator so I
don't have to worry about it on the other end. I'll be cutting an access to the fuel pump under
the back seat so I don't have to drop the tank if there's ever an issue. I have the 21ga poly tank
from MTS, so I had to get a longer bracket for the fuel pump. In retrospect, I could have just
used a piece of aluminum stock and cut it to size instead of pay Holley for their overpriced piece
of aluminum. Install was pretty simple. Cut a 3. Clean out the garbage in the tank. Put all the
pieces together and clamp it down. The pump kit came with Holley's Hydramat. Basically a
fancy fuel sock that sucks every last drop out of the tank. I don't plan on ever running the tank
dry, but I got a piece long enough to go diagonally across the tank for any inclines I may
encounter. That's it for tonight. Need to slow down for a minute and figure out my next step.
Most likely strip all wiring to prep for the new Painless harness. Belizean Well-known member
Gold Site Supporter. Nice stuff! Don't over work your body. You only get one. TnCJ Member.
Vehicle s CJ 5, 4. Lookin good!! I'll be following along. Good looking deer and turkey fans on
the wall as well! Vehicle s cj7, Dart, Ram Cummins, softail custom. Sent from my iPhone using
Tapatalk. TnCJ said:. Forgot to mention this for all you folks looking to get a bigger tank from
MTS. I ran the CJ as close to empty as I was comfortable doing and let it sit idling in the
driveway until it ran out of fuel. I dropped the tank and emptied out the remaining fuel and I
measured 5 gallons. So that 21 gallon tank I have only had 16 usable gallons in it. With the new
internal fuel pump and Hydramat, I'll have the whole tank to work with if I wanted to. I bent the
float down a touch to where empty would give me somewhere between gallons left. A cool
feature with the Speedhut gauge is that you can manually set where you E and F marks should
be. Hahaha, thanks! Been a while since I've got the woods with all my dumb medical stuff going
on. Will have to transition to crossbow this year. Been shooting traditional longbow and recurve
for the last 17 years. Hope to be back up to snuff in the next year or two so I can get back to
trad. Did some more work today. Removed steering wheel and dash. Soooooo many wire nuts
behind the dash I made the right choice by replacing all the wiring. If I switched on the turn
signal, the dash lights would blink. Side markers wouldn't work, and a lot of the wiring is just
sketchy. Also found out that the speedo was hanging on for dear life. Two of the studs were
broken off. Need to figure out the solution for that. I'll consider a new dash I like the stuff that
DD Fab puts out. And I'd be able to customize it. Not sure though. That's a mechanical oil
pressure gauge hanging down on the last pic. Decided I wasn't done for the night. Pulled the
wiring from under the hood. What a mess. I've run mine dry once I'll be using a twin stick D20
with the Ford T Not doing any work on the axles. That's already been done. D30 up front with
stronger axles. I already put a D44 in the rear, so all of that work is done. Did a little more work
tonight. Pulled the rest of Medusa out. She didn't turn me to stone, but I must have banged my
hands on 10 different prices of sharp metal pulling out cable runs and connections. All of the
wiring is out now. Next step will be to pull the engine. Need to find a puller somewhere There is
a cherry picker in Dallas if need to borrow it lol Sent from my iPhone using Tapatalk. A little
more progress today. Drained and pulled the radiator. Pulled the front clip and fenders This
weekend, I'll get the engine ready to pull. Still need to make friends with someone with an
engine puller Freakin' PO never ceases to amaze me. He glued the front clip to the fenders and

fenders to the tub with clear silicone. I'll need to touch up the areas that pulled paint off. I don't
know, maybe that's normal. Only justification that I can think of is to keep down on wearing the
paint down to bare metal an
diesel repair manual
2000 jeep grand cherokee tires
signal stat 900 7 wiring diagram
d becoming an issue later. I took the dash into a couple paint shops that have a color match
camera. All evidence points to Toyota Orange from Showed up as 6 on the computer. Next
closest was rated in the 40s. Project86 Active member Gold Site Supporter. I used DD gauges in
my build and would recommend. If my build thread updates one day and you can check 'em out.
By any means not taking up for the PO, but he may have been trying to stop water leaking in.
Keep the pictures coming, I'm following along. You must log in or register to reply here. This
donation drive ends in. This site uses cookies to help personalise content, tailor your
experience and to keep you logged in if you register. By continuing to use this site, you are
consenting to our use of cookies. Accept Learn moreâ€¦. Top Bottom. Please allow ads as they
help keep this site running. The ads are unobttrusive and only at the bottom. If you choose to
do so you can click on No Thanks and then you will be temporarily excluded.

