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What You Need. This write-up covers what you will need and how to perform this very easy
maintenance service on an AX or NV transmission and an NP Transfer Case. AX Transmission
Service. Make sure you have everything you need before you get started. There's nothing worse
than draining your transmission only to find that you need to make a run to the parts store. On
an AX, you will need 4 quarts of transmission fluid, a ratchet, 19mm socket, an oil catch pan and
a bottle pump. Park on level ground and place an oil catch pan underneath your transmission.
Using a 24mm socket, remove the AX transmission fill bolt which is located on the driver side of
your Jeep. Located on the passenger side of your Jeep, remove the AX transmission drain bolt
using a 24mm socket and do so slowly so you do not to drop it in the oil catch pan. The
transmission will drain quickly and forcefully so make sure you are out of the way and that the
pan is in place to catch the fluid. The drain bolt of the AX transmission is magnetized to collect
bits of metal. Inspect this for unusually large bits of metal, clean it and then reinstall it. Tighten
bolt to ft. Open up a bottle of transmission fluid, attach your bottle pump to it, insert the hose
into the fill hole and start pumping away. Keep pumping in fluid until it begins to ooze out the fill
hole and then reinstall the fill bolt. Tighten this bolt to ft. NV Transmission Service. If you have
an oil pan skid plate like me, you will first need to completely remove it before you can continue.
Place an oil catch pan underneath your transmission. Using a 17mm Allen Bit, remove your NV
transmission fill bolt which is located on the driver side of your Jeep. Then, slowly remove the
drain bolt using the same 17mm bit so you do not to drop it in the oil catch pan. The
transmission will drain quickly and forcefully make sure you are out from under it. The inside
end of your drain bolt has a small magnetic tip which is used to collect fine metal filings. Clean
off this magnet and take some time to inspect the pieces carefully. Fine particles will stand up
like hair and this is normal, big chunks are NOT. Once drained, re-install your drain bolt making
sure to torque it to factory specifications. My FSM has ft. Now it time to refill your NV
Transmission. Open up your bottle of Mopar Transmission Fluid, attach your bottle pump to it,
insert the hose into the fill hole on your transmission and start pumping. You will need about 2
bottles to fill it up and keep pumping it in until it starts to ooze out of the fill hole. Be sure to do
this on level ground or else you may not put in the proper amount. Keep filling the transmission
until fluid starts to ooze out, re-install the fill bolt and be sure to torque it down to ft. On an XJ,
you do not need to worry about this as there is no transfer case skid plate in your way to deal
with. The proper way:. I have indicated where the fill and drain bolts are located in the pic to the
left. Please note that some NP's have different types of bolts used here. Place a jack stand
underneath the bell housing of your transmission. Then, using a floor jack with a piece of 2x4
on top of it to help distribute the load, lift the center of your transfer case skid plate up until it
puts a little pressure on it. Remove the 6 bolts securing your transfer case skid plate to your
Jeep's frame rails. A breaker bar will come in handy here and if you live in the rust belt of
America, some PB Blaster on the bolts will help out a lot. With the bolts removed, slowly lower
your floor jack just a little and make sure that your transmission bell housing is now resting on
top of the jack stand. Then, grab the lip of the transfer case skid plate and roll the whole thing
out from under your Jeep. Set your skid plate aside for now. One requires a 30mm socket to
remove and the other uses a 10mm allen bit. Determine which you will need and remove the fill
bolt. Place an oil catch pan under your transfer case and then remove the lower drain bolt again
using the same 30mm socket or 10mm allen bit that you used for the fill bolt. Allow your NP
Transfer Case to drain completely before proceeding. Once drained, re-install the drain plug and
tighten it to ft. Photo as shown on an XJ. Put your transfer case skid plate back on top of your
floor jack and stabilize it by holding it with one hand. Roll it underneath your Jeep and jack it up
into place. Re-install the 6 bolts that hold the skid to the frame just finger tight so that it can still
move around a bit. Now, re-install the transmission mount nuts. As mentioned, you may need to
shift your skid plate around in order to line up the holes. The transmission mount nuts will need
to be tightened to ft. Secure the 6 skid plate bolts to factory bolt to ft. Remove your jacks, clean
up your mess, re-install your oil pan skid plate and you should be done. However, the second
time around, I was pressed for daylight and time and came up with this method. Anyway, all you
need to do is skip all the steps involving the removal and installation of your skid plate and just
drain your transfer case directly into it. Fortunately , the skid plate has a recessed section
directly underneath it with 4 drain hole in it. I just placed an oil pan directly under these holes to
collect the fluid and then wiped down the skid plate with some rags when finished. Takes a
fraction of the time to do. When finished, please take your used transmission and ATF fluid to
your local auto parts store to have it disposed of properly. Rosen Nissan helped make these
videos. The engine in your Jeep Wrangler should be running when you perform a transmission
fluid level check, otherwise it will be inaccurate. The video above shows where the transmission
fluid dipstick is located in your Wrangler and how to check the transmission fluid level. If the
transmission fluid level in your Wrangler is low, you need to add transmission fluid through the

dipstick tube. When adding transmission fluid to your Wrangler, be sure to add it slowly as it
will fill up quickly and is difficult to remove excess fluid if you overfill. If you are having
problems with the transmission in your Wrangler, such as clunky shifting or hesitation, check
the fluid level first - it is amazing how many drivers pay thousands of dollars for transmission
work when a half quart of transmission fluid would have fixed the problem. Hans Angermeier
has produced over , videos showing drivers how to fix things on their cars. He has broad
expertise on basic repair procedures covering the majority of cars on the road. Driving with
your phone pressed against your ear is illegal in many places. See how to talk hands free! Car
companies often use the same engines in different cars. They also slightly alter the styling and
sell the same car by two different names amongst other tricks to help offset development costs.
Our system selects the most applicable video for your car based, in part, on these
characteristics. The video displayed may not look exactly like your car, but may be relevant
enough for you to get a good idea how to do it. Getting Started - Prepare for the repair. Share
on. Full list of part and tools. Author Hans Angermeier has produced over , videos showing
drivers how to fix things on their cars. Rotate your tires. Rotate your tires at least three times
per year. Pair your phone. Determine if your air filter is dirty. Learn where your air filter is
located and how to determine if it needs to be changed. Top up power steering fluid. Help keep
your car as responsive as you are by maintaining proper power steering fluid levels. See all
videos for the Jeep Wrangler. We have a massive and growing video library, but we don't have
everything This listing is for part or sub-assembly number given below only. The duration of the
warranty period is indicated on the front of the Invoice. If no warranty information is listed on
the front of the invoice the following warranty period applies. All warranties begin at the date of
purchase invoice date not at the date of installation. Warranties are non-transferable and only
applies to original purchaser. At its option, MAS will repair, replace or refund the purchase price
of the part in the event of a failure. MAS reserves the right to replace failed parts with equal to or
greater than original mileage parts. All warranty claims must accompany original invoice.
Failure to provide proof any of these steps were not taken by will void the warranty. Upon
installation buyer agrees to follow vehicles regular maintenance as recommended by
manufacturer and may be required to provide proof of such activities in the event of a warranty
claim. Skip to main content. Email to friends Share on Facebook - opens in a new window or tab
Share on Twitter - opens in a new window or tab Share on Pinterest - opens in a new window or
tab. Add to Watchlist. People who viewed this item also viewed. Showing Slide 1 of 1 - Carousel.
Omix Rugged Ridge Picture Information. Mouse over to Zoom - Click to enlarge. Get the item
you ordered or get your money back. Learn more - eBay Money Back Guarantee - opens in new
window or tab. Seller information myautostore Contact seller. Visit store. See other items More
See all. Item Information Condition:. Make Offer. Resume making your offer , if the page does
not update immediately. Add to Watchlist Remove from watch list. Watch list is full. Longtime
Member. Does not ship to Ukraine See details. Item location:. Camden, New Jersey, United
States. Ships to:. This amount is subject to change until you make payment. For additional
information, see the Global Shipping Program terms and conditions - opens in a new window or
tab This amount includes applicable customs duties, taxes, brokerage and other fees. For
additional information, see the Global Shipping Program terms and conditions - opens in a new
window or tab. Any international shipping is paid in part to Pitney Bowes Inc. Learn More opens in a new window or tab International shipping and import charges paid to Pitney Bowes
Inc. Learn More - opens in a new window or tab Any international shipping and import charges
are paid in part to Pitney Bowes Inc. Learn More - opens in a new window or tab Any
international shipping is paid in part to Pitney Bowes Inc. Learn More - opens in a new window
or tab. Related sponsored items. Showing Slide 1 of 2 - Carousel. Transfer Case 3. Report item opens in a new window or tab. This translation tool is for your convenience only. The accuracy
and accessibility of the resulting translation is not guaranteed. Note: The accuracy and
accessibility of the resulting translation is not guaranteed. Seller assumes all responsibility for
this listing. My Garage. Go to My Garage. Please wait. We were unable to complete your request.
Please try again later. This part is not compatible with this. Compatibility information is not
available for this item. Oops, something went wrong. This part is compatible with below vehicle
s. This part is compatible with below vehicle s matching this. A quantity of 2 is recommended.
Portions of the information contained in this table have been provided by myautostore. Auto
Store Parts. Visit my eBay store. Search Store. Engine Assembly- Transfer Cases- Items On
Sale. Lack of valid business name and phone number will delay your order. Please provide the
business name and phone number during eBay checkout. Daytime phone number is required
load will not deliver until appointment is scheduled. Customer Pickup Free Customers can elect
to pick up this item at the location stated in this listing. Sales Tax may be applicable. You must
provide at the time of check out a day time phone number. You must also provide our

authorized Proof of Purchase email at the time of pick up in order for your item to be released. If
not presented you will be turned away until you have provided the Proof of Purchase this is for
your own protection. The Proof of Purchase will be emailed within 2 business days of receipt of
full payment. Parts that are being picked up at the local warehouse are not prepared for
shipment. They will not have any packaging included. If you will need this type of service please
contact us. Some listings include a warranty and others do not. Each listing will clearly state the
warranty length if applicable. If the part you receive does not fit or work in your vehicle, we may
ask you for a digital picture and your vehicle's VIN number so we can properly assist you. This
means that if the part is not the correct part, does not work properly, or becomes damaged in
any way due to the length of transit time, we will not cover it under our return or warranty
policies. We will also not refund any additional costs of shipping due to forwarded items. Help
Message Core Charge. Core is an acronym for 'Cash On Return'. A core charge is sometimes
applied to rebuildable parts such as engines or alternators that can be redeemed for a portion of
their original price. If the part you are purchasing has a core charge applied, it will be noted in
the description. Parts Grading. A standard code system is used to communicate the condition
and quality of a part between automotive recyclers, automotive repair shops, and insurers.
Knowing how these codes are used will help you understand whether the part meets your
expectations before you buy it and what you can expect from the part when you receive it. A
Grade - The highest quality part. B Grade - The second level quality part. It is of average miles
and normal condition for its age. C Grade - The third level quality part. No Grade - A part that
has not yet been graded. To learn more about Parts Grading click here. Repair Shops Direct to
Consumer Parts Yards Exports 6 months part only warranty 6 months part only warranty 90 day
part only warranty No warranty All warranties begin at the date of purchase invoice date not at
the date of installation. Mechanical Warranty Disclaimer and Validation Engines: are guaranteed
against knocking and excessive smoking. Your warranty is voided if engines heat tab is melted
or removed. Engine warranties are limited to defects in the block, heads, pistons, crankshafts,
camshafts, rockers, and oil pumps. All other parts included are considered accessories or extra
parts. While engines may come with additional accessories, these are not covered under any
warranty and are included to aid in the convenience of installation. Transmissions: are
warrantied to be in good working order against any slippage or shifting failures. Any
accessories such as but not limited to: modulators, governors, electrical controls, linkage,
mounts, seals, gaskets or fluids are not covered under warranty. Differentials: All internal
lubricated parts within the drive axle housing are guaranteed in good working condition at the
time of purchase. Used tires are not tested or labeled by MAS to meet any safety standards. The
purchaser of used tires from MAS agrees to accept all risks relating to the use of such used
tires. The parts stated do not come with any warranty unless otherwise stated on this receipt.
Often times computers need to be reprogrammed which is to be performed at buyers expense
SHEET METAL Cosmetic or surface corrosion resulting from chips, scratches, or other causes;
corrosion perforation caused by improper installation, neglect, accident, abuse, or any event
not considered normal use to your vehicle; damage from the environment, including weather,
hail damage, airborne fallout chemicals, acid rain, etc. MAS is not responsible for buyer error.
Shipping and Handling charges are non refundable unless otherwise stated All implied
warranties, including warranties of merchantability or fitness for a particular purpose, are
limited to the duration of this warranty and do not cover incidental or consequential damages.
Some states do not allow limitations on how long an implied warranty lasts or the exclusion of
incidental or consequential damages, so the above limitations or exclusions may not apply to
you. This warranty gives you specific legal rights, and you may also have other rights, which
vary from state to state. The purchaser hereby understands that due to the nature of used auto
parts, any liability of MAS from all causes shall be limited to the price paid for the goods sold or
provided. Residents Colorado residents will be charged a sales tax rate of 7. Please check rates
below. After receiving the item, contact seller within Refund will be given as Return shipping 30
days Money back Buyer pays return shipping Please check the listing for important warranty
information regarding the item being sold. Payment Options. Shop with Confidence. Shipping
and handling. The seller has not specified a shipping method to Ukraine. Contact the seller opens in a new window or tab and request shipping to your location. Shipping cost cannot be
calculated. Please enter a valid ZIP Code. Shipping to: United States. No additional import
charges at delivery! This item will be shipped through the Global Shipping Program and
includes international tracking. Learn more - opens in a new window or tab. There are 1 items
available. Please enter a number less than or equal to 1. Select a valid country. Please enter 5 or
9 numbers for the ZIP Code. This item does not ship to Ukraine. Domestic handling time. Taxes
may be applicable at checkout. Learn more. Return policy. No returns or exchanges, but item is
covered by the eBay Money Back Guarantee - opens in a new window or tab. Payment details.

Payment methods. Back to home page Return to top. Back to home page. Listed in category:.
Email to friends Share on Facebook - opens in a new window or tab Share on Twitter - opens in
a new window or tab Share on Pinterest - opens in a new window or tab Add to Watchlist. Image
not available Photos not available for this variation. Every time. Donor Vehicle. TIRES Due to
many varied and different conditions to which used tires may have previously been exposed,
MAS makes absolutely NO warranty, expressed or implied, as to the fitness for a general or
particular purpose or of merchantability in connection with any sale of used tires. Often times
computers need to be reprogrammed which is to be performed at buyers expense. SHEET
METAL Cosmetic or surface corrosion resulting from chips, scratches, or other causes;
corrosion perforation caused by improper installation, neglect, accident, abuse, or any event
not considered normal use to your vehicle; damage from the environment, including weather,
hail damage, airborne fallout chemicals, acid rain, etc. In general if part is accepted and
installed on the vehicle. Change country: -Select- United States There are 1 items available. I
Can't believe that after owning my TJ for 4 years now, and being a member of numerious other
forums that I am only just now finding this page and it's wealth of information. I Have searched
around a bit, and while I have found a lot of useful info, I haven't quite seen what I'm after, so I
figure that my best bet is to specifically ask, but 1st, Let me take tis opportunity to express my
appreciation and respect. Great job! Now, as stated before, I stumbled across this page earlier
today while on my way to pick up a used transmission for my Jeep. I wasn't sure how to tell by
sight weather or not the trans in question was going to interchange with mine. Let me give you
as much history as possible. This jeep Was in very clean shape. No signs of offroad use, or
abuse. Showing only 88k miles. I bought this Jeep from a local dealership several years ago.
Drove fine during test drives, and on the 60 mile drive home. I moved the shifter from D to 2
then back to D which caused a very noticable slip accompanied by a very defined whining
noise. I drove around a few miles to to troubleshoot further, Stopping a couple times to check
fluid levels and throttle valve adjustment, but nothing seemed to remedy the problem. Monday I
returned to the dealership with the Jeep and what follows is all the history I have on this
transmission. Previous owner traded for another vehicle. Dealership had the transmission
rebuilt at a local Transmission shop. Roughly a month later I buy the jeep and experience my
problem. Jeep is returned to the same Transmission shop for repair. I was never told what was
done, but a few days later It was returned to me and showed no problems for roughly 20k miles.
During offroad use, I allowed water to come above the vent in the pump housing shortly before
parking overnight. While checking fluids and other post offroad checks the next morning I
discovered the bright pink transmission fluid. MAN that thing surprised me that night! Holding
gears too long between shifts, not downshifting at stops. I didn't have the time or money to
mess with it, so I parked it for a couple months. After sitting a while, I decided to see if it
decided to fix itself, and took it for a drive. At first, I found that it was better, but some
symptoms were still intermittent. After miles, they disapeared and the trans was functioning
normally. I decided that my problem was quite possibly moisture in one of the connectors.
Before long I was noticing that it had stopped shifting into 3rd gear. Not seeing any signs of
water in the fluid, I limped it home, where the lack of time, money and just a general feeling of
disgust let it sit for Roughly a year before I decided to mess with it again. Roughly one year later
I miss my jeep, i hate to see it just sitting around. I test drive it. I added a can of SEAFOAM,
drove it miles, changed the filter and cleaned the pan there was some sediment and a little bit of
stuff on the magnet , added fresh fluid, cleaned all the connectors. We have a Jeep!!!!! No
slipping, no whining, Great smooth shifts. I'm a happy jeeper. Next day, Gotta go to town again,
but Jeep won't move forward or back. You can feel it drop into gear, but no movement aside
from the initial pull of being in gear. I as able to actually drive it onto the trailer using low range,
and took it to the man who rebuilt it for me after the water ingress incident. I told him to check it
out, and if go ahead if he found something that could be repaired while still in the jeep. He
called me the next day to let me know that he could smell the burn as soon as he opened the
pan, and found clutch material in the pan. He and I are both convinced that there is possibly a
hairline fracture, or some other anomaly in either the case or valve body that is causing so
many failures with this particular trans. As of right now we are sitting at k miles. After Finding
this site Earlier today while searching for a replacement trans, I was compelled to ask your
opinion on this matter. Any info or opinions are much appreciated. Thank you in advance. Hi,
Gary, glad you have found our forums! It's quite possible that the current damage is from
operation with intermittent clutch apply pressures and lubrication within the unit. I highly
recommend such an approach for your kind of 'wheeling. Also, the water in the 32RH unit can
be resolved by installing a hose bib at the transmission housing vent and using quality,
oil-resistant hose to raise the vent to the top of the firewall. I have done this on a variety of
automatic transmissions and axle housings. You still use a one-way check valve vent and make

sure the transmission can vent properly. Then there is the issue of moisture and water on
connections as you hint. This can wreak havoc. For waterproofing, I use dielectric grease at
connections after making sure the contacts are clean and snug. Caution: Do not scrape
electrical contacts with a sharp tool, knife or screwdriver. Use electrical contact cleaner and if
accessible, use ScotchBrite fine pad to remove any black oxidative coating. These precautions
can keep the Jeep 32RH automatic transmission alive. Pleased to discuss this further as you
move through the rebuild Sorry you've had to endure this long. I had my friend at the shop
install a vent fitting during the water ingress rebuild, to which I attached a line running up the
firewall. I didn't however use a check in it so I will definitely be doing that in the future. As for
the connectors I Have a bit of experience working with high and low voltage electrical systems
in a marine environment, so we are on the same wavelength there. They were sprayed with
contact cleaner, blown out, I didn't see any specific trash or corrosion, so I coated the
connectors with dielectric grease and reassembled everything. I believe were good in that dept.
As far as the deep sump and Pickup, well Do you think I was merely riding on borrowed time as
I had already set in motion the wear of the friction material? I feel that I can most likely save
myself a few dollars at least in the short term by rebuilding this trans again with the upgrades
and attention to the 32RH inherent problem areas, as long as I do in fact have a servicable case.
Otherwise, it's my belief that I'll in fact be wasting that money by simply borrowing more time. I
do have the opportunity to swap my Jeep over to an AX15 for what seems to be a good price. As
far as street driving, I would much rather have the manual, but I also feel that an automatic is a
great asset offroad. I may go in this direction if it is determined that rebuilding my auto is futile.
Once again, I value your opinion here. Any input is greatly appreciated. Gary, the AX15 manual
transmission swap would of course eliminate all 32RH issues. That's an option If you have
concerns about the case in the 32RH leaking or being porous, by all means test the castings for
cracks and pressure loss while apart. This is actually easier to do before teardown by testing
port pressures with the transmission still in the chassis and running. Cracks can be found with
air pressure or vacuum. This is aluminum, so magnafluxing is not possible. If you do rebuild the
32RH again, also check all pressures once the unit is installed. Line pressure, in particular, is
adjustable at the valve body and should be checked and adjusted if necessary. If all line and
port pressures are normal, the clutch and band apply pressures should work well if the
transmission is built properly. The trans is still in my Jeep at the moment, so I will go have a talk
with my trans guy and see what he has to say about testing in the chassis. Guess we'll go from
there. I really appreciate your input, thanks again. Just touching base on this one once again.
No one in my area seems to have the capability of testing, or being able to decipher results.
Jeep has been sitting for a few months now while I've been occupied with other things. As of
right now, I am in a position to get back to it and get this thing back on the road or off the road
as the case generally is with me. I am weighing options at this point. I went to the Sonnax
website to try to price the needed upgrades, but they don't list a 32RH trans. I would like to do
all I can to this trans to ensure that I never have to deal with it again outside of the typical
maintenance. Part 's would be awesome unless there is one specific trans model that
interchanges with the 32RH that I can order parts for ? I am still considering the option of
swapping to a manual transmission. I seem to have no trouble finding plenty of AX15 and NV
transmissions, but it tends to be just the trans. I have a feeling that I need more than just the
trans. Are the driveshafts the same length? Any guidance you can offer would be a big help. Hi,
Gary I would contact Sonnax by Email or phone and share what you would like to do. If your aim
is upgrading the accumulator piston, the valve body fixes and such, you can direct the Sonnax
staff to my article at the magazine for a comparison with your needs. They should be helpful
and willing to make suggestions. As for the manual transmission changeover, the issue here is
the amount of pieces involved. You would need a donor vehicle for a comparison. This can be
done but requires close scrutiny of all parts that are different between the automatic and
manual transmission chassis. Transfer case spline input count in should not be an issue
between stick and automatic transmissions. The PCM might not be happy with the missing
automatic transmission, you would need to follow up on whether incessant "codes" would be
thrown with the electronic interface to the 32RH missing. Good news is the floor console shifter,
which means you do not have to swap out steering column pieces. You would need the manual
transmission console and shifter boot. I would think it wise to work with the 32RH and get your
transmission to function properly. Pressure gauges are not expensive, and you can run the
pressure tests fairly easily if you'd like to pick it up there. Dealerships often have model and
year specific insights that can be helpful for troubleshoot and solving problems. You can post
now and register later. If you have an account, sign in now to post with your account. Paste as
plain text instead. Only 75 emoji are allowed. Display as a link instead. Clear editor. Upload or
insert images from URL. Forums Open to Member Posting. Reply to this topic Start new topic.

Recommended Posts. Gary Posted November 9, Posted November 9, Showing only 88k miles I
bought this Jeep from a local dealership several years ago. Gary Mckinney. Link to post Share
on other sites. Moses Ludel Posted November 9, Thank you for your input. Your assistance and
Guidance is much appreciated!!! Moses Ludel Posted November 11, Posted November 11, Gary
Posted November 13, Posted November 13, Moses Ludel Posted November 13, Curious where
this goes, Gary Pressure tests in the chassis are a great diagnostic step Gary Posted February
25, Posted February 25, Moses Ludel Posted February 25, Posted February 25, edited. Moses
Edited February 25, by Moses Ludel. Join the conversation You can post now and register later.
Reply to this topic Insert image from URL. Followers 1. Go to topic listing. Sign In Sign Up. Jeep
Wrangler manual transmissions are durable. However, checking the transmission fluid in your
Jeep Wrangler is an essential part of proper maintenance. If you let the transmission fluid in
your vehicle get too low, it can cause major damage and could potentially result in a ruined
transmission. Follow these steps to make sure your transmission fluid is at the proper level.
Crawl under your Jeep Wrangler and locate the transmission. You'll find a bolt about midway up
on the transmission. After you remove the bolt, fluid may come out of the hole where the bolt
was located. This, of course, indicates that the fluid is full. If no fluid comes out after you take
out the bolt, put your pinky finger in the hole and extend it downward. If the fluid is at the
correct level, you should be able to touch it with your pinky. If your transmission is low on fluid,
you need to add more. New transmission fluid is available at any auto parts store. If your
transmission is extremely low on fluid or completely out, it needs to be serviced immediately. A
transmission service technician will drain and replace the transmission fluid. Erin Stewart is a
professional editor and copywriter who has served as a newspaper reporter, designer, and
news editor, and currently works as part of a dynamic marketing communications team. Step 1
Crawl under your Jeep Wrangler and locate the transmission. Step 2 Choose the open-end box
wrench that fits that bolt and take the bolt out. Step 3 After you remove the bolt, fluid may come
out of the hole where the bolt was located. Step 4 If no fluid comes out after you take out the
bolt, put your pinky finger in the hole and extend it downward. Step 5 If your transmission is low
on fluid, you need to add more. Tips While you are under your Jeep Wrangler, it's a good time to
check for other leaks, such as oil leaks or fluid escaping from the differential or the transfer
case. If you take your Jeep in regularly to have the oil changed, you can also have the service
technician check the transmission fluid levels for you. Check the fluid in your Jeep Wrangler
manual transmission every 3, miles. Your question might be answered by sellers,
manufacturers, or customers who bought this product. Please make sure that you are posting in
the form of a question. Please enter a question. Check dipstick for fluid identification. It also is a
"fill for life" quality fluid. NOTE: Due to regulations and restrictions of the item's volume
exceeding 1 gallon or more, the item cannot be shipped to the state of California. For more
information go to Skip to main content. You can return the item for any reason in new and
unused condition: no shipping charges Learn more about free returns. How to return the item?
Go to your orders and start the return Select the return method Ship it! Fastest delivery: Friday,
Feb 26 Order within 6 hrs and 25 mins Details. In Stock. Add to Cart. Secure transaction. Your
transaction is secure. We work hard to protect your security and privacy. Our payment security
system encrypts your information during transmission. Learn more. Ships from Amazon Sold
by Autobodynow Details. Ships from. Sold by. Mopar Automatic Transmiss Add a gift receipt for
easy returns. Mopar Automatic Transmission Fluid, 5 Liter. Brand: Mopar. This fits your.
Frequently bought together. Add all three to Cart Add all three to List. These items are shipped
from and sold by different sellers. Show details. Sold by Autobodynow and ships from Amazon
Fulfillment. FREE Shipping. Ships from and sold by MyAutoPartsDirect. Sold by
autopartssupplygroup and ships from Amazon Fulfillment. More items to explore. Page 1 of 1
Start over Page 1 of 1. Previous page. Next page. Customers who viewed this item also viewed.
ATF-4 automatic transmission fluid. Compare with similar items. Register a free business
account. Have a question? There was a problem completing your request. Please try your
search again later. Product information Technical Details. Would you like to tell us about a lower
price? What other items do customers buy after viewing this item? See questions and answers.
Customer reviews. How are ratings calculated? Instead, our system considers things like how
recent a review is and if the reviewer bought the item on Amazon. It also analyzes reviews to
verify trustworthiness. Customer images. See all customer images. Top reviews Most recent
Top reviews. Top reviews from the United States. There was a problem filtering reviews right
now. Please try again later. Verified Purchase. This is what my manufacturer wants in the JEEP
JK - so this is what I bought; it must be pure synthetic or a high-ratio of pure synthetic to
non-synthetic; I personally believe that it is "just synthetic DEXRON" - but the certifications are
all there - so I can stop worrying about differences between the old transmission fluid and the
new; because the manufacturers have raised the bar on the fill fluids for transmissions; that is

why, after 50k miles, your fluid is still pink not oxidized and finally at k to k it does finally start to
darken a bit - this is GOOD STUFF - and that is evident; These two jugs will be on my shelf when
I am ready to violate the "never change" fluid recommendation and replace all or most of it - for
cheap insurance. A good price, too, considering that it is MOPAR and it was delivered to my
door - and this saved me from standing in the service department line at a dealership that I
honestly care to never visit again. Thank You Amazon Merchant for that freedom! Rule 1. If the
transmission is exhibiting problems, change the oil. Then see what happens. After changing the
oil, it ran smoother and quieter, and after miles of driving, even better. The price on Amazon
was cheaper than generic at my local parts store. If you are removing the oil pan, don't forget to
clean the magnet. And don't forget to put the magnet back. OEM fluid for my Grand Caravan.
Would highly recommend it. I did a full transmission fluid change on my Dodge Grand Caravan
so i had to buy 2 gallons. Im very picky with what fluids i put in my cars so i did not want to go
cheap on this fluid as i heard stories of Dodge and Chrysler cars having problems when not
using the correct oem fluid. I recommend this transmission fluid if your car requires it. Lee on
January 30, Images in this review. I have changed our transmission fluid with Synthetic and new
filter three times now in our Town and Country with k on the Van. The transmission has never
given us any issues and have changed the fluid as a proactive approach to eliminate
transmission issues. This fluid is OEM Synthetic and is 5 quarts. This is the exact amount you
will need when you pull the pan and let it drain for one hour. I also decided to change the
transmission filters since I had to drop the pan strongly recommended. To begin, the price was
considerably less than dealer's price. Before the change, my vehicle felt a bit I sluggish and
shifts were a little hard, but no slipping. It would also down shift prematurely on the slightest
uphill grade. After the change, I noticed a complete difference in drivability on my test drive.
Shifts were smooth, and I could literally feel that my vehicle was moving more freely than
before. It's been 5 days since the change, and I am more than happy with my purchase. I
imagine that this ATF will hold up just as long as the original since it is a factory recommended
fluid. Excellent trans fluid at a reasonable price. This convenient 5 liter jug 5. My truck is a
beast, I had to buy an ATS transmission to handle the power. Almost horses and foot pounds
torque. I wondered if it was truly synthetic, it is. If you have a small leak or an almost leak you
will find out if you put synthetic in. Mine leak like a SIV, it was a sensor that was never seated
correctly, but it never leaked with non-synthetic. Good product. One person found this helpful.
My transmission has been fine, but my book recommended that I change the fluid at k miles.
After draining and putting this in, my tranny hesitates before shifting. Not sure if there's a
correlation here, but I'm not a complete amateur. Five stars because other than that, there's no
issue. It's an old tranny anyway This was one of the years they used that crappy Mercedes
tranny, so maybe it's about to go. See all reviews. Top reviews from other countries. Translate
all reviews to English.
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Stream millions of songs. Amazon Advertising Find, attract, and engage customers. Amazon
Drive Cloud storage from Amazon. Alexa Actionable Analytics for the Web. Sell on Amazon
Start a Selling Account. AmazonGlobal Ship Orders Internationally. Amazon Rapids Fun stories
for kids on the go. ComiXology Thousands of Digital Comics. DPReview Digital Photography.
East Dane Designer Men's Fashion. Shopbop Designer Fashion Brands. Deals and
Shenanigans. Ring Smart Home Security Systems. PillPack Pharmacy Simplified. Amazon
Renewed Like-new products you can trust. Amazon Second Chance Pass it on, trade it in, give it
a second life.

