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Charts. Quick Links. See also: Owner's Manual. Clifford owner's guide vehicle security system
matrix 12 47 pages. Car Alarm Clifford Matrix Page 5 NOTE: For parking light systems that draw
10 amps or more, the jumper must be switched to a - light flash output see the Programming
Jumpers section of this guide. DO NOT connect this wire to a negative vehicle light flash wire
before changing the programming jumper to the negative polarity position or damage to vehicle
light circuit may occur. It can also be used with Directed single-stage sensors. See Bypassing
Sensor Inputs section of this guide. This wire will report Zone 3. Never use this wire to drive
anything but a relay or a low-current input! The transistorized output can only supply mA of
current. Connecting directly to a solenoid, motor, or other high-current device will cause it to
fail. When using the T Bitwriter, it is possible to configure any and all of the programmable

functions. For more infor- mation please refer to the guide packaged with the programmer. For
optimal range, the antenna should be mounted vertically. Page 13 These wires are multiplex
inputs. If a - input of less than 0. A - input of longer than 0. In the - position, the on- board relay
is disabled. Page System Features Learn Routine If the system was previously programmed
using the T Bitwriter, the learn routine may be locked. If the siren generates one long chirp
when attempting to program the unit, the learn routine is locked and must be unlocked using
the T Bitwriter. Page 16 1. Programming the system to provide 3. The default Page 20 setting is
0. For some vehicles a 0. When turned on, forced passive arming will ensure that the system will
passively arm, even if a zone is left open or invalid. This makes it possible to directly interface
with double pulse vehicles without any extra parts. Page 23 6. Page 3-Button Transmitter
Configuration C C h h a a n n n n e e l l s s 4 4 - - 6 6 available only when using a Radar Master
remote Channels 4 through 6 are used to assign the arm, disarm and panic functions to
separate buttons on the remote control. Page 4-Button Transmitter Configuration LED flashes
indicate the active or violated zone; siren chirps indicate system status. For information on
which zone is active or has been violated refer to the Table of Zones. Page 27 Pressing the arm
button a fifth time within five seconds: The siren chirps five times followed by a long chirp. All
input zones, except the ignition, are now bypassed. Once the system is disarmed and then
re-armed, all the zones will be active again. It must be programmed in the features menu and the
Failsafe Starter Kill must be installed for it to work properly. For operational instructions when
testing VRS refer to the owner's manual. Page Troubleshooting Is it plugged into the correct
socket? Make sure that it is plugged in. See Plug-In Harnesses section of this guide. Print page
1 Print document 30 pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore
password. Upload from disk. Upload from URL. Also See for 1. Quick Links. See also: Owner's
Manual. Remote Start Keyless Entry. This product is intended for installation by a professional.
Attempts to install this product by a person other than a. Also See for Clifford 1. Related
Manuals for Clifford 1. Clifford auto state-of-the-art remote start and security system 53 pages.
Dei clifford intellistart 4 car alarms: owners guide 17 pages. Clifford owner's guide vehicle
security system matrix 12 47 pages. Summary of Contents for Clifford 1. Safety first Page 4
Menu 2 - Convenience Page 5: Warning! Safety First Warning! Page 6 After the remote start
module has been installed, test the remote start module in accordance with the Safety Check
outlined in this installation guide. If the vehicle starts when performing the Neutral Safety
Shutdown Circuit test, the remote start unit has not been properly installed. The remote start
module must be removed or properly reinstalled so that the vehicle does not start in gear. The
advantage to using a D2D interface is that there is less wiring involved in the installation. Check
the XK module installation guide to determine which wires are not needed, and which options
are available. Many new vehicles use low-voltage or multiplexed systems that can be damaged
by low resistance testing devices, such as test lights and logic probes computer safe test lights.
Page Component Locations And Finding Wires Component locations and finding wires For
detailed information on where to locate components, and how to find the wires you need, please
refer to the Direct Tech web site at Making your wiring connections Before making your
connections, plan how your wires will be routed through the vehicle. Page Heavy Gauge Remote
Start, H3 8-Pin Connector There are three harness connections relative to remote start function,
including the heavy gauge and input and output harnesses. It outputs a single pulse when
locking the doors with the remote, and two pulses when unlocking with the remote. This wire
also outputs pulses for 30 seconds when Panic Mode is activated. Ground all your components to the same point in the vehicle, preferably the kick panel. Scrape away any paint and use
a factory bolt or make your own ground with a self-tapping screw and a star washer. When this
wire receives an input for a minimum of. This is useful on vehicles that have a factory security
system, it notifies the owner that the system was triggered. This output is only intended to drive
a relay. It cannot be connected directly to the dome light circuit, as the output cannot support
the current draw of one or more light bulbs. See Set- ting the light flash polarity section of this
guide for polarity settings. See descriptions for Aux 3 Warning! Never use this wire to drive
anything but a relay or a low-current input, supplied output is only mA. This type of output
additionally stops and resets whenever the ignition is turned On and then Off. Page 23 Note: A
1-amp diode must be installed in line on the factory wire between the wait-to-start indicator and
the ECM. See the following diagram for details. All rights reserved. They are used to energize
the ignition circuits in the vehicle. It is crucial to ensure that these connections are capable of
handling the current demands. For this reason, Scotch-Locks, T-taps and other such
connectors are strongly discouraged. This is common on Toyota and Nissans which required
the use of Tech Tip document If this unit is being installed in a manual transmission vehicle
then connect it to the emergency brake wire. This input will disable or shut down the remote
start when the hood is opened. See Feature Descriptions, Menu 1 feature 11 for details about

programming. See Feature programming Menu 3, feature 8. If so, no door lock interface wiring is
required. There are eight different types of door lock systems Type A - H. Page Neutral Safety
Switch Interface Neutral safety switch interface Some vehicles do not have an electrical neutral
safety switch. Instead, the ve- hicle has a mechanical neutral safety switch that physically
interrupts the starter wire and is used when the vehicle is in any drive gear. If the remote start is
interfaced before this switch, it will provide protection from starting in gear. If the car does not
start on the first attempt, let the remote start attempt again. Once the car starts, let it run until
the parking lights come on. When the parking lights come on, shut off the remote start with the
remote - that's it! Virtual Tach is programmed. Start the vehicle with the key. After 3 seconds the
LED light comes on when the tach signal is learned. Some new vehicles use less than 12 volts
in their ignition systems. The unit may have trouble learning the tach signal in these vehicles.
Changing the jumper to the On setting changes the trigger threshold of the digital tach circuit
so that it will work with these type vehicles. In the - position, the on-board relay will supply a output When wiring into a multiplex circuit, you can replace the fuse with a resistor paying
attention to the polarity setting. The system can store up to 4 different remote control codes in
memory. The remote uses a Supercode Protocol and requires setup before programming the
system. There is a basic sequence to remember whenever programming this unit: Key, Choose,
Transmit and Release. Insert the key. Turn the ignition to the ON position. The heavy gauge pink
wire must be con- nected. Page 38 Step Function Auto Learn Standard Configuration default
The auto learn configuration will automatically setup the remote button configuration. Note: Due
to the Supercode protocol, you cannot change the configuration. Delete remotes: This feature
will erase all remotes from the memory of the system. The remote control buttons that operate
the features of the remote start system are described below. The buttons will operate in this
configuration when the remote control is programmed using the Step 1 Auto-learn routine. Page
Additional System Features Additional system features For information about Valet mode,
Remote starting the vehicle, Manual transmis- sion vehicles and Timer mode, please consult the
Owner's Guide see Using the system and Using the remote start on the web at Page 41 Select a
Feature. For example, to access the third feature, press and release 3 times. Then press the
button once more and HOLD it. Page Feature Menus Feature menus Default settings are
indicated in bold type. Page Feature Descriptions Feature descriptions The features of the
system are described below. The numbers in pa- rentheses indicate the number of times the
LED on the control center flashes. Use it to change the output pulse duration for vehicles that
require a longer pulse for the horn to honk. Page Menu 2 - Convenience Comfort Closure Off 1 :
The system can be programmed to close the win- dows when the system is locked. If
programmed ON, the lock output provides a 20 second pulse when the system is locked. The
output will be cancelled if the unlock button is pressed. Page 49 Valet switch pulse count, 1
pulse. Optional starter kill emergency override. From valet, 2 - 5 pulses. The system can be
programmed to count the number of presses of the valet switch before disabling the optional
starter kill. The factory default setting is one pulse. When aux 3 is programmed to Smart Key
control, this wire outputs a ms pulse when the Remote Start is shut Off. The system also
monitors the door trigger input. Page 52 Crank Time 0. The default setting is 0. Use the
two-honk setting for OFF. These features and the adjustments that may be programmed are
described in the table that follows. Note: Feature programming for Responder LC remote
controls with a display screen are available when using the Bitwriter, however these features do
not apply to this system. The LED flashes a number of times on the control center to report the
last shutdown for one minute or until the ignition is turned on, as shown in the following table:
LED Flashes Page Remote Starting Diagnostics Remote starting diagnostics When the remote
start function is activated, you can determine the cause of the no-start situation by counting the
number of parking light flashes from the vehicle. Parking Light Flashes Brake wire is active
Hoodpin wire is active Manual transmission mode is enabled and not initialized. Page Remote
Start Safety Check Remote start safety check Before vehicle reassembly, the remote start
system must be checked to ensure safe and trouble-free operation. The following test
procedure must be used to verify proper installation and operation of the system. The
installation must be com- pleted before testing, including connection to the brake switch and
hood switch. Check for voltage on the purple starter wire two seconds after the remote start
becomes active. If there is voltage present, skip to Step 4. If there is not voltage present,
advance to Step 2. Check the 30A fuses. Is the remote start programmed for voltage sense? If
this does not work, a tach wire should be used. Check shutdown diagnostics. Print page 1 Print
document 64 pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore
password. Upload from disk. Upload from URL. Clifford Arrow 3 Wiring Diagram â€” wiring
diagram is a simplified enjoyable pictorial representation of an electrical circuit. It shows the
components of the circuit as simplified shapes, and the power and signal associates amid the

devices. A wiring diagram usually gives information about the relative tilt and contract of
devices and terminals on the devices, to put up to in building or servicing the device. A pictorial
diagram would perform more detail of the monster appearance, whereas a wiring diagram uses
a more figurative notation to make more noticeable interconnections greater than mammal
appearance. A wiring diagram is often used to troubleshoot problems and to make definite that
all the connections have been made and that all is present. Architectural wiring diagrams
conduct yourself the approximate locations and interconnections of receptacles, lighting, and
steadfast electrical services in a building. Interconnecting wire routes may be shown
approximately, where particular receptacles or fixtures must be upon a common circuit. Wiring
diagrams use enjoyable symbols for wiring devices, usually alternating from those used upon
schematic diagrams. The electrical symbols not isolated do its stuff where something is to be
installed, but in addition to what type of device is bodily installed. For example, a surface ceiling
lighthearted is shown by one symbol, a recessed ceiling fresh has a interchange symbol, and a
surface fluorescent fresh has option symbol. Each type of switch has a rotate tale and for that
reason accomplish the various outlets. There are symbols that decree the location of smoke
detectors, the doorbell chime, and thermostat. A set of wiring diagrams may be required by the
electrical inspection authority to take up attachment of the domicile to the public electrical
supply system. Wiring diagrams will with total panel schedules for circuit breaker panelboards,
and riser diagrams for special services such as flare alarm or closed circuit television or extra
special services. Necessary cookies are absolutely essential for the website to function
properly. This category only includes cookies that ensures basic functionalities and security
features of the website. These cookies do not store any personal information. Any cookies that
may not be particularly necessary for the website to function and is used specifically to collect
user personal data via analytics, ads, other embedded contents are termed as non-necessary
cookies. It is mandatory to procure user consent prior to running these cookies on your
website. Wire Diagram for Trailer Wiring Diagram 73 views. This website uses cookies to
improve your experience. We'll assume you're ok with this, but you can opt-out if you wish.
Accept Reject Read More. Close Privacy Overview This website uses cookies to improve your
experience while you navigate through the website. Out of these, the cookies that are
categorized as necessary are stored on your browser as they are essential for the working of
basic functionalities of the website. We also use third-party cookies that help us analyze and
understand how you use this website. These cookies will be stored in your browser only with
your consent. You also have the option to opt-out of these cookies. But opting out of some of
these cookies may affect your browsing experience. Necessary Necessary. Non-necessary
Non-necessary. Not a member? Join Now! It's free! The next six links are to popular sections of
our site that contain some of the most often requested information in our forums. Please visit
these sections before posting your questions or requests. Member Downloads - Log in to
download and upload diagrams, tech tips, installation manuals, owner's manuals, and more.
Relay Diagrams - Quick Reference - Dozens of the most popular relay diagrams created for our
site and members all in one place. Many more can be found and requested in our forums.
Subwoofer Box Calculators - Easy to use calcula
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tors to determine volume for multiple shaped boxes, speaker impedance loads, round and
square port sizes, and more. Subwoofer Wiring Wizard - Easy to understand diagrams of one to
four speakers with a variety of single and dual voice coils. Vehicle Wiring - Our free vehicle
wiring section includes car alarm wiring, remote start wiring, car stereo wiring, cruise control
wiring, navigation wiring, and more for most vehicles available in the U. Close Menu. Car
Security. Ohm's Law Calculators. Relay Diagrams. Subwoofer Wiring. Vehicle Wiring. Recent
Topics. Site Search. Site Menu. Advanced Search. Mobile Electronics Installer Resources. If
you're not familiar with these, we suggest you visit these sections first. Joining the12volt's
Install Bay is free and only takes a few minutes to become a member. Search the12volt. Follow
the12volt. Any user assumes the entire risk as to the accuracy and use of this information.
Please verify all wire colors and diagrams before applying any information.

