Dodge dakota hitch installation

Install a trailer hitch on your car, truck or SUV to enable your vehicle's towing capabilities. Your
hitch system is only as strong as its lowest-rated component. To find your hitch system rating,
compare ratings of your hitch, hitch ball and ball mount as shown below. Your hitch system
rating is the lowest rating among those parts. Your hitch's maximum tow weight rating can
usually be found on a label on the hitch itself. Your can find your hitch ball rating on the top of
the ball, or around the base of the shank. The rating for your ball mount is usually on a label on
the mounting plate or along the shaft that goes into your receiver. Missing a part? Want to
upgrade? Not sure what you need? Buy any of the parts above online or schedule a hitch
system installation or free towing inspection at a U-Haul location near you. Please consider the
condition of your Tow Vehicle. The vehicle information you have entered has triggered this
alert. If you are planning to tow a trailer, for use over any distance, you should consider the
condition of your tow vehicle. Towing a trailer can be demanding on some older vehicles,
depending upon their condition. Have questions or need help? Chat live with a moving expert.
Thank you for chatting with us today! We are always looking to improve our service. Your
opinions and feedback are very important to us! Please help us with a review of your recent
experience. The following survey should take you no longer than 60 seconds to complete.
In-Store Pickup Savings! When you pick up your order instead of shipping it to your home, you
may see additional savings as some products will be priced lower for in-store pickup. Yes,
We're Open! U-Haul is here to help. Learn More. Trailer Hitches Install a trailer hitch on your car,
truck or SUV to enable your vehicle's towing capabilities. Year Choose Make Choose Model
Choose Features Choose Specify Cargo. Top Style Choose Hard Top Soft Top. Not Permitted.
Bumper Choose Finding your hitch system rating Your hitch system is only as strong as its
lowest-rated component. Hitch rating Your hitch's maximum tow weight rating can usually be
found on a label on the hitch itself. Hitch ball rating Your can find your hitch ball rating on the
top of the ball, or around the base of the shank. Ball mount rating The rating for your ball mount
is usually on a label on the mounting plate or along the shaft that goes into your receiver. We've
got you covered Missing a part? Choose a delivery option Install at a U-Haul Ship products to
me. Installation Date Installation Date. Find Hitches. Account Sign In. Rate Experience. I'm
thinking it won't take but an hour or so once I get the the thing. The accessory book also
mentioned something about "weight transfer equipment". Any ideas what this is? RE: Reciever
hitch installation IP: Logged Message: torsion bars that attatch to the trailer's hitch frame and to
the hitch frame, they keep the tail of the tow vehicle from dragging by transfering, through
leverage, some of the weight to the front of the tow vehicle. Pulled a 21' sailboat with 97 cc V6
just fine. It has load stabilizers on it. Makes a big difference in leveling truck and making for
smoother ride. RE: Reciever hitch installation IP: Logged Message: So these torsion bars don't
actually attach to the truck, they go from the hitch back to the trailer?? I think I am starting to
get it. They take they weight and stress off the ball connection and make it more of a 'straight or
solid' connection. Just make sure it is the correct hitch and you have all the bolts in. The
equalizer hitch is a seperate unit that inserts into the receiver hitch. You will not go wrong
buying an equalizer hitch. I put one on my trailer and what a difference it makes. It basicly
transfers the weight of the trailer to the front of the truck and makes the whole thing alot more
"equal". It is well worth the investment if you are going to do some serious towing. Good luck.
Holes all lined up nicely. Just had to remove two bumper bolts to put hitch on. Just make sure
you get the right hitch for you truck. Post a reply to this message: Username Registration:
Optional All visitors are allowed to post messages Name:. This listing is for part or
sub-assembly number given below only. It is also found on full-size cars, crossover SUVs,
minivans and mid-size trucks. That is because the class 3 packs the punch of a heavyweight
hitch while still staying light on its feet. This CURT class 3 hitch offers a gross trailer weight
capacity of 5, lbs. It is designed to be a custom-fit trailer hitch for certain years of the Mitsubishi
Raider pickup or Dodge Dakota pickup to verify your vehicle compatibility, see the CURT
application guide at curtmfg. It features an OEM-style frame and comes with all necessary
hardware for a complete installation. The 2" x 2" receiver tube opening of this class 3 hitch is
able to accept a hitch-mounted accessory, such as a bike rack or cargo carrier, or a ball mount
to tow most standard size trailers, including utility trailers, single-horse livestock trailers, boat
trailers and large campers. One special feature about the class 3 that is not found in classes 1
or 2 is its compatibility with a weight distribution hitch. When used in combination with a WD
hitch, this class 3's gross trailer weight capacity increases to 5, lbs. NOTE; Never exceed the
lowest weight capacity of any towing component. CURT class 3 trailer hitches are engineered to
be strong and capable, having a quality steel frame and a solid finish. They are put through
strenuous testing before being deemed ready for market and come with two coatings -- a liquid
Bonderite coating and a powder coat in high-gloss black -- that cure together to form a strong
resistance against rust, scratching, UV damage and other wear. Our hitches are our pride, and

as such, we back them up with a limited lifetime warranty and a one-year finish warranty. A
CURT custom vehicle-to-trailer wiring harness also called a T-connector is a simple,
plug-and-play electrical device that eliminates the need for cutting, splicing and soldering when
installing vehicle-to-trailer wiring. Most vehicles do not come ready to tow. Unless your vehicle
has a towing package, it is probably not equipped with a trailer wiring connector. This is where
CURT's custom vehicle-to-trailer wiring harnesses come into play. Custom wiring harnesses
plug into your vehicle's electrical system using original equipment OEM connectors. Our
custom wiring harnesses use two or more OEM connectors to plug in at the taillight assembly
and provide a standard trailer socket to allow a trailer to be plugged into your vehicle's power
system. This harness provides a 4-way flat connector socket and is designed to be a custom
wiring harness for certain years of the Dodge Caravan 2WD only , Dodge Dakota pickup,
Mitsubishi Raider pickup, Chrysler Town and Country van 2WD only or Plymouth Voyager van
to verify your vehicle compatibility, see the CURT application guide at curtmfg. CURT custom
vehicle-to-trailer wiring harnesses are long-lasting and quick to install. They come with dust
covers to keep your connector clean when not in use and feature a one-year limited warranty to
give you peace of mind. If you own more than one trailer, you know what a hassle it can be
switching back and forth between ball mounts and keeping track of which ball mount fits which
coupler. CURT has made things simpler with the multi-tow ball mount. These ball mounts
feature two or three trailer balls mounted onto a straight shank to accommodate various coupler
sizes and loads. The 2" ball can handle up to 5, lbs. This multipurpose ball mount also features
a hollow shank to accept an anti-rattle kit. All of our multi-use ball mounts come with a gloss
black powder coat finish and a 2" x 2" shank. CURT multi-tow ball mounts are an obvious
choice for anyone who tows more than one trailer on a regular basis. The multiple-ball design
allows for quick changes between ball sizes without needing to install or own an entirely
different ball mount. Because the balls are permanently welded to the shank, these ball mounts
are also very secure, eliminating the possibility of a ball coming loose and deterring any
potential theft. We accept returns on items for a period of 30 days from the date of purchase. All
product and packaging must be in new and unused resalable condition. Shipping is
non-refundable. Electronic items are not returnable. To initiate a return, please contact us for an
RMA number. RMA's can take up to 2 business days to generate. Returns without an RMA
number will not be accepted. If your item s were lost or damaged during shipping, after 30 Days
for Domestic Shipments and 45 Days for International shipments Insurance regulations , we will
file a claim for a full refund a signed statement from the buyer is required. Items will be shipped
same day or by next business day unless otherwise noted , depending on the time of day the
sale closes. Depending on the item s you purchase and the location to which the items will be
delivered, different shipping methods are available. At checkout, you will be prompted to
choose a shipping method. Shipping costs are based on the shipping method that you choose.
Your total shipping charges will automatically compute during checkout prior to the completion
of your order. Our goal is to provide unique top quality automotive products to consumers and
business alike. We carry everything from hi-tech G2 Brake Caliper Paint to durable Chrome
Wheelskins, not to mention literally thousands of hubcaps Many of our products are right here
for auction on eBay, for purchase in our ebay store or available from our company website. If
this auction is not what you are looking for please feel free to email us with your questions
through eBay's Messaging System. If you have any questions concerning this item, or any of
the other high quality automotive parts and accessories we offer here on eBay please feel free
to contact us through eBay's Messaging System. This e-mail is constantly monitored so you
can be sure your questions will be answered promptly and courteously. If you would rather
speak to someone in person over the telephone we will be happy to field questions concerning
this item, or any of the other high quality automotive parts and accessories we offer here on
eBay. Skip to main content. Email to friends Share on Facebook - opens in a new window or tab
Share on Twitter - opens in a new window or tab Share on Pinterest - opens in a new window or
tab. Add to Watchlist. People who viewed this item also viewed. Showing Slide 1 of 1 - Carousel.
Check if this part fits your vehicle. Picture Information. Mouse over to Zoom - Click to enlarge.
Trusted seller, fast shipping, and easy returns. Learn more - Top Rated Plus - opens in new
window or tab. Get the item you ordered or get your money back. Learn more - eBay Money
Back Guarantee - opens in new window or tab. Contact seller. Visit store. See other items More
See all. Item Information Condition:. Sign in to check out Check out as guest. Add to Watchlist
Remove from watch list. Watch list is full. Longtime Member. May not ship to Ukraine - Read
item description or contact seller for shipping options. See details. Item location:. Mundelein,
Illinois, United States. Ships to:. This amount is subject to change until you make payment. For
additional information, see the Global Shipping Program terms and conditions - opens in a new
window or tab This amount includes applicable customs duties, taxes, brokerage and other

fees. For additional information, see the Global Shipping Program terms and conditions - opens
in a new window or tab. Any international shipping is paid in part to Pitney Bowes Inc. Learn
More - opens in a new window or tab International shipping and import charges paid to Pitney
Bowes Inc. Learn More - opens in a new window or tab Any international shipping and import
charges are paid in part to Pitney Bowes Inc. Learn More - opens in a new window or tab Any
international shipping is paid in part to Pitney Bowes Inc. Learn More - opens in a new window
or tab. Related sponsored items. Showing Slide 1 of 2 - Carousel. Report item - opens in a new
window or tab. This translation tool is for your convenience only. The accuracy and
accessibility of the resulting translation is not guaranteed. Note: The accuracy and accessibility
of the resulting translation is not guaranteed. Seller assumes all responsibility for this listing.
My Garage. Go to My Garage. Please wait. We were unable to complete your request. Please try
again later. This part is not compatible with this. Compatibility information is not available for
this item. Oops, something went wrong. This part is compatible with below vehicle s. This part
is compatible with below vehicle s matching this. A quantity of 2 is recommended. Free 48 State
Shipping on Most Products. Custom Vehicle-to-Trailer Wiring Harness - A CURT custom
vehicle-to-trailer wiring harness also called a T-connector is a simple, plug-and-play electrical
device that eliminates the need for cutting, splicing and soldering when installing
vehicle-to-trailer wiring. Multi-Ball Mount - If you own more than one trailer, you know what a
hassle it can be switching back and forth between ball mounts and keeping track of which ball
mount fits which coupler. All sales are final for International orders. Please let us know if you
have any questions! Overdrive has been in the automotive parts industry for over 15 years. All
Rights Reserved. Shipping and handling. The seller has not specified a shipping method to
Ukraine. Contact the seller - opens in a new window or tab and request shipping to your
location. Shipping cost cannot be calculated. Please enter a valid ZIP Code. Shipping to: United
States. No additional import charges at delivery! This item will be shipped through the Global
Shipping Program and includes international tracking. Learn more - opens in a new window or
tab. There are 66 items available. Please enter a number less than or equal to Select a valid
country. Please enter 5 or 9 numbers for the ZIP Code. Domestic handling time. Taxes may be
applicable at checkout. Learn more. Return policy. Payment details. Payment methods. Back to
home page Return to top. Back to home page. Listed in category:. Email to friends Share on
Facebook - opens in a new window or tab Share on Twitter - opens in a new window or tab
Share on Pinterest - opens in a new window or tab Add to Watchlist. Image not available Photos
not available for this variation. CURT Manufacturing. Click Here. Dodge Dakota Hitch Care and
Maintenance Tips Dodge Dakota owners know that it is a standard practice to inspect their
truck, their trailer, and the trailer hitch before starting a journey with them. And of the three, the
hitch is arguably the most critical. Hitches are often the point of failure when hauling a trailer, as
it undergoes a lot of stress particularly when pulling a full load. And when it fails, it will lead to
potentially dangerous consequences for both you and others on the road. Maintaining the
Dodge Dakota Hitch in good condition is essential in ensuring your truck and your trailer will
arrive safely at your destination. Here's a list of tips on how you can do just that:. Hitches are
classified according to weight class. For the Dodge Dakota, this is usually between Class 2 and
Class 3, which specifies the amount of weight the hitch can safely support. Pulling a trailer that
is beyond the specified weight class will put too much strain on the coupler and the hitch,
therefore damaging them. So before coupling that trailer, make sure that it complies with the
hitch's weight class first. If you hear rattling or clanking noises coming from the truck's behind
when hauling a trailer, it likely means the hitch's componentsâ€”the drawbar and receiver in
particularâ€”are too loose and are probably hitting each other. This could potentially lead to
damage, so it is recommended to readjust the hitch's mounting hardware and tighten them
accordingly. We also suggest investing in an anti-rattle device, a hitch accessory that locks the
drawbar and receiver to prevent them from hitting against each other. Hitches can get quite
rusty due to constant exposure to mud and rain, and if not cleaned for too long, it can promote
corrosion that will eventually eat away the metal and render it unsafe for use. For hitches that
have a painted or machined finish, you can apply rust dissolver gel on the affected areas to
dissolve rust. Installing a new Dodge Dakota hitch might prove daunting for first-timers, but it is
not as difficult as it appears to be. Most hitch kits come with a detailed instruction manual, so
mounting a hitch can be as easy as following the steps. Here are some additional tips for
mounting a hitch in your Dakota:. The pre-drilled holes for the hitch underneath the Dakota tend
to become caked with mud and rust over time, so make sure the holes are cleaned out properly
before mounting the draw bar. Use a wire brush to remove dirt and rust flakes; for more
stubborn rust spots, you can use rust dissolver gel. It should also be noted that some Dakota
models may also have caps or grommets covering the holes, and these must also be removed
prior to installation of the hitch. Although it might look like a more secure way of installing the

hitch, welding it to the frame would actually weaken it and make both the hitch and chassis
susceptible to damage. What's more, modern hitches are designed to distribute strain evenly
when pulling a trailer, so there is really no need to make any modifications beyond bolting the
drawbar on the pre-drilled holes. The size and weight of the hitch can make it unwieldy to hold
in place while you tighten the bolts, so use a C-clamp to secure the bar in place while setting up
the bolts. You can also have someone to hold the bar for you while you tighten the bolts. Tip 4:
Having trouble mounting the hitch? Try loosening the exhaust pipe and muffler first. If you find
the exhaust pipe or muffler getting in your way when aligning the hitch properly, don't hesitate
to loosen it a bit. Some manufacturers even suggest removing the rear bumper as well for
easier access to the mounting post. Just make sure not to completely remove the exhaust parts
and tighten them to their recommended torque once installation is finished. We've Made a Site
Update. Refresh to the latest version. Retrieve quote. Track order. Sign In or Create Account.
Every Purchase Supports. Texas Relief Efforts. Select your vehicle. Dodge Dakota Hitch. Select
your vehicle year. Refine by:. Hitch part. Recommended Use. Product Fit. Receiver Tube Size.
Maximum Gross Trailer Weight. Maximum Tongue Weight. Shop Dodge Dakota Hitch. Showing 1
- 11 of 11 results. Sort by:. Part Number: CUR Vehicle Info Required to Guarantee Fit. Core
Charge. Add to cart. Receiver Tube Size : 1. Receiver Maximum Gross Trailer Weight : lbs.
Receiver Tube Size : 2 in. Universal Fit. Rise; 0. Page 1 of 1 Showing 1 - 11 of 11 results. Dodge
Dakota Hitch Customer Reviews. Receiver Hitch. Jul 03, Came in great shape, and looks strong.
I bought this a week ago and haven't installed yet but it looks stronger than my old one.
Purchased on Dec 12, Jun 13, Missing Instructions. The instructions did not address the
vehicles optional skid plate and how to modify or fit it back after installing the hitch. Purchased
on Nov 28, Jun 10, Excellent part. Every time I buy a Curt hitch it fits well, works well and
installs easily. And it was delivered really fast. Purchased on Oct 18, Dodge Dakota Hitch
Guides. Tips on Mounting a Dodge Dakota Hitch. Here's a list of tips on how you can do just
that: Do not use the hitch to pull trailers above its weight class. Check for strange noises. Clean
up any rust spots as soon as you can. Helpful Automotive Resources. Step Bumper vs Receiver
Hitch Meanwhile, a receiver hitch is a type of towing hitch that mounts to the frame of a vehicle.
Most receiver hitches fit on the rear, but some can attach to the front or underneath the bumper.
The rear-mount type is for towing a trailer behind your vehicle. On the other. Contact Us. Phone
Number Shop with Confidence. All Rights Reserved. Terms of Use. Privacy Policy. California
Supply Chain Disclosure. Accessibility Statement. We've Made a Site Update. Refresh to the
latest version. Retrieve quote. Track order. Sign In or Create Account. Every Purchase
Supports. Texas Relief Efforts. Select your vehicle. Refine by:. Hitch part. Recommended Use.
Product Fit. Receiver Tube Size. Maximum Gross Trailer Weight. Maximum Tongue Weight.
Shop Dodge Dakota Hitch. Showing 1 - 6 of 6 results. Sort by:. Part Number: CUR Guaranteed to
Fit. Core Charge. Add to cart. Receiver Tube Size : 1. Receiver Maximum Gross Trailer Weight :
lbs. Receiver Tube Size : 2 in. Universal Fit. Rise; 0. Page 1 of 1 Showing 1 - 6 of 6 results.
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tch. Jul 03, Came in great shape, and looks strong. I bought this a week ago and haven't
installed yet but it looks stronger than my old one. Purchased on Dec 12, Jun 13, Missing
Instructions. The instructions did not address the vehicles optional skid plate and how to
modify or fit it back after installing the hitch. Purchased on Nov 28, Jun 10, Excellent part. Every
time I buy a Curt hitch it fits well, works well and installs easily. And it was delivered really fast.
Purchased on Oct 18, Helpful Automotive Resources. Step Bumper vs Receiver Hitch The main
difference between a step bumper or bumper hitch and a receiver hitch is their primary purpose.
A step bumper can function as a towing hitch, but that is not its primary function. On the other
hand, a receiver hitch is specifically designed for towing purposes, making it the. Contact Us.
Phone Number Shop with Confidence. All Rights Reserved. Terms of Use. Privacy Policy.
California Supply Chain Disclosure. Accessibility Statement.

