Ford e250 owners manual

Quick Links. Table of Contents Introduction. Instrument Cluster. Warning and control lights.
Entertainment Systems. Rear seat entertainment system. Climate Controls. Heater only. Manual
heating and air conditioning. Turn signal control. Bulb replacement. Driver Controls. Steering
wheel adjustment. Power windows. Speed control. Locks and Security. Owners Guide postfmt.
USA English fus. Ford motor company ford excursion owner's guide pages. Ford motor
company automobile quick reference guide 2 pages. Automobile Ford Freestar Manual pages.
Ford motor company ford ranger owner's guide 24 pages. Ford motor company ford crown
victoria owner's guide 17 pages. Ford may change the contents without notice and without
incurring obligation. Page 4: Introduction State of California to cause cancer and birth defects
or other reproductive harm. Please take the time to get well acquainted with your vehicle by
reading this handbook. The more you know and understand about your vehicle, the greater the
safety and pleasure you will derive from driving it. Page 5 Do not tow a trailer during this
break-in period. For more information regarding trailer towing, refer to Trailer towing in the
Driving chapter. To access this information, special equipment must be directly connected to
the recording modules. Ford Motor Company and Ford of Canada do not access event data
recorder information without obtaining consent, Page 7 Your vehicle is not a passenger car. As
with other vehicles of this type, failure to operate this vehicle correctly may result in loss of
vehicle control, vehicle rollover, personal injury or death. In addition, ambulance Page 9 By
referring to the pages in the provided supplement, you can properly identify those features,
recommendations and specifications that are unique to your vehicle. A chime will also sound to
remind you to fasten your safety belt. Charging system: Illuminates when the battery is not
charging properly. Never remove the coolant reservoir cap while the engine is running or hot. If
the oil level is correct, have your vehicle checked at your dealership or by a qualified technician.
Refer to Filling the tank in the Maintenance and Specifications chapter for more information.
Press SEEK to decrease increase the hours. Press TUNE to decrease or increase the minutes.
Then press SEEK to decrease or increase hours. Cassette door: Insert a cassette into the
cassette door. CD: Press and hold until desired point of a selection is reached. Irregular shaped
CDs, CDs with a scratch protection film attached, and CDs with homemade paper adhesive
labels should not be inserted into the CD player. The label may peel and cause the CD to
become jammed. Press again return to playing media. Traffic information is not available in
most U. Select the desired memory preset slot 1â€”6. Page Rear Seat Entertainment System 2.
Do not attempt to service, repair or modify the AutoVision System. See your Ford or Lincoln
Mercury dealer. Page 33 This could take an hour or more. For more information on these
circuits, please refer to Humidity and moisture condensation and Temperature extremes in this
chapter. Press to eject the tape. PLAY button Press to play the tape. Ensure that you use only
new batteries of the same brand. If you will not be using the remote control for a considerably
long time, remove the batteries. The settings of the front seat controls will always override
those of the rear seat controls. Press the control again to engage the rear speakers and
deactivate the Personal Audio Feature. Insert a videocassette into the VCP. The videocassette
should automatically begin playback, and the picture will appear within approximately nine
seconds. The VCP will reverse to the previous five seconds of the selection and then operate at
normal playback mode. To listen to another audio source while viewing video from the auxiliary
input, press the MEDIA control until the desired media source is illuminated. The HP2 indicator
illuminates when the headphone jack 2 is plugged in. Illuminates when the videocassette is in
REW rewind mode. Illuminates when the videocassette is in FF fast forward mode. This will
release the VCP and enable you to remove the system from the vehicle. If pressing the lever
does not release your system, please contact your dealer. Plug headphones into these jacks.
Set the temperature control to maintain comfort. Set the fan speed to HI. Do not place objects
on top of the instrument panel as these objects may become projectiles in a collision or sudden
stop. Select MIX. Turn it clockwise or counterclockwise, to place the left edge of the high
intensity area even with the vertical line corresponding to the headlamp under adjustment. To
install the new bulb, follow the removal procedures in reverse order. Remove two screws and
pull lamp assembly away from the vehicle. Rotate the bulb socket counterclockwise and
remove. Carefully pull the bulb straight out of the socket. To complete installation, follow the
removal procedures in reverse order. Remove bulb socket from lamp assembly by turning
counterclockwise. Pull the bulb out from socket and push in the new bulb. Carefully pull the
bulb straight out of the socket and push in the new bulb. To install the lamp, follow the removal
procedures in reverse order. Attach the new wiper to the wiper arm and press it into place until
a click is heard. Replace wiper blades every 6 months for optimum performance. Installing a
garage door opener if equipped The storage compartment can be converted to accommodate a
variety of aftermarket garage door openers: Econoline eco Owners Guide postfmt USA English
fus Page 67 Compass The compass display is contained in the overhead console. Exceeding

these limits will result in a blown fuse. Always keep the power point caps closed when not being
used. Return to the center position to disable the adjust function. Spotter mirror Note: New
spotter mirrors may be stiff, requiring several cycles before the spotter adjustment effort eases.
Press and release this control to decrease the vehicle set speed in increments by 1 mph 1. Note:
When you turn off the speed control or the ignition, your speed control set speed memory is
erased. Operation is subject to the following two conditions: 1 This device may not cause
harmful interference, and 2 This device must accept any interference received, including
interference that may cause undesired operation. If any vehicle door is open or ajar, the horn
will chirp twice. Snap the two halves back together. Turn the ignition to the 3 OFF position after
you have finished programming all of the remote entry transmitters. The doors will lock, then
unlock, to confirm that the programming mode has been exited. Always drive and ride with your
seatback upright and the lap belt snug and low across the hips. Lift handle to move seat
forward or backward. Press to raise or lower the front portion of the seat cushion. Pull the seat
latch handle downward to lock the seat in position. Stow the tongue end of the detachable
anchor 2nd row only. Always latch the vehicle seat to the floor, whether the seat is occupied or
empty. If not latched, the seat may cause injury during a sudden stop. Always transport children
12 years old and under in the back seat and always properly use appropriate child restraints.
Automatic locking mode The automatic locking mode is not available on the driver safety belt.
Failure to replace the safety belt assembly under the above conditions could result in severe
personal injuries in the event of a collision. If you are uncomfortable - try different positions for
the safety belt upper anchorage and seatback which should be as upright as possible; this can
improve comfort. One time disable Any time the safety belt is buckled and then unbuckled
during an ignition ON cycle, the BeltMinder will be disabled for that ignition cycle only. As
confirmation, the restraint system warning light Econoline eco Owners Guide postfmt USA
English fus Page 95 if equipped , shoulder belt guide on seatback if equipped , child safety seat
LATCH and tether anchors, and attaching hardware, should be inspected after a collision. Ford
Motor Company recommends that all safety belt assemblies in use in vehicles involved in a
collision be replaced. Page Air Bags If you must transport a forward-facing child in the front
seat, move the seat all the way back and use appropriate restraints. Modifying or adding
equipment to the front end of the vehicle Page 98 Air bags are designed to inflate in frontal and
near-frontal collisions, not rollover, side-impact, or rear-impacts unless the collision causes
sufficient longitudinal deceleration. If the air bag is not replaced, the unrepaired area will
increase the risk of injury in a collision. Also see Air bag supplemental restraint system SRS in
this chapter for special instructions about using air bags. Placing objects on or over the air bag
inflation area may cause those objects to be propelled by the air bag into your face and torso
causing serious injury. Children and safety belts If the child is the proper size, restrain the child
in a safety seat. Children who are too large for child safety seats as specified by your child
safety seat manufacturer should always wear safety belts. If you do not install and use the
safety seat properly, the child may be injured in a sudden stop or collision. Ford recommends
the use of a child safety seat having a top tether strap. Page Children 12 and under should be
properly restrained in the rear seat whenever possible. Pull down on the shoulder belt and then
grasp the shoulder belt and lap belt together. Allow the belt to retract. The belt will click as it
retracts to indicate it is in the automatic locking mode. Position the child safety seat on the front
right-hand passenger seat. Adjust the front right-hand passenger seat full forward. Clip the
tether strap hook to the seat pedestal to the location shown. Adjust the front right hand
passenger seat to the full rearward position. Route the child safety tether strap over the back of
the left hand or right hand second row bucket seat. Route the child safety tether strap over the
back of 3â€”Passenger bench seat. Check to see if the anchors hold the seat in place. If the
safety seat is not anchored properly, the risk of a child being injured in a crash greatly
increases. Extended idling at high engine speeds can produce very high temperatures in the
engine and exhaust system, creating the risk of fire or other damage. Make sure all occupants
buckle their safety belts. For more information on safety belts and their proper usage, refer to
the Seating and Safety Restraints chapter. Make sure the headlamps and electrical accessories
are off. If a light fails to illuminate, have the vehicle serviced. The ABS will be activated
immediately, allowing you to retain full steering control during hard braking and on slippery
surfaces. However, the ABS does not decrease stopping distance. Do not drive your vehicle
until you verify that the brakelamps are working. Failure to drive cautiously could result in an
increased risk of loss of vehicle control, vehicle rollover, personal injury and death. N Neutral
With the gearshift lever in N Neutral , the vehicle can be started and is free to roll. Hold the
brake pedal down while in this position. The total load on each axle must never exceed its
GAWR. Tie down the load so that it does not shift and change the weight on the hitch. When
turning, make wider turns so the trailer wheels will clear curbs and other obstacles. Rear axle

lubricant quantities are not to be checked or changed unless a leak is suspected or repair
required. This program is separate from the New Vehicle Limited Warranty. Page Hazard Flasher
Switch Roadside Emergencies Canadian customers who require roadside assistance, call
1â€”â€”â€” If you need to arrange roadside assistance for yourself, Ford Motor Company will
reimburse a reasonable amount. To obtain reimbursement information, U. Ford or Mercury
vehicles customers call ; Lincoln vehicle customers call 1â€”â€”â€” Page 3. If no leaks are
apparent, reset the switch by pushing in on the reset button. Turn the ignition ON. Wait a few
seconds and return the key to OFF. Make another check for leaks. Remove the panel cover to
access the fuses. The high-current fuses are coded as follows. If the dissimilar spare tire or
wheel is damaged, it should be replaced rather than repaired. Page Spare tire information The
spare tire for your vehicle is stowed under the rear of your vehicle except cutaway and stripped
chassis modelsor if equipped on E Chassis Cab vehicles. Park on a level surface. Activate the
warning flashers. Place the gearshift in P Park. Remove the spare tire and jack if equipped on E
chassis cab vehicles from the storage location. Position the jack to raise the front or rear wheel.
Stow the jack, handle and lug wrench. Unblock the wheels. Use only Ford recommended
replacement fasteners. On all two-piece flat wheel nuts, apply one drop of motor oil between the
flat washer and the nut. Do not apply motor oil to the wheel nut threads or the wheel stud
threads. Page Ensure that vent caps are tight and level. Turn the heater fan on in both vehicles
to protect any electrical surges. Turn all other accessories off. Start the engine of the booster
vehicle and run the engine at moderately increased speed. Start the engine of the disabled
vehicle. Remove the jumper cable from the ground metal surface. Note: In the illustrations,
lightning bolts are used to designate the assisting boosting battery. Do not tow with a slingbelt.
Ford Motor Company has not approved a slingbelt towing procedure. Page Customer
Assistance Center at the number below. Away from home If you own a Ford or Mercury vehicle
and are away from home when your vehicle needs service, or if you need more help than the
dealership could provide, after following the steps described above, contact the Ford Customer
Relationship Center to find an authorized dealership to help you. Page Away from
homeâ€”motorhome service If you own a motorhome built on a Ford Chassis and are away from
home when your vehicle needs service, or if you need more help than the dealership could
provide, after following the steps above, contact the Ford Motorhome Customer Assistance
Center to find an authorized dealership or service location to help you. If you did not take
advantage of the Ford Extended Service Plan at the time of purchasing your vehicle, you may
still be eligible. Since this information is subject to change, please ask your dealer for complete
details about Ford Extended Service Plan coverage options, or visit the Ford ESP website at
Page What kinds of cases does the Board review? The decisions of the Board are binding on
Ford and, in some cases, on the dealer but not on consumers who are free to pursue other
remedies available to them under state or federal law. Page If your vehicle must be serviced
while you are traveling or living in Central or South America, the Caribbean, or the Middle East,
contact the nearest Ford dealership. Page Reporting Safety Defects U. Page Cleaning low-gloss
black colored trim, such as grained door handles, roof racks, bumpers, side moldings, mirror
housings or the windshield cowl area. The high-pressure fluid could penetrate the sealed parts
and cause damage. These quality products have been specifically engineered to fulfill your
automotive needs; they are custom designed to complement the style and appearance of your
vehicle. Set the parking brake and shift to P Park. Block the wheels. Note: Do not start your
engine with the air cleaner removed and do not remove it while the engine is running. Go to the
front of the vehicle and release the auxiliary latch that is located in the center top of the grill. Lift
the hood and secure it with the prop rod. Engine oil filler cap 3. Automatic transmission fluid
dipstick 4. Air filter assembly 5. Engine oil dipstick 6. Power steering fluid reservoir 7. Brake
fluid reservoir 8. Engine coolant reservoir 9. Turn the engine off and wait a few minutes for the
oil to drain into the oil pan. Set the parking brake and ensure the gearshift is securely latched in
P Park. Open the hood. Protect yourself from engine heat. Recheck the engine oil level. Make
sure the oil level is not above the MAX mark on the engine oil level indicator dipstick. Page
Battery Note: Electrical or electronic accessories or components added to the vehicle by the
dealer or the owner may adversely affect battery performance and durability. Release the
parking brake. Add the mixture to the coolant reservoir, when the engine is cool, until the
appropriate fill level is obtained. Page Recycled engine coolant Ford Motor Company does NOT
recommend the use of recycled engine coolant in vehicles originally equipped with Motorcraft
Premium Gold Engine Coolant since a Ford-approved recycling process is not yet available.
Arrange for the vehicle to be taken to a service facility. If this is not possible, wait a short period
for the engine to cool. Check the coolant level and replenish if low. Gasoline may contain
benzene, which is a cancer-causing agent. The flow of fuel through a fuel pump nozzle can
produce static electricity, which can cause a fire if fuel is pumped into an ungrounded fuel

container. The fuel system may be under pressure. If the fuel filler cap is venting vapor or if you
hear a hissing sound, wait until it stops before completely removing the fuel filler cap. Page
Aftermarket products could cause damage to the fuel system. Repairs to correct the effects of
using an aftermarket product in your fuel may not be covered by your warranty. Running out of
fuel Avoid running out of fuel because this situation may have an adverse affect on powertrain
components. After at least three to five tank fill-ups, fill the fuel tank and record the current
odometer reading. Subtract your initial odometer reading from the current odometer reading. If
other than Ford, Motorcraft or Ford-authorized parts are used for maintenance replacements or
for service of components affecting emission control, such non-Ford parts should be equivalent
to genuine Ford Motor Company parts in performance and durability. Allow the vehicle to sit for
at least eight hours without starting the engine. Then, start the engine and complete the above
driving cycle. Recheck the fluid level on the dipstick. With the parking brake engaged and your
foot on the brake pedal, start the engine and move the gearshift lever through all of the gear
ranges. Allow sufficient time for each gear to engage. High fluid levels can be caused by an
overheating condition. The use of these materials may affect transmission operation and result
in damage to internal transmission components. The Quality grades can be found where
applicable on the tire sidewall between tread shoulder and maximum section width. Department
of Transportation-Tire quality grades: The U. Department of Transportation requires Ford to give
you the following information about tire grades exactly as the government has written it. If not,
contact a local tire dealer. Note: You may not find this information on all tires because it is not
required by federal law. Maximum Load Single lbs. You are strongly urged to buy a reliable tire
pressure gauge, as automatic service station gauges may be Econoline eco Owners Guide
postfmt USA English fus Page Maintenance and Specifications inaccurate. Ford recommends
the use of a digital or dial type tire pressure gauge rather than a stick type tire pressure gauge.
Use the recommended cold inflation pressure for optimum tire performance and wear.
Under-inflation or over-inflation may cause uneven treadwear patterns. For example, during any
procedure involving tire inflation, the technician or individual must utilize a remote inflation
device, and ensure that all persons are clear of the trajectory area. Page Only use replacement
tires and wheels that are the same size and type such as P-metric versus LT-metric or
all-season versus all-terrain as those originally provided by Ford. Use of any tire or wheel not
recommended by Ford can affect the safety and performance of your vehicle, which could result
in an increased risk of loss of vehicle control, vehicle rollover, personal injury and death. Do not
use tire chains on dry roads. Do not remove these components from your vehicle when using
snow tires and chains. Replace the PCV valve with one that meets Ford material and design
specifications for your vehicle, such as a Motorcraft or equivalent replacement part. The
customer warranty may be void for any damage to the emissions system if such a PCV valve is
not used. Add ml 4 oz. Page Lubricant Specifications Maintenance and Specifications Use of
synthetic or synthetic blend motor oil is not mandatory. Add ml 8 oz. Page Ford Motor Company
will repair or Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL. Quick Links. Table of
Contents. Instrument Cluster. Warning Lights And Chimes. Entertainment Systems. Auxiliary
Input Jack. Climate Controls. Turn Signal Control. Bulb Replacement. Driver Controls. Steering
Wheel Adjustment. Locks And Security. Anti-Theft System. Owners Guide, 1st Printing. USA
fus. Ford may change the contents without notice and without incurring obligation. Please take
the time to get well acquainted with your vehicle by reading this handbook. The more you know
and understand about your vehicle, the greater the safety and pleasure you will derive from
driving it. Page 5 Introduction Warning symbols on your vehicle When you see this symbol, it is
imperative that you consult the relevant section of this guide before touching or attempting
adjustment of any kind. Protecting the environment We must all play our part in protecting the
environment. Page 6 Introduction Do not add friction modifier compounds or special break-in
oils since these additives may prevent piston ring seating. See Engine oil in the Maintenance
and Specifications chapter for more information on oil usage. In addition, ambulance Page 8
EDR. Ford Motor Company and Ford of Canada do not access event data recorder Page 9 If you
do not want Ford or its vendors to receive this information, do not activate the service. Ford
Motor Company and the vendors it uses to provide you with this information do not store your
vehicle travel information. Ford strongly recommends that you use extreme caution when using
any device or feature that may take your focus off the road. Your primary responsibility is the
safe operation of your vehicle. A market unique supplement may be supplied that complements
this book. Page 12 Introduction These are some of the symbols you may see on your vehicle.
Many lights will illuminate when you start your vehicle to make sure the bulb works. Solid
illumination after the engine is started indicates the on-board diagnostics system OBD-II has
detected a malfunction. A significant decrease in braking performance may occur. It will take

you longer to stop the vehicle. Have the vehicle checked by your authorized dealer. Driving
extended distances with the parking brake engaged can cause brake failure and the risk of
personal injury. Low tire pressure warning if equipped : Illuminates when your tire pressure is
low. If the light remains on at start up or while driving, the tire pressure should be checked.
Refer to the Driving chapter for transmission function and operation. If the light flashes steadily,
have the system serviced immediately, damage to the transmission could occur. Page Gauges
Instrument Cluster High beams: Illuminates when the high beam headlamps are turned on. Page
20 Instrument Cluster Engine coolant temperature gauge: Indicates engine coolant temperature.
If it enters the red section, the engine is overheating. Stop the vehicle as soon as safely
possible, switch off the engine and let the engine cool. If the needle falls below the normal
range, stop the vehicle, turn off the engine and check the engine oil level. It will return at
approximately 25 miles 40 km , 10 miles 16 km and 0 miles 0 km to empty. DTE is calculated
using a running average fuel economy, which is based on your recent driving history of miles
km. Page 25 Instrument Cluster Compass zone adjustment 1. Determine which magnetic zone
you are in for your geographic location by referring to the zone map. In the event of a multiple
warning situation, the message center will cycle the display to show all warnings by displaying
each one for four seconds. Refer to Trailer towing in the Tires, Wheels and Loading chapter for
more information. Ford strongly recommends that drivers use extreme caution when using any
device or feature that may take their focus off the road. Your primary responsibility is the safe
operation of the vehicle. Page 30 Entertainment Systems 2. Page 32 Entertainment Systems
Tuner : Press to manually go up or down the radio frequency. Also use in menu mode to select
various settings. When the chosen song is playing on any satellite radio channel, the system
will alert you with an audible prompt. Page 34 Entertainment Systems When the six strongest
stations are filled, the station stored in preset 1 will begin playing. If there are less than six
strong stations, the system will store the last one in the remaining presets. OK: Use in various
menu selections. To save satellite channels in your memory presets, tune to the desired
channel then press and hold a preset control until sound returns. Page 39 Entertainment
Systems Required equipment: 1. Any portable music player designed to be used with
headphones 2. This feature allows you to plug in media playing devices, memory sticks, and
also to charge devices if they support this feature. Page 42 CD units are designed to play
commercially pressed 4. Due to technical incompatibility, certain recordable and re-recordable
compact discs may not function correctly when used in Ford CD players. Do not use any
irregular shaped CDs or discs with a scratch protection film attached. Page 43 Entertainment
Systems CDs with homemade paper adhesive labels should not be inserted into the CD player
as the label may peel and cause the CD to become jammed. It is recommended that homemade
CDs be identified with permanent felt tip marker rather than adhesive labels. While various.
Page 45 Note: SIRIUS reserves the unrestricted right to change, rearrange, add or delete
programming including canceling, moving or adding particular channels, and its prices, at any
time, with or without notice to you. Ford Motor Company shall not be responsible for any such
programming changes. The system is working properly. Fan speed adjustment: Controls the
volume of air circulated in the vehicle. Temperature selection: Controls the temperature of the
airflow in the vehicle. Air flow selections: Controls the direction of the airflow in the vehicle.
Turns on the parking lamps, instrument panel lamps, license plate lamps and tail lamps. Turns
the headlamps on. If mechanical aimers are used and the cross-car sight line is in any way
blocked, set the legs of the universal adaptor all to the same setting, such that the cross-car
sight line is no longer blocked, per the instructions for the brand of mechanical aimer used.
Page 54 Lights 5. Locate the vertical adjuster 1 for each headlamp. Adjust the aim by turning the
adjuster control either clockwise to adjust up or counterclockwise to adjust down. In addition to
the horizontal line marked in step 2, a pair of vertical lines 5 must be marked at the center line of
the headlamps on the wall or screen. Page Turn Signal Control Lights 3. Turn on the low beam
headlamps to illuminate the wall or screen and open the hood. Cover one of the headlamps so
no light hits the wall. On the wall or screen you will observe a light pattern with a distinct
horizontal edge towards the right. Condensation can be a natural by-product of this design.
When moist air enters the lamp assembly through the vents, there is a possibility that
condensation can occur when the temperature is cold. Page 59 Lights Replacing exterior bulbs
Check the operation of all bulbs frequently. Replacing headlamp bulbs aerodynamic 1. Make
sure the headlamp switch is in the off position, then open the hood. Remove the three screws
from the headlamp assembly and pull the assembly straight out. Page 60 Lights 2. Remove the
four screws and the retaining ring. Disconnect the electrical connector from the lamp and
remove the lamp. To install the new lamp, follow the removal procedures in reverse order. Page
61 Lights Replacing side marker bulbs 1. Make sure the headlamp control is in the off position.
Remove the headlamp assembly. Refer to Replacing headlamp bulbs in this section.

Aerodynamic Sealed beam 3. Rotate the bulb socket counterclockwise and remove. Page 62
Lights Replacing high-mount brake lamp bulbs On vehicles without a rear headliner, the interior
cargo lamp if equipped must be removed from under the high-mount brake lamp assembly
located inside the vehicle. Then, do the following: 1. Remove the two screws from the
high-mount brake lamp assembly and lift the lamp from the vehicle. Follow the same steps to
replace any of the bulbs: 1. Turn the headlamp switch to the off position, then remove the four
screws and the lamp assembly from the vehicle. Pull and hold the steering wheel release
control toward you. Move the steering wheel up or down until you find the desired location.
Release the steering wheel release control. Page Power Windows Driver Controls Note: Do not
plug optional electrical accessories into the cigarette lighter socket if equipped. Improper use of
the lighter can cause damage not covered by your warranty, and can result in fire or serious
injury. Press the switch completely down to the second detent and release quickly. The window
will open fully. Momentarily press the switch to any position to stop the window operation.
Accessory delay With accessory delay, the window switches and radio may be used for up to 10
minutes after the ignition switch is turned to the off position, or To adjust your mirrors: 1.
Rotate the control clockwise to adjust the right mirror and rotate the control counterclockwise
to adjust the left mirror. Page 69 Driver Controls Spotter mirror on telescoping mirror if
equipped The spotter mirror has a swivel that allows it to tilt up and down, and also to tilt left
and right to increase side and rear visibility. Fold-away mirrors The mirrors can be manually
folded forward or backwards for narrow spaces like driving through an automatic car wash or
backing out of a garage with the trailer tow mirror. Using speed control The speed controls are
located on the steering wheel. This will automatically return the vehicle to the previously set
speed. Press to activate phone mode or answer a phone call. Press and hold to exit phone
mode or end a call. Only use floor mats that leave the pedal area unobstructed. Floor mats
should always rest on top of vehicle carpeting surface and not another floor mat or other
covering. Additional floor mats or any other covering will reduce the pedal clearance and
potentially interfere with pedal operation. You should always carry a second key with you in a
safe place in case you require it in an emergency. If your vehicle is equipped with the
SecuriLock passive anti-theft system, your keys are electronically coded to your vehicle; Page
78 Locks and Security 6. The horn will chirp once if autounlock was deactivated or twice one
short and one long chirp if autounlock was activated. Turn the ignition off. The horn will chirp
once to confirm the procedure is complete. The front doors are unlocked and the cargo doors
remain double-locked. To open the side or back cargo doors from the inside: 1. Unlatch the
door using the inside release handle. Page 81 Locks and Security The remote entry system
allows you to lock or unlock all vehicle doors without a key. Note: The lock and unlock features
work when the ignition is in any position. The panic feature is active regardless of the ignition
positions. If there are problems with the remote entry system, make sure to take ALL remote
entry Page 82 Locks and Security Switching from two step to one step door unlocking Your
vehicle comes with two step unlocking enabled. With the vehicle locked, unlocking can be
switched between two step and one step door unlocking by pressing and holding both the
buttons simultaneously on the remote entry transmitter for approximately four seconds and
release. Page 83 Locks and Security To replace the battery: 1. Twist a thin coin between the two
halves of the remote entry transmitter near the key ring. Page 84 Locks and Security Note:
Ensure the brake pedal is not depressed during this sequence. To reprogram the remote entry
transmitters: 1. Ensure the vehicle is electronically unlocked. Place the key in the ignition and
turn from the 2 lock position to 3 off. Use of these systems may result in vehicle starting
problems and a loss of security protection. Note: Large metallic objects, electronic devices that
are used to purchase gasoline or similar items, or a second coded key on the same key chain
may cause vehicle starting issues. Page 86 Locks and Security Anti-theft indicator The anti-theft
indicator is located in the instrument cluster. Page 90 Seating and Safety Restraints The
non-adjustable head restraints consist of a trimmed foam covering over the upper structure of
the seatback. Page 91 Seating and Safety Restraints Pull lever up to adjust seatback. WARNING:
Before returning the seatback to its original position, make sure that cargo or any objects are
not trapped behind the seatback. After returning the seatback to its original position, pull on the
seatback to ensure that it has fully latched. Page 92 Seating and Safety Restraints Press to raise
or lower the rear portion of the seat cushion. Press the control to move the seat forward,
backward, up or down. Page 93 Seating and Safety Restraints Quick-release captains chair 7
passenger configuration- second row only To remove the seat: 1. Page 94 Seating and Safety
Restraints 1. Position the seat to the floor mount. Pull the seat latch handle downward to lock
the seat in position. Page 95 Seating and Safety Restraints 2. Clip the end of the belt to the
stationary portion of the shoulder belt coming out of the trim panel. The end of the shoulder belt
must be clipped in order to keep it from striking anything during vehicle operation. Page 96

Seating and Safety Restraints 4. Lift the rear end of seat upward and rearward by pushing on
the seatback 2 and lifting the seat cushion 3 to disengage the front seat hook and the rear seat
latch from the striker. WARNING: Each seating position in your vehicle has a specific safety belt
assembly which is made up of one buckle and one tongue that are designed to be used as a
pair. The lap portion of the safety belt should fit snug and be positioned low across the hips.
The shoulder portion of the safety belt should be positioned across the chest. Page Seating and
Safety Restraints In addition, the retractor is designed to lock if the webbing is pulled out too
quickly. If this occurs, let the belt retract slightly and pull webbing out again in a slow and
controlled manner. Automatic locking mode In this mode, the shoulder belt is automatically
pre-locked. Failure to replace the belt and retractor assembly could increase the risk of injury in
collisions. Page Seating and Safety Restraints Safety belt warning light and indicator chime The
safety belt warning light illuminates in the instrument cluster and a chime sounds to remind the
occupants to fasten their safety belts. Conditions of operation If Page Seating and Safety
Restraints The following are reasons most often given for not wearing safety belts: All statistics
based on U. Page Seating and Safety Restraints Reasons given Frontal airbags are not
designed to inflate in rear and side crashes or rollovers. Page Seating and Safety Restraints 1.
Turn the ignition switch to the ON position. Wait until the safety belt warning light turns off
Approximately one minute. Page Seating and Safety Restraints Children and airbags Children
must always be properly restrained. Accident statistics suggest that children are safer when
properly restrained in the rear seating positions than in the front seating position. Failure to
follow these instructions may increase the risk of injury in a collision. Page Seating and Safety
Restraints The airbags inflate and deflate rapidly upon activation. After airbag deployment, it is
normal to notice a smoke-like, powdery residue or smell the burnt propellant. This may consist
of cornstarch, talcum powder or sodium compounds which may irritate the skin and eyes, but
none of the residue is toxic. If the air bag is not replaced, the unrepaired area will increase the
risk of injury in a collision. Determining if the system is operational The SRS uses a readiness
light in the instrument cluster or a tone to indicate the condition of the system. See Vehicle
loading â€” Rear facing infant seats should NEVER be placed in the front seats, unless the
passenger airbag is turned off. Page Seating and Safety Restraints WARNING: The safety belts
for the driver and right front passenger seating positions have been specifically designed to
function together with the airbags in certain types of crashes. When you turn OFF your airbag,
you not only lose the protection of the airbag, you also may reduce the effectiveness of your
safety belt system, which was designed to work with the airbag. Page Child Restraints
Recommendations for Safety Restraints are based on probable child height, age and weight
thresholds from NHTSA and other safety organizations or are the minimum requirements of law.
Page Seating and Safety Restraints Recommendations for Safety Restraints for Children
Recommended Child size, height, weight, or age restraint type Infants or Children weighing 40
lb 18 kg or less Use a child safety toddlers generally age four or younger seat sometimes called
an infant carrier, convertible seat, Page Highway Traffic Safety Administration NHTSA provides
education and training to ensure that all children ages 0 to 16 are properly restrained in the
correct restraint system. Page Seating and Safety Restraints Follow all the safety restraint and
airbag precautions that apply to adult passengers in your vehicle. If the child is the proper
height, age, and weight as specified by your child safety seat or booster manufacturer , fits the
restraint and can be restrained properly, then restrain the child in the child safety seat or with
the belt-positioning booster. Page Seating and Safety Restraints Installing child safety seats
with combination lap and shoulder belts Check to make sure the child seat is properly secured
before each use. Children 12 and under should be properly restrained in a rear seating position
whenever possible. If all children cannot be seated and restrained properly in a rear seating
position, properly restrain the largest child in the front seat. Position the child safety seat in a
seat with a combination lap and shoulder belt. Pull down on the shoulder belt and then grasp
the shoulder belt and lap belt together. While holding the shoulder and lap belt portions
together, route the tongue through the child seat according to the child seat Page Seating and
Safety Restraints 4. Insert the belt tongue into the proper buckle the buckle closest to the
direction the tongue is coming from for that seating position until you hear a snap and feel the
latch engage. Make sure the tongue is latched securely by pulling on it. Page Ford Motor
Company recommends the use of a child safety seat having a top tether strap. See Attaching
child safety seats with tether straps and Recommendations for attaching safety restraints for
children in this chapter for more information. Follow the instructions on attaching child safety
seats with tether straps. Refer to Attaching child safety seats with tether straps later in this
chapter. Page Seating and Safety Restraints Attaching child safety seats with tether straps
WARNING: When using forward-facing child safety seats in vehicles with only two seating
positions or the forward-facing child safety seat cannot be placed in the rear of the vehicle,

move the passenger seat as far back from the instrument panel as possible. Page Seating and
Safety Restraints Front passenger seating position The tether can be attached directly to the
rear of the front seat. Adjust the front right-hand passenger seat full forward. Route the child
safety seat tether strap over the back of the front right-hand passenger seat as shown. Clip the
tether strap hook to the seat pedestal at the location shown. If the tether strap is clipped
incorrectly, the child safety seat may not be retained properly in the event of a collision. Adjust
the front right hand passenger seat to the full rearward position. If the safety seat is not
anchored properly, the risk of a child being injured in a collision greatly increases. Page Seating
and Safety Restraints 2. Page To improve the fit of both the lap and shoulder belt on children
who have outgrown child safety seats, Ford Motor Company recommends use of a
belt-positioning booster. They lift the child up so that the lap belt rests low across the hips and
the knees bend comfortably at the edge of the cushion, while minimizing slouching. Page
Seating and Safety Restraints Types of booster seats There are generally two types of
belt-positioning booster seats: backless and high back. Page Seating and Safety Restraints
Children and booster seats vary in size and shape. Choose a booster that keeps the lap belt low
and snug across the hips, never up across the stomach, and lets you adjust the shoulder belt to
cross the chest and rest snugly near the center of the shoulder. Ford Motor Company
recommends that all safety belt assemblies in use in vehicles involved in a collision be
replaced. Utility vehicles and trucks are not designed for cornering at speeds as high as
passenger cars any more than low-slung sports cars are designed Department of
Transportation-Tire quality grades: The U. Department of Transportation requires Ford Motor
Company to give you the following information about tire grades exactly as the government has
written it. Page Tires, Wheels and Loading WARNING: The traction grade assigned to this tire is
based on straight-ahead braking traction tests, and does not include acceleration, cornering,
hydroplaning or peak traction characteristics. Page Ford Motor Company. You are strongly
urged to buy a reliable tire pressure gauge, as automatic service station gauges may be
inaccurate. Ford recommends the use of a digital or dial-type tire pressure gauge rather than a
stick-type tire pressure gauge. Page Always inflate your tires to the Ford recommended inflation
pressure even if it is less than the maximum inflation pressure information found on the tire.
Page Tires, Wheels and Loading 5. Repeat this procedure for each tire, including the spare.
Note: Some spare tires operate at a higher inflation pressure than the other tires. As such, they
cannot be treated like normal light truck tires. Tire service, including adjusting tire pressure,
must be performed by personnel trained, supervised and equipped according to Federal
Occupational Safety and Health Administration OSHA regulations. TIRE CARE Inspecting your
tires and wheel valve stems Periodically inspect the tire treads for uneven or excessive wear
and remove objects such as stones, nails or glass that may be wedged in the tread grooves.
Page such as P-metric versus LT-metric or all-season versus all-terrain as those originally
provided by Ford. Page The tire pressure sensors mounted in the wheels originally installed on
your vehicle are not designed to be used in aftermarket wheels. The use of wheels or tires not
recommended by Ford Motor Company may affect the operation of your tire pressure
monitoring system. Note: If your tires show uneven wear ask an authorized dealer to check for
and correct any wheel misalignment, tire imbalance or mechanical problem involved before tire
rotation. We do not recommend splitting up the dual rear wheels. The definitions of these items
are listed below. Note that the tire size, load index and speed rating for your vehicle may be
different from this example. Page Tires, Wheels and Loading Note: You may not find this
information on all tires because it is not required by federal law. Note: Tire Quality Grades do
not apply to this type of tire. Note: The temporary tire size for your vehicle may be different from
this example. If your vehicle has tires of a different size than the size indicated on the vehicle
placard or tire inflation pressure label, you should determine the proper tire inflation pressure
for those tires. Operation is subject to the following two conditions: 1 This device may not
cause harmful interference, and 2 This device must accept any interference received, including
interference that may cause undesired operation. When you believe your system is not
operating properly The main function of the tire pressure monitoring system is to warn you
when your tires need air. For a description on how the system functions, refer to When your
temporary spare tire is installed in this section. Page Tires, Wheels and Loading 3. Cycle the
ignition to the on position with the engine off. Turn the hazard flashers on then off three times.
This must be accomplished within 10 seconds. Use of any tire or wheel not recommended by
Ford can affect the safety and performance of your vehicle, which could result in an increased
risk of loss of vehicle control, vehicle rollover, personal injury and death. Page Tires, Wheels
and Loading Payload â€” is the combined weight of cargo and passengers that the vehicle is
carrying. When towing, trailer tongue load or king pin weight is also part of cargo weight. The
total load on each axle must never exceed its GAWR. GCWR Gross Combined Weight Rating

â€” is the maximum allowable weight of the vehicle and the loaded trailer â€” including all cargo
and passengers â€” Steps for determining the correct load limit: 1. You and one of your friends
decide to pick up cement from the local home improvement store to finish that patio you have
been planning for the past 2 years. Do not exceed trailer weight of 5, lb 2, kg when towing with
bumper only. Page Tires, Wheels and Loading Weight-distributing hitch When hooking-up a
trailer using a weight-distributing hitch, always use the following procedure: 1. Park the vehicle
without the trailer on a level surface. Measure the height of the top of the front wheel opening
on the fender, this is H1. Page Tires, Wheels and Loading The trailer brake controller TBC is
designed to display three items of information in the instrument cluster message center. These
are: gain setting, output bar graph, and trailer connectivity status. Page Tires, Wheels and
Loading The GAIN should be set to provide the maximum trailer braking assistance while
ensuring the trailer wheels do not lock when braking; locked trailer wheels may lead to trailer
instability. Page TBC module. Make sure all running lights, brake lights, turn signals and hazard
lights are working. Contact your authorized dealer or trailer rental agency for proper
instructions and equipment for hooking-up trailer lamps. Launching or retrieving a boat
Disconnect the wiring to the trailer before backing the trailer into the water. Accessory â€”
allows the electrical accessories such as the radio to operate while the engine is not running.
Lock â€” locks the automatic transmission gearshift lever and allows key removal. Off â€” shuts
off the engine and all accessories without locking the steering wheel. The emission system
heats up the engine compartment and exhaust system, which can start a fire. Some warning
lights will briefly illuminate. See Warning lights and chimes in the Instrument Cluster chapter for
more information regarding the warning lights. Consult your fuel distributor for the availability
of winter grade ethanol. As the outside temperature approaches freezing, ethanol fuel
distributors should supply winter grade ethanol same as with unleaded gasoline. Also ensure
that the block heater, especially the cord, is in good condition before use. This system helps
you maintain steering control during emergency stops by keeping the brakes from locking.
Page Traction Control Driving and bring your vehicle to a safe stop. Turn the engine off, shift to
P Park and apply the parking brake, and then inspect the accelerator pedal for any
interferences. If none are found and the condition persists, have your vehicle towed to the
nearest authorized dealer. Parking brake To set the parking brake 1 , press the parking brake
pedal down until Page Advancetrac Driving WARNING: Aggressive driving in any road
conditions can cause you to lose control of your vehicle increasing the risk of severe personal
injury or property damage. The occurrence of a traction control event is an indication that at
least some of the tires have exceeded their ability to grip the road. In addition, installing any
stereo loudspeakers may interfere with and adversely affect the AdvanceTrac with RSC system.
The stability control light in the instrument cluster will illuminate temporarily during start-up as
part of a normal system self-check, or during driving if a driving situation causes the
AdvanceTrac with RSC system to operate. Page Driving During traction control events, the
stability control light in the instrument cluster will flash. If the TCS is activated excessively in a
short period of time, the braking portion of the system may become temporarily disabled to
allow the brakes to cool down. Page Driving During an event that activates the RSC , the
stability control light in the instrument cluster will flash. Do not overload your vehicle and use
extra precautions, such as driving at slower speeds, avoiding abrupt steering changes and
allowing for increased stopping distance, when driving a heavily loaded vehicle. Over-loading or
loading the vehicle improperly can deteriorate handling capability and contribute to loss of
vehicle control and vehicle rollover. Excessive steering will result in less vehicle control, not
more. Page Driving If the fuse is not blown and the brake lamps are working properly, the
following procedure will allow you to move the gearshift lever from P Park : 1. Apply the parking
brake, and turn the ignition to the on position. When you take your foot off the accelerator pedal
and the vehicle begins to slow down the torque converter clutch locks up and aggressively
shuts off fuel flow to the engine while decelerating. Turn the ignition to the lock position and
remove the key whenever you leave your vehicle. R Reverse With the gearshift lever in R
Reverse , the vehicle will move backward. Always come to a complete stop before shifting into
and out of R Reverse. Page Driving 2 Second This position allows for second gear only. Page
Driving The adaptive transmission shift strategy allows the transmission to relearn these
operating parameters. This learning process could take several transmission upshifts and
downshifts; during this learning process, slightly firmer shifts may occur. After this learning
process, normal shift feel and shift scheduling will resume. P Park This position locks the
transmission and prevents the rear wheels from turning. Page Driving The RSS detects
obstacles up to 6 feet 2 meters from the rear bumper with a decreased coverage area at the
outer corners of the bumper, refer to the figures for approximate zone coverage areas. As you
move closer to the obstacle, the rate of the tone increases. It adds assistance to the driver while

reversing or reverse parking the vehicle. Page Driving Note: The default setting for the rear
camera delay is off. When towing, the camera system will only see what is being towed behind
the vehicle; If the image is still not clear after cleaning, have your system inspected by your
authorized dealer. Page Your vehicle is qualified for use as a stationary power source, within
limits detailed in the Ford Truck Body Builders Layout Book, found at This program is separate
from the New Vehicle Limited Warranty. Page Hazard Flasher Control U. Ford vehicle customers
who require Roadside Assistance, call If you need to arrange roadside assistance for yourself,
Ford Motor Company will reimburse a reasonable amount for towing to the nearest dealership
within 35 miles 56 km. To obtain reimbursement information, U. Ford Motor Company
recommends that the fuel system be inspected by an authorized dealer after any collision. To
reset the switch: 1. Check the fuel system for leaks. If no leaks are apparent, reset the switch by
pushing in on the reset button. Page Roadside Emergencies The fuses are coded as follows.
Page Roadside Emergencies The high-current fuses are coded as follows. Page Ford. If the
dissimilar spare tire or wheel is damaged, it should be replaced rather than repaired. It is
intended for temporary use only. This means if you need to use it, you should replace it as soon
as possible. Page Roadside Emergencies 3. Remove the jack handle from the right side
compartment and insert the tip of the jack handle through the access hole and into the tube.
Turn the jack handle counterclockwise until the cable is slack and the tire can be slid from
under the vehicle. Remove any wheel trim. Insert the tapered end of the lug nut wrench behind
wheel covers or hubcaps and twist off. Loosen the wheel nut by pulling up on the handle of the
lug nut wrench about one-half turn counterclockwise. Page Roadside Emergencies Front axle
jacking points: Place the jack under the pin on the front surface of the front axle. Do not place
the jack under or on the steering linkage. Raise the jack until the wheel is completely off the
ground. Turn jack handle clockwise if your vehicle is equipped with a screw-type jack or pump
the jack if equipped with a This damage could allow the wheels to come off while the vehicle is
being driven. Install any wheel covers, ornaments or hub caps. Use only Ford recommended
replacement fasteners. On all two-piece flat wheel nuts, apply one drop of motor oil between the
flat washer and the nut. Do not apply motor oil to the wheel nut threads or the wheel stud
threads. Page Jump Starting Roadside Emergencies WARNING: When a wheel is installed,
always remove any corrosion, dirt or foreign materials present on the mounting surfaces of the
wheel or the surface of the wheel hub, brake drum or brake disc that contacts the wheel. Ensure
that any fasteners that attach the rotor to the hub are secured so they do not interfere with the
mounting surfaces of the wheel. Page Roadside Emergencies Preparing your vehicle When the
battery is disconnected or a new battery is installed, the automatic transmission must relearn
its shift strategy. This operation is considered normal and will not affect function or durability of
the transmission. Page Roadside Emergencies 1. Connect the negative - cable to the negative terminal of the assisting battery. Page Roadside Emergencies Removing the jumper cables
Remove the jumper cables in the reverse order that they were connected. Note: In the
illustration, the vehicle on the bottom is used to designate the assisting boosting battery.
Remove the jumper cable from the ground metal surface. Page Wrecker Towing Ford
recommends your vehicle be towed with a wheel lift or flatbed. Do not tow with a slingbelt. Ford
Motor Company has not approved a slingbelt towing procedure. Page Customer Assistance A
reasonable time must be allowed to perform a repair after taking your vehicle to the authorized
dealer. Repairs will be made using Ford or Motorcraft parts, or remanufactured or other parts
that are authorized by Ford. Page Away from homeâ€”motorhome service If you own a
motorhome built on a Ford Chassis and are away from home when your vehicle needs service,
or if you need more help than the authorized dealer could provide, after following the steps
above, contact the Ford Motorhome Customer Assistance Center to find an authorized dealer or
service location to help you. Ford is also allowed a final repair attempt in some states. If a
warranty concern has not been resolved using the three-step procedure outlined earlier in this
chapter in the Getting the services you need section, you may be eligible to participate in the
BBB AUTO LINE program. During mediation, a representative of the BBB will contact both you
and Ford Motor Company to explore options for settlement of the claim. If an agreement is not
reached during mediation or you do not want to participate in mediation, and if your claim is
eligible, you may participate in the arbitration process. FAX: Email: expcac ford. If you are in
another foreign country, contact the nearest authorized dealer. Page Reporting Safety Defects
U. The high-pressure fluid could penetrate the sealed parts and cause damage. These may
include hot wax treatments used by commercial car washes, water repellent coatings, tree sap,
or other organic contamination; If a spill occurs, wipe off immediately. Damage may not be
covered by your warranty. These quality products have been specifically engineered to fulfill
your automotive needs; they are custom designed to complement the style and appearance of
your vehicle. If your vehicle requires professional service, your authorized dealer can provide

the necessary parts and service. Check your Warranty Guide to find out which parts and
services are covered. Inside the vehicle, pull the hood release handle located under the bottom
left corner of the instrument panel. HOOD 2. Go to the front of the vehicle and push the auxiliary
latch, located in the center top of the grille, to the left to release the hood. Page Engine
Compartment In very cold weather, do not fill the reservoir completely. Only use a washer fluid
that meets Ford specifications. Do not use any special washer fluid such as windshield water
repellent type fluid or bug wash. They may cause squeaking, chatter noise, streaking and
smearing. Failure to use washer fluid with antifreeze protection in cold weather could result in
impaired windshield vision and increase the risk of injury or accident. Page Maintenance and
Specifications 4. Open the hood. Protect yourself from engine heat. Locate and carefully remove
the engine oil level dipstick. Wipe the dipstick clean. Insert the dipstick fully, then remove it
again. WARNING: This vehicle may be equipped with more than one battery, removal of cable
from only one battery does not disconnect the vehicle electrical system. Therefore, do not allow
flames, sparks or lighted substances to come near the battery. When working near the battery,
always shield your face and protect your eyes. Always provide proper ventilation. When the
battery is disconnected or a new battery is installed, the engine must relearn its idle and fuel
trim strategy for optimum driveability and performance. Page Engine Coolant For best results,
coolant concentration should be tested with a refractometer such as Rotunda tool ROBE
available from your dealer. Ford does not recommend the use of hydrometers or coolant test
strips for measuring coolant concentration. Page Maintenance and Specifications When the
engine is cold, check the level of the engine coolant in the reservoir. Steam and scalding liquids
released from a hot cooling system can burn you badly. Also, you can be burned if you spill
coolant on hot engine parts. The cooling system is under pressure; steam and hot liquid can
come out forcefully when the cap is loosened slightly. Add the proper mixture of coolant and
water to the cooling system by following these steps: 1. Page Maintenance and Specifications
Recycled engine coolant Ford Motor Company does NOT recommend the use of recycled
engine coolant since a Ford-approved recycling process is not yet available. Used engine
coolant should be disposed of in an appropriate manner. What you should know about fail-safe
cooling if equipped If the engine coolant supply is depleted, this feature allows the vehicle to be
driven temporarily before incremental component damage is incurred. Page Maintenance and
Specifications When fail-safe mode is activated You have limited engine power when in the
fail-safe mode, so drive the vehicle with caution. The vehicle will not be able to maintain
high-speed operation and the engine will run rough. Remember that the engine is capable of
completely shutting down automatically to prevent engine damage, therefore: 1. The pressure in
an overfilled tank may cause leakage and lead to fuel spray and fire. If the fuel filler cap is
venting vapor or if you hear a hissing sound, wait until it stops before completely removing the
fuel filler cap. If fuel is splashed in the eyes, remove contact lenses if worn , flush with water for
15 minutes and seek medical attention. Failure to seek proper medical attention could lead to
permanent injury. If your vehicle is not serviced in accordance with flexible fuel vehicles
procedures, damage may occur and your warranty may be invalidated. Page The customer
warranty may be void for any damage to the fuel tank or fuel system if the correct genuine Ford,
Motorcraft or other certified fuel filler cap is not used. Page Maintenance and Specifications It is
best not to alternate repeatedly between gasoline and E If you do switch fuels, it is
recommended that you add as much fuel as possibleâ€”at least half a tank. Do not add less
than five gallons If the vehicle is out of fuel and on a steep grade, more than 1 gallon 3. Your
results will be most accurate if your filling method is consistent. Calculating fuel economy 1.
Page If other than Ford, Motorcraft or Ford-authorized parts are used for maintenance
replacements or for service of components affecting emission control, such non-Ford parts
should be equivalent to genuine Ford Motor Company parts in performance and durability. Page
Maintenance and Specifications Do not make any unauthorized changes to your vehicle or
engine. By law, vehicle owners and anyone who manufactures, repairs, services, sells, leases,
trades vehicles, or supervises a fleet of vehicles are not permitted to intentionally remove an
emission control device or prevent it from working. Failure to pass this inspection could
prevent you from getting a vehicle registration. Page Maintenance and Specifications 1. Start
the engine and let it run until it reaches normal operating temperature. While the engine idles,
turn the steering wheel left and right several times. Turn the engine off. Check the fluid level in
the reservoir. Page Maintenance and Specifications 3. With the engine running, parking brake
engaged and your foot on the brake pedal, move the gearshift lever through all of the gear
ranges. Allow sufficient time for each gear to engage. Latch the gearshift lever in P Park and
leave the engine running. The normal operating temperature can be reached after approximately
20 miles 30 km of driving. Page Maintenance and Specifications Adjusting automatic
transmission fluid levels Before adding any fluid, make sure the correct type is used. The type

of fluid used is normally indicated on the dipstick. Refer to Maintenance product specifications
and capacities in this chapter. Use of a non-approved automatic transmission fluid may cause
internal transmission component damage. Page Air Filter S Maintenance and Specifications
Automatic transmission fluid filter The TorqShift automatic transmission is equipped with a
serviceable transmission fluid filter located inside the transmission bottom pan. Refer to
scheduled maintenance information for service intervals for automatic transmission fluid and
transmission filter. For transmission filter maintenance, see your authorized dealer. Page
Maintenance and Specifications Changing the air filter element 1. Disconnect the fresh air inlet
tube from the radiator support. Open the clamp that secures the two halves of the air filter
housing together. Carefully separate the two halves of the air filter housing. Confirm there are
no cooling system leaks, and fluid is at the recommended level. Keep connections clean. Page
Part Numbers Replace the spark plugs with ones that meet Ford material and design
specifications for your vehicle, such as Motorcraft or equivalent replacement parts. The
customer warranty may be void for any damage to the engine if such spark plugs are not used.
Please note that in the graphic, XXXX is representative of your vehicle identification number.
The vehicle identification number VIN contains the following information: 1. The following table
tells you which transmission each code represents. These quality accessories have been
specifically engineered to fulfill your automotive needs; they are custom designed to
complement the style and aerodynamic appearance of your vehicle. Page Ford Motor Company
engineering requirements. PowertrainCare â€” Covers 29 critical components. With Ford ESP,
you minimize your risk for unexpected repair bills and rising repair costs. For more information,
visit your local Ford of Canada dealer or Please consult your Warranty Guide for complete
warranty information. Page Scheduled Maintenance Chemicals or additives not approved by
Ford are not required for factory recommended maintenance. In fact, Ford Motor Company
recommends against the use of such additive products unless specifically recommended by
Ford for a particular application. Oils, fluids and flushing With factory-trained technicians, and
one-stop service from routine maintenance like oil changes and tire rotations to repairs like
brake service, check out the value your dealers can offer. Owner checks and services Certain
basic maintenance checks and inspections should be performed by the owner or a service
technician at the intervals indicated. Page In order to keep your vehicle running right, it is
important to have the systems on your vehicle checked regularly. This can help identify
potential issues and prevent major problems. Ford Motor Company recommends the following
multi-point inspection be performed at every scheduled maintenance interval to help ensure
your vehicle keeps running great. This schedule is presented at specific mileage kilometer
intervals with exceptions noted. If you only occasionally operate your vehicle under these
conditions, it is not necessary to perform the additional maintenance. Page Scheduled Mai
05 impala
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ntenance Off-road operation Inspect frequently, Inspect steering linkage, ball joints and
U-joints; service as required lubricate if equipped with grease fittings Replace cabin air filter if
equipped Replace engine air filter Every 5, miles Change engine oil and filter 8, km Inspect
wheels and related components for abnormal noise, wear, looseness or drag Page Maintenance
Product Specifications And Capacities Normal vehicle axle maintenance: Rear axles and power
take-off PTO units with synthetic fluid and light-duty trucks equipped with Ford-design axles are
lubricated for life; do not check or change fluid unless a leak is suspected, service is required
or the assembly has been submerged in water. Page Index Index acid, treating emergencies..
Page Cruise control lubrication specifications.. Page Index Keys Page Index replacing the
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