Ford taurus 2007 manual

Do you have a question about the Ford Taurus or do you need help? Ask your question here.
Provide a clear and comprehensive description of the issue and your question. The more detail
you provide for your issue and question, the easier it will be for other Ford Taurus owners to
properly answer your question. View the manual for the Ford Taurus here, for free. This manual
comes under the category Cars and has been rated by 1 people with an average of a 7. This
manual is available in the following languages: Engels. Below, you will find the most frequently
asked questions about the Ford Taurus Is your question not listed? We use cookies to ensure
that we give you the best experience on our website. If you continue to use this site we will
assume that you are happy with it. Introduction 4. Instrument Cluster W arning lights and
chimes Entertainment Systems CD changer Climate Controls Manual heating and air
conditioning Automatic temperature control Rear window defroster T urn signal control Bulb
replacement Driver Controls Steering wheel adjustment Power windows Speed control Moon
roof Message center Locks and Security Anti-theft system T able of Contents. Owners Guide
postfmt. USA fus. Ask a question. About the Ford Taurus Ford Taurus specifications. Related
product manuals. Frequently Asked Questions Below, you will find the most frequently asked
questions about the Ford Taurus How do I convert miles into kilometres? The location of the
VIN number of the car differs per brand and type of car. The code may be stamped on the frame
of the car or mounted on a plate. What is a VIN number? The VIN number of a car is an
identification number unique to each car. When does my Ford need maintenance? Regular
maintenance is necessary for every car. How often the car needs maintenance and what exactly
needs to be done can be found in the maintenance instructions. For major periodic service, this
should generally be done every 2 years or after 30, kilometres. When should I change the brake
fluid of my Ford? It is recommended to change the brake fluid every two years. What is the
difference between E10 and E5 petrol? E10 petrol consists of up to ten per cent ethanol while E5
petrol will contain less than five per cent ethanol. As a result, the percentage of E10 petrol is
lower than that of E5 petrol, making it less bad for the environment. One or more doors won't
open from the inside. Now what? The lock is most likely set to the child safety lock so it cannot
be opened from the inside. How to unset the child safety lock differs per brand and type. My car
radio does not turn on, now what? If your car radio does not turn on, it will not receive any
power. Check that the red wire is connected to the contact power supply and the yellow wire to
the constant power supply. Read more. Popular searches. My notifications My Account. More
about the Taurus. Overview Overview. Starting MSRP. Drivetrain Drivetrain Drive type Front
wheel drive Transmission 4-speed automatic. Fuel tank capacity Engine Engine Torque lb-ft rpm
Base engine size 3. Power Feature Power Feature 1 one-touch power windows yes digital
keypad power door locks yes Power mirrors yes Heated mirrors yes. Instrumentation
Instrumentation compass yes external temperature display yes trip computer yes tachometer
yes low fuel level warning yes clock yes. Front leg room Rear hip Room Rear leg room Rear
shoulder room Dimensions Dimensions Front track Maximum cargo capacity Length Maximum
towing capacity lbs. Curb weight lbs. Cargo capacity, all seats in place Height EPA interior
volume Wheel base Width Rear track Sponsored cars related to the Taurus. Suspension
Suspension four-wheel independent suspension yes MacPherson strut rear suspension yes
MacPherson strut front suspension yes. Warranty Warranty Basic 3 yr. Drivetrain 5 yr. Rust 5 yr.
Roadside 5 yr. Inventory See Taurus Inventory. Sign Up. See Taurus Inventory. This listing is for
part or sub-assembly number given below only. Skip to main content. Email to friends Share on
Facebook - opens in a new window or tab Share on Twitter - opens in a new window or tab
Share on Pinterest - opens in a new window or tab. Add to Watchlist. People who viewed this
item also viewed. Showing Slide 1 of 1 - Carousel. Check if this part fits your vehicle. Picture
Information. Mouse over to Zoom - Click to enlarge. Trusted seller, fast shipping, and easy
returns. Learn more - Top Rated Plus - opens in new window or tab. Get the item you ordered or
get your money back. Learn more - eBay Money Back Guarantee - opens in new window or tab.
Seller information blacktopautoparts Contact seller. Visit store. See other items More See all.
Item Information Condition:. Sign in to check out Check out as guest. Add to Watchlist Remove
from watch list. Watch list is full. Longtime Member. Fast and safe Shipping. This amount is
subject to change until you make payment. For additional information, see the Global Shipping
Program terms and conditions - opens in a new window or tab. Item location:. Mokena, Illinois,
United States. Ships to:. United States and many other countries See details. For additional
information, see the Global Shipping Program terms and conditions - opens in a new window or
tab This amount includes applicable customs duties, taxes, brokerage and other fees. Estimated
between Wed. Delivery times may vary, especially during peak periods. Any international
shipping and import charges are paid in part to Pitney Bowes Inc. Learn More - opens in a new
window or tab International shipping and import charges paid to Pitney Bowes Inc. Learn More opens in a new window or tab Any international shipping and import charges are paid in part to

Pitney Bowes Inc. Learn More - opens in a new window or tab Any international shipping is paid
in part to Pitney Bowes Inc. Learn More - opens in a new window or tab. Sponsored items from
this seller. Showing Slide 1 of 2 - Carousel. Add to cart to save with this special offer. If you Buy
It Now, you'll only be purchasing this item. If you'd like to get the additional items you've
selected to qualify for this offer, close this window and add these items to your cart. Buy only
this item Close this window. Report item - opens in a new window or tab. This translation tool is
for your convenience only. The accuracy and accessibility of the resulting translation is not
guaranteed. Note: The accuracy and accessibility of the resulting translation is not guaranteed.
Seller assumes all responsibility for this listing. My Garage. Go to My Garage. Please wait. We
were unable to complete your request. Please try again later. This part is not compatible with
this. Compatibility information is not available for this item. Oops, something went wrong. This
part is compatible with below vehicle s. This part is compatible with below vehicle s matching
this. A quantity of 2 is recommended. Portions of the information contained in this table have
been provided by blacktopautoparts. Please see the photos to see the excellent condition that
the manual set is in with some normal wear. This manual set is in excellent shape and have no
missing pages or rips in them. Factory Original Owners Manual, also referred to as a glove box
manual. Information within each manual has been developed by the OEM to give vehicle owners
a basic understanding of the operation of their vehicle. If there are any issues with the item
please contact us as soon as you receive it so we can help you resolve the issue. We offer 1
Day handling on all items and will ship next day of winning bid. There is a 30 day warranty on all
parts from date of delivery. Please also leave us feedback upon installing the part, this really
helps us better server our customers. Shipping and handling. This item will ship to Ukraine , but
the seller has not specified shipping options. Contact the seller - opens in a new window or tab
and request a shipping method to your location. Shipping cost cannot be calculated. Please
enter a valid ZIP Code. No additional import charges at delivery! This item will be shipped
through the Global Shipping Program and includes international tracking. Learn more - opens in
a new window or tab. There are 1 items available. Please enter a number less than or equal to 1.
Select a valid country. Please enter 5 or 9 numbers for the ZIP Code. Domestic handling time.
Taxes may be applicable at checkout. Learn more. Return policy. Payment details. Payment
methods. Back to home page Return to top. Back to home page. Listed in category:. Email to
friends Share on Facebook - opens in a new window or tab Share on Twitter - opens in a new
window or tab Share on Pinterest - opens in a new window or tab Add to Watchlist. Image not
available Photos not available for this variation. Shipping and Returns Policy If there are any
issues with the item please contact us as soon as you receive it so we can help you resolve the
issue. International Priority Shipping. A majority of all used US imports have either been in
accidents, been stolen, been flooded, salvaged and rebuilt and shipped to Europe or are subject
to open recalls. For 30 years, CARFAX has been collecting data on US vehicles from thousands
of sources and has helped millions of used car shoppers reduce their risk of getting stuck with
a vehicle that has costly hidden problems. For more than 30 years, CARFAX has been helping
millions of used car shoppers make better purchase decisions and avoid expensive hidden
problems. In addition, CARFAX has helped used car dealers around the world to build trust with
their customers and sell their American cars with confidence. With more than 14 billion records,
CARFAX has built up its database with the help of its partners and sources, including
government offices, law enforcement agencies, service and repair shops, car dealerships,
insurance companies and many more. In addition to publicly available information, CARFAX has
collected information from many independent reliable sources. Thanks for the service, the price
was absolutely worth. Immediately to the Internet, paid with credit card and in 10 minutes I had
the report. Vehicle imported from California to Lithuania. For some weeks "Babs" is now with us
and we have a lot of fun with the car. Buying Used American Cars? Search by VIN. Instant
Access. We offer you unique vehicle history to help you make better purchase decisions.
Trusted by millions of users. Worldwide market leader. The most popular blog articles How to
detect mileage rollback? Mileage rollback is one of the most occurring types of fraud in the
selling process of used cars. However, there are ways to detect mileage fraud. Even though
odometer fraud is difficult to detect for the untrained eye, it is not an impossible task. Import a
car from the USA. There are a few advantages to buying a American used car. Check the Service
History of a Car. How important is the service history of a car? CARFAX takes a look at these
questions and explains the importance of the service history of a car, as well as where you can
find the complete history of service records. Make a VIN Search. Fuse box diagram fuse layout ,
location, and assignment of fuses and relays Ford Taurus , , , , , , , , If electrical parts in your
vehicle are not working, the system may have been overloaded and blown a fuse or tripped a
circuit breaker. Before you replace or repair any electrical parts, check the appropriate fuses or
circuit breakers. If electrical components in the vehicle are not working, a fuse may have blown.

Blown fuses are identified by a broken wire within the fuse. The fuse panel is located below and
to the left of the steering wheel by the brake pedal. Remove the panel cover to access the fuses.
The power distribution box is located in the engine compartment. Necessary cookies are
absolutely essential for the website to function properly. This category only includes cookies
that ensures basic functionalities and security features of the website. These cookies do not
store any personal information. Any cookies that may not be particularly necessary for the
website to function and is used specifically to collect user personal data via analytics, ads,
other embedded contents are termed as non-necessary cookies. It is mandatory to procure user
consent prior to running these cookies on your website. Always disconnect the battery before
servicing high current fuses. Always replace a fuse with one that has the specified amperage
rating. Using a fuse with a higher amperage rating can cause severe wire damage and could
start a fire. Never replace a broken fuse with anything other than a new fuse. Use always an
intact fuse of the same color. If a fuse blows again contact a qualified service center. Main Page.
This website uses cookies to improve your experience. We'll assume you're ok with this, but
you can opt-out if you wish. Close Privacy Overview This website uses cookies to improve your
experience while you navigate through the website. Out of these cookies, the cookies that are
categorized as necessary are stored on your browser as they are essential for the working of
basic functionalities of the website. We also use third-party cookies that help us analyze and
understand how you use this website. These cookies will be stored in your browser only with
your consent. You also have the option to opt-out of these cookies. But opting out of some of
these cookies may have an effect on your browsing experience. Necessary Always Enabled.
Non-necessary Non-necessary. Quick Links. Table of Contents. Table of Contents Introduction.
Instrument Cluster. Warning And Control Lights. Entertainment Systems. Climate Controls. Rear
Window Defroster. Turn Signal Control. Bulb Replacement. Driver Controls. Steering Wheel
Adjustment. Power Windows. Speed Control. Message Center. Locks And Security. Ford motor
company freestyle quick reference guide 12 pages. Ford motor company ford crown victoria
owner's guide pages. Automobile Ford Freestar Owner's Manual Ford motor company ford
freestar owner's guide pages. Ford crown victoria automobile owner's manual pages. Ford may
change the contents without notice and without incurring obligation. Page 4: Introduction The
more you know and understand about your vehicle, the greater the safety and pleasure you will
derive from driving it. In this guide, answers to such questions are contained in comments
highlighted by the warning triangle symbol. These comments should be read and observed. To
access this information, special equipment must be directly connected to the recording
modules. Ford Motor Company and Ford of Canada do not access event data recorder
information without obtaining consent, Page 7 Introduction Special instructions For your added
safety, your vehicle is fitted with sophisticated electronic controls. Failure to follow the specific
warnings and instructions could result in personal injury. Front seat mounted rear-facing child
or infant seats should NEVER be placed in front of an active passenger air bag. Page 8
Introduction These are some of the symbols you may see on your vehicle. Many lights will
illuminate when you start your vehicle to make sure the bulb works. Page 12 Instrument Cluster
Engine oil pressure: Illuminates when the oil pressure falls below the normal range, refer to
Engine oil in the Maintenance and Specifications chapter. Traction Control active if equipped :
Flashes when the Traction Control is active. If the light remains on a malfunction has been
detected; Engine coolant temperature gauge: Indicates engine coolant temperature. If it enters
the red section, the engine is overheating. Stop the vehicle as soon as safely possible, switch
off the engine and let the engine cool. Page 14 Instrument Cluster Tachometer: Indicates the
engine speed in revolutions per minute. Driving with your tachometer pointer continuously at
the top of the scale may damage the engine. Fuel gauge: Indicates approximately how much
fuel is left in the fuel tank when the ignition is in the ON position. Tape: Insert the cassette with
the opening to the right. If a tape is already inserted into the system, press TAPE to begin tape
play. Page 16 Entertainment Systems 6. Press again to stop. Page 17 Entertainment Systems
Tune: Works in radio mode or CD mode. Cassette door: Insert a cassette into the cassette door.
Clock: To set the hour, press and hold the H control. When the desired hour appears, release
the control. To set the minute, press and hold the M control. When the desired minute appears,
release the control. Page 19 Entertainment Systems 6. Scan: Press to hear a brief sampling of
all listenable radio stations or CD tracks. CD: Press to play a CD. Page Cd Changer
Entertainment Systems Page 21 Entertainment Systems 5. Line up the CD with the groove of the
disc holder. Ensure that the label on the CD faces downwards. Press the disc holder until it
locks securely into the magazine. Ensure that the disc holder is evenly inserted and at the same
level as the magazine A. Page 22 Due to technical incompatibility, certain recordable and
re-recordable compact discs may not function correctly when used in Ford CD players. Irregular
shaped CDs, CDs with a scratch protection film attached, and CDs with homemade paper

adhesive labels should not be inserted into the CD player. Temperature selection: Controls the
temperature of the airflow in the vehicle. Refer to Front passenger sensing system in the
Seating and Safety Restraints chapter. OFF: Outside air is shut out and the climate control
system is turned off. Use with the recirculated air to improve cooling performance and
efficiency. AUTO: Press to engage full automatic operation, and select the desired temperature
using the temperature control. For more information, or to replace the filter, see your Ford,
Lincoln or Mercury Dealer. Turns on the parking lamps, instrument panel lamps, license plate
lamps and tail lamps. Turns the headlamps on. Autolamp control if equipped The autolamp
system provides light sensitive automatic on-off control of the exterior lights normally
controlled by the headlamp control. Page 30 Lights High beams Push the lever toward the
instrument panel to activate. Pull the lever towards you to deactivate. Flash to pass Pull toward
you slightly to activate and release to deactivate. If your vehicle has been in an accident the
alignment of your headlamps should be checked by a qualified service technician. Vertical aim
adjustment 1. Page Turn Signal Control Lights To see a clearer light pattern for adjusting, you
may want to block the light from one headlamp while adjusting the other. Locate the vertical
adjuster on each headlamp. Using a 4 mm wrench, turn the adjuster either clockwise to adjust
down or counterclockwise to adjust up. Page 33 Lights from the outside, the lamp will remain
on for 25 seconds after the door is shut. If any other door has been opened from the inside, the
lamp will shut off immediately after the door is closed. To turn on the dome lamp manually,
move the panel dimmer control to the full upright position, past detent. Page 36 Lights
Replacing headlamp bulbs To remove the headlamp bulb: 1. Make sure headlamp switch is in
OFF position and open the hood. Remove the bolt 1 from the headlamp housing. At the back of
the headlamp, pry up and remove the two retainer pins to release the headlamp assembly from
the vehicle and pull headlamp forward. Page 37 Lights 5. Disconnect the electrical connector
from the bulb by pulling rearward. Remove the bulb retaining ring by rotating it
counterclockwise. Remove the old bulb from the lamp assembly by pulling it straight out of the
lamp assembly. Page 38 Lights 2. Install the bulb retaining ring over the plastic base and lock
the ring by rotating clockwise until it snaps into place. Connect the electrical connector to the
bulb. Install the protective dust shield and lock the shield by rotating it clockwise until it locks
into position. Page 39 Lights 5. Carefully pull bulb straight out of the socket and push in the
new bulb. Install the bulb socket into the lamp assembly by rotating it clockwise. Carefully
position the headlamp assembly onto the vehicle. Hold the headlamp assembly snugly against
the vehicle and install the retainer pins straight down to lock the lamp into place. Page 40 Lights
Replacing high-mount brakelamp bulbs â€” Wagon only 1. Open liftgate. Remove two screw
covers, screws and handle from liftgate. Remove two screws and the lower trim panel from the
liftgate. Remove the upper trim panel. Remove the rubber plug from the lower access hole in the
upper portion of the liftgate. Page 41 Lights 7. Carefully lift the lamp assembly away from the
liftgate. Remove the bulb socket by rotating it counterclockwise and pulling it out from the lamp
assembly. Carefully pull the bulb straight out of the socket and push in the new bulb. Page 42
Lights Replacing license plate lamp bulbs Wagon 1. Make sure headlamp switch is in OFF
position and remove screw and the license plate lamp assembly from liftgate. Remove bulb
socket by turning counterclockwise. Carefully pull the bulb out from the socket and push in the
new bulb. Follow the same steps to replace either bulb. Make sure headlamp switch is in OFF
position and open trunk and remove two plastic mushroom nuts, five push pins and the plastic
cover Follow the same steps to replace either bulb: 1. Make sure headlamp switch is in OFF
position and open the liftgate to expose the lamp assemblies. Page 46 Driver Controls Press the
washer control to activate the rear washer. The wiper will come on when the washer control is
pressed, if it is not already on. Changing the wiper blades 1. Pull the wiper arm away from the
vehicle. Pull and hold the steering wheel release control toward you. Move the steering wheel
up or down until you find the desired location. Release the steering wheel release control. Page
Power Windows Driver Controls The auxiliary power point is located on the instrument panel
below the optional cigarette lighter if equipped. They may seriously injure themselves. Page
Mirrors Driver Controls Accessory delay With accessory delay, the window switches may be
used for up to ten minutes after the ignition switch is turned to the OFF position or until any
door is opened. MIRRORS Automatic dimming inside rear view mirror if equipped Your vehicle
may be equipped with an inside rear view mirror with an auto-dimming function. Page Speed
Control Driver Controls Heated outside mirrors if equipped Both mirrors are heated
automatically to remove ice, mist and fog when the rear window defrost is activated. Do not
remove ice from the mirrors with a scraper or attempt to readjust the mirror glass if it is frozen
in place. To open the moon roof: The moon roof is equipped with an automatic, one-touch,
express opening feature. A garage door which cannot detect an object, signaling the door to
stop and reverse, does not meet current U. Page 55 Driver Controls 3. Simultaneously press and

hold both the HomeLink and hand-held transmitter button. Do not release the buttons until Step
4 has been completed. Release both buttons. Do not hold for longer that 30 seconds. To switch
from a blank display to the temperature display, hold the INFO button for 2 seconds until the
temperature is seen in the display. Page 61 Driver Controls 2. Start the engine. The top of the
message center must be blank. Note: If the compass displays CAL Page 62 Driver Controls 9.
This will take up to three circles to complete calibration. The compass is now calibrated. Setup
menu Press this control for the following displays System check Selecting this function from
the SETUP menu causes the message center to cycle through each of the systems being
monitored. Displayed when the park brake is engaged. If the warning stays on after the park
brake is off, contact your dealer as soon as possible. Displayed when the engine coolant is
overheating. Stop the vehicle as soon as safely possible, turn off the engine and let it cool.
Displayed when the liftgate is not completely closed. Displayed when the Traction Control
system is not operating properly. If this warning stays on, contact your dealer for service as
soon as possible. For further information, refer to Traction control in the Driving chapter. Hard
objects can injure you in a collision. If your vehicle is equipped with the column shift and a
bench seat, it has a center console in the center front seating position. Make sure that the mat
does not interfere with the operation of the accelerator or the brake pedal. Page 69 Driver
Controls The liftgate and liftgate window should be closed before driving your vehicle. If not,
possible damage may occur to the liftgate lift cylinders and attaching hardware. Page 70 Driver
Controls Do not place any objects on the cargo area cover. They may obstruct your vision or
strike occupants of the vehicle in the case of a sudden stop or collision. The cover may cause
injury in a sudden stop or accident if it is not securely installed. Page 71 Driver Controls The
cover may cause injury in a sudden stop or accident if it is not securely installed. Cargo utility
hooks Sedan The utility hooks located inside the trunk can be used to attach a cargo net to
secure lightweight objects or hang small items on. Do not hang more than 20 lbs 12 kg on the
hooks. In case of loss, replacement keys are available from your dealer. You should always
carry a second key with you in a safe place in case you require it in an emergency. Page 73
Locks and Security 1. Turn the ignition to the 4 ON position. Adults are advised to familiarize
themselves with the operation and location of the release handle. Operation is subject to the
following two conditions: 1 This device may not cause harmful interference, and 2 This device
must accept any interference received, including interference that may cause undesired
operation. The battery saver feature will turn off the interior lamps 10 minutes after the ignition
is turned to the 3 OFF position. Page 77 Locks and Security To replace the battery: 1. Twist a
thin coin between the two halves of the remote entry transmitter near the key ring. Page 78
Locks and Security How to reprogram your remote entry transmitters You must have all remote
entry transmitters maximum of four available before beginning this procedure. To reprogram
the remote entry transmitters: 1. Ensure the vehicle is electronically unlocked. Put the key in the
ignition. The battery saver will shut off the interior lamps 10 minutes after the ignition has been
turned to the 3 OFF position. Page 80 Locks and Security 4. Press the power door unlock
control twice within 5 seconds. Note: The horn will chirp twice to indicate the perimeter lighting
feature has been deactivated or activated 5. Turn the ignition to the 3 OFF position to exit the
procedure. Note: The horn will chirp once to confirm the procedure is complete. Erasing
personal codes 1. Use of these systems may result in vehicle starting problems and a loss of
security protection. Page 83 Locks and Security Note: Large metallic objects, electronic devices
that are used to purchase gasoline or similar items, or a second coded key on the same key
chain may cause vehicle starting issues. You need to prevent these objects from touching the
coded key while starting the engine. These objects will not cause damage to the coded key, but
may cause a momentary issue if they are too close to the key when starting the engine. The key
codes need to be erased from your vehicle and new coded keys will need to be programmed.
Page 85 Locks and Security 7. Keep the ignition in the 4 ON position for at least one second. Do
not pile cargo higher than the seatbacks to reduce the risk of injury in a collision or sudden
stop. Page 88 Seating and Safety Restraints Using the manual lumbar support if equipped The
lumbar control is located on the front of the seat cushion. Turn to adjust lumbar support. Page
89 Seating and Safety Restraints Adjusting the front power seat if equipped The control is
located on the outboard side of the seat cushion. Press to raise or lower the front portion of the
seat cushion. Press to raise or lower the rear portion of the seat cushion. Wagon Lift the latch
on the rear of the seatback to release the seatback and then fold the seatback down. Page 91
Seating and Safety Restraints To open up the seat: 1. Unlock the floor panel with the key, then
use the handle to fold the floor panel toward the front of the car. Remove the cargo cover if
equipped. The cargo cover must be removed or the seatback will not latch in the upright
position. The system is able to analyze different occupant classifications and conditions and
crash severity before activating the appropriate safety devices to help better protect a range of

occupants in a variety of frontal crash situations. Page 93 Seating and Safety Restraints
impacts or rear impacts unless the collision causes sufficient longitudinal deceleration. The
pretensioners are designed to activate in frontal and near-frontal collisions, and in side
collisions when the vehicle is equipped with side air bags. Driver and passenger dual-stage air
bag supplemental restraints The dual-stage air bags offer the capability to tailor the level of air
bag inflation energy. Page 94 Seating and Safety Restraints Always transport children 12 years
old and under in the back seat and always properly use appropriate child restraints. The front
passenger sensing system can automatically turn off the passenger front air bag. The system is
designed to help protect small child size occupants from air bag deployments when they are
improperly seated or restrained in the front passenger seat contrary to proper child-seating or
restraint usage recommendations. Page 95 Seating and Safety Restraints Determining if the
Personal Safety System is operational The Personal Safety System uses a warning light in the
instrument cluster or a back-up tone to indicate the condition of the system. Refer to the
Warning Light section in the Instrument Cluster chapter. Routine maintenance of the Personal
Safety System is not required. Page 96 Seating and Safety Restraints It is extremely dangerous
to ride in a cargo area, inside or outside of a vehicle. In a collision, people riding in these areas
are more likely to be seriously injured or killed. Do not allow people to ride in any area of your
vehicle that is not equipped with seats and safety belts. Page 97 Seating and Safety Restraints
2. To unfasten, push the release button and remove the tongue from the buckle. Energy
management retractors Your vehicle has a seat belt system equipped with energy management
retractors at the driver and front outboard passenger seating positions. An energy management
retractor is a device which pays out webbing in a controlled manner. Page 98 This indicates the
safety belt is now in the automatic locking mode. How to disengage the automatic locking mode
Ford Motor Company recommends that all safety belt assemblies and attaching hardware
should be inspected by a qualified technician after any collision. Safety belt assemblies not in
use during a collision should also be inspected and replaced if either damage or improper
operation is noted. Page Seating and Safety Restraints Safety belt usage sensors The driver and
front outboard passenger safety belt buckles are equipped with sensors that detect if the safety
belts are fastened. The sensors provide information to the Personal Safety System which can
then adapt the air bag deployment or safety belt pretensioner activation based upon safety belt
usage. Page Seating and Safety Restraints Insert the tongue into the correct buckle the buckle
closest to the direction the tongue is coming from. To lengthen the belt, turn the tongue at a
right angle to the belt and pull across your lap until it reaches the buckle. Page Seating and
Safety Restraints To fasten the belt, pull the combination lap and shoulder belt from the
retractor so that the shoulder belt portion of the safety belt crosses your shoulder and chest. Be
sure the belt is not twisted. If the belt is twisted, remove the twist. Page Seating and Safety
Restraints If Page Seating and Safety Restraints The following are reasons most often given for
not wearing safety belts All statistics based on U. Sitting on the safety belt will increase the risk
of injury in an accident. To disable one-time or deactivate the Belt Minder feature please follow
the directions stated below. Page if equipped , shoulder belt guide on seatback if equipped ,
child safety seat LATCH and tether anchors, and attaching hardware, should be inspected after
a collision. Ford Motor Company recommends that all safety belt assemblies in use in vehicles
involved in However, if the collision was minor and a qualified technician finds that the belts do
not show damage and continue to operate properly, they do not need to be replaced. The air
bag supplemental restraints are an integral part of the Personal Safety System. They are
designed to be deployed in cases where the Personal Safety System has determined the
occupant conditions and crash severity are appropriate to activate these devices. Page Do not
attempt to service, repair, or modify the air bag supplemental restraint system SRS or its fuses.
See your Ford or Lincoln Mercury dealer. The front passenger air bag is not designed to offer
protection to an occupant in the center front seating position. Page Seating and Safety
Restraints Children and air bags Children must always be properly restrained. Accident
statistics suggest that children are safer when properly restrained in the rear seating positions
than in the front seating position. Failure to follow these instructions may increase the risk of
injury in a collision. Page Seating and Safety Restraints of air bag deployment. Thus, it is
extremely important that occupants be properly restrained as far away from the air bag module
as possible while maintaining vehicle control. Several air bag system components get hot after
inflation. Do not touch them after inflation. Page Seating and Safety Restraints Even with the
front passenger sensing system, children 12 and under should be properly restrained in the
back seat. Page Seating and Safety Restraints the seatback, with their feet comfortably
extended on the floor while the vehicle is still in motion. Sitting improperly can increase the
chance of injury in a crash event. For example, if an occupant slouches, lies down, turns
sideways, sits forward, leans forward or sideways, or puts one or both feet up, the chance of

injury during a crash is greatly increased. Page Seating and Safety Restraints If it is necessary
to modify an advanced front airbag system to accommodate a person with disabilities, contact
the Ford Customer Relationship Center at the phone number shown in the Customer Assistance
section of this Owners Guide. Page Do not attempt to service, repair, or modify the air bag SRS,
its fuses or the seat cover on a seat containing an air bag. All occupants of the vehicle should
always wear their safety belts even when an air bag SRS is provided. Page Child Restraints
Seating and Safety Restraints not of the type sufficient to cause activation. Side air bags are
designed to inflate in side-impact collisions, not roll-over, rear-impact, frontal or near-frontal
collisions, unless the collision causes sufficient lateral deceleration. Page To improve the fit of
both the lap and shoulder belt on children who have outgrown child safety seats, Ford Motor
Company recommends use of a belt-positioning booster. Booster seats position a child so that
safety belts fit better. They lift the child up so that the lap belt rests low across the hips and the
knees bend comfortably. Page Seating and Safety Restraints The shoulder belt should cross the
chest, resting snugly on the center of the shoulder. The lap belt should rest low and snug
across the hips, never up high across the stomach. If the booster seat slides on the vehicle
seat, placing a rubberized mesh sold as shelf or carpet liner under the booster seat may
improve this condition. Page 80 pounds 36 kg using an upper torso harness and a
belt-positioning booster. Ford recommends the use of a child safety seat having a top tether
strap. Page Seating and Safety Restraints Installing child safety seats with combination lap and
shoulder belts Air bags can kill or injure a child in a child seat. NEVER place a rear-facing child
seat in front of an active air bag. If you must use a forward-facing child seat in the front seat,
move the seat all the way back. Page Seating and Safety Restraints 3. Be sure the belt webbing
is not twisted. Insert the belt tongue into the proper buckle the buckle closest to the direction
the tongue is coming from for that seating position until Page Seating and Safety Restraints 7.
Pull the lap belt portion across the child seat toward the buckle and pull up on the shoulder belt
while pushing down with your knee on the child seat. Allow the safety belt to retract to remove
any slack in the belt. Page Seating and Safety Restraints 6. Before placing the child into the
child seat, forcibly tilt the child seat from side to side and in forward direction to make sure that
the seat is securely held in place. To check this, grab the seat at the belt path and attempt to
move it side to side and forward and back. Locate the correct anchor for the selected seating
position. Open the tether anchor cover. On wagons, snap the tether anchor cover off the anchor
under the load floor. Clip the tether strap to the anchor as shown. Page Seating and Safety
Restraints lifting the front of the child seat. Keeping the child seat just touching the vehicle seat
gives the best protection in a severe crash. Each time you use the safety seat, check that the
seat is properly attached to the lower anchors and tether anchor. Department of
Transportation-Tire quality grades: The U. Department of Transportation requires Ford to give
you the following information about tire grades exactly as the government has written it. Page
Tires, Wheels and Loading The traction grade assigned to this tire is based on straight-ahead
braking traction tests, and does not include acceleration, cornering, hydroplaning or peak
traction characteristics. Page including spare, if equipped. Inflate all tires to the inflation
pressure recommended by Ford Motor Company. You are strongly urged to buy a reliable tire
pressure gauge, as automatic service station gauges may be inaccurate. Ford recommends the
use of a digital or dial type tire pressure gauge rather than a stick type tire pressure gauge. The
cold inflation pressure should never be set lower than the recommended pressure on the tire
label or certification label. Page Tire Information Only use replacement tires and wheels that are
the same size and type such as P-metric versus LT-metric or all-season versus all-terrain as
those originally provided by Ford. Use of any tire or wheel not recommended by Ford can affect
the safety and performance of your vehicle, which could result in an increased risk of loss of
vehicle control, vehicle rollover, personal injury and death. Page Tires, Wheels and Loading If
you use the temporary spare tire continuously or do not follow these precautions, the tire could
fail, causing you to lose control of the vehicle, possibly injuring yourself or others. Page Tires,
Wheels and Loading the road tires and wheels that were originally provided by Ford. If the
dissimilar spare tire or wheel is damaged, it should be replaced rather than repaired. Page Tires,
Wheels and Loading To help prevent the vehicle from moving when you change a tire, be sure
the parking brake is set, then block in both directions the wheel that is diagonally opposite
other side and end of the vehicle to the tire being changed. Page Tires, Wheels and Loading 3.
Remove the center ornament or wheel cover from the wheel with the tapered end of the wheel
lug nut wrench that came with your vehicle. Insert and twist the handle, then pry against the
wheel. Use only Ford recommended replacement fasteners. Installing wheels without correct
metal-to-metal contact at the wheel mounting surfaces can cause the wheel nuts to loosen and
the wheel to come off while the vehicle is in motion, resulting in loss of control. Page Tires,
Wheels and Loading 5. If you change your wheel size, you will have to purchase new tires to

match the new wheel diameter. It is an index that relates to how much weight a tire can carry.
Page Tires, Wheels and Loading numbers represent the week and year the tire was built. For
example, the numbers mean the 31st week of After the numbers go to four digits. For example,
means the 25th week of The numbers in between are identification codes used for traceability.
Note: The temporary tire size for your vehicle may be different from this example. Here are some
of the important maintenance items: Tire wear Measure and inspect the tire tread on all your
tires periodically. Advanced and unusual tire wear can reduce the ability of tread to grip the
road in adverse wet, snowy, etc. Page Tires, Wheels and Loading The tires should also be
balanced periodically. An unbalanced tire and wheel assembly may result in irregular tire wear.
Tire rotation Rotating your tires at the recommended interval as indicated in the Scheduled
Maintenance Guide that comes with your vehicle will help your tires wear more evenly,
providing better tire performance and longer tire life. Page Sometimes irregular tire wear can be
corrected by rotating the tires. Page Tires, Wheels and Loading Vehicle Curb Weight â€” is the
weight of your new vehicle when you picked it up from your dealer plus any aftermarket
equipment. Payload â€” is the combined weight of cargo and passengers that the vehicle is
carrying. When towing, trailer tongue load or king pin weight is also part of cargo weight. Page
Tires, Wheels and Loading Maximum Loaded Trailer Weight â€” is the highest possible weight
of a fully loaded trailer the vehicle can tow. Page Trailer Towing Your vehicle does not come
from the factory fully equipped to tow. Do not tow a trailer until your vehicle has been driven at
least km miles. Page Tires, Wheels and Loading The amount of weight that you can tow
depends on the type of engine in your vehicle. See the following charts: 3. Page Tires, Wheels
and Loading If you use a rental trailer, follow the instructions that the rental agency gives to
you. Do not attach safety chains to the bumper. Do not apply the brakes continuously, as they
may overheat and become less effective. LOCK, locks the automatic transmission gearshift
lever and allows key removal. OFF, shuts off the engine without locking the steering wheel.
Page Driving Do not park, idle, or drive your vehicle in dry grass or other dry ground cover. The
emission system heats up the engine compartment and exhaust system, which can start a fire.
Do not start your vehicle in a closed garage or in other enclosed areas. Make sure the
corresponding lights illuminate or illuminate briefly. If a light fails to illuminate, have the vehicle
serviced. Page Cold starting performance can also be improved by using an engine block
heater. Engine block heaters are available as an option and can be obtained from your Ford
dealer. Consult the engine block heater section for proper use of the engine block heater.
Four-wheel anti-lock brake system ABS if equipped On vehicles equipped with an anti-lock
braking system ABS , a noise from the hydraulic pump motor and pulsation in the pedal may be
observed during ABS braking events. Parking brake To set the parking brake 1 , press the
parking brake pedal down until the pedal stops. This is normal system behavior and should be
no reason for concern. If the noise is excessive, check for low power steering pump fluid level
before seeking service by your dealer. Page Driving Do not drive your vehicle until you verify
that the brakelamps are working. Always set the parking brake fully and make sure the gearshift
is latched in P Park. Turn the ignition to the LOCK position and remove the key whenever you
leave your vehicle. If the parking brake is fully released, but the brake warning lamp remains
illuminated, the brakes may not be working properly. Page Transmission Operation Driving
Understanding the gearshift positions of the 4â€”speed automatic transaxle This vehicle is
equipped with an adaptive Transmission Shift Strategy. Adaptive Shift Strategy offers the
optimal transmission operation and shift quality. Page Driving If your vehicle gets stuck in mud
or snow If your vehicle gets stuck in mud or snow, it may be rocked out by shifting between
forward and reverse gears, stopping between shifts in a steady pattern. Press lightly on the
accelerator in each gear. If necessary, try turning the Traction Control system off. Page
Roadside Emergencies 50, miles 80, km on Lincoln vehicles. If you need to arrange roadside
assistance for yourself, Ford Motor Company will reimburse a reasonable amount. To obtain
reimbursement information, U. Ford or Mercury vehicles customers call ; Lincoln vehicle
customers call 1â€”â€”â€” Page Roadside Emergencies If your vehicle is a sedan, the fuel
pump shut-off switch is located on the right side of the trunk behind the trunk liner. If your
vehicle is a wagon, the fuel pump shut-off switch is located behind the service panel on the
right side of the cargo area. Blown fuses are identified by a broken wire within the fuse. Check
the appropriate fuses before replacing any electrical components. Note: Always replace a fuse
with one that has the specified amperage rating. Page Roadside Emergencies To remove a fuse
use the fuse puller tool provided on the fuse panel cover. The fuses are coded as follows. Page
Roadside Emergencies The high-current fuses are coded as follows. An explosion could result
in injury or vehicle damage. Batteries contain sulfuric acid which can burn skin, eyes and
clothing, if contacted. Page Roadside Emergencies Connecting the jumper cables 1. Note: In the
illustrations, lightning bolts are used to designate the assisting boosting battery. Page

Roadside Emergencies 3. Connect the negative - cable to the negative - terminal of the assisting
battery. Make the final connection of the negative - cable. Page Roadside Emergencies
Removing the jumper cables Remove the jumper cables in the reverse order that they were
connected. Remove the jumper cable from the ground metal surface. After the disabled vehicle
has been started and the jumper cables removed, allow it to idle for several minutes so the
engine computer can relearn its idle conditions. Page Wrecker Towing It is recommended that
your vehicle be towed with a wheel lift or flatbed equipment. Do not tow with a slingbelt. Ford
Motor Company has not approved a slingbelt towing procedure. If your vehicle is to be towed
from the rear using wheel lift equipment, it is recommended that the front wheels drive wheels
be placed on a dolly to prevent damage to the transaxle. Page Customer Assistance Center at
the number below. Away from home If you own a Ford or Mercury vehicle and are away from
home when your vehicle needs service, or if you need more help than the dealership could
provide, after following the steps described above, contact the Ford Customer Relationship
Center to find an authorized dealership to help you. Page If you own a Lincoln vehicle and are
away from home when your vehicle needs service, or if you need more help than the dealership
could provide, after following the steps described above, contact the Ford Customer
Relationship Center to find an authorized dealership to help you. Page Customer Assistance In
some states in the U. Ford is also allowed a final repair attempt in some states. In the United
States, a warranty dispute must be submitted to the The Dispute Settlement Board may not be
available in all states. The decisions of the Board are binding on Ford and, in some cases, on
the dealer but not on consumers who are free to pursue other remedies available to them under
state or federal law. Page Customer Assistance If you did not take advantage of the Ford
Extended Service Plan at the time of purchasing your vehicle, you may still be eligible. Since
this information is subject to change, please ask your dealer for complete details about Ford
Extended Service Plan coverage options, or visit the Ford ESP website at Page Reporting Safety
Defects U. These products are available from your dealer. These may include hot wax
treatments used by commercial car washes, tree sap, or other organic contamination. These
quality products have been specifically engineered to fulfill your automotive needs; they are
custom designed to complement the style and appearance of your vehicle. If your vehicle
requires professional service, your dealership can provide the necessary parts and service.
Page Maintenance and Specifications Working with the engine on 1. Set the parking brake and
ensure the gearshift is securely latched in P Park. Block the wheels to prevent the vehicle from
moving unexpectedly. Note: Do not start your engine with the air cleaner removed and do not
remove it while the engine is running. Automatic transmission fluid dipstick 2. Brake fluid
reservoir 3. Air filter assembly 4. Battery 5. Engine oil filler cap 6. Engine oil dipstick 7. Power
steering fluid reservoir 8. Page Maintenance and Specifications 3. Engine oil dipstick 6. Engine
oil filler cap 7. Engine coolant reservoir 8. Windshield washer fluid reservoir 9. Page In very cold
weather, do not fill the reservoir completely. Refer to Lubricant specifications in this chapter.
State or local regulations on volatile organic compounds may restrict the use of methanol, a
common windshield washer antifreeze additive. Page Engine Oil Maintenance and
Specifications Checking and adding washer fluid for the liftgate Wagon The opening for the
reservoir is located on the passenger side under the tail lamp. Refill this reservoir with the same
fluid you use for your windshield. Page Maintenance and Specifications 5. Locate and carefully
remove the engine oil indicator dipstick. Wipe the indicator clean. Insert the indicator fully, then
remove it again. Page Change your engine oil and filter according to the appropriate schedule
listed in the scheduled maintenance guide. Ford production and aftermarket Motorcraft oil
filters are designed for added engine protection and long life. If a replacement oil filter is used
that does not meet Ford material and design specifications, start-up engine noises or knock
may be experienced. However, for severe usage or in high temperature climates, check the
battery electrolyte level. Refer to the Scheduled Maintenance Guide for the service interval
schedules. Lift the battery with a battery carrier or with your hands on opposite corners. Follow
your local authorized standards for disposal. Call your local authorized recycling center to find
out more about recycling automotive batteries. Page Maintenance and Specifications When the
engine is cold, check the level of the engine coolant in the reservoir. Page Recycled engine
coolant Ford Motor Company does NOT recommend the use of recycled engine coolant in
vehicles originally equipped with Motorcraft Premium Gold Engine Coolant since a
Ford-approved recycling process is not yet available. Page Maintenance and Specifications
Used engine coolant should be disposed of in an appropriate manner. The pressure in an
overfilled tank may cause leakage and lead to fuel spray and fire. The fuel system may be under
pressure. If the fuel filler cap is venting vapor or if you hear a hissing sound, wait until it stops
before completely removing the fuel filler cap. If fuel is splashed in the eyes, remove contact
lenses if worn , flush with water for 15 minutes and seek medical attention. Failure to seek

proper medical attention could lead to permanent injury. Page Maintenance and Specifications
Flexible fuel components and standard unleaded gasoline fuel components are not
interchangeable. If your vehicle is not serviced in accordance with flexible fuel vehicles
procedures, damage may occur and your warranty may be invalidated. When refueling always
shut the engine off and never allow sparks or open flames near the filler neck. Page The
customer warranty may be void for any damage to the fuel tank or fuel system if the correct
genuine Ford or Motorcraft fuel filler cap is not used. Page Maintenance and Specifications
Octane recommendations Do not be concerned if your engine sometimes knocks lightly. Page
10 to 30 seconds. If the problems persist below this temperature, see your dealer or a qualified
service technician. Running out of fuel Avoid running out of fuel because this situation may
have an adverse affect on powertrain components. You must gather information as accurately
and consistently as possible. Fuel expense, frequency of fill-ups or fuel gauge readings are NOT
accurate as a measure of fuel economy. Page Maintenance and Specifications 2. Each time you
fill the tank, record the amount of fuel added in gallons or liters. After at least three to five tank
fill-ups, fill the fuel tank and record the current odometer reading. Subtract your initial odometer
reading from the current odometer reading. Page Guide are essential to the life and
performance of your vehicle and to its emissions system. If other than Ford, Motorcraft or
Ford-authorized parts are used for maintenance replacements or for service of components
affecting emission control, such non-Ford parts should be equivalent to genuine Ford Motor
Company parts in performance and durability. Page Maintenance and Specifications sells,
leases, trades vehicles, or supervises a fleet of vehicles are not permitted to intentionally
remove an emission control device or prevent it from working. Page Maintenance and
Specifications condition. Page Maintenance and Specifications 1. Start the engine and let it run
until it reaches normal operating temperature the engine coolant temperature gauge indicator
will be near the center of the normal area between H and C. While the engine idles, turn the
steering wheel left and right several times. Page Maintenance and Specifications 7. Remove the
dipstick and inspect the fluid level. The fluid should be in the designated areas for normal
operating temperature. Replace the PCV valve with one that meets Ford material and design
specifications for your vehicle, such as a Motorcraft or equivalent replacement part. The
customer warranty may be void for any damage to the emissions system if such a PCV valve is
not used. Page Refill Capacities Concentrate Add the coolant type originally equipped in your
vehicle. Use of synthetic or synthetic blend motor oil is not mandatory. Please note that in the
graphic XXXX is representative of your vehicle identification number. Ford Motor Company will
repair or Page Index Index Index acid, treating emergencies.. Page Emergencies, roadside
jump-starting Page Index Engine oil Page Index Jack Page Index Spare tire see Changing the
Tire Page Index Transaxle fluid, refill capacities Print page 1 Print document pages. Cancel
Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload from disk.
Upload from URL. JavaScript seems to be disabled in your browser. For the best experience on
our site, be sure to turn on Javascript in your browser. PDF Toggle Nav. Your credit card details
are proccessed using the latest encryption software. Do not miss out on your download. Check
your email address is correct. Helena St. Lucia St. Martin St. Outlying Islands U. Please select a
region, state or province. Skip to the end of the images gallery. Skip to the beginning of the
images gallery. If you need a repair manual for your Ford, you've come to the right place. Now
you can get your repair manual in a convenient digital format. Old paper repair manuals just
don't compare! This downloadable repair manual software covers the Ford Taurus and is
perfect for any do-it-yourselfer. In the dark old days of auto repair, you had to buy a traditional
service manual in book format which would retail at a higher cost. Getting the same information
in digital format is so much less expensive and more convenient! Maybe you need the manual
to fix the brakes on your Taurus, or possibly replace some worn out suspension components.
Or you might need to get your engine running, or just do the required standard maintenance.
Whatever the case may be, this repair manual software for the Ford Taurus is just what you
need. You will have all the service information you could ever need for your vehicle. It will help
you fix the brakes, engine, suspension, steering, drivetrain, electrical problems, heat, air
conditioning, etc. Anything can be fixed! You can save a lot of money by working on your own
vehicle. You probably already know this, but mechanics charge a lot. Do it yourself and use this
Ford Taurus repair manual software to guide the way. It gives you the manual for your Taurus
and it's very easy to use. Read more and download! Do you still have Ford Taurus Fourth
generation in your garage but having problem with the repair and servicing? Have you been
cheated by auto technician which made you to spend huge amount of money in repair of your
car without any tangible result at the end of the day? Or your car has been badly damaged by
the folk that claimed to be expert in repair of Ford Taurus? If any of these is your problem, you
are not to border any longer as what you need is service manual provided on this website. This

mid-size car is designed in two different body styles which include 4-door sedan and 5-door
station wagon. For that reason, buyers were able to make choice base on the body style they
want. This contributed to the selling point of this wonderful Ford product from You need not
allow inexperienced technicians to continue c
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ollecting money from you on any little repair on your car. That is why you have to start doing
some things yourself using the repair manual offered on this website. The interesting thing you
need to know is that you will not need to spend huge amount of money for you to get this
manual as it is offered at affordable and unbeatable rate on this website. Working with the
factory manual offered on this website will make it easy for you to handle repair on your car so
as to maintain good condition on it. You will not find it difficult to service the engine of your car
or even to work on the exhaust all just with the help of the information loaded on this manual.
All you need to do is to go ahead and download this manual and stand chances of maintaining
good working condition of your car. The possible areas covered on Ford Taurus Fourth
generation service manual include:. Factory Manual The only service manual that matter!
August 17, Ford Taurus factory repair manual Read more and download!

