Hdmi cable wiring diagram

Alright, here is the situation: you just installed a 5 meter Hdmi cable in the walls of your office.
Connector kaput What can you do? So here is my motivation to share my experience with you
since this is my second time that I have done this Here goes Some soldering experience First
we need to know which connection is going where, since both Hdmi internal connections are
the same no twisted wires or anything like ethernet patch cables the pinout is very straight
forward. But ones the cable is cut you cannot measure which wire comes from which pin, so I
used a multimeter to check which wire belongs to which pin. I used a little wire to make a
connection with the end that was still working, the front of the Hdmi connector has little holes
where you can push the test-wire into. I used some tape to hold it in place, not professional but
it works. Next photo is the setup, I set my multimeter for 20K since I dont a have beeper mode
on it. It will only show that there is practically no resistance when you hit the right wire. Next:
Peel of 2 cm from the cable and get some room between the wires As you can see we have a
few wires for display detection, 5 volt power, clock speed and data in beautiful colors. And 4x 2
pairs of wires in a colorfull metal shield, these are the data wires for the picture and sound.
Before you begin, slide the first part from the connector on, its a common mistake to have the
connector in place and then realise that you needed to slide that one on first. Then strip down
the metal shields of the wire pairs so they will be exposed, next remove about 3mm of the inner
wires so the core will be exposed. Next: try to line up the first pair of wires to the connector,
first measure which one you need with the multimeter and then align them up to the connector. I
used my crocodile clamp assist to keep things straight. I used tape to protect the cable from the
crocodile clamp. First I did some solder on the contacts and on the wires. After that you can
hold them together and push them in place while heating the contact on the connector.. The 25
watt soldering iron was more then enough, maybe to much for the job Work from left to right or
right to left If you dont you could end up like photo 3, with to much sodler it will touch the
contact next to it and change into one big solid lump. This can be corrected by using desolder
wire After a a few wires you could be in for a suprice, some of the wires can bearly make it to
the contacts. And done, I was left with two ground wires, which I cut off. The other end shoud
still be connected to ground so that doesnt really matter. I hope. After searching on the internet
for a Hdmi connector I found out that there wasnt anything with a cable strain relief. Iam not
sure why but do they think that 15 small wires are going to hold out? I replaced another
connector two months back because it malfunctioned after working for two months And for
some reason my cable is a lot thinner then the exit hole in the back of the connector of course
there are many types of Hdmi cables out there but you would think they thought of that when
they designed this connector Not sure what to think of this And tata Test one more time ALL
connections to make sure you do not have any wires twisted or connected wrong. You dont
wanna blow the Hdmi connections on your computer or television. Some additions: I took some
precaution and ordered a Hdmi to Hdmi connector and another 3 meter Hdmi cable. The idea is
that when the cables breaks down again the only thing you have to replace is the 3 Meter cable
which saves you a lot of trouble To hold it all together I used some tytrips and a alumilium strip.
Then we put the hole assembly into the wall, since the walls are hollow we have enough room to
put it all in there without bending anything. After closing it all up there is nothing to be seen, but
if this cable breaks we can connect a new Hdmi cable within 10 minutes. And there you go,
running a signal through a 5 meter long cable with a self-soldered connector, then through a
Hdmi to Hdmi connector and then another 3 meters to the Imac with converter. I tested it with a
P trailer and there was no scrambeld or strange picture to be seen, proves that Hdmi is a good
and solid protocol. Way to go Hdmi It didnt work with any glue I used including hot glue and I
ended up doing al this a second time. The cable itself and the connectors are so smooth that
any glue you would use has trouble sticking on to it. That is why I left it out and used the
aluminium and Tyraps approach. For more tips untested look at the comments below first page.
Question 11 months ago on Step 6. Answer 7 months ago. Answer 8 months ago. Ive tried 3 ti.
Question 7 months ago on Introduction. Reply 11 months ago. But, under the heading, " Tip 3
years ago on Introduction. Probably not available at time this was posted, but now pick up an
HDMI Breakout Board with terminal blocks and there is no soldering required. Simply map your
wires, attach via the terminal blocks, and test. Easy to correct mistakes as well. I wonder if it
would be easier and possible to just cut the end off a good hdmi cable and splice it together
with my cabke that needs a new connector. Seems like it would be easier and would solve the
strain relief problem. Hi I'm looking for someone in the Maidstone, Kent area who can do this for
me, any suggestions please. Reply 6 years ago on Introduction. Sorry, I am not even living the
same country Just want to say a big thank you for these instructions! I signed up to
instructables to share my experience after following your instructions. My in wall HDMI cable
was damaged at the end. Your instructions were great and I followed everything exactly. In the
end, I got a working hdmi cable again! Didn't like the unappealing technique of joining two cut

ends of different hdmi cables together, especially when I couldn't find the exact same cable. The
desolder wire was very useful. Your tips about applying some solder on the contacts was good,
and also tinned some the tips. I used the solder with one hand and the other hand, I used a pair
of tweezers to hold the wire in place. Tweezers were very helpful. I would directly apply the
solder tip to the wire and it would solder on nice and neat. It was getting tight with some of the
wires to reach the contacts, sometimes I had to slightly pull, but also thread the wires around
others to minimise the distance - tweezers were very helpful. I guess prevention is the key, and
keeping all wires the same length, and stripping them consistently is vital. To identify which
color wires goes to which end, I used the cut end of the broken hdmi connector, and stripped
the end of the broken wires. I then used the multimeter to confirm which wire went to which
contact often the wires are hard to distinguish. I connected all the data shield wires and even
grounded the outer foil cover to the hdmi connector just copied the broken end hdmi connector.
I used the glue gun to insulate all the wires, very useful as I didn't strip the wires very evenly,
and risk having the wires contact. Very good tip. I will use the female-female hdmi connector
and extra hdmi connector to prevent fiddling around with the new head connector I added. Hi
Mboy1, Thank you so much for your comment on this. I am happy you we're able to fix your
HDMI cable using these instructions, that is the biggest reason I put them up here. Also thank
you for your detailed email here, I usually don't get so much feedback on this. Sorry for
responding so late but I really do appreciate your comment. Happy TV watching, with regards,
Ewout I'm going to try it my self next week. There's just one part I don't get.. When you measure
the resistance "to know which Connection is going where", where do you place the other end of
the multimeter? You place one end with the small test wire connected to the working end of the
cable, but what about the other end? How do you close the circuit? Feels like I'm missing
something here Thanks for the instructions. The hardest part seems to be obtaining a
connector. Any suggestions? I sometime work with the Wire to wire soldering, so if there is
somewhere another damaged cable.. Introduction: Repair a Hdmi Cable. By ewout Follow. More
by the author:. Did you make this project? Share it with us! I Made It! Answer Upvote. Couldn't
you just cut up an identical cord and match up the wires? Reply Upvote. Any one know if Repair
may be possible with other broken electronic hardware. Farkleman Tip 3 years ago on
Introduction. I connected all the data shield wires and even grounded the outer foil cover to the
hdmi connector just copied the broken end hdmi connector I used the glue gun to insulate all
the wires, very useful as I didn't strip the wires very evenly, and risk having the wires contact.
Many thanks again for the clear instructions. SameeraL 6 years ago on Introduction. Hi, just
wanted to say thank you for the simple and yet illustrated instructions. Gbloke 6 years ago on
Introduction. But ones the cable is cut But once the cable is cut. HDMI supports standard,
enhanced, or high-definition video, plus multi-channel digital audio on a single cable. HDMI also
includes support for 8-channel uncompressed digital audio. Beginning with version 1. One-bit
audio is what is used on Super Audio CDs. The HDMI specification defines the protocols,
signals, electrical interfaces and mechanical requirements of the standard. There are five HDMI
connector types. Type B has 29 pins, allowing it to carry an expanded video channel for use
with high-resolution displays. Type-B is designed to support resolutions higher than p.
According to DVI 1. Video formats with rates below 25 MHz e. Up to 24 bits per pixel can be
transferred, regardless of rate. Supports p Audio sample rates: 32 kHz, HDMI 1. During the
Video Data Period, the pixels of an active video line are transmitted. During the Data Island
period , audio and auxiliary data are transmitted within a series of packets. These features use
two pins from the connector: a previously unused pin and the hot plug detect pin. This direction
is used when the TV is the one that generates or receives the video stream instead of the other
equipment. Additionally, without support for HDCP, the video quality and resolution may be
artificially downgraded by the signal source to prevent the end user from viewing or especially
copying restricted content. Ask a question Comment Edit Submit New. Aggegrate Sample Rate?
According to 9 reports in our database 5 positive and 2 negative the HDMI pinout should be
correct. Is this pinout correct. No portion of this webpage may be reproduced in any form
without visible link to Pinouts. Efforts have been made to ensure this page is correct, but it is
the responsibility of the user to verify the data is correct for their application. Deals Bargain
threads Classified adverts. Log in Register. Search titles only. Search Advanced searchâ€¦.
What's new New posts Latest activity. Search forums. Members Current visitors. Log in. Install
the app. JavaScript is disabled. For a better experience, please enable JavaScript in your
browser before proceeding. You are using an out of date browser. It may not display this or
other websites correctly. You should upgrade or use an alternative browser. Wiring colours and
pins for replacement HDMI plug. Thread starter Captdab Start date Dec 7, Captdab Novice
Member. I have inherited in wall wiring from the previous owner of my home. One of the cables
is an HDMI cable with a sealed socket at one end TV and a cut off cable end at the other in an

adjacent small room. Try here: HDMI - Wikipedia, the free encyclopedia So far as I can tell, you
need all 19 wired - possibly less with combined shields and missing out pin 14, as that is
Ethernet only. I have not yet seen a published wiring code, so you need to get busy with the
multimeter. I have not yet seen re-wireable HDMIs, where did you get it from? Good luck with
repairing an HDMI cable â€” many have failed as no matter how good your soldering skills the
tolerances required to successfully carry HDMI signals are very high. There is no wiring colour
standard for HDMI. Is there another cable in the system from the same cable manufacturer you
can use as a reference? Joe Fernand said:. You must log in or register to reply here. Similar
threads. HDMI Wires. Replies 8 Views Oct 21, colinstone. Replies 46 Views 1K. Feb 4, dante
Replies 6 Views Jan 17, The Dreamer. Freeview - No reception. Replies 7 Views HDMI - what pins
are used for Sky? Replies 10 Views Nov 30, Joe Fernand. Subscribe to our YouTube channel.
Top Bottom. Free Wiring Diagram. Assortment of hdmi to av cable wiring diagram. A wiring
diagram is a streamlined conventional photographic depiction of an electrical circuit. It shows
the parts of the circuit as simplified forms, and the power and also signal links in between the
tools. A wiring diagram typically offers information regarding the family member setting and
also arrangement of gadgets and also terminals on the tools, to assist in building or servicing
the gadget. A photographic layout would certainly show more information of the physical look,
whereas a wiring diagram makes use of an extra symbolic symbols to highlight
interconnections over physical look. A wiring diagram is often used to fix troubles as well as to
earn certain that the connections have actually been made which every little thing exists.
Collection of hdmi to av cable wiring diagram. Click on the image to enlarge, and then save it to
your computer by right clicking on the image. A wiring diagram is a type of schematic which
uses abstract photographic signs to show all the affiliations of parts in a system. Electrical
wiring layouts are composed of two things: symbols that stand for the components in the
circuit, and lines that represent the links between them. Therefore, from wiring diagrams, you
recognize the loved one place of the parts and also how they are linked. Wiring layouts
generally shows the physical setting of elements and links in the constructed circuit, yet not
necessarily in logic order. It stresses on the design of the cables. Schematics stress on just
how circuits function practically. To review a wiring diagram, first you have to understand
exactly what basic elements are consisted of in a wiring diagram, and which pictorial icons are
utilized to represent them. The typical elements in a wiring diagram are ground, power supply,
cable and also link, result devices, buttons, resistors, reasoning gate, lights, etc. A line
represents a cord. Cords are utilized to link the components together. All factors along the cord
are similar and connected. Cords on some areas have to cross each various other, but that does
not necessarily indicate that they attach. A black dot is used to indicate the injunction of 2 lines.
Key lines are stood for by L1, L2, and more. Normally different colors are used to identify the
wires. There ought to be a tale on the wiring diagram to inform you exactly what each color
suggests. Generally circuits with greater than two elements have two fundamental sorts of
connections: collection as well as parallel. A collection circuit is a circuit in which elements are
attached along a single path, so the present circulations through one element to obtain to the
next one. In a series circuit, voltages build up for all parts connected in the circuit, as well as
currents are the very same via all elements. In a parallel circuit, each tool is straight connected
to the source of power, so each gadget obtains the very same voltage. The existing in an
identical circuit moves along each identical branch and also re-combines when the branches
meet again. A good wiring diagram has to be practically right and clear to review. Take
treatment of every detail. The representation ought to reveal the appropriate direction of the
positive and negative terminals of each part. Make use of the best symbols. Learn the meanings
of the fundamental circuit signs as well as select the appropriate ones to utilize. Some of the
signs have truly close appearance. You require to have the ability to inform the differences prior
to applying them. Draw connecting cables as straight lines. Utilize a dot to show line joint, or
usage line leaps to show cross lines that are not attached. Label components such as resistors
and also capacitors with their values. Ensure the text placement looks clean. Free Wiring
Diagram. Assortment of hdmi to rca wiring diagram. A wiring diagram is a streamlined standard
pictorial representation of an electric circuit. It shows the parts of the circuit as simplified
shapes, as well as the power as well as signal links between the tools. A wiring diagram
typically gives info about the loved one position as well as setup of tools as well as terminals on
the gadgets, to assist in building or servicing the tool. A pictorial layout would reveal more
detail of the physical appearance, whereas a wiring diagram uses a much more symbolic
notation to stress affiliations over physical look. A wiring diagram is commonly used to fix
issues and making sure that all the links have been made which whatever exists. Collection of
hdmi to rca wiring diagram. Click on the image to enlarge, and then save it to your computer by
right clicking on the image. An initial appearance at a circuit representation may be complex,

yet if you could read a train map, you can review schematics. The purpose is the very same:
obtaining from point A to point B. Literally, a circuit is the course that enables power to
circulation. Voltage: Determined in volts V , voltage is the stress or force of electricity. This is
typically supplied by a battery such as a 9V battery or mains electricity, the outlets in your home
run at V. Electrical outlets in other countries operate at a various voltage, which is why you
need a converter when taking a trip. Current: Existing is the circulation of electricity, or even
more specifically, the circulation of electrons. It is determined in Amperes Amps , as well as can
only stream when a voltage supply is connected. Resistance: Gauged in Ohms R or O ,
resistance specifies just how easily electrons can move via a product. Products such as gold or
copper, are called conductors, as they easily enable flow of activity low resistance. Plastic,
wood, as well as air are examples of insulators, hindering the movement of electrons high
resistance. DC Direct Existing. DC is a constant flow of present in one direction. DC can move
not simply through conductors, but semi-conductors, insulators, or even a vacuum cleaner. Air
Conditioning Rotating Existing. In Air Conditioner, the circulation of existing periodically rotates
in between two instructions, typically developing a sine wave. Currently s the enjoyable things.
Finishing an electrical engineering level and after that getting a work in the area means you will
see a lot a lot a lot of these schematics. It s essential to comprehend precisely what is going on
with these. While they could as well as will get extremely complicated, these are simply a few of
the typical graphics to obtain your ground on. Beginning to make good sense? These are the
basics and also may even seem noticeable or instinctive to you, such as the wires and if they
are linked. Whenever you establish your specific field of electrical design, you could see extra
complicated layouts as well as signs. You ll learn also that different nations make use of
different signs. You will certainly additionally discover the various signs made use of for
switches, other power materials, inductors, meters, lamps, LEDs, transistors, antennas, and
also a lot a lot more. Type B, although defined has not been used and therefore it is not
described here. Once defined, the pinout or pin configuration for each HDMI connector type has
remained the same, meaning that there are no backwards compatibility issues. Despite this the
different HDMI connector types have different pin configurations which means that care needs
to be taken when designing equipment or making cables to make sure that the right pin
numbers are used for the different signals. Fortunately as the different HDMI connector types
cannot mate with connectors of a different type, there is no issue with cross connecting them
and having signals on the wrong lines. It is the one that is present on most TV sets, recorders,
set top boxes and the like. It is the connector that most people associate with HDMI. Often the
backshell for the HDMI type A connector seems to be relatively large for the connector size this is because of the large number of pin connections required. The type A connector pinout
can be seen to consist of two rows of pins with numbering alternating down the length of the
connector so that pins 1 and 2 are at one end and 18 and 19 at the other. Although not all the
lines may be used in every applications, all cables incorporate all the lines so that they can be
used for any application. Here size is more of an issue and there would not be space for the full
type A connector. Nevertheless it is intended for audio visual applications on much smaller
electronic devices like smartphones and other similar devices that might need full HDMI
capability. The pinout or pin configuration for the different HDMI connectors is not often needed
for making new connectors as the cables are so freely available, but it may be useful for fault
finding, or when designing new equipment. As can be seen from the tables above the pin
configuration or pinout is different for the different types of HDMI connector. Care needs to be
taken that the pinout for the correct connector style is used. A complete pinout for the
mini-HDMI is given in the table below. Supplier Directory For everything from distribution to test
equipment, components and more, our directory covers it. What is Haptics:- touchable haptic
technology. Featured articles. HDMI supports standard, enhanced, or high-definition video as
well as multichannel digital audio all carried over a single cable. HDMI also includes support for
8-channel uncompressed digital audio and with effect from version 1. The new HDMI 2. It
significantly increases bandwidth up to 18Gbps and adds key enhancements to support
continuing market requirements for enhancing the consumer video and audio experience. The
list of new features and functionality includes:. The HDMI 2. Leads Direct supplies a huge range
of HDMI leads and cables â€” feel free to browse the selection in our online shop or contact us
for advice and assistance. Following the release of the HDMI 1. The HDMI standard requires that
all connectors are over moulded, that is to say that a moulding machine has to be used to
manufacture HDMI cables and there are no rewireable connectors generally available to allow
the manufacture of individual custom HDMI cables in unusual lengths or formats. Because of
the requirements of the specification and the fact that there are no rewireable connectors
generally available, making your own HDMI leads is not really a practical proposition. The shells
are available, but without the over moulding there is no way to provide strain relief or shielding

at the point of connection. However, having custom leads made for you is a possibility as long
as you need large quantities. Custom HDMI leads and cables would have to be made in a
specialised factory using very expensive machinery that takes a lot of time and skill to set up
for each run, and therefore there is typically a large MOQ Minimum Order Quantity of between 1,
and 10, pieces to allow for that cost to be spread over the cable run. The alternative is a VERY
expensive custom cable! HDMI cables are typically manufactured in the Far East, and at the time
of writing there are no manufacturing facilities for these cables within the EU, so the lead time
for custom cables is typically 8 to 13 weeks. If you are interested in investigating the possibility
of having custom HDMI cables made to your own specification please see our Custom Leads
page or contact us for advice and assistance. Six types of HDMI connector are defined in the
latest specification, allowing for the connection of a huge range of devices. Types A and B were
defined in the initial specification, Type C was introduced in version 1. The details:. This article
is still under development, please call back again as it develops, or Contact Us if you need
specific technical information not yet provided within this article. Leads Direct makes great
efforts to provide accurate and complete information. However, portions of the information
contained in this website and any documents viewed on it or downloaded from it may be
incorrect or not current. Any errors or omissions should be reported for investigation and
correction. The information provided in any documents whether on our website or otherwise is
provided "as is. If you need any further information please email our sales team or telephone
one of our hotline numbers:. General Information: info leadsdirect. Case Studies Testimonials
from our happy customers. Technical Library Our wide library of technical information. Custom
HDMI Leads Custom HDMI leads and cables would have to be made in a specialised factory
using very expensive machinery that takes a lot of time and skill to set up for each run, and
therefore there is typically a large MOQ Minimum Order Quantity of between 1, and 10, pieces to
allow for that cost to be spread over the cable run. The outside dimensions of the type A plug
male connector are The connector carries three differential pairs to allow for high resolutions
up to p x The connector is electrically compatible with dual-link DVI-D, but at the time of writing
has not yet been used in any commercially available products. However, the use of the extra
three differential pairs for this purpose was reserved as of the 1. The male plug has the same
pin configuration as the A connector but measures Mini HDMI cables using the type C
connector can be connected to a type A connector allowing portable devices to be be
connected to large screens and projectors. It keeps the standard 19 pins used in the Type A and
Type C connectors but shrinks the dimensions to 2. Note: The pin assignment is different on all
connector types â€” see below for more information. A Type A relay connector is available for
connecting standard consumer cables to the Type E automotive connector. Because converter
cables and adaptors are freely available for Type A, Type C and Type D connectors this
connector allows the connection of everything from tablets and mobile phones to laptops to a
Type E connection fitted in any vehicle. What our customers say Just a quick email to say thank
you for such excellent service! The lead arrived first thing this morning and is exactly what I
needed. Superb service at a very reasonable price â€” I may well be back for more! Alex
Rabbetts Migration Solutions. I would like to thank the gentleman in your sales office who dealt
with our order 2 days ago. We were desperate for a next day delivery and the leads were with us
by 1pm yesterday lunchtime. Thank you for your efforts - i am sure we would buy from you
again. I've received the order the day after I placed it, I'd like to say a big thanks for being so
efficient, in the past I've used Team Clockwork In future I will always use Leads Direct. Thanks
again!! Daniel Sykes. In this day and age such excellent service is sadly not that common and in
this case because we had originally ordered the leads incorrectly on the advice of our telecoms
engineer your prompt action was all the more appreciated. To have done this at no additional
cost is all the more remarkable and I wanted to express my appreciation. I shall certainly
recommend your services where appropriate. Thank you for your help. Alan Smith Arcane
Direct Marketing. Great company and great service. We have used Leads Direct on various
occasions for all sorts of weird and wonderful leads that we use in the telecoms industry. From
helpful advice on the phone, to speed of order completion and delivery even on custom made
cables I can't fault them. We will continue to use them for all our non-standard cable
requirements. Brilliant result. Thank you for your advice and wonderful service. Thank you so
much. Malcolm Lennox. I just wanted to say how professional and helpful your staff are even
though I did not end up making a purchase as a new lead would not solve my problem. Thank
you - keep up the excellent service! Kim Keeble Walton Dental Arts. Just a note to say thank you
for such good advice and swift delivery. The leads for my speakers worked, once again thank
you. I shall not hesitate to recommend your company or to use you again. Eve Beacham
Whitmore Junior School. Superb service from initial enquiry to delivery in less than 36 hours.
Dil Walters. Cable just arrived - outstanding service - thankyou. Frank Harrison. Well made, pro

leads - friendly guy's to do business with - I'm over the moon. I've worked with many people in
and around the music biz, if more folk were like you it would be a far better industry!! Paul
Rooney Vice Squad. From placing the order, to having the cable in my hand in less than 20
hours! That's pretty darn impressive - great service! David Parry. The order arrived this
afternoon and I have set it all up - it looks much better. I am just annoyed with myself that I left it
a year before getting on with the order in the first place! Thanks again for the excellent service I will have no doubts about recommending you to anyone who needs leads in the future! Sean
Simmons Mount Charles School. What can I say!!! Life saver! The goods arrived A. Nice one,
i've told my friends about your company! Ta, Roger Pitt. Thank you very much, your service and
products are unbeatable Russell Butterfield. Now that is what I call a great service! I received
my order this morning. I would like to say how impressed I am with the service I received from
Leads Direct. I found the ordering procedure very easy and user friendly and I'm extremely
pleased with the speed of the delivery. I would also like to say I enjoyed listening to your choice
of music while a very helpful assistant dealt with an initial query I had re: placing an order.
Leads just arrived - very nice - tried them and they work a treat. I think you should have a
section on your web site saying that you can make leads for early Quad stuff. Dave Whitter.
Order one day and get just over 24hrs later is great but for the Highlands is nearly a miracle.
Thanks again, if I need any other equipment I will definitely be back in touch. Clara Strathpeffer
Community Centre. Lead worked excellent â€” thank you. I will recommend you to others Ian
Think Marketing Material. Thanks for a great job on the custom leads. Quality workmanship, fast
return, nothing seems too much trouble to you guys. Very genuine service David Daine. Matt
Dunn. Nice one Everything looks cool - I'll spend the day tomorrow re-arranging the studio and
installing the new leads Chris Snowdon. I must thank your staff for not only picking up the
phone on a Saturday morning, but also being so incredibly knowledgeable, friendly and helpful.
Let me tell you that is NOT the norm for other retailers I have contacted and requested
assistance. Great customer experience - and although I don't buy a great deal of this type of
electrical equipment, I now have Leads Direct on my favourites and you will be my first call
every time. Many thanks. Peter Bradley. Just arrived, and it works brilliant!! Thanks so much :
brilliant customer service. Paul Kerfoot. Secure packing was provided and total transit time by
International Post was very quick; in fact the goods arrived in Australia within 7 days including
a weekend which is quicker than the local Postal Service can deliver between the major
Australian States. Many thanks, have now received goods. I will certainly be in touch when I
require any more leads etc. TJ Chilton. Marvellous, super service, thank you very much! Nikki
Conlin Int Research Ltd. So all the testimonials on your website were right! Best price by far,
Delivery in a flash! Your use of pre-used packaging materials to save the environment was also
appreciated, a thing we often do when mailing items to friends and relations but I have not seen
this adopted sensibly by business. Very well done! Robin Hoad. I feel compelled to let you know
how wonderful I think your service is. Your prices are mainly very competitive, and day delivery
is normally less than 24 hours! But the feather in your cap was the excellent service yesterday
when at pm, despite believing the deliveries had already been picked up, your sales
representative went and checked, just to make sure. Everything was waiting for me at the office
this morning when I arrived just after 9am. Mark Belshaw Deaf Alerter plc. The lead arrived
today and I am pleased to report that it works as intended. Not that your workmanship was ever
in doubt but specifying electrical connections, especially oddball ones like this one which
cannot be bought off the shelf, is new to me. Paul McKay. Just thought I'd drop you a quick note
to say that thanks to your help and the products I bought from your company I now have my
treadmill working again! Many thanks Phil Wardell. Leads came back today and they're great will definitely use you again and recommend you to my friends - very impressive service and
quality - you lot are the best - what you do is pretty unique. Andy Black. Great customer service
fantastic communication nothings to much trouble. A couple of email regarding my order one of
the leads out of stock alternatives offered accepted one of the alternate that was more
expensive this was supplied at no extra charge. Leads arrived next day. Will definitely use again
and pass the word. David Blocksidge. Having spent two weeks looking for a particular cable
which didn't appear to exist! Just a quick note to say thank you for your help and assistance
with the delivery problem recently. I was very impressed with the polite and professional
manner in which the issue was dealt with. What a change to get decent customer service. John
Albury. Thank you once again for the very good service I have received from you today - I
wonder if it's too much to hope that I will encounter such good service for the rest of the day Ah well I can dream!!!! Diane Stow Nottingham Trent University. I'd just like to thank you for the
DC lead which you made for me. I received it today, and it does the job exactly as envisaged - so
I'm a happy customer. I know where to come for leads from now on! Les Johnson. Excellent and
expert service as usual. Many Thanks. Paul EPC Graphics. Could I compliment you on: a

Stocking the exact piece of equipment I needed, which had been tricky to find b Having helpful
information on your website to confirm it was the right one c Automatically sending an invoice,
which many don't but which my accounts dept. Well done and thanks! Graham Coombs Railway
Industry Association. Thanks very much, for the advice and speedy response to my request last
week, all arrived the following day, much appreciated. I'm very impressed you can take a
request for a custom cable and make ten of them within a few days and ship them out, and
charge a very reasonable price. I recommend you to a lot of people - I've told a lot of colleagues
and contacts at other companies how good you are. Paul Mansfield Taptu Ltd. I just wanted to
let you know they arrived and thank you for handling my order. I have to say - your customer
service is brilliant James Creely. Before placing my order I was surprised to be able to speak to
a real person, in the UK, who was both friendly and helpful, and able to give me the advice I
required. Nigel Lewis Avalon Telecom. The leads arrived this a. Great quality and working
perfectly. I'm impressed with everything, including your special offers. Be assured that the word
will be put around. Thank you. Tony Bushkes. Fantastic help and service. Order arrived safe and
well. Thanks for the excellent service. I never imagined buying leads could be fun! David Rice.
The leads work perfectly thank you so much. Great quality and speedy delivery. I shall spread
the word! Gareth Clements. I must say that I'm impressed!!! I'll be putting "the word" around.
George Cochrane. Nick gave me a quote for some custom cables and power leads yesterday
morning. Phoned to order at lunchtime and by 11am this morning they'd been delivered. Great
service, excellent price and really good to that see you recycle old packaging. Really impressed!
David Parry John Lewis Plc. Fantastic service - the order arrived less than 24 hours after I
phoned it in, and even before your email! Everything present and correct, and at a lower price
than PC World would charge for just one lead! David Rackham. Have a look at this site - I used it
to buy some gold plated scart leads. Pass on to anyone who you feel may be interested. The
customer service is the best I have come across for an website. Frank Caraglia. We accept
payments by. The Type A connector has 19 pins. The Type B connector has 29 pins on a larger
connector that measures The Type C connector also known is Mini is smaller than the type A
plug, and is intended for for use with portable devices. The Type E connector also known as the
Automotive Connection System has a locking tab to keep the cable from loose due to vibration
and a shell to help prevent moisture and dirt from interfering with the signals. HDMI 1 â€” 1.
Hdmi Wire Color Diagram â€” wiring diagram is a simplified agreeable pictorial representation
of an electrical circuit. It shows the components of the circuit as simplified shapes, and the
capacity and signal contacts in the middle of the devices. A wiring diagram usually gives
assistance roughly the relative direction and pact of devices and terminals upon the devices, to
support in building or servicing the device. A pictorial diagram would law more detail of the
inborn appearance, whereas a wiring diagram uses a more symbolic notation to put emphasis
on interconnections higher than monster appearance. A wiring diagram is often used to
troubleshoot problems and to make definite that all the links have been made and that
everything is present. Architectural wiring diagrams measure the approximate locations and
interconnections of receptacles, lighting, and remaining electrical services in a building.
Interconnecting wire routes may be shown approximately, where particular receptacles or
fixtures must be upon a common circuit. Wiring diagrams use welcome symbols for wiring
devices, usually vary from those used upon schematic diagrams. The electrical symbols not
and no-one else enactment where something is to be installed, but in addition to what type of
device is swine installed. For example, a surface ceiling open is shown by one symbol, a
recessed ceiling lively has a exchange symbol, and a surface fluorescent buoyant has marginal
symbol. Each type of switch has a substitute story and as a result complete the various outlets.
There are symbols that be in the location of smoke detectors, the doorbell chime, and
thermostat. A set of wiring diagrams may be required by the electrical inspection authority to
take up link of the house to the public electrical supply system. Wiring diagrams will after that
improve panel schedules for circuit breaker panelboards, and riser diagrams for special
facilities such as ember alarm or closed circuit television or additional special services.
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tion and is used specifically to collect user personal data via analytics, ads, other embedded
contents are termed as non-necessary cookies. It is mandatory to procure user consent prior to

running these cookies on your website. This website uses cookies to improve your experience.
We'll assume you're ok with this, but you can opt-out if you wish. Accept Reject Read More.
Close Privacy Overview This website uses cookies to improve your experience while you
navigate through the website. Out of these, the cookies that are categorized as necessary are
stored on your browser as they are essential for the working of basic functionalities of the
website. We also use third-party cookies that help us analyze and understand how you use this
website. These cookies will be stored in your browser only with your consent. You also have the
option to opt-out of these cookies. But opting out of some of these cookies may affect your
browsing experience. Necessary Necessary. Non-necessary Non-necessary.

