Jeep wj weight

Cargo volume cu. Capacities and weights. For additional engine specs see WJ Engine
Specifications. Optional on Laredo models only. Operating ranges are 4-high and 4-low. The
4-low range is used for extra pulling power in off-road situations. Utilizes a gerotor coupling to
automatically send torque to the front driveshaft when wheel slippage occurs. A differential in
the transfer case is used to control torque transfer to the front and rear axles. A low range gear
provides increased low speed torque capability for off road operation. The geartrain is mounted
in two aluminum case halves attached with bolts. The mainshaft front and rear bearings are
mounted in aluminum retainer housings bolted to the case halves. Suspension and chassis.
Power-assisted, recirculating ball Overall ratio: Front â€” Hydraulic, power-assisted low-drag
ventilated disc brakes; dual piston calipers; composite steel; Rear â€” Hydraulic,
power-assisted low-drag disc brakes; single piston calipers; composite steel; Anti-lock brake
system â€” Three-channel with four-wheel speed sensors and electronic brake distribution EBD.
Trailer frontal area limitation of 64 square feet; trailer sway control and low-profile mirrors are
recommended. This chart is meant to serve as a quick and easy reference guide on how to
properly equip your Jeep Grand Cherokee for towing. For specific details, however, discuss
your plans with your Jeep dealer, who will help you select the right equipment to meet your
specifications. The following is a list of factory recommended service intervals and related
information pertaining to WJ models USA. Capacities, service intervals and part numbers may
vary slightly among some of the different WJ models. Differences will be noted as the
information becomes available. Before performing any service, check your vehicle owners
manual for verification of intervals, capacities and other recommendations and cautions. Do
only that service work for which you have the proper equipment. If you have any doubt about
your ability to perform a service job, take your vehicle to a competent mechanic. Most vehicles
are operated under the conditions listed for Schedule 'B'. Use the schedule that best describes
your driving conditions. Where time and mileage are listed, follow the interval that occurs first.
Air Cleaner Filter. Avoid prolonged or repeated skin contact with engine oil. Contaminants in
used engine oil, caused by internal combustion, can be hazardous to your health. Thoroughly
wash exposed skin with soap and water. Do not wash skin with gasoline, diesel fuel, thinner, or
solvents, health problems can result. Do not pollute, dispose of used engine oil properly.
Contact your dealer or government agency for location of collection center in your area.
Chassis Lube. The tubes are pressed into the differential housing and welded. The axles are
semi-floating supported by the hub bearings. The axle shafts are retained by nuts at the hub
bearings. Cover Bolts: 30 Ft. Axle Ratio: 3. Trac-lok for the front axle is available only with and
included with all QuadraDrive systems. Rear Axle. The tubes are pressed into differential
housing and welded. The axles are semi-floating supported by the axle shaft and bearings. The
axle shafts are retained by bearing retainer plates on the axles which are bolted to flanges at the
outboard end of the axle tubes. Dana 44 RBA The Rear Beam Aluminum axle housing has a cast
aluminum center differential housing with axle shaft tubes extending from either side. The tubes
are pressed into the differential housing. Transfer cases 4WD Grand Cherokees only Grand
Cherokee WJ's use three different 4-wheel drive transfer cases, identified on the interior shift
console. A circular ID tag is attached to the rear of each transfer case. The ID tag provides the
transfer case model number, assembly number, gear ratio and location of manufacture. The
transfer case serial number also represents the date of build. Exceptions to this policy are the
use of special dyes to aid in detecting fluid leaks. These additives and others also claim to
improve converter clutch operation and inhibit overheating, oxidation, varnish, and sludge.
These claims have not been supported to the satisfaction of DaimlerChrysler and these
additives must not be used. DO NOT install the seal onto the filter neck and attempt to install
the filter and seal as an assembly. Damage to the transmission will result. Install the new
primary oil filter seal in the oil pump inlet bore. Seat the seal in the bore with the butt end of a
hammer, or other suitable tool. Place replacement filter in position on valve body and into the
oil pump. Install screw to hold filter to valve body. Tighten screw to 40 in. NOTE: Some
automotive experts recommend changing brake fluid every years. Never use pure antifreeze.
They do not require normal scheduled maintenance. Filters should only be replaced if a
diagnostic procedure indicates to do so. Important note: The factory fill power steering fluid for
all Grand Cherokees is a unique fluid, MS Note that all fluids will darken in color with usage and
fluid color is no longer an indication of fluid condition. Damage to the platinum rivet will result.
Also, do not use a wire-type gapping tool for the same reason. Use a tapered-type gauge.
Serious engine damage may result.. HO plugs cannot be cleaned, damage to the platinum rivet
will result. Body lubricants. Laredo 2WD 4. Unveiled in Detroit, Michigan on June 16, ,
production lasted until The WJ was completely overhauled from its ZJ predecessor, and was
renowned for its off-road capability. The spare tire was relocated from the side of the cargo
compartment to under the floor. The two heavy pushrod V8 engines were replaced by Chrysler's

then-new PowerTech. The new V8 engine produced less torque than the old pushrods, but was
lighter, offered better fuel economy, and provided similar on road performance figures the
gallon fuel tank was replaced with one of a The Inline 6 engine was also updated for MY A
redesign of the intake manifold added 10 horsepower 7. While other Jeep vehicles used the
Mopar 5 x 4. A notable feature available in this generation was the automatic four wheel drive
option called Quadra-Drive , which employed the New Venture Gear NV transfer case. This
two-speed chain-driven transfer case uses a gerotor, a clutch pack coupled to a hydraulic
pump, to transfer torque between the front and rear axles. The transfer case contains three
modes, 4-All Time, Neutral, and 4-Lo. If the rear axle starts spinning at a higher rate than the
front axle, hydraulic pressure builds up in the gerotor and causes the clutch pack to
progressively transfer torque to the front axle until both axles return to the same speed. Neutral
mode is intended for towing the vehicle. In 4-Lo, the front and rear axles are locked together
through a 2. Vari-Lok differentials also use a gerotor to transfer torque between the wheels on
either side of the axle. The major advantage of Quadra-Drive was that the combined transfer
case and progressive locking differentials in each axle could automatically control traction
between all four wheels. However, only the center differential could be permanently locked, and
only in 4Lo. It included three planetary gear sets rather than the two normally used in a
four-speed automatic. This gave it six theoretical speeds, and it would have been the first
six-speed transmission ever produced in volume, but it was programmed to only use five of
these ratios. Four were used for upshifts, with a different second gear for downshifts. Although
five of the six ratios were used, Chrysler decided to call it a "4-speed automatic". In , the
programming was changed to make use of all six ratios. Rather than have six forward gears, the
transmission was programmed to act as a five-speed with the alternate second gear for
downshifts. The 42RE 4-speed automatic remained the transmission for the Inline 6 engine. It
had slight changes from the previous model Grand Cherokee. The interior was also completely
redesigned. The redesign allowed for larger rear doors, and more space for rear passengers.
Controls for various items like headlights, heated seats, and rear wiper were moved to more
convenient locations. The electronic Vehicle Information Center was moved from below the
radio to above the windshield, and was standard on all and up models. Limited models included
automatic dual-zone climate control. UniFrame is an unusual construction scheme, it
incorporates all of the strength and durability of a body-on-frame construction into a unitized
construction. By adding stiffness and rigidity to the structure, they enhanced the ride and
strengthened the network of steel beams, rails and pillars or "safety cage" that surround and
protect occupants. More than 70 percent of the underbody is high-strength steel. The Grand
Cherokee received a secondary minor facelift for including round fog lamps, a lower front fascia
and a new body-color matched inset grille design. Export models produced at the plant in Graz,
Austria, were given the vehicle designation of "WG". The first-generation Jeep Grand Cherokee
ZJ offered many new and class-exclusive features, and the second-generation Jeep Grand
Cherokee WJ continued to offer new features that were not yet available on its competitors,
such as the Chevrolet Blazer and Ford Explorer. At the time of its release, the all-new Jeep
Grand Cherokee WJ had many standard and optional features which were class-exclusive.
HomeLink allowed the driver to program up to three devices such as garage door openers,
estate gates, and other controlled access devices and operate those devices with buttons
located in the overhead console. A state-of-the-art automatic dual-zone climate control system
used infrared sensors located in the climate control panel to monitor the surface temperature of
both driver and front passenger to automatically control the interior temperature for both front
passengers. The Jeep Memory System allowed for two drivers to set their individual driver's
seat, side mirror, and radio setting by using buttons located on the front driver's door interior
panel to recall their preferred settings at the touch of a button, or upon insertion of the
corresponding key into the ignition the keyless entry remotes were color-coded either black or
gray, and had either a '1' or '2' on the back of the remote to help the drivers easily identify their
remote. These new features included power-adjustable foot pedals via a switch located on the
driver's side near the steering wheel the pedals also worked in conjunction with the Jeep
Memory System to adjust automatically to a driver's preferred settings when a button on the
front driver's door interior panel was depressed. The Uconnect hands-free Bluetooth telephone
system allowed the driver to pair his or her Bluetooth -enabled cellular phone to the system and
make and receive hands-free telephone calls without having to handle their phone, and the
driver could even store frequently-called telephone numbers in the system's memory for
automatic dialing via voice. The button panel for the system was located on the front driver's
door interior panel. Sirius Satellite Radio was also available for the first time regardless of
factory radio option. The Jeep Grand Cherokee was one of the first vehicles to offer these
features from the factory. The Laredo served as the base Grand Cherokee trim level from

August to , and still continues to be the base Grand Cherokee trim level to this day. A very
well-equipped model, the Laredo offered these features as standard equipment: the 4. Many
features that were available on the luxurious Limited trim could also be optioned on the base
Laredo trim. The Limited served as the top-of-the-line Grand Cherokee trim level from to , and
the more "luxurious" Grand Cherokee trim level from to It added these features: color-keyed
body-side trim cladding panels and front and rear bumpers, a premium watt Infinity Gold stereo
system with 6 speakers, leather seating surfaces, dual power front bucket seats, a full-sized
spare tire and spare wheel, a security alarm, a leather-wrapped steering wheel, steering
wheel-mounted remote audio system controls, driver's 2-position memory color-coded keyless
entry remotes , wood interior trim, and more. Offered only for , the Sport was aimed at
value-oriented customers who wanted a very well-equipped vehicle at a modest price point.
Cloth seating surfaces, deleted heated front bucket seats, a deleted cassette player, and a
deleted sunroof could be had for credit in place of the standard options they replaced. The
Special Edition was a value-oriented trim level of the Grand Cherokee in and in the model was
put on hiatus for the model year. The power sunroof was an option. Columbia Edition buyers
also received a complimentary Columbia parka at the time of delivery of their new vehicle. The
Overland was the top-of-the-line Grand Cherokee trim level between August and , first
introduced for MY The 60th Anniversary Edition was manufactured to commemorate Jeep 's
60th anniversary in Beijing Jeep Corporation, Ltd. The WJ was introduced in the end of for the
Chinese market as the Jeep and Grand Cherokee and carries differing engine names compared
to their foreign counterparts known as CQA1 for the 6 cylinder and C8V93Q for the V8. A 4
speed automatic gearbox was standard on the 6 cylinder while V8 had a 5 speed automatic
gearbox. It was their flagship model and nearly identical to the Grand Cherokee Limited in looks
and equipment, including the solid axle suspension, choice of 4wd systems, body color
cladding, alloy wheels, Chrysler sound systems, and Chrysler automatic climate controls. The 3.
It has an electronic injection pump, electronically controlled, vacuum-actuated exhaust gas
recirculation , and a special catalyst to control oxides of nitrogen NOx. Manufactured in Cento ,
Italy, at 13, units per year. For , the Grand Cherokee "WJ" was all-new, now in its second
generation. The 4. The 5. For , since the Grand Cherokee was fully redesigned and all-new for
MY, the model year Grand Cherokee received minimal changes. An accessory Mopar GPS
navigation system, a new technology, was available starting in the third quarter of Heated
leather-trimmed front bucket seats, which were previously only available on the Limited trim
level, were now available on the base Laredo trim level, when equipped with the 26F or 28F
Packages. In late For model year, the Grand Cherokee received a few changes. All models
received a radio bezel that matched the other interior trim panels. All 4. The Camel interior color
was changed to Sandstone, which is a slightly different shade of tan. The Jeep emblem on the
steering wheel changed from being molded-in-color to the steering wheel to chrome. In , the
Grand Cherokee received a minor update. Sport and Special Edition trim levels were new in
midyear The top-of-the-line Overland trim level debuted for All sound systems were now higher
quality than their predecessors, and new radio options were offered, which could support both
satellite radio, as well as a new remote six-disc CD changer, and a Bluetooth hands-free
telephone system this was a fairly new technology, and the Grand Cherokee was one of the first
vehicles to have this feature as an option. Side-impact front and rear airbags that deployed from
the side windows were also a new option for A new High-Output version of the 4. A
previously-optional full-sized spare tire and wheel non-matching on base trim levels, and
matching on uplevel trim levels combination was now standard on all Grand Cherokees. On the
base Laredo trim level, the carpeted trim on the lower portion of the door panels was deleted in
exchange for a textured plastic surface. In addition to loose pads that had a tendency to vibrate,
this also occasionally led to higher brake temperatures, which could lead to premature failure.
The Akebono calipers provided better seating for the brake pads, leading to more consistent
pad placement over the life of the brakes. The hub and caliper placement did not change over
the course of the WJ model, making the newer style brakes a direct bolt on replacement for
older models. In , the Special Edition and Sport trim levels were discontinued the Special
Edition trim level would reappear for A new 28E Package was now available for the base Laredo
trim level that offered the 4. A Freedom trim level was available, based on the Laredo trim level.
A coin console tray now replaced the ashtray in the center console, and high-back cloth front
bucket seats were now standard equipment on the base Laredo trim level low-back cloth bucket
seats still remained available as an option, however. Production of the model year Grand
Cherokees began in August , which was the shortest model year for the Grand Cherokee. In ,
during the Grand Cherokee WJ's final calendar year of production, the Special Edition trim level
returned for MY, and a new Columbia Edition trim level was introduced in partnership with
Columbia Sportswear that offered unique details, and an optional 4. The GPS navigation system

radio was now available regardless of sound system package. The base Laredo trim level was
reduced to one package, the 26E and 28E Packages, though the previously-available options on
other Laredo packages were now available on this base package. All trim levels received new
front fascias, and all 4X4 Grand Cherokees were now Trail Rated, as indicated by an emblem on
the driver's-side front fender. A significant upgrade to the engine cooling system was
introduced in the final 4. Previous model's cooling fan relay failures that caused common
engine overheating was changed from one to two separate relay circuits and the transmission
cooling for 2WD was handled by the air conditioning condenser instead of the radiator. On
November 8, , Chrysler announced the recall on certain model year though Jeep Grand
Cherokee vehicles manufactured February 13, , through May 23, From Wikipedia, the free
encyclopedia. For broader coverage of this topic, see Jeep Grand Cherokee. Motor vehicle.
Retrieved Categories : Jeep vehicles Cars introduced in s cars All-wheel-drive vehicles Full-size
sport utility vehicles Motor vehicles manufactured in the United States. Hidden categories:
Articles with short description Short description is different from Wikidata Pages using infobox
automobile with unknown parameters All articles with unsourced statements Articles with
unsourced statements from April Commons category link is on Wikidata. Namespaces Article
Talk. Views Read Edit View history. Help Learn to edit Community portal Recent changes
Upload file. Download as PDF Printable version. Wikimedia Commons. Beijing Jeep 4. July 17,
â€”May Front-engine , rear-wheel drive or four-wheel drive. Jeep Liberty Jeep Wrangler. Power
Tech I6. PowerTech V8. High Output PowerTech V8. OM Diesel I5. Wrangler YJ. Wrangler TJ.
Wrangler JK. Wrangler JL. Wrangler Unlimited LJ. Wrangler Unlimited JKU. Wrangler Unlimited
JLU. Subcompact crossover. Renegade BU. Compact crossover. Compass MK Compass MP.
Patriot MK Cherokee KL. Compact SUV. Cherokee XJ. Mid-size crossover. Grand Cherokee
WK2. Grand Cherokee L WL. Mid-size SUV. Wagoneer Limited XJ. Grand Cherokee WJ. Grand
Cherokee WK. Commander XK. Full-size SUV. Cherokee SJ. Grand Wagoneer SJ. Wagoneer SJ.
Compact pickup. CJ-8 Scrambler. Comanche MJ. Midsize pickup. Gladiator JT. Full-size pickup.
Vehicle availablity limited to China. Concept Cars. Jeep has used three different engines for the
WJ series plus a couple of 5-cylinder diesels for the export market : 4. These refinements added
more power 10 bhp , a 5db quieter operation with an enhanced lower "throaty" sound quality,
and cleaner emissions. For comprehensive 4. An incredibly detailed tech analysis, written by
Richard Ehrenberg in , can be found here: Chrysler's New Cammer. The performance
modifications added 30 horsepower and 30 Ft. The HO engine is designed to run perfectly on
standard octane fuel, but for maximum performance premium fuel is recommended. All models
with the HO engine featured a nice custom chrome exhaust tip. This was, unfortunately,
decontented starting with model year production. HO Engine page. Regular unleaded, 87 octane
Recommended for maximum performance: Unleaded premium, 93 octane. Two Stereo located
under intake manifold, one bolted on each side. Spark plugs See also: WJ spark plugs. Intake
Exhaust Cylinder Block etc. Hollow steel tubes with individual lobes, powdered metal,
sinter-bonded in place. Nodular cast iron Cross drilled, radiused, hardened, microfinished, fully
counterbalanced, 5 main bearings 2. Cast-iron block with removable bedplate Aluminum alloy
heads Near hemispherical combustion chambers. Cast-iron block with modified aluminum alloy
heads Detonation sensor bosses in the valley Main bearings. Glass filled nylon, single plenum,
ram's horn runners 20" runner length Single bore throttle body 65mm 2. Aluminum Alloy 6.
Aluminum Alloy Symmetric pop-up design for improved compression Modified connecting rods
Serviced as one-piece with piston. Piston Pins. Valve Timing. Top speed and Elapsed Times.
Laredo 2WD 4. Laredo 4WD 4. Overland Maximum Loaded Trailer Weight 5, lb. Tongue Load
Limit lb. Standard Equipment Air Bags â€” Next-Generation multistage driver and front
passenger Alternator â€” amp Assist Handles â€” Overhead for rear outboard passengers,
A-pillar mounted for driver and front passenger. HomeLink system optional , tire pressure
monitor display optional. Power Outlet â€” Auxiliary, volt, cargo area, powered by battery
included with disc CD changer. Also included in Up-Country Suspension Group. Overland
models include chrome hooks. Tire Pressure Monitoring System â€” Monitors tire pressure for
all four rotating tires individually. Not available with H. Exterior Dimensions. For additional
engine specs see WJ Engine Specifications. Selec-Trac TM. Type: NV, Full-time, 2-speed with
shift-on-the-fly; includes low-range 2. Type: NV, On demand, utilizes a gerotor coupling to
automatically send torque to the front driveshaft when wheel slippage occurs; includes
low-range 2. Front â€” Hydraulic, power-assisted low-drag ventilated disc brakes; dual piston
calipers; composite steel; Rear â€” Hydraulic, power-assisted low-drag disc brakes; single
piston calipers; composite steel; Anti-lock brake system â€” Three-channel with four-wheel
speed sensors and electronic brake distribution EBD. Assist Handles â€” Overhead for rear
outboard passengers, A-pillar mounted for driver and front passenger. Child Seat Anchor
System â€” User-ready child seat top tether anchors, located in the headliner near rear courtesy

lamp for outboard backseat positions to help minimize movement of compatible aftermarket
child seats. Door Locks â€” Child-protection rear â€” Power with illuminated controls and
programmable feature. Shoulder Belts â€” Height-adjustable front and rear outboard with
turning loops and front constant-force retractors. Vehicle Information Center â€” 13 electronic
preferences: language preference; U. Windows â€” Power with ill
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uminated controls, driver's lockout and one-touch-down features. Air Bags â€” Side,
supplemental curtain for front and rear outboard occupants. Cargo Area â€” Storage bin with
lid, includes auxiliary power outlet included with disc CD changer. HomeLink TM Universal
Transceiver â€” Programmable radio frequency codes for garage door opener, security gate and
security lighting. Jeep Memory System â€” Programmable features for two drivers include
driver's power seat positions, dual power exterior mirrors, 10 AM and 10 FM radio presets and
last station settings; includes separate color-keyed keyless entry key fobs. Security System â€”
Theft alarm monitors doors, ignition and liftgate. Steering Wheel â€” Black vinyl with speed
control switches. Sunroof â€” Power with express-open and comfort-stop features. Wheels â€”
16x7-inch cast aluminum, Silver accents - Silverblade Sport wheels included with Laredo Sport
model. Wood Trim â€” Real redwood interior trim accents and steering wheel accents.

