Jensen vm9312hd wiring diagram

Thank you for choosing a Jensen product. Controls and Indicators Remote Control Using the
TFT Monitor Operating Instructions Setup Menu Tuner Operation Satellite Radio Operation
Requires Gen 5. Never install this unit where operation and viewing could interfere with safe
driving conditions. To reduce the risk of a traffic accident except when using for rear view video
camera never use the video display function while driving the vehicle. This is a violation of
federal law. To prevent injury from shock or fire, never expose this unit to moisture or water. To
prevent damage to the mechanism inside this unit, avoid impact to the TFT monitor. Using an
improper fuse may cause damage to the unit and result in a fire. The monitor employs an
automatic motorized mechanism. To prevent damage to the core mechanism, please do not
push, pull or swivel the monitor manually. Mounting hardware for VMHD. Parking brake sensor
extension wire. Mounting hardware for HD Radio Module. The VMHD is "navigation ready. All
installation and operating instructions will be included with the NAV navigation module. The
VMHD is "camera ready. To prevent a short circuit, be sure to turn off the ignition and remove
the negative - battery cable prior to installation. If the cable is disconnected, the computer
memory may be lost. Under these conditions, use extra caution during installation to avoid
causing a short circuit. Press the metal levers on both sides to remove the halfsleeve from the
radio. Install half-sleeve into adapter or dashboard use only the supplied screws. Do not force
the sleeve into the opening or cause it to bend or bow. Locate the series of bend-tabs along the
top, bottom and sides of the mounting sleeve. With the sleeve fully inserted into the dashboard
opening, bend as many of the tabs outward as necessary so that the sleeve is firmly secured to
the dashboard. Install support strap to make the unit more stable. Place the radio in front of the
dashboard opening so the wiring can be brought through the mounting sleeve. Complete wiring
as illustrated in the wiring diagram on page 3. Once the wiring is complete, reconnect the
battery negative terminal. NOTE: When replacing a fuse, be sure to use correct type and
amperage to avoid damaging the radio. After completing the wiring connections, turn the unit
on to confirm operation ignition switch must be on. If unit does not operate, recheck all wiring
until problem is corrected. Once proper operation is achieved, turn off the ignition switch and
proceed with final mounting of the chassis. Connect wiring adapter to existing wiring harness.
Carefully slide the radio into the half-sleeve, making sure it is right-side-up, until it is fully
seated and the spring clips lock it into place. Make sure the unit is mounted within this
limitation. Attach one end of the perforated support strap supplied to the screw stud on the rear
of the chassis using the hex nut provided. Fasten the other end of the perforated strap to a
secure part of the dashboard either above or below the radio using the screw and hex nut
provided. Bend the strap to position it as necessary. The rear of the radio must be supported
with the strap to prevent damage to the dashboard from the weight of the radio or improper
operation due to vibration. Replace any items you removed from the dashboard. Mount factory
brackets on new radio using existing screws from old radio. Slide radio chassis into dash
opening and secure. Press to activate the automatic mechanical system and move the TFT
monitor into viewing position. Press again to close the TFT. Press to adjust the display aspect
of the picture to one of two settings: Full or Normal. With the monitor closed, press the DISP
button to cycle. The TFT screen must be open for this function to operate. Press to adjust the
Brightness and Contrast. Turn the rotary encoder 5 to adjust the setting for the selected option.
Press and hold the AS button to automatically store strong radio stations in the preset channels
for the current band. Press to activate the tilt function. Use the joystick to make adjustments
while the red tilt icon is flashing. Press once to adjust the downward tilt angle of the screen one
step at a time or press and hold to adjust the angle in a continuous motion. Rotate to adjust the
volume. IR Remote Control Receiver. Press to reset system settings to factory default except
the password and parental lock setting. NOTE: Your remote control may differ slightly from the
one pictured here. The above diagram is for illustrative purposes only. Welcome to
ManualMachine. We have emailed you a verification link to to complete your registration. Log in
Sign up. Forgot password? Enter your email and check your inbox. Please also check your
spam folder. Email sent! Check your email for further instructions. Enter a new password. My
files 0 My downloads 0 History Account settings Sign out. Only connect the unit to avolt power
supply with proper grounding. Never disassemble or adjust the unit. Never use irregular discs.
Cosmetic trim ring 2. Mounting hardware for VMHD 4. Single DIN sleeve 5. HD Radio Module 6.
Remote Control 8. Parking brake sensor extension wire 9. Media Link Module Mounting
hardware for HD Radio Module Owners Manual Pre-installation 1. Install the half-sleeve. Install
adapter if necessary optional. Be careful not to damage the car wiring. Wiring Complete wiring
as illustrated in the wiring diagram on page 3. Final Installation After completing the wiring
connections, turn the unit on to confirm operation ignition switch must be on. Connect antenna
lead. Remove trim ring. Reinstall dash panel. CNPUC 3. Button Operation 1. SAT 6. IR Remote
Control Receiver RESET Press to reset system settings to factory default except the password

and parental lock setting. DVD Mode: Press once to enter the next chapter or track. Press and
hold to reset core mechanism position. TFT Display 5. Register and get 5 for free. Upload
manuals that we do not have and get 1 for each file. Get 1 for every download of your manual.
Press to silence the receiver. Press again to resume previous. We hope you will find the
instructions in this owner's manual clear and easy to follow. Page 4: Installation - battery cable
prior to installation. The equipped with on-board drive or navigation computer, Reinstall dash
panel. Carefully slide the radio into the half-sleeve, making sure it is right-side-up, until it is fully
seated and the spring clips lock it into place. IR Remote Control Receiver. The above diagram is
for illustrative purposes only. A submenu appears in a second row with the Function Setting
Options selected option highlighted in blue. With your Touch the button 22 to choose from the
following letters name , the artist's name, song title, and category VMHD radio, you will receive
HD Radio digital modes: of music. Imil To enter a radio station directly, touch the button or
receiving HD Radio signal is dependent upon what is press the GOTO button 21 on the remote
control to display being broadcast. CAT -: Select previous channel in current category only
preset screen. The channels in that category will control or touch CAT on the touch screen. To
return to be displayed on the screen. Touch for quick access to Equalizer level settings Fast
Forward following disc media: Page Mp3Iwma Operation Current time correctly. Use the
following settings when compressing audio Track titles The VMHD player will only recognize
three folder levels data for your MP3 disc: information and does not display folders containing
only other folders. This slower burning speed will help eliminate buffer errors and increase disc
reading reliability. A rough cloth and non- neutral detergent such as alcohol may result in
scratching or discoloration. Do not get water or cleaning fluids on the unit. Visit Click on the
Victory Technology Installation Excellence logo as shown above. Follow the wiring instructions
carefully, or have the installation handled by an experienced technician. Print page 1 Print
document 38 pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore
password. Upload from disk. Upload from URL. Quick Links. Table of Contents. Chapters Table
of Contents 3 Remote Control Page 5: Preparation To prevent a short circuit, be sure to turn off
the ignition and remove the negative - battery cable prior to installation. NOTE: If the VM is to be
installed in a car equipped with an on-board drive or navigation computer, do not disconnect
the battery cable. Page 6: Installation NOTE: When replacing a fuse, be sure to use correct type
and amperage to avoid damaging the radio. The VM uses one 10 amp mini-ATM fuse, located in
the black filter box in-line with the main wire harness. Final Installation After completing the
wiring connections, turn the unit on to confirm operation ignition switch must be on. Page 9:
Controls And Indicators 7. LCD Display 8. MUTE Press to silence the receiver. Press again to
resume previous volume level. Press and hold to reset core mechanism position. The above
diagram is for illustrative purposes only. Page Using The Tft Monitor 5 on the control panel.
Page Operating Instructions The Audio menu will automatically exit after a few seconds of
inactivity. VM System Reset To correct a system halt or other When the VM reverse driving
stops, the monitor return to its original input mode. VOL Sub-menu Features When the Local
function is active, the LOC indicator at the top of the screen is illuminated. Customers can
receive a limited number of free-to-air channels without activation. Press the enter button arrow
to tune to the selected station. To exit the screen without changing the station, touch Exit. Page
General Disc Information VM screen, including the media playing and current playback time.
The VM player will only recognize three folder levels and does not display folders containing
only other folders. In the example above, the unit will display folders 3, 4, 6, and 8, but not 2 and
7 since they do not contain any tracks directly. This slower burning speed will help eliminate
buffer errors and increase disc reading reliability. Page Ipod Operation To exit the screen
without changing the station, touch Exit. To clear your entry and start over, touch Clear. Photo
Playback While iPod photos can be viewed on the VM screen, you must use the iPod to control
photo playback options. Page Error Messages VM Problem Disc does not play back Disc is
warped or scratched Disc is dirty or wet Laser pickup is dirty Incompatible disc is used Disc
rating exceeds Parental Lock rating limit Disc region code is not compatible with unit Page Care
And Maintenance We suggest you use a cleaning disc in this unit more frequently than in the
unit in your home due to the environmental conditions of the vehicle. Page 34 VM Please read it
thoroughly and contact the Company at with any questions. Who is covered? The Company
extends this warranty to the original retail purchaser of products purchased through an
authorized Audiovox retailer in the U. Print page 1 Print document 36 pages. Cancel Delete. Sign
In OR. Don't have an account? Sign up! Restore password. Upload from disk. Upload from URL.
Quick Links. Table of Contents. Page 6: Optional Accessories To prevent a short circuit, be sure
to turn off the ignition and remove the negative - battery cable prior to installation. Page
Controls And Indicators Press once to turn the unit on. Press again to mute the volume. Press
and hold to turn the unit off. Press and hold to store the current radio station in preset channel

3. Disc Indicator Illuminated when disc is loaded 2. The above diagram is for illustrative
purposes only. Setup can be performed by pressing the dedicated button on the remote control
or by touching the top left corner of the TFT screen. Page 26 If the rating is not available on the
disc, the parental lock feature is unavailable. Some discs restrict only portions of the disc and
the appropriate content will play. For details, please refer to the disc description. Page Ipod
Operation 18 on the joystick to return to the previous menu. A rough cloth and non- neutral
detergent such as alcohol may result in scratching or discoloration. Do not get water or
cleaning fluids on the unit. Page Controles E Indicadores Presione para encender la unidad. El
diagrama de arriba es solamente ilustrativo. Page 64 VMTS Page Controles Et Indicateurs
Appuyez de nouveau pour assourdir le volume. Le diagramme ci-dessus est pour des buts
d'illustration seulement. G Vous pouvez surpasser des 3. PG classements plus hauts en utilisant votre mot de passe. Print page 1 Print document 96 pages. Cancel Delete. Sign In OR.
Don't have an account? Sign up! Restore password. Upload from disk. Upload from URL. Quick
Links. Table of Contents. Chapters Section 1 3 Section 2 Page 4 VMHD Page 6: Installation To
prevent a short circuit, be sure to turn off the ignition and remove the negative - battery cable
prior to installation. Mount factory brackets on new radio using existing screws from old radio.
Slide radio chassis into dash opening and secure. Reinstall dash panel. CNPUC 3. The TFT
screen must be open for this function to operate. Press and hold to reset core mechanism
position. The above diagram is for illustrative purposes only. If the selected language is not
supported by the DVD, then the default language is used. By default, the rating system is
unlocked. Once setup, the parental lock is released only by entering the correct password.
Storing a Station Select a band if needed , then select a station. The VMHD player will only
recognize three fo
honda odyssey multiplex control unit
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lder levels and does not display folders containing only other folders. In the example above, the
unit will display folders 3, 4, 6, and 8, but not 2 and 7 since they do not contain any tracks
directly. This slower burning speed will help eliminate buffer errors and increase disc reading
reliability. A rough cloth and non- neutral detergent such as alcohol may result in scratching or
discoloration. Do not get water or cleaning fluids on the unit. Aux Input used as reference input
Reference Supply Voltage: Page 34 VMHD Please read it thoroughly and contact the Company
at with any questions. Who is covered? The Company extends this warranty to the original retail
purchaser of products purchased through an authorized Audiovox retailer in the U. Page 38
Terms of Use. Apple is not a partner, sponsor, or owner of eMusic. Offer also available at Print
page 1 Print document 38 pages. Cancel Delete. Sign In OR. Don't have an account? Sign up!
Restore password. Upload from disk. Upload from URL.

