Kawasaki meanstrike

Make Kawasaki. Beautiful Green Kawasaki Vulcan Mean Streak, adult ridden, 11, original miles,
like new condition mechanically with chrome Vance and Hines Long Shot exhaust system,
tuned with a power commander, passenger back rest, chrome handlebar risers, complete
service less than 1, miles ago, tires like new front and rear with cast aluminum wheels Engine is
a V-twin, cc four stroke, liquid cooled, fuel injected with a 5-speed transmission, shaft drive,
disc brakes. This is an excellent buy for cruising or touring with loads of power and torque and
good fuel mileage. A reasonable offers will be considered. One owner. Comes with new set of
pirelli tires for replacement when needed. Model Vulcan Mean Streak. This beautiful used street
motorcycle is in great condition. This Kawasaki Vulcan Mean Street has a beautiful mix of bright
chrome and gloss black paint. This used cruiser is loaded with accessories including a
passenger backrest, fold down stirrup style rider pegs, aftermarket open exhaust, vibration
isolation grips with helmet locks built into them, chrome driveshaft cover, and Metzeler high
mileage tires. This used street-bike has been road tested by our test pilot and he gives it two
thumbs up. This motorcycle needs nothing other than a new home. We have an in house 90 day
Lay-Away program to help you make this purchase, or outside financing is available. Call Kenny
with any questions. Has dent on gas tank. Kawasaki designed it with enough attitude not just to
survive the mean streets of the city but conquer them with torque, acceleration, and handling.
Go ahead and take a closer look. This is a Kawasaki Mean Streak limited Edition with low miles
11, This bike is in great condition and has been garage kept. Also has light kit installed which
lights up bike and changes colors while riding. Looks very cool in the dark. It can be turned on
or off. We offer in house financing. No credit is required. We do take in trades and buy bikes. We
also have videos of all our bikes running. If you would like to see it visit our youtube page or
just send us an email and we can send you the link on this bike. We have a full coverage, nation
wide warranty available on all our and newer bikes. The Vulcan Mean Streak isn? Recent oil
chance, new battery. Led brake and turn signals. Clear title in hand. Runs like a champ. Come
and check it out. Planning on moving soon and would like it gone asap. Payson, AZ. Rocky
Ford, CO. Gresham, OR. Carthagena, OH. Memphis, TN. Cripple Creek, CO. Laguna Niguel, CA.
Alert Successfully Created. Save search. Kawasaki Vulcan Mean Streak motorcycles for sale in
Texas. Category - Engine 1, cc Posted Over 1 Month. Category - Engine - Posted Over 1 Month.
Category - Engine cc cc Posted Over 1 Month. Prev 1 2 Next. ZIP Code. Year minYear Apply
Filters Clear Search. Daily Weekly No Emails. Submit Cancel. The mean streets demand a
motorcycle with enough attitude to stand-out from the crowd. Kawasaki kept this in mind when
designing the Vulcan Mean Streak. Take a closer look, and it will quickly becomes obvious that
swinging a leg over this cruiser will open a new world of torque, acceleration, and earn the
admiring looks of other riders. Unlike most cruisers, the Mean Streak enjoys nimble handling
with excellent high-speed stability. Sportbike-style 43mm inverted forks and a reinforced
swingarm with dual air-assisted hydraulic shocks aid handling, while still offering enough
compliance to offer the smooth journey demanded by cruiser riders. In the cruiser world,
appearances and rider comfort are every bit as important as massive power, so Kawasaki
polished the valve covers and cooling fins for a bright, high-performance image. Liquid-Cooling
Maintains consistent engine temperatures for long engine life and sustained power Auxiliary fan
keeps things cool, even in traffic. Four Valves per Cylinder Compact combustion chamber for
increased compression ratio without detonation Boosts low-end torque and provides maximum
valve area for optimum flow. Hydraulic Valve Lash Adjusters Keeps valves quiet with no
maintenance, and no adjustment is required. Digital Fuel Injection Provides excellent engine
response and power with less fuel consumption Two different systems are switched and used
automatically according to engine load for accurate fuel-injection control Compact electronic
control unit processes information faster for better engine response. Dual Throttle Bodies Dual
40mm throttle bodies use one injector for each cylinder Separate intake tract for each throttle
body provides smoother engine operation Four nozzles at the tip of each injector, with two
nozzles aimed at each intake valve. Dual Plug Digital Ignition Microprocessor-controlled timing
Two spark plugs in each combustion chamber cut detonation for added durability. Gear-Driven
Engine Balancer Counter-rotates at engine speed to cancel vibration Allows use of single-pin
crankshaft to maximize the power-pulse feeling. Rubber-Mounted Engine All but eliminates
engine vibration at all speeds. Close-Ratio Five-Speed Transmission With Positive Neutral
Finder Combines great around-town acceleration with relaxed highway cruising Positive neutral
finder helps ensure riders can find neutral easily, every time. Shaft Drive Reliable, quiet,
low-maintenance system. Hydraulic Clutch Release Easy to operate and maintain. Suspension
43mm inverted fork designed specifically for the Mean Streak Swingarm cross bar utilizes two
square tubes instead of monocoque design for improved torsional rigidity. Fuel Tank Clean,
seamless design boasts a full 4. Brakes Radial-mounted four-piston front brake calipers provide
sportbike level stopping power and excellent rider feedback Dual mm semi-floating front discs

reduce fade Single rear disc brake with twin piston caliper. Overall width: Overall height:
Ground clearance: 4. Seat height: Dry weight: lbs. Fuel capacity: 4. Wheelbase: Anthony
Kodack. Read More. What do you think? Motorcycle Finder:. Kawasaki Vulcan. Competing
Vehicles. Harley-Davidson Sportster. Active filters:. About US. Contact Us. Automotive
journalist job. The VNA has a shaft drive. Kawasaki also made the now rare VZ variant with
chromed wheel arches and other subtle differences. Apart from paint schemes the Vulcan
remained largely unchanged throughout its year production run with only minor adjustments to
components. Kawasaki introduced the Vulcan in as an entry level cruiser. The series 2 was
fitted with a chain drive and five-speed transmission to reduce cost and was produced in both
Classic and Drifter variations. It had a 6 speed transmission and belt final drive. Both versions
were available as models. With the ENC the ergonomics changed as well as the engine tuning.
New cam shaft profiles and slightly lower compression pistons moved the power band down to
increase low end torque. Also the carburetors were downsized from 34mm to 32mm. The belt
final drive was replaced with a chain. The Vulcan LTD was discontinued after the model year for
a nearly 20 year production run. Introduced in with an Ergo-Fit system designed for better
custom comfort adjustability for different rider sizes. A choice of three foot peg positions, three
seats and two handlebars are available to choose from, at time of purchase. The engine is a cc
parallel twin derived from the Ninja Retuned, heavier flywheel and redesigned intake give the
Vulcan S more low and mid range torque. It has very non traditional cruiser looks with a unique
frame and suspension layout. All Specs via [1]. It has a The Vulcan Drifter ceased production in
The Meanstreak was introduced in and lasted 2 years, before giving way to the Meanstreak. This
performance version of the had the same basic engine as the FI, but sported several upgrades
including new camshafts, larger valves, larger fuel injection throttle bodies, new high
compression pistons, and re-designed combustion chamber. It also had a slimmed down
narrower gas tank. Two models of the Vulcan were discontinued in with the introduction of the
VN These were the VNA introduced in and the first of Kawasaki's modern cruiser style. The VNA
featured a softail design, bobbed rear fender and a inch front wheel. The second, the VNB
Classic was introduced in and had a retro styling that featured full fenders and inch wheels on
both front and rear. Based and built on the same frame, the Vulcan base model, Classic, and
Classic LT have only subtle differences between the variations. The most apparent is the
"bug-eye" chrome nacelle projection headlight that was first introduced on Vulcan VNA base
model. This headlight was the only offering from Kawasaki until the introduction of the Vulcan
Classic VND in , which employed a more traditional headlight. The Classic LT had an
appearance similar to the Classic but added saddlebags, windshield, passenger floorboards
and passenger backrest to the offering. From Wikipedia, the free encyclopedia. Main article:
Kawasaki Vulcan February 24, Retrieved July 7, Categories : Kawasaki motorcycles Cruiser
motorcycles Motorcycles introduced in Hidden categories: Webarchive template wayback links
Commons category link is on Wikidata. Namespaces Article Talk. Views Read Edit View history.
Help Learn to edit Community portal Recent changes Upload file. Download as PDF Printable
version. Wikimedia Commons. Year Type. Z Z1-R. Kawasaki Tomcat ZX Ninja ZXF thru to GPz
Turbo. Ninja R thru to GTR Concours thru to Picture submitted by anonymous user.. Submit
more pictures. Discuss this bike Rate this motorbike This bike's rating Write a review Sell this
motorcycle Such bikes for sale Insurance quotes Finance options Tip a friend List related bikes.
Pictures, trademarks and logos of third parties are the exclusive property of the respective
owners. Technical specifications are subject to change without notice. This web uses cookies.
About Bikez. Advertise products. Contact Bikez. Privacy policy. Motorcycle catalogue and
Motorcycle classifieds. More pictures Compare with any other bike. Displacement :. Wheelbase
:. Compare US insurance quotes from the nation's top providers. Compare US motorcycle loan
quotes from the nation's top providers. Ships to most countries. Also check out our overview of
motorcycle webshops at Bikez. List related bikes for comparison of specs. Sell or buy used
bikes? Ads are free. You can list all Kawasaki VN Mean Streak available and also sign up for
e-mail notification when such bikes are advertised in the future. Bikez has a high number of
users looking for used bikes. Before you buy this bike, you should view the list of related
motorbikes Compare technical specs. Look at photos. And check out the rating of the bike's
engine performance, repair costs, etc. Rating sample for this Kawasaki bike. You can also
compare bikes. Make Kawasaki. Beautiful Green Kawasaki Vulcan Mean Streak, adult ridden, 11,
original miles, like new condition mechanically with chrome Vance and Hines Long Shot
exhaust system, tuned with a power commander, passenger back rest, chrome handlebar risers,
complete service less than 1, miles ago, tires like new front and rear with cast aluminum wheels
Engine is a V-twin, cc four stroke, liquid cooled, fuel injected with a 5-speed transmission, shaft
drive, disc brakes. This is an excellent buy for cruising or touring with loads of power and
torque and good fuel mileage. A reasonable offers will be considered. One owner. Comes with

new set of pirelli tires for replacement when needed. Model Vulcan Mean Streak. This beautiful
used street motorcycle is in great condition. This Kawasaki Vulcan Mean Street has a beautiful
mix of bright chrome and gloss black paint. This used cruiser is loaded with accessories
including a passenger backrest, fold down stirrup style rider pegs, aftermarket open exhaust,
vibration isolation grips with helmet locks built into them, chrome driveshaft cover, and
Metzeler high mileage tires. This used street-bike has been road tested by our test pilot and he
gives it two thumbs up. This motorcycle needs nothing other than a new home. We have an in
house 90 day Lay-Away program to help you make this purchase, or outside financing is
available. Call Kenny with any questions. Has dent on gas tank. Kawasaki designed it with
enough attitude not just to survive the mean streets of the city but conquer them with torque,
acceleration, and handling. Go ahead and take a closer look. This is a Kawasaki Mean Streak
limited Edition with low miles 11, This bike is in great condition and has been garage kept. Also
has light kit installed which lights up bike and changes colors while riding. Looks very cool in
the dark. It can be turned on or off. We offer in house financing. No credit is required. We do
take in trades and buy bikes. We also have videos of all our bikes running. If you would like to
see it visit our youtube page or just send us an email and we can send you the link on this bike.
We have a full coverage, nation wide warranty available on all our and newer bikes. The Vulcan
Mean Streak isn? Recent oil chance, new battery. Led brake and turn signals. Clear title in hand.
Runs like a champ. Come and check it out. Planning on moving soon and would like it gone
asap. Alamo Heights, TX. Waterford, MI. Rock Springs, WY. Laguna Niguel, CA. Alamo, CA.
Morristown, TN. Bucksport, ME. Alert Successfully Created. Save search. Kawasaki Vulcan
Mean Streak motorcycles for sale in Texas. Category - Engine 1, cc Posted Over 1 Month.
Category - Engine - Posted Over 1 Month. Category - Engine cc cc Posted Over 1 Month. Prev 1
2 Next. ZIP Code. Year minYear Apply Filters Clear Search. Daily Weekly No Emails. Submit
Cancel. The new performance class is rapidly heating up in the highly competitive cruiser
segment, and Kawasaki is ready now to get in early and grab the lion's share with the new
Vulcan Mean Streak. This new machine truly sets the overall mark when it comes to power
cruisers. Recently introduced to the media, the magazine editors said things like: "This is a
cruiser where everything works like it's supposed to. At last! When set side-by-side to other
machines in the power cruiser class, the Mean Streak is a clear winner. The Mean Streak is the
only machine with self-adjusting hydraulic valve lifters; air and damping-adjustable rear
suspension; has the longest fork travel; the biggest, most powerful front disc brakes and a low,
low The Classic, Nomad and Drifter are all based on a more retro look and feel. The wheel-base
is a long It does have a true sportbike feel in the corners. Mean Streak. Two fingers are more
than enough to bring the bike to a stop. The handling is very neutral and you do not have to
fight the bike to go through a fast corner or slow parking lot. In addition, the inverted 43mm
front forks provide 5. The rear adjustable air shocks allow you to adjust the ride height and
comfort level depending on the type of riding you plan to do. If you want to go through the
twisties without dragging the pegs just add air to 15 to 20 psi to both rear shocks. The
adjustable air-shocks are key features as no other bike in the performance cruiser category
provides this feature. The overall styling is the best in the category. Enthusiasts that have seen
the actual bike had a first impression that the Mean Streak is a custom, one-off and not a
production model. The key features that give this impression are the exhaust pipes, paint,
wheels, seat, fenders, handlebars and front end. The seat is very comfortable and still maintains
a very sporting look. You can ride all day without feeling the seat is too hard or uncomfortable.
Aftermarket exhausts are available through Vance and Hines and Cobra since the mounting
point are the same as the Vulcan classic. There will be other pipes with designs specifically for
the Mean Streak. It has 72hp at rpm and 85lbs torque at rpm. This is accomplished by adding
many new and upgraded features to the 90ci engine. The new fuel injectors are dual-throat
40mm that provides great acceleration in the mid-range. The new and larger valves are similar in
design to our Ninja motors. The new cams provide higher lift and more duration for increased
power. The ECU is new and allows the engine to rev well past the indicated red-line of rpm
before the limiter is activated. The new clutch utilizes paper-based plates instead of cork-based
plates to provide smoother engagement from a standing start. These plates are the same
materials used in most high performance sport bikes. The new plates also prevent the clutch
from grabbing when cold. The new close ratio 5 speed transmission has wider gears that allow
smoother, positive shifting at all speeds. The new flangeless fuel tank is a large 4. The
swing-arm is lengthened 1. Home Manufacturer Contact. Kawasaki VN Mean Streak. Make
Model. Bore x Stroke. Cooling System. Liquid cooled. Compression Ratio. Digital Fuel Injection
with dual 36mm throttle bodies. Max Power. Max Torque. Final Drive. High-tensile steel, double
cradle. Front Suspension. Rear Suspension. Swingarm with twin shocks with 4-way rebound
damping. Front Brakes. Rear Brakes. Front Tyre. Rear Tyre. Seat Height. Fuel Capacity. Top

Speed. Quick Links. Table of Contents. Motorcycle vulcan mean streak; vn mean streak pages.
Page 5 All information contained in this publication is based on the latest product information
available at the time of publication. Illustrations and photographs in this publication are
intended for reference use only and may not depict actual model component parts. First Edition
1 : Jul. Page 9: How To Use This Manual Be alert for problems and non-scheduled ticular
interest for more efficient and con- maintenance. Special tools, gauges, and Indicates a
procedural step or work to be testers that are necessary when servicing done. Model
Identification General Specifications Unit Conversion Table To facilitate actual operations,
notes, illustra- tions, photographs, cautions, and detailed descriptions have been included in
each chapter wherever necessary. Gaskets, O-rings, Oil seals, Grease seals, circlips or cotter
pins must be replaced with new ones whenever disassembled. If the specified tightening
sequence is not indicated, tighten the fasteners alternating diagonally. Be sure to maintain
proper alignment and use smooth movements when installing. Ball Bearing and Needle Bearing
Do not remove pressed ball or needle unless removal is absolutely necessary. Ro- tate the
crankshaft to positive direction clockwise viewed from output side. Electrical Wires A two-color
wire is identified first by the primary color and then the stripe color. Overall width mm Overall
height 1 mm Wheelbase 1 mm Road clearance mm 4. Seat height mm Dry mass Tire Inspection
Final Drive The initial maintenance is vitally important and must not be neglected. Visually
inspect the hoses for signs of deterioration. Torque - Thermostat Air Bleeder Bolt: 7. Bend and
twist the rubber hose while exam- ining it. Since the tire may wear unevenly, take measurement
at several places. If it is low, first check the final gear case for oil leakage, remedy it if
necessary, and add oil through the filler open- ing. If the lining thickness of either pad is less
than the service limit [B], replace both pads in the caliper as a set see Brakes chapter. Changing
the rear brake fluid is almost the same as for the front brake. Page 63 Crankcase breather hose
Air cleaner drain hose Right air cleaner base Right spark plug lead holder SS: Apply silicone
sealant Kawasaki Bond: â€” Atmospheric pressure sensor DFI 2. Water temperature sensor DFI
3. Ignition coils 4. Ignition switch 5. Starter motor 6. Water temperature switch 7. Crankshaft
sensors 9. ECU electronic control unit 2. Crankshaft sensor 1 3. Crankshaft sensor 2 4. Pressure
regulator 5. Throttle sensor front view 6. Atmospheric pressure sensor 7. Inlet air pressure
sensor 8. Engine stop switch C. Starter button D. Ignition coils E. Crankshaft sensors F.
Junction box G. Starter circuit relay H. Starter lockout switch signal 2. Interlock circuit signal 3.
Be sure to install the oil filler cap [A] after filling the engine oil, using the driver-filler cap [B].
Otherwise, the fuel pump will operate and fuel will spout from the fuel hose. In addition, the
condition of the problem is stored in the mem- ory of the ECU electronic control unit. If the
connector is corroded or dirty, clean it carefully. If it is damaged, replace it. It is meant simply as
a rough guide to assist the troubleshooting for some of the more common difficulties. Clutch
lever not pulled in and gear not in neutral Pull the lever in and shift the gear in neutral. Piston
ring bad worn, weak, broken or sticking Inspect and replace see chapter 5. Throttle sensor
trouble Inspect see chapter 3. Inlet air temperature sensor trouble Inspect see chapter 3. Water
temperature sensor trouble Inspect see chapter 3. Throttle sensor malfunction Inspect see
chapter 3. Atmospheric pressure sensor trouble Inspect see chapter 3. Inspect plug cap and
ignition coil see chapter Spark plug cap or high tension wiring trouble Fuel poor quality or
incorrect Use high-octane Change fuel see chapter 3. Too low fuel pressure Inspect see chapter
3. Water temperature sensor trouble Inspect and replace see chapter 3. Inlet air temperature
sensor trouble Inspect and replace see chapter 3. Never drop the sensor, especially on a hard
surface. Such a shock to the sensor can damage it. ECU c. Throttle Sensor Such a shock to the
part can damage it. Page Output Voltage Inspection If the output voltage is out of the usable
range, replace the sensor. If the output voltage changes within the usable range as vacuum
changes, the sensor is normal and the ECU is suspect. If the wiring is good, check the sensor
resistance. ECU b. If you know the local atmospheric pressure using a barometer, substitute the
atmospheric pressure for Pv Throttle Vacuum in the inlet air pressure sensor chart see Inlet Air
Pressure Sensor section in this chapter. Silicone Sealant Kawasaki Bond: - Seals of
Vehicle-down Sensor Connector If the output voltage is out of the specified, replace the
vehicle-down sensor. ECU N. Ignition Switch Q. Sealed Battery d. Vehicle-down Sensor O.
Starter Relay f. Ignition Fuse 10 A F. Junction Box P. Main Fuse 30 A V. DFI Fuse 15A e. When
the fuel hose joint 2 is correctly installed, it should slide on the delivery pipe about 5 mm 0.
Terminal Thickness [C]: 0. Such a shock to the pump can damage it. Replace the ECU. ECU P.
Junction Box e. Sealed Battery N. Ignition Switch U. Fuel Pump f. Ignition Fuse 10 A O. Page
Ignition Coils 1, 2: Service Code 51, 52 see Electrical System chap- ter in order to check the
primary coils. Otherwise, the motorcycle could not clear the emission regulation. If the
connector is clogged with mud or dust, blow it off with compressed air. Replace the main
harness if the terminals [A] of the main harness connectors are cracked, bent, or otherwise

dam- aged. ECU Q. Sealed Battery W. ISC Valve 2 F. Junction Box R. Fuel Injector 1 X. ISC Valve
1 N. Ignition SW S. Fuel Injector 2 e. Such a shock to the valve can damage it. ECU V. Junction
Box W. ISC Valve 2 N. Ignition Switch X. ISC Valve 1 O. Starter Relay e. Main Fuse 30 A f.
Ignition Fuse 10 A Q. The fuel pump will turn for 3 seconds, and then stop. WARNING If dirt or
dust is allowed to pass through into the throttle bore, the throttle may become stuck, possi- bly
causing an accident. The gasket [C] comes off. Remove the left air cleaner base and insert the
drain hose under the lower air cleaner duct. Make sure the area is well-ventilated and free from
any source of flame or sparks; this includes any appliance with a pilot light. Part No. Because of
the danger of highly flammable liquids, do not use gasoline or low-flash point solvent to clean
the tank. Although no adjustments are required, a thorough visual inspection must be made at
the intervals specified by the Periodic Maintenance Chart. Make sure the area is well-ventilated
and free from any source of flame or sparks; Coolant Flow Chart Special Tools and Sealant
Coolant Deterioration Inspection Coolant Level Inspection Coolant Draining Coolant Filling
Pressure Testing Cooling System Flushing Water Pump Page 12 Thermostat air bleeder bolt 0.
Mechanical seal Double seal bearing Oil seal Ball bearing Thermostat Radiator cap SS: Apply
silicone sealant Kawasaki Bond: When the engine starts, the water pump turns and the coolant
circulates. The thermostat is a wax pellet type which opens or closes as coolant temperature
changes. The thermostat continuously changes its valve opening to keep the coolant
temperature at the proper level. Water Pump 9. Radiator 2. Water Jacket Radiator Fan 3.
Cylinder Head Throttle Body Assy 4. Water Pipe Front 5. Water Hose Cold Coolant 6. Radiator
Cap Hot Coolant 7. If whitish cotton-like wafts are observed, aluminum parts in the cooling
system are corroded. If the coolant is brown, iron or steel parts are rusting. This prevents
coolant leakage from the hose end. Replace the mechanical seal, ball bearings, and oil seal by
splitting the crankcase. The radiator fan may start even if the ignition switch is off. If any one of
them shows visible damage, replace the cap. Avoid sharp bending, kinking, flattening, or
twisting. Cylinder Head Cylinder Compression Special Tools and Sealant Page 8. Air switching
valve 9. Air suction valves EO: Apply engine oil. MO: Apply molybdenum disulfide oil. L: Apply a
non-permanent locking agent. S: Follow the specific tightening sequence. Rear exhaust pipe 8.
Inlet Inlet 6. Valve guide inside diameter: Exhaust 7. The push rod does not return to its original
position once it moves out to take up camshaft chain slack. Observe all the rules listed below:
When removing the tensioner, do not take out the mounting bolts only halfway. If the plunger
does damage, replace the HLA. Do not confuse these KACRs. There are only two symptoms of
problems with the KACR mechanism compression is not released dur- ing starting, and
compression is released during running. Do not remove the other spark plug, only the plug
lead. This valve seat cutter is developed to grind the valve for repair. Therefore the cutter must
not be used for other purposes than seat repair. Do not drop or shock the valve seat cutter, or
the diamond particles may fall off. Check the seat after each turn. The oversize piston requires
oversize rings. Oversize Piston and Rings: 0. Wait until the muffler cools down. This prevents
the screw from touching ground when bank- ing. KHI M with a honeycomb type catalytic converter and without any catalyst protection system. Do not mix up this chamber with the other
type chamber espe- cially with a non-catalyst chamber. Clutch Fluid Clutch Fluid Level Check
Clutch Fluid Change Clutch Line Bleeding Clutch Hose and Connection Check Clutch Master
Cylinder It may damage painted surfaces. Torque - Clutch Slave Cylinder Bolts: 6. Squeeze the
clutch lever slowly and hold it with a band. If the spring height is less than the service limit, it
must be replaced. Clutch Spring Height Standard: 4. Service Limit: 4 mm 0. Exploded View
Engine Oil and Oil Filter Oil Level Inspection Engine Oil Change Oil Filter Replacement Oil Pump
and Oil Line Oil Pump Removal Oil Screen 2. Oil Pump 3. Relief Valve 4. Oil Filter 5. Bypass
Valve 6. Oil Pressure Switch 7. Inside Oil Pipe 8. Banjo Bolts of Right Crankcase Rear 9. Page
Oil Baffle EO: Apply engine oil. G: Apply grease. GT: Apply a little grease to the switch terminal
for rust prevention. Usually water or oil does not collect at the bottom. Engine Removal Engine
Installation Special Tools and Sealants Oil baffle EO: Apply engine oil. LG: Apply liquid gasket
Kawasaki Bond: Connecting rod twist â€” â€” â€” TIR 0. Connecting rod big end side clearance
0. Crankshaft main journal diameter Crankcase main bearing bore diameter If the limiter has
wear, discoloration, or other damage, replace it as a set. Crankpin Diameter Standard: Service
Limit: If the crankpin has worn past the service limit, replace the crankshaft with a new one. If
the measurement exceeds the service limit, replace the crankshaft. Be sure to install the washer
onto the shift shaft. Do not confuse them. Shift Fork No. Using the circlip pliers special tool ,
remove the circlips, and disassemble the transmission shaft. Special Tool - Outside Circlip
Pliers: The 4th gear [A] on the output shaft has three steel balls for the positive neutral finder
mechanism. A bent fork could cause difficulty in shifting, or allow the transmission to jump out
of gear under load. Three Splined Washers Needle Bearing 1. Thrust Washer Three Circlips 29 4.
Removal may damage them. Replace it if the lips are misshapen, discolored indicating that the

rubber has deteriorated , hardened or otherwise damaged. Radial TIR 0. Wheel balance 10 g 0. If
any grease have stuck to the surface of the tire, wash the tire clean with soap and water
solution. If roughness or binding is found, replace the hub bearings. Page Balance Inspection
â€” 30 1. An imbalance of less than 10 grams 0. Required Weight Selection Total Weight Page
Tire Repair Also, permanent internal repairs have the advantage of permitting a thorough
examination for secondary damage not visible from external inspection of the tire. For these
reasons, Kawasaki does not recommend temporary exter- nal repair. Only appropriate
permanent internal repairs are recommended. Repair methods may vary slightly from make to
make. Final Bevel Gear Backlash 0. Final Gear Case Removal If the final gear case is to be
disassembled, drain the final gear case oil. The shim s comes off with the assy. Pinion Gear Nut
Studs 2. Washer Pinion Gear Shim s 3. Shim s for Preload O-ring 4. Pinion Gear Joint Oil Seal 5.
O-ring Tapered Roller Bearings 6. They must be re- placed as a set. Bearing preload is defined
as the force or torque which is needed to start the gear shaft turning. Washer 5. Tapered Roller
Bearing C. Initial Clearance 2. Shim s 6. Tapered Roller Bearing D. Under No Preload 3. Pinion
Gear Joint A. Before Tightening E. No Clearance 4. Bearing Housing B. Heel B. Bottom C. Top D.
They must be replaced as a set. Also the backlash the distance one gear will move back and
forth without moving the other gear and tooth contact pattern of the bevel gears must be correct to prevent the gears from making noise and being dam- aged. Bearing Housing 3. Spacer 5.
Tapered Roller Bearing 2. Tapered Roller Bearing 4. Collar A. Before Tightening C. Under No
Preload E. Under Preload B. After Tightening D. Initial Clearance F. If there is any doubt as to
the condition of the bearing, replace it. Take out only the caliper mounting bolts for caliper removal. But be careful not to put your fingers or palm inside the caliper opening during work. If a
master cylinder or piston shows any damage, replace them. Brake Line Bleeding The brake fluid
has a very low compression coefficient so that almost all the movement of the brake lever or
pedal is transmitted directly to the caliper for braking action. WL: Apply a soap and water
solution or rubber lubricant. If the spring of either fork leg is shorter than the service limit, it
must be replaced. If the length of the replacement spring and that of the remaining spring vary
greatly, the remaining spring should also be replaced in order to keep the fork legs balanced for
motorcycle stability. The numbers on the adjuster show the setting position. Instead of
measuring, inspect the bearing in the shock absorber for abrasion, color change, or other
damage. AL: Tighten the two clamp bolts alternately two times to ensure even tightening torque.
If not, the steering stem bearings may be damaged. United states of America and Canadian
models If there is any damage to the frame, replace it. If the frame is bent, dented, cracked, or
warped, replace it. Speedometer 2. Tachometer 3. Ignition Switch 4. Front Brake Light Switch 5.
Starter Lockout Switch 6. Indicator Light Cover 8. Vehicle-down Sensor DFI Sealed Battery
Starter Relay and Main Fuse 30A DFI Fuse 20A Junction Box Turn Signal Control Relay DFI Main
Relay Diode Rectifier for Fuel Indicator Light Si: Apply silicone grease. Page G: Apply grease.
GT: Apply a little grease to the switch terminal for rust prevention MO: Apply molybdenum
disulfide oil. This will burn out the diodes on the electrical parts. If any wiring is poor, replace
the damaged wiring. Never reverse the connections of the battery, this could damage the ECU.
Now the electrolyte should start to flow into the battery. Page Initial Charge However, if a battery
shows a terminal voltage of When using a battery charger, connect the battery to the charger
before turning on the charger. This procedure prevents sparks at the battery terminals which
could ignite any battery gases. If quick charge is done unavoidably, do standard charge later
on. A tester other than the Kawasaki Hand Tester may show different readings. Alternator 5.
Main Fuse 30 A 2. Starter Relay 3. Ignition Switch 7. Sealed Battery 12 V 18 Ah 4. Load 8.
Headlight Relay in Junction Box Ignition Switch Sealed Batter 12 V 18 Ah 2. Engine Stop Switch
Starter Button Crankshaft Sensor 2 4. Do not touch the spark plugs, ignition coils, or spark plug
high-tension cables while the engine is running, or you could receive a severe electrical shock.
If the distance reading is less than the specified value, the ignition coil or spark plug caps are
defective. If any is worn down to the service limit, replace the carbon brush holder assy [B] and
the terminal bolt assy [C]. Starter Motor Brush Length Standard: 12 mm 0. Service Limit If there
is not close to zero ohms, the brush lead has an open. Ignition Switch 8. Side Stand Switch 2.
Engine Stop Switch 9. Diode 3. Neutral Switch 4. Starter Motor 5. Starter Circuit Relay Starter
Relay 6. The headlight does not go on when the ignition switch and the engine stop switch are
first turned on. The headlight comes on when the engine starts running and stays on even if the
engine stalls. Ignition Switch 9. Sealed Battery 12 V 18 Ah 2. Alternator Main Fuse 30 A 3. Starter
Relay 4. Headlight Relay Dimmer Switch 5. Headlight Fuse 10 A But, motorcycles turn with a
bank additionally, and so have a smaller steer angle. This makes difficult to adopt an
automobile type turn signal canceling system because of inaccurate operation in motorcycles.
Junction Box 1. Right Turn Signal Indicator Light 2. Left Turn Signal Indicator Light Main Fuse
30 A in Starter Relay 3. Such a shock to the unit can damage it. The fan may start even if the

ignition switch is off. Radiator Fan 4. Fan Fuse 15 A 2. Radiator Fan Switch 5. Junction Box 6.
Sealed Battery 12 V 18 Ah The vehi- cle speed that corresponds to the input frequency will be
displayed when a short wave form such as the one show in the diagram is input. During the
speedometer inspection with an oscillator, verify that the digital meter reading increases. If it
does not increase, replace the digital meter assembly. If there is any problem, replace the digital
meter assembly. Ignition Switch 2. Speed Sensor Water Temperature Switch 3. Speedometer
Electronic Control Unit 4. Tachometer Junction Box 5. Ignition Fuse 10 A 6. Special Tool - Hand
Tester: â€” Check the continuity between the diode terminals in both directions. If there is
continuity in one direction forward direction but no continuity infinity in the reverse direction,
the diode is normal. The relays and diodes can not be removed. If the tester does not read as
specified, replace the junc- tion box. Indicator Lights 2. Fuel Tank 3. Fuel Pump Base 4. Two
Clamps fuel pump leads 5. Plastic Caps 6. Snap-on Plastic Clamps 7. Fuel Tank Breather Hose
8. Fuel Pump Harness 9. Front Right Spark Plug Cap 2. Rear Right Spark Plug Cap 3. Rear View
2. Air Inlet 3. Left Rubber Gasket 4. Left Air Cleaner Cover 5. Air Cleaner Element 6. Left Air
Cleaner Base 7. Lower Air Cleaner Duct 8. Throttle Body Assy 3. Air Cleaner Base Seal 4. Spark
Plug Lead Holder 5. Right Side View 6. For Front Cylinder 2. For Rear Cylinder. Fuel Tank left
view 2. Return Fuel Check Valve 3. High Pressure Fuel Hoses 4. Face the white marks top. Air
Switching Valve 3. Choke Cable 4. Face the clamp knob as shown. Front Cylinder Coolant Hose
6. Breather Hose: Run the upper the air switching valve. Air Switching Valve 2. Front Air Suction
Valve Hose 3. Breather Hose 4. Rear Air Suction Valve Hose 5. Idle Adjusting Screw 6. Rear
Cylinder Coolant Hose 7. Run the rear air suction valve hose under the pressure regulator on
the throttle body assembly. Top View 2. Rear View 3. Bottom View 4. Pressure Regulator 5.
Delivery Joint 6. Fuel Injector 2 7. Clips 2. Air Switching Valve Hose for front air suction valve 4.
White Mark Face it upwards. Air Switching Valve Hose for right air cleaner base 6. White Marks
on the hose [2] and [7] : The marks faces forwards. Front Coolant Hose 3. Reserve Tank Hose 4.
Clip 5. Rear Cylinder Coolant Hose 6. White Marks on the hose face backwards. Atmospheric
Pressure Sensor 2. Inlet Air Pressure Sensor 3. Inlet Air Pressure Sensor Hose 4. Rear Cylinder
Coolant Hose 5. Injector Harness 6. Low Pressure Fuel Hose return 7. Fuel Pump Connector
outside the fuel tank 2. Bottom of Fuel Tank 3. Outlet Fuel Pipe 4. Fuel Reserve Switch
thermistor 6. Rubber Boot 2. Starter Motor Lead 3. Clutch Hose 4. Engine Oil Pipe 7. Clamp For
harness protection since edge of the clutch slave cylinder 8. Fuel Tank Fill Opening top view 2.
Fuel Tank Breather Pipe 4. Filler Drainpipe 5. Fuel Tank Filler Drain Hose 6. Clip Face the tab
rightwards. Rear Fender 3. Grommets 4. Six Clamps 5. Rear Fender Harness 6. Plastic Cover 7.
Run the harness [5] into the cut of the plastic cover [6] 8. Meter Connectors 2. Headlight
Connector 3. Plate Clamp in [6] lead [1] [4] [5] 4. Clutch Hose 2. Plastic Snap-on Clamp 17 mm,
rear view 4. Ignition Coil 2 for rear cylinder 2. Ignition Switch Connector onto the fuel tank 3.
Throttle Cables decelerator up and accelerator down, under the main harness [19] 4. Right
Handlebar Switch Harness 5. Fit the clamp pin attached the main harness into the frame. Plastic
Snap-on Clamp fuel pump harness 3. Fuel Tank Filler Drain Hose 2. Holder 4. Engine Ground
Lead Run it downward 5. Main Harness 6. Coolant Reserve Tank Hose from the radiator cap to
the coolant reserve tank 7. Main Harness 2. Rear Coolant Hose 3. Right Handlebar Switch
Connector 4. Holder 5. Frame Ground Lead 6. Ignition Coil 2 for rear cylinder 7. Throttle Cables
8. Radiator Fan Connector 9. Run the brake hose between the engine 1. Rear Brake Caliper
mounting bracket bosses and the oil filter, 2. Hose Holders and then along the downtube
towards the 3. Rear Brake Hose front. Rear Brake Reservoir Rear Brake Reservoir Cover 9. Rear
Master Cylinder Downtube Brake Pedal Swingarm Bend both ends of the cotter pin [16] as
Cotter Pin shown. Throttle Cable accelerator 2. Throttle Cable decelerator 3. Front Brake Hose
Assembly 4. Meter Bracket 5. Right Handlebar Switch Harness 6. Tachometer 7. Speedometer 8.
Front Turn Signal Leads Connect them in the headlight body. Vacuum Hose 1. Fuel Return Hose
6. High Pressure Fuel Hoses supply fuel 2. Throttle Body Assy Top View 1. Fuel Tank 7. Fuel
Tank Return Hose left, red 2. Left Air Cleaner Base 8. Separator 3. Canister Purge Hose Green 9.
Fuel Tank 2. Filler Drainpipe 3. Fuel Filler 4. Fuel Tank Breather Pipe 5. Coolant Reserve Tank
Hose 6. Separator Vacuum Hose white : Run it over the throttle cables and choke cable. Clips 6.
Canister Purge Hose green 7. This manual is also suitable for: Vulcan mean streak Vulcan Vn
Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an account? Sign up!
Restore password. Upload from disk. Upload from URL. Skip to main content of results for
"kawasaki meanstreak". Skip to main search results. Eligible for Free Shipping. Customer
Review. From Our Brands. Packaging Option. New Arrivals. International Shipping. Filter results
by your vehicle:. Enter a new vehicle to add it to Your Garage and filter the results below. Enter
a new vehicle. FREE Shipping. Usually ships within 1 to 3 weeks. Only 7 left in stock - order
soon. Only 19 left in stock - order soon. Only 5 left in stock - order soon. Get it as soon as Sat,
Feb Only 1 left in stock - order soon. N
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jaguar hh blacktop

infiniti fx35 2004

eed help? Visit the help section or contact us. Go back to filtering menu. There's a problem
loading this menu right now. Learn more about Amazon Prime. Get free delivery with Amazon
Prime. Back to top. Get to Know Us. Amazon Payment Products. English Choose a language for
shopping. Amazon Music Stream millions of songs. Amazon Advertising Find, attract, and
engage customers. Amazon Drive Cloud storage from Amazon. Alexa Actionable Analytics for
the Web. Sell on Amazon Start a Selling Account. AmazonGlobal Ship Orders Internationally.
Amazon Rapids Fun stories for kids on the go. ComiXology Thousands of Digital Comics.
DPReview Digital Photography. East Dane Designer Men's Fashion. Shopbop Designer Fashion
Brands. Deals and Shenanigans. Ring Smart Home Security Systems. Amazon Subscription
Boxes Top subscription boxes â€” right to your door. PillPack Pharmacy Simplified. Amazon
Renewed Like-new products you can trust. Amazon Second Chance Pass it on, trade it in, give it
a second life.

