Mercedes e320 egr valve location

Mercedes Benz E owners have reported 6 problems related to gas recirculation valve egr valve
under the engine and engine cooling category. The most recently reported issues are listed
below. The wires in the wiring harness connecting to the coils for the fuel injection system are
disintegrating. Currently this is causing the car to loose power, run rough, only cylinders are
firing. My mechanic said he found on the web that this is happening a lot to mercedes cars
made during the time period my car was made but mercedes never issued a recall for this huge
problem. I called mercedes on howe Ave in sacramento and after checking my VIN number said
my car has never been recalled for this problem or any other problems. Under normal driving
condition engine started revving up to about rpm as if I pressed the accelerator pedal. Freaky
experience but luckily the road wasn't too busy. I slowed down to the side of the road was
driving in portland oregon inner city area by pressing the brakes and flipping the car into
neutral but the engine kept revving up around rpm. When I turned the engine off and started it
again, it wasn't so bad but the engine was still revving up and down by itself between about and
rpm. I also noticed that the car had gone into - what I later read on internet to be called - limp
home mode which made it very annoying for me to drive. Research on internet tells me my E
wagon with the m engine has a type of biodegradable engine wiring harness which falls apart
and should be replaced. I love my mercedes and it drives beautifully, but that wiring harness
problem makes it a problematic car, and dangerous too. They should take their responsibility
and do a recall. Surprised they didn't already do that did they? Vehicle was acting normally up
to incident. Entering highway accelerating like normal and pulled out in front of tractor trailer
when suddenly car had dramatic and frightening loss of power. Full throttle did nothing.
Downshifting did nothing. With truck horns blaring and near collision, I pulled off the road.
Restarting cleared the problem. Dramatic loss of power has occurred three more times with no
warning nor check engine light. Now light comes on with egr out of range code. Discussing this
with other mercedes diesel owners points towards soot clogged egr valve and soot clogged
intake manifold. How such a problem could occur so frequently at such a low mileage with a
company known for diesels is unknown. See all problems of the Mercedes Benz E The car
started having very strong vibrations at idle speed when car is in reverse or drive and stopped
at a standstill with brake. Took it to shop and was informed that the vehicles motor mounts were
in need of replacement, to the tune of over Once again I have read a similar complaint in the
database and really want to know why mercedes has not acknowledged the fact that this is a
trend in the vehicles and come up with some type of recall or fix for the situation. Maybe most
owners just unbegrudgingly pay whatever necessary to have their cars fixed oblivious to the
fact that mercedes claim to fame is quality,reliability and longevity. I for one do not think that a
car costing over 60, While driving my mb E to the local grocery store the engine stalled. I was
pulling up to a red light at the time that turned green before I stopped. When I stepped on the
gas to go, there was no power. I pulled to the side of the road and sat for several hours waiting
for a tow truck. The next time my wife took the car out, it stalled again in nearly the same place.
She was not as fortunate as I was and was stuck in the middle of the road. We had it towed back
to our house and I looked up the symptoms on the internet. After letting it sit for a few days, I
turned the car on and let it idle. After the car reached about 75 - 80 degrees, it shut off again. It
turns out that it was the crank position sensor cps that went bad. I bought one, learned how to
replace it and the car is running fine. The safety concern here is that while driving, the car just
shuts off!! Was driving on the highway and the car lost power. Took it in to the dealer and I was
told that the problem cannot be duplicated. The car was in several times for repairs without
success. Changed the egr valve to no avail. When the car looses power I have to restart it ,and
then is fine for a while. Bought the car new an sill have it. Car Problems. Engine And Engine
Cooling problems. Engine Belts And Pulleys problems. Car Stall problems. Gas Recirculation
Valve egr Valve problems. Check Engine Light On problems. Engine Cooling System problems.
Engine Oil Leaking problems. Engine Exhaust System problems. Engine Shut Off Without
Warning problems. Or have you found that it is occasionally misfiring? If so, this could be an
indication of a blocked EGR Valve. Although this helps reduce vehicle emissions, it eventually
also causes a decrease in the power output of the engine due to the carbon build-up in the inlet
manifold and engine. If you find any of the above issues with your vehicle, it is more than likely
that the EGR valve needs to be either replaced or cleaned. Replacing it can be an expensive
option, as when the exhaust gasses are constantly recirculated into the engine, it can still cause
the valve to get sticky with carbon build-up. Therefore, if you are looking at replacing your EGR
valve as an option, it is recommended that it is cleaned out thoroughly with every other service
to ensure that it is maintained. An alternative option is to have the EGR valve deleted from the
engine ECU, by programming it to stay shut at all times. By doing this, the gasses will no longer
recirculate into the engine causing any blockages and will eliminate any fault codes or warning
lights related to the EGR with no further power loss issues. If it is not listed, contact us on

where we can confirm whether we can offer an EGR Delete for. We have sent you an email â€”
please respond with your vehicle reg and postal code for a customised quotation. Hi, Im looking
for a price for EGR valve delete and remap for a merc c cdi sport w 58 plate. Your email address
will not be published. By using this form you agree with the storage and handling of your data
by this website. This site uses functional cookies and external scripts to improve your
experience. Which cookies and scripts are used and how they impact your visit is specified on
the left. You may change your settings at any time. Your choices will not impact your visit.
NOTE: These settings will only apply to the browser and device you are currently using. Hi
Grahame Thanks for the enquiry, We have sent you an email â€” please respond with your
vehicle reg and postal code for a customised quotation. Hello Phillip Thanks for getting in
touch, We have sent you an email requesting some more information. Hello Tommy Thanks for
getting in touch, We have sent you an email with full details and pricing. Hello Ian Thanks for
getting in touch, We have sent you an email with full details and pricing about your query. Hello
Jack Thanks for your enquiry, We have sent you an email requesting some more information
from you. Hello Brad Thanks for getting in touch We have sent you an email requesting some
more information from you. Hello Darren Thanks for getting in touch, We have sent you an email
with more details about your query. Could I have a price for an egr delete on my e coupe blue
efficiency ? Hello Alan Thanks for getting in touch, We have sent you an email requesting more
details. Hello Barry Thank you for your enquiry, We have sent you an email with full details and
pricing. Leave a Reply Cancel reply Your email address will not be published. My settings.
Privacy Settings Advertising Privacy Settings This site uses functional cookies and external
scripts to improve your experience. Advertising cookie consent adding Enable. All Search
Everything. User Name Remember Me? Rough idle. I would like to replace the EGR valve myself.
Any help appreciated a great deal. It took me maybe 20 minutes tops to take it off. And I added a
bottle of Gumout Emission cleaner to the gas. The check engine light went off and it idles fine.
Now I add Mystery Oil to every tank and keep my fingers crossed. Front Shocks. Cat converters.
Drive Shaft Bearing. Last edited by sdanville; at PM. Easy job! However P0 doesn't mean that
the valve is bad. Most of the time you will find the EGR valve pipe clogged-up. Shop foreman
dealer MB technical information Specialist 15 years E 2. I will attempt to locate itthen remove the
pipe and clean it before I buy a new valve. Any tips on doing this? I was only able to reach back
and take the 3" rubber hose off the EGR. Could not even see a metal tube. I located the EGR
Tube with a mirror and lighting. Removed the big plastic intake tube to make room. Your help
was extremely vauable. BB code is On. Smilies are On. Trackbacks are On. Pingbacks are On.
Refbacks are On. Forum Rules. All times are GMT The time now is PM. Add Thread to del. User
Name. Remember Me? ShopForum Gallery. Mark Forums Read. Thread Tools. Digg del. Posting
Rules. LinkBack URL. About LinkBacks. Digg this Thread! Bookmark in Technorati. Tweet this
thread. Skip to main content Menu. Close X. Call To Order: Air Cleaner Seal. Air Distribution
Hose Connector. Air Filter. Air Filter Set. Air Intake Hose. Air Intake Hose Bracket. Air Intake
Seal. Air Mass Meter. Air Mass Sensor. Air Pipe Fitting Gasket. Air Pump. Air Pump Check
Valve. Air Pump Check Valve Gasket. Breather Hose. Cabin Air Filter. Cabin Air Filter Set.
Carbon Canister. EGR Line. EGR Line Fitting. EGR Tube. EGR Valve Gasket. Electric Change
Over Valve. Electric Change Over Valve Boot. Emission Check Valve. Emission Hose. Engine Air
Distribution Hose Connector. Engine Crankcase Breather Hose Connector. Intake Manifold.
Mass Air Flow Sensor. Mass Air Flow Sensor Assembly. PCV Hose. Purge Valve. Secondary Air
Injection Pump. Shut Off Valve. Shut Off Valve Gasket. Throttle Body Gasket. Turbo Mounting
Bolt. Vacuum Hose. Vacuum Hose Connector. Vapor Canister Purge Solenoid. Vapor Canister
Purge Valve Seal. Vapor Canister Shutoff Valve. Vapor Canister Vent Valve. Body Electrical.
Body Sheet Metal. Chemicals and Fluids. Climate Control. Cooling System. Drive Belts. Engine
Electrical. Engine Mechanical. Fuel Delivery. Fuel Injection. Tools and Hardware. DIY Solutions.
Standard Motor Products. Shop By Vehicle. Pierburg EGR Valve. Click to Enlarge. Product List
Price:. Detailed Notes: Solenoid is incorporated into valve and is not available seperately. Does
not include 1 02 80 gasket. Features: Meets federal emissions regulations Increases fuel
efficiency while eliminating the potential for malfunctions Includes gaskets and required sealing
components Robust valve design provides carbon resistance, durability and long life, high
quality and engine control module controllability. Shipping Options: Ground, Overnight, 2 Day.
Pierburg 04 60 EGR Valve. Shipping Options: Free Ground Shipping. Hella EGR Valve.
Intermotor EGR Valve. Image is not vehicle specific. Features: Meets federal emissions
regulations Increases fuel efficiency while eliminating the potential for malfunctions Includes
gaskets and required sealing components Robust valve design provides carbon resistance,
durability and long life, high quality and engine control module controllability Condition: New
Shipping Options: Ground, Overnight, 2 Day OEM This Part Fits:. Catalog: A. Vehicle Mercedes
E Catalog: G. Catalog: P. Catalog: B. Catalog: Q. Vehicle Engine Mercedes E We know that it is

fairly rare for a job to require only a single part for completion. Instead, you generally have to
research things like extra washers, seals, clips, filters, fluids and countless other items you may
need to finish the job in one sitting. When we first started building kits of our parts, they were
an instant success. Now we are researching and building new kits at an exponentially
increasing pace. If you have a suggestion for a kit, email us and let us know, we will check it
out. If it looks like something people may need, we will build it for you. When you are doing any
sort of job that requires multiple parts to complete, you can be confident in eEuro Kits will help
you get what you needed done our style, FAST. If this is not the exact EGR Valve Kit you are
looking for, or you would like this part in a brand other than eEuroparts. This eEuroparts. Within
30 days of your shipment date, defective parts may be returned for a refund, store credit, or
exchange. After 30 days this product is supported by a one 1 year warranty against defect. After
30 days and up to one 1 year from your shipment date, defective parts may be exchanged for a
new part which carries a new one 1 year warranty from date of shipment. The costs to ship you
a new one and ship the defect back to us is not included in this warranty. After one 1 year
eEuroparts. No exchange will be offered outside of the manufacturer's warranty process. Parts
covered by the manufacturer warranty need to be exchanged through the manufacturer and may
take up to weeks. This warranty is inclusive meaning that if it is not specifically stated here it is
not covered. Labor to replace the damage part and any consequential damage due to failure of
the part are never covered under this warranty. We also provide inexpensive and guaranteed 3
day, 2 day, and Overnight shipping options, so if you need your EGR Valve Kit tomorrow,
eEuroparts. Every eEuroparts. The item must be new and in its original manufacturer packaging
to be eligible for a cash refund. If you would like to return an item or have questions about the
process, please contact us and one of our customer service experts will be happy to help. This
information is only a summary. Complete shipping and return policy information can be found
in our web site policies. Thank you for taking the time to provide us with your suggestions for
improving eEuroparts. If you have any questions please contact us. Thank you for taking the
time to let us know about an issue with one of our listings. Want to narrow your results? We are
processing a warranty replacement order for you. Warranty replacement orders add a "hold" to
your credit card in the amount of the replacement order. This "hold" will only be completed into
a charge in the event that the warranty item is not returned to us within 1 week of receiving the
replacement item or the item is being returned for reasons other than the warranty issue stated.
If you are using a debit card for this order the "hold" will temporarily make the full amount of the
funds unavailable for your use. If you're using a debit card we suggest you switch to a credit
card. Do I have your authorization to proceed? Please select your T-Shirt size below. T-shirts
may not ship with your order. Please allow weeks for delivery This will not affect your orders
shipment. In order to add an item to a project you must be logged in. If you do not have an
account please click the link below. Contact eEuroparts. Select Your Vehicle to find parts that
fit. Select a Year Your VIN returned multiple car options. This happens when the VIN lookup
software we use does not return specific engine or trim information. Click your engine or body
trim option below:. VIN: Vehicle Name:. This item requires a VIN to order. The VIN is used to
ensure that this part fits your vehicle. I agree to the Special Order policy. Recently Viewed and
Suggested Parts. Add to Cart. Manufacture Quality: Kit Shipping Weight lbs : 1. Click a year
range, make, and model below for additional information. Delivery Info eEuroparts. Returns Info
eEuroparts. Thank you for your feedback. Log in here to share this part - Or - Register an
account below. Enter the name and email you would like to share this part with. Your email has
been sent. Select your vehicle below. Your shirt size has been selected! Please Login In order to
add an item to a project you must be logged in. Share Link:. All Search Everything. Hi Folks, I
have been hitting my head against the wall trying to fix Code 5 on my 95 E W wagon. I have seen
plenty of discussions on the EGR issue with Ws so I am hoping folks here can point me in the
right direction. I have been chasing down everything I can find on the forums and it has not
gotten me anywhere. My observations thus-far: -EGR itself works fine. Pops when vacuum
applied, snaps back when vacuum is removed. I cleaned the EGR tube anyway and also
replaced the gasket at the throttle body side. The EGR side was about 12V the smog pump side
was around Two days later, the CEL came back on and I am throwing code 5 again. I checked
the SOV and now there is no vacuum. I don't know if the dielectric grease I put on the leads
could be part of the problem, but I figured I'd include that detail. This problem has been driving
me up the wall. I love this car and want it to be running perfectly. My mechanic told me the EGR
is quite likely the cause of my rough idle. If anyone can help me figure out what I am missing I
would be eternally grateful. Small passages at each exhaust valve which carbon up. I rebuilt my
head in this car and the machinist did a great job cleaning these ports. Im not sure if seafoam
cleaner or other solvent processes can do it.. And Im not sure if I agree that blocked egr
passages will cause a rough idle.. I will be curious to see the comments on this. View Photos

By: duxthe1. Look at the switchover valve and map sensor on the driver's fender. It may not be
a problem with the EGR per se but a problem with how it's function is monitored. I am fairly new
to maintaining the car, so I do not know what you mean. Also just to clarify, my current issue
appears to be the SOV is not working even though it is brand new It worked briefly but seems to
have stopped working, so I am going to speak to the vendor and see if they can replace it or
give me a way to test for proper function. Outside of that I am stuck. The function of the EGR is
checked by watching the engine vacuum during certain decel conditions. The MAP sensor
reads engine vacuum but in a lot of models in that time period including yours, I think use a
switchover valve to switch between reading engine vacuum and fuel tank vapor pressure. A
failure of the MAP sensor or the switchover valve that selects it's signal source can cause EGR
faults in an other wise functioning system. This of course assumes a functioning EGR system,
so you need to get that switchover valve working before diagnosing further. Discounting an
EGR valve that is sticking open, it should have no influence in idle quality. That connection is
difficult to access, plus there is tubing clamp on the oil filter housing that must be removed so
the EGR tube will pull out of the intake manifold. When I disconnected the EGR tube on our E
the port had a light caking of carbon which was easy to remove. Cleaning that port cleared the
EGR warning light on the instrument panel. Thanks for the info on how the car checks vacuum,
good to know. Currently working on a 12V source to test the new valve's function. I cleaned out
the tube a few months back. Checked it with a hand vac, runs real rough when I apply vac. I
have confirmed new SOV functions properly. I am not familiar with car electrical stuff, so if
anyone has any thoughts on this it'd be much appreciated. Clean the tube. It is located on the
LH side of the engine. After removing the end of the tube I used a wood screw to clean the
carbon build-up and the fault code did not reappear after reset. Please search the posts to
define exactly where the tube is attached - I want to say the exhaust manifold. You access the
tube from underneath the car. I did this many times on my 95 E If you pushed a line through the
EGR tube where it connects to the EGR valve and did not disconnect it at the intake manifold to
clean that port, you may have only made the condition worse and not actually restored the
functionality of the EGR tube. I cleaned it very thoroughly as follows. By the time I was done any
cleaner in the exhaust side immediately ran out the intake side -Cleaned the little port in the
intake thoroughly -Put in a new EGR gasket I checked the EGR valve while I had it off the car
and it seemed to be functioning properly. So you are still getting code 5 and the idle is rough.
Curious how your EPA test for emissions has gone. These cars run VERY clean and way above
limits. I still suspect some other issue is at stake here and speculate the code could be
misleading. Hope you get it fixed and let us know. I chased a rough idle on a E for months
without any success. Finally I went to a local independent tech for a professional diagnosis. He
quickly found there was no compression in cylinder No. The tech explained that he had never
experienced a valve problem like that in a engine. I distinctly remember the engine changing
from running smooth to running rough. Whatever the valve failure was, it occurred instantly.
The engine had , miles on it The code doesn't come back right away when I clear it, but sure
enough within a few days it is back at code 5. On one occasion, it threw codes 10 and 26 a few
days after I cleared 5. When I cleared those, code 5 came back. I will definitely have to look into
a compression check. This car has been idling rough for a very very long time it
1988 toyota corolla station wagon
audi car speakers
cat5e rj45 wiring diagram
was a family car that just became mine and I have managed to smoothen it out by putting in a
new voltage regulator, new gaskets on the air intake, and a new air filter. Currently I feel the car
revving up and down between rpm when warm, and then it dips down and idles real rough. It
only occurs in drive and I haven't had the chance to look under the hood while its in gear, so I
don't know about how much the engine shakes. I plan on replacing the mounts after I get the
codes taken care of. We will see how it goes. BB code is On. Smilies are On. Trackbacks are On.
Pingbacks are On. Refbacks are On. Forum Rules. All times are GMT The time now is PM. Add
Thread to del. User Name. Remember Me? ShopForum Gallery. Mark Forums Read. Page 1 of 2.
Thread Tools. Join Date: Oct Posts: Ferdman Registered User. TomLatos Registered User. I
cleaned the tube first. See the original post. Digg del. Posting Rules. LinkBack URL. About
LinkBacks. Digg this Thread! Bookmark in Technorati. Tweet this thread.

