P1682 saturn

P is a diagnostic trouble code that indicates that the ignition switch is having a voltage problem.
It is typically caused by a faulty ignition switch. The first one goes to the ECM through the
throttle actuator control. The second ignition voltage circuit the one in question goes through
the ignition switch. This article is meant to help with diagnosing P in vehicles manufactured by
General Motors such as:. The only symptom that you should experience with P is the vehicle
not starting. The check engine light will be on as well. A bad ignition switch is the most
common reason that P will occur. As the fuse block expands and contracts, it can eventually
cause a hairline crack in the wire that runs from the ignition. Here is a fantastic video that
covers this scenario. They all use a fuse block that is known to do this. The ECM should be last
on the list. It is possible a bad ECM could be the cause. At this point, it would be wise to take it
in to a mechanic that is skilled in diagnosing a bad ECM. Good luck diagnosing P in your GM
made vehicle. If there is anything that you would like to add, please leave a comment below.
Thank you! Fuse Block As the fuse block expands and contracts, it can eventually cause a
hairline crack in the wire that runs from the ignition. It is typically caused by a faulty ignition
switch, although there can be other causes as well. The first one goes to the ECM through the
throttle actuator control. The second ignition voltage circuit the one in question goes through
the ignition switch. The check engine light will be on as well. A bad ignition switch is the most
common reason that P will occur. As the fuse block expands and contracts, it can eventually
cause a hairline crack in the wire that runs from the ignition. Here is a fantastic video that
covers this scenario. They all use a fuse block that is known to do this. The ECM should be last
on the list. It is possible a bad ECM could be the cause. At this point, it would be wise to take
your Saturn Vue to a mechanic that is skilled in diagnosing a bad ECM before throwing money
away on the problem. This article is meant to help with diagnosing P in vehicles manufactured
by General Motors such as:. It has a different meaning for other auto manufacturers, so make
sure you are using the right article for your vehicle. Good luck diagnosing P in your Vue made
vehicle. If there is anything that you would like to add, please leave a comment below. Thank
you! Play Now. What does this mean? Check the "Possible Causes" listed above. Visually
inspect the related wiring harness and connectors. Check for damaged components and look
for broken, bent, pushed out, or corroded connector's pins. How much do you know about
cars? Take the AutoCodes. The auto repair labor rates vary by location, your vehicle's make and
model, and even your engine type. When is the code detected? The ECM has detected a voltage
deifference between two circuits. The first ignition circuit is provided by the powertrain relay,
through a fuse. This ignition 1 voltage circuit supplies power to all the internal ECM circuits
associated with the throttle actuator control TAC operation. Get Access to Factory Service
Manuals. Need more help? Get the P Saturn code diagnosed by a professional: Find a repair
shop in your area. Why is the Engine Light ON? Comments Help us improve AutoCodes. Leave
a comment below or tell us if the information above help you fix the code. What are the
symptoms on your vehicle for the P Saturn code? Have you replaced any parts? Any
information is appreciated. Repair Importance Level: 3. Home - About AutoCodes. Posted and
Edit by AutoCodes. It is typically caused by a faulty ignition switch, although there can be other
causes as well. The first one goes to the ECM through the throttle actuator control. The second
ignition voltage circuit the one in question goes through the ignition switch. The check engine
light will be on as well. A bad ignition switch is the most common reason that P will occur. As
the fuse block expands and contracts, it can eventually cause a hairline crack in the wire that
runs from the ignition. Here is a fantastic video that covers this scenario. They all use a fuse
block that is known to do this. The ECM should be last on the list. It is possible a bad ECM
could be the cause. At this point, it would be wise to take your Saturn SC to a mechanic that is
skilled in diagnosing a bad ECM before throwing money away on the problem. This article is
meant to help with diagnosing P in vehicles manufactured by General Motors such as:. It has a
different meaning for other auto manufacturers, so make sure you are using the right article for
your vehicle. Good luck diagnosing P in your SC made vehicle. If there is anything that you
would like to add, please leave a comment below. Thank you! The P code means that there is a
difference in voltage between the ignition switch circuit 1 and circuit 2. Hi sir I have problem
with my Saturn Aura XE Eng power Reduced , the AutoZone Diagnostic the cmputer car and he
gave me that code P ignition 1 switch circuit 2 So I did not do anything so far and which things I
have to buy and take it to the dealer. Richard Zeppetini Automotive Mechanic. The statements
expressed above are only for informational purposes and should be independently verified.
Please see our terms of service for more details. Home Questions. Thanks for contacting us
today. If the pulley is hard to turn and there is smoke coming from it, then it's more than likely
that it's either not the right pulley for that pump, not properly aligned or Read more. Car makes
clicking sound, but doesn't start. It is very possible that the battery may be compromised. When
a battery is drained completely it becomes very difficult for it to charge back up again. Severe

damage may have occurred within the battery while it was draining. Electronic failures,
servotronic malfunction warning on Hi there. Servotronic is BMWs name for its electronic power
steering system. This warning light indicates the onboard control module has detected a
problem with the system and has stored related diagnostic trouble codes. The first step is to
retrieve Bank 1 is lean - Ford Mustang As you know, this is caused by a lean fuel condition. This
can be caused by a few different things, one of which is a dirty or failing mass air flow sensor,
which you have already replaced. The other potential AC blowing warm air. The AC compressor
clutch coil assembly may be inoperative causing your problem. The complete system would
need checked. I would recommend having a mechanic, like the certified ones at YourMechanic,
come and check it out for you to see what Battery is good, but car won't start Hello there, thank
you for asking about your Oldsmobile Toronado. My guess is that the problem is in the security
system. The PASS key module looks for the resistor pellet on the side of the key. If it
determines Vibration when in idle and right on take off then stops Among the possibilities are
the engine is out of tune scope the engine , the harmonic balancer is defective has shifted;
rubber bond is broken , a rotating element is loose torque converter to flex plate connection;
crank or other pulley , the How to fixed jumped timing on a kia optima Your engine design is of
the "interference" type. That means that if the timing belt was not installed correctly or breaks
when the engine is running and thus the camshaft s turns out of synch with the crankshaft, the
valves can There are many variations of ignition systems in today's automotive market and a lot
of them put out over 20, volts. These are the most standard ignition systems used in most
engines. There are many differences in the amount of Related articles. There is really no hard
and fast answer to this question. It really all depends on what made the Emissions Light come
on But when driving conditions are light, the engine will disable 4 of the Browse other content.
Ignition Switch Replacement. Ignition Relay Replacement. Check Engine Light is on Inspection.
P Saturn OBD2 reports a sensor fault, replacement of the sensor is unlikely to resolve the
underlying problem. The fault is most likely to be caused by the systems that the sensor is
monitoring, but might even be caused by the wiring to the sensor itself. Remove the air filter
box assembly so you can access the transmission range switch. Turn the key to the ON
position, but do not start the vehicle. Move the shifter to the neutral position. Align the
alignment holes between the switch and the shift lever. Insert a 5mm drill bit into the adjustment
hole to verify the proper alignment for the neutral position. In-line Ford engines, along with
those of most other manufacturers, begin the numbering of cylinders at the front and proceed in
numerical order toward the back. In the V-engine design, Ford follows a similar design with the
number one cylinder at the front left of the engine. In the V-6 configuration, cylinder 4 is at the
front right of the engine and in a V-8, cy
2002 chevy s10 manual
2002 dodge ram 1500 spark plug gap
buick fuel filter wont idle
linder number 5 is in that location. Other manufacturers sometimes use an alternating pattern
in the V-engines. If your P Saturn check engine light is illuminated, it's best to take it in for
diagnostic testing, which can feel like a hassle. Because while the lights vary in appearance
from vehicle to vehicle, all have the same basic meaning: There's a problem with the car's
emissions system. The on-board diagnostics system and engine control unit are in charge of
monitoring a bunch of different, and if they get a reading that's a little out of whack, up pops the
check engine light. All auto trouble codes with car brands. P Saturn Possible Solution: In-line
Ford engines, along with those of most other manufacturers, begin the numbering of cylinders
at the front and proceed in numerical order toward the back. P U B C Example: P Saturn Trouble
Repair : If your P Saturn check engine light is illuminated, it's best to take it in for diagnostic
testing, which can feel like a hassle. Example:

