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This is the manuals page for Uniden. In this page you find schematic, users and instructions
manuals, service manuals, technical supplement, leaf leads and other good stuff. If you have
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technicians to repair your unit and get it back to you in working condition. Please save your
receipt for proof of purchase. See your warranty documents included with the product for more
details. Refurbished products purchased from our online store have a 90 day service warranty.
Products serviced by our repair center also come with a 90 day service warranty from date of
return shipment to our customers. NEW units purchased from Uniden have a one year limited
manufacturer's warranty. Please see manual for details. Return Procedure. See your limited
warranty documents included with the product for more details. To return or to receive a refund
for a product purchased from a retailer you must contact that retailer for their return or refund
policy. Uniden America Corp. Products Repaired by Uniden Repair Center. Products serviced by
our repair center have a 90 day service limited warranty from date of return shipment to our
customers or the remaining duration of the original one year limited warranty, whichever is
greater. Any new products purchased directly from Uniden America Corp. See your warranty
documents included with the product for details. Any product purchased directly from Uniden
America Corp. To return an item that was purchased directly from Uniden, please repackage the
item s along with a note detailing your request and a copy of the original invoice. Certified
Return Receipt. Uniden will not be responsible for non-warrantied repair units that are sent in
without payment and in which payment was not provided within 30 days of receipt of the unit.
Return Procedure Warranties for accessories are listed below:. Products Repaired by Uniden
Repair Center Products serviced by our repair center have a 90 day service limited warranty
from date of return shipment to our customers or the remaining duration of the original one year
limited warranty, whichever is greater. Repair Uniden will not be responsible for non-warrantied

repair units that are sent in without payment and in which payment was not provided within 30
days of receipt of the unit. Terms Of Use Privacy Statement. Warranties for accessories are
listed below:. E-mail address. Remember login. Login or create new account. Add to Favourites.
View all the pages. Add page 1 to Favourites. Enable zoom. Add page 2 to Favourites. The
channel assignments include frequencies assigned for exclusive use of the U. Coast Guard, use
in Canada, and use in international waters. Operation in these frequencies without proper
authorization is strictly forbidden. Maritime Radio Services Operation Warning! For individuals
requiring a license, such as commercial users, you should obtain a license application from
your nearest FCC field office. Uniden works to reduce lead content in our PVC coated cords in
our products and accessories. Wash hands after handling. Add page 3 to Favourites. Add page
4 to Favourites. With proper care and maintenance, your marine radio could outlast your
present vessel and serve you well on-board. The full features and flexibility designed into this
quality transceiver will prevent it from becoming obsolete regardless of changes in craft or
geographic locations. The technical excellence of this marine radio is demonstrated by the
multiplicity of uses for which it has been found acceptable by the U. Federal Communications
Commission. It is acceptable for compulsory use on party boats, for use on vessels subject to
the Great Lakes Radio Agreement or bridge-to-bridge requirements, for general pleasure and
commercial vessels, and certain land stations in marine service. The transceiver utilizes a
number of gaskets, sealing rings, waterproof membranes, and other sealants to effect a
waterproof housing for protection of the electronics. It meets the most stringent JIS7 waterproof
specification. You are encouraged to thoroughly read the rest of this Operating Guide to
acquaint yourself with the characteristics and operation of your transceiver so that you can
contribute to the longevity of your investment. Keep your receipt as proof-of-purchase in case
warranty service is required. Features, specifications, and availability of optional accessories
are all subject to change without notice. Add page 5 to Favourites. Add page 6 to Favourites.
PTT Switch- Press to transmit and release to receive. These buttons are also used to move the
cursor in DSC Menu mode. Press and hold this key for 2 seconds to place the radio into the
Scan mode. Press and hold this key for 2 seconds to place the radio into the Weather Alert
mode. Controls and Indicators. Add page 7 to Favourites. DC Cord 2. ACC Cable 3. Add page 8
to Favourites. TX Transmit - Indicates transmitting. HI High - Indicates transmit output is 25
Watts. LO Low - Indicates transmit output is 1 Watt. Channel Display- Indicates Channel Number
in use. Add page 9 to Favourites. It is important to carefully determine the most suitable
location for your radio on your vessel. Electrical, mechanical, and environmental considerations
must all be taken into account. You should select the optimum relationship among these
considerations. Features which should be considered are: 1. The universal mounting bracket
may be installed on either the top or bottom of a shelf, on a bulkhead, or for overhead mounting.
Front fire internal speaker allows convenient in-dash mounting using the optional bracket.
Select a location that is free from spray and splash. Keep the battery leads as short as possible.
Direct connection to the battery is most desirable. If direct connection can not be made with the
supplied power lead, any extension should be made with 10 AWG wire. Long extensions should
use larger gauge wire. Keep the antenna lead as short as possible. Long antenna leads can
cause substantial loss of performance for both receiving and transmitting. Locate your antenna
as high as possible and clear from metal objects. The reliable range of coverage is a direct
function of the antenna height. Select a location that allows free air flow around the heat sink on
the rear of the radio. Auxiliary speakers also should be located away from the compass. Add
page 10 to Favourites. However, in some installations it may be necessary to take measures to
further reduce the effect of noise interference. All DC battery wires, antenna lead, and accessory
cables should be routed away from the engine and engine compartment, and from power
cabling carrying high currents. In severe cases of noise interference, it may be necessary to
install a noise suppression kit. Contact your Uniden Dealer for more information. Antenna
Considerations A variety of antennas are available from a number of quality suppliers. It is
recommended you draw upon the advice of your Uniden dealer in determining a suitable
antenna for your ve
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ssel and range requirements. In general, communication range is increased by using a
high-gain antenna placed as high as possible above the water line. Antennas should be located
away from metal objects. Antennas should not have excessively long coaxial feed cables.
However, the selection and the installation of the antenna is the responsibility of the user or
installer. The FCC has determined that excessive radiation poses a health risk to people near

radio transmitting antennas. Therefore, the antenna used with this radio should be installed
using the following guidelines to insure a suitable distance between the antenna and persons
close by. Small whip antennas 3 dB or smaller should be installed keeping at least three feet
separation distance between the radiating element and people. Larger antennas 6 dB or 9 dB
should be installed keeping at least a six feet separation distance. No person should touch the
antenna or come into the separation distance when the radio is transmitting.

