White rodgers thermostat wiring diagram 1f89 211

Setpoint Range. Operating Ambient. Dimensions Thermostat. Do not use on circuits exceeding
specified voltage. Higher voltage will damage control and could cause shock or fire hazard.
Thermostat installation and all components of the system shall conform to Class II current
limited circuits per the NEC code. Failure to do so could cause a fire hazard. Shut off electricity
at the main fuse box until installation is complete. Ensure that electrical power is disconnected.
Remove the front cover of the old thermostat. With wires still attached, remove wall plate from
the wall. If the old thermostat has a wall mounting plate, remove the thermostat and the wall
mounting plate as an assembly. Identify each wire attached to the old thermostat using the
labels enclosed with the new thermostat. Disconnect the wires from old thermostat one at a
time. Install new thermostat using the following procedures. This product does not contain
mercury. However, this product may replace a unit which contains mercury. Do not open
mercury cells. If a cell becomes damaged, do not touch any spilled mercury. Wearing
nonabsorbent gloves, take up the spilled mercury and place into a container which can be
sealed. If a cell becomes damaged, the unit should be discarded. Mercury must not be
discarded in household trash. When the unit this product is replacing is to be discarded, place
in a suitable container. Refer to Remove the packing material from the thermostat. Gently pull
the cover straight off the base. Forcing or prying on the thermostat will cause damage to the
unit. Place base over hole in wall and mark mounting hole locations on wall using base as a
template see Fig. Move base out of the way. Drill mounting holes. Push wires through opening
in thermostat base. Fasten base loosely to wall using two mounting screws. Place a level
against bottom of base, adjust until level, and then tighten screws. Leveling is for appearance
only and will not affect thermostat operation. If you are using existing mounting holes, or if
holes drilled are too large and do not allow you to tighten base snugly, use plastic screw
anchors to secure subbase. Connect wires to terminals on base using appropriate wiring
schematic see figs. Push excess wire into wall and plug hole with a fire-resistant material such
as fiberglass insulation to prevent drafts from affecting thermostat operation. This will
accommodate the majority of heat pump applications, which require the changeover relay to be
energized in COOL. For Auxiliary and Emergency Heat systems that have a fan control to turn
on the blower independent of the thermostat place switch in the OFF position. Prior to use,
open the battery door and remove the battery tag. To open, pull the battery door as shown by
the arrow and lift open. Installed batteries will also allow programming prior to installation. To
replace batteries, pull the battery door shown by the arrow and lift open. Using the polarity
indicated inside the battery door, insert the batteries. To close the battery door, swing the door
down while pulling in the direction of arrow. Once fully down, snap the door back into position.
Thermostat can be powered by system AC power or Battery. If is displayed, the thermostat is
battery powered. If is not displayed, thermostat is system powered with optional battery
back-up. When battery power remaining is approximately half, the will be displayed. We
recommend replacing batteries every 2 years. If the home is going to be unoccupied for an
extended period over 3 months and is displayed, the batteries should be replaced before
leaving. If offset occurs, the normal setpoint can be manually reset with or. Another offset will
occur within two days if batteries are not replaced. Before you begin programming your
thermostat, you should be familiar with its features and with the display and the location and
operation of the thermostat buttons and switches see fig. Your thermostat consists of two
parts: the thermostat cover and the base. To remove the cover, pull it straight out from the base.
To replace the cover, line up the cover with the base and press until the cover snaps onto the
base. This is blank when system switch is in the OFF position. Setpoint temperature is
displayed flashing if the thermostat is in lockout mode to prevent the compressor from cycling
too quickly. Flame icon is displayed flashing when thermostat is calling for heat. Snowflake icon
is displayed flashing if the thermostat is calling for cool. It does not indicate a fault in the
thermostat. The configuration menu allows you to set certain thermostat operating
characteristics to your system or personal requirements. To enter the menu: Set your
thermostat switch to OFF. Press and hold the and buttons simultaneously for approximately 5
seconds. The display will change to show the first item in the configuration menu. Press the or
button to change the setting. Press the and buttons simultaneously again to change to the next
menu item. Continue through all steps to accept your new settings. If no keys are pressed
within fifteen minutes, the thermostat will revert to normal operation. When the cooling system
has been running for more than 20 minutes, humidity in the home will be lower and a higher
setpoint temperature will feel comfortable. After 20 minutes of run time, the thermostat will start
increasing the setpoint temperature in steps of less than one degree as the system continues to
run. These adjustments will eventually cause the system to satisfy the thermostat and turn the
system off to reduce the energy consumption. The amount of the adjustments to the setpoint
temperature is dependent on the Cool Savings value that. With this feature set to OFF, no

change will occur when the cooling system is continuously running during the periods of high
demand. Periods of high demand will normally occur during the late afternoon and early
evening on the hottest days of the summer. This is intended to help protect the compressor
from short cycling. Some newer compressors already have a time delay built in and do not
require this feature. Your compressor manufacturer can tell you if the lockout feature is already
present in their system. When the thermostat compressor time delay occurs, it will flash the
setpoint for up to five minutes. Select backlight OFF will turn the light on momentarily when any
key is pressed. Your thermostat was accurately calibrated at the factory but you have the option
to change the display temperature to match your previous thermostat. The current or adjusted
room temperature will be displayed on the display. If selected On, press and to select the time
period from 25 to hours in 25 hour increments. In a typical application, hours default of run time
is approximately 30 days. A selection of OFF will cancel this feature. If at any time during testing
your system does not operate properly, contact a qualified service person. If your system does
not have a G terminal connection, skip to. Move fan switch to ON position. The blower should
begin to operate. Move fan switch to AUTO position. The blower should stop immediately. If the
auxiliary heating system has a standing pilot, be sure to light it. The Flame icon will begin to
flash and the Heat Pump system should begin to operate. However, if the setpoint temperature
is flashing, the compressor lockout feature is operating see Configuration menu, item 6. Adjust
temperature setting to 4 o above room temperature. The auxiliary heat system should begin to
operate and the Aux icon will be flashing. Press to adjust temperature setting below room
temperature. The heating system should stop operating. EMER is typically used when
compressor operation is not desired, or you prefer back-up heat only. Press to adjust the
thermostat above room temperature. The Aux heating system will begin to operate. The Flame
icon will display flashing to indicate that the Aux system is operating. Press to adjust the
thermostat below room temperature. The Aux heating system should stop operating. Press to
adjust thermostat setting below room temperature. The blower should come on immediately on
high speed, followed by cold air circulation. Press to adjust temperature setting above room
temperature. The cooling system should stop operating. Do not allow the compressor to run
unless the compressor oil heaters have been operational for 6 hours and the system has not
been operational for at least 5 minutes. Welcome to ManualMachine. We have emailed you a
verification link to to complete your registration. Log in Sign up. Forgot password? Enter your
email and check your inbox. Please also check your spam folder. Email sent! Check your email
for further instructions. Enter a new password. My files 0 My downloads 0 History Account
settings Sign out. Save these instructions for future use! Heat 1. Shipping Temperature Range
To replace the batteries, set system to OFF. Figure 2. Typical wiring diagram for single
transformer systems. The Thermostat Buttons and Switches 1 Raises temperature setting. The
Display 5 Indicates setpoint temperature. Figure 3. Turn on power to the system. Heating
System 1. Cooling System! CAUTION Do not allow the compressor to run unless the
compressor oil heaters have been operational for 6 hours and the system has not been
operational for at least 5 minutes. Register and get 5 for free. Upload manuals that we do not
have and get 1 for each file. Get 1 for every download of your manual. Battery Power or
Hardwire Terminal Load Differential Heat Pump Operating Humidity Quick Links. Operator: Save
these instructions for future use. This thermostat is intended for use with a low voltage system;
do. If in doubt. All wiring must conform to local and national electrical codes and. This control is
a precision instrument,. Rough handling or distorting components could cause. Do not use on
circuits exceeding specified voltage. Higher voltage will damage control and could cause. Short
or incorrect wiring will damage. Failure to do so could cause a. Standard heat pump systems
with electric, gas or oil Aux. Systems exceeding 30 VAC and 1. Non-programmable electronic
digital heat pump thermostat 9 pages. Non-programmable electronic digital heat pump
thermostat 7 pages. Non-programmable electronic digital heat pump thermostat 6 pages.
Programmable electronic digital heat pump thermostat 9 pages. Shut off electricity at the main
fuse box until installation is complete. Ensure that electrical power is disconnected. Remove the
front cover of the old thermostat. With wires still attached, remove wall plate from the wall. If the
old thermostat has a walt mounting plate, remove the thermostat and the wall mounting plate as
an assembly. Page 3: Wiring Diagrams.. Your thermostat was accurately calibrated Rate - The
FA setting is used to produce shorter heating at the factory but you have the option to change
the display cycles. Print page 1 Print document 6 pages. Cancel Delete. Sign In OR. Don't have
an account? Sign up! Restore password. Upload from disk. Upload from URL. Quick Links.
Table of Contents. Save these instructions for future use! Battery Power or Hardwire Terminal
Load Setpoint Range Differential Heat Pump Heat 1. Operating Ambient Operating Humidity
Shipping Temperature Range Dimensions Thermostat Do not use on circuits exceeding
specified voltage. Higher voltage will damage control and could cause. Thermostat installation

and all components of the. Failure to do so could cause. Heat Pump Installation and Operating
Instructions. Wiring Diagram. Thermostat Quick Reference. Installer Configuration Menu.
Non-programmable electric digital heat pump thermostat 6 pages. Non-programmable electronic
digital heat pump thermostat 7 pages. Non-programmable electronic digital heat pump
thermostat 9 pages. Programmable electronic digital heat pump thermostat 9 pages. Shut off
electricity at the main fuse box until installation is complete. Ensure that electrical power is
disconnected. Remove the front cover of the old thermostat. With wires still attached, remove
wall plate from the wall. If the old thermostat has a wall mounting plate, remove the thermostat
and the wall mounting plate as an assembly. To enter the menu: Set your thermostat switch to
OFF. Press and hold the for approximately 5 seconds. The display will change to show the first
item in the configuration menu. Select backlight OFF will turn the light on momentarily when
any key is pressed. Heat produced by a heat pump is economical but may not always have the
capacity to maintain a comfortable room temperature setting. The Emerson logo is a Page 9
Page 12 minutos. Page 13 normal funcionamiento horas filtro. Page 14 termostato interruptores
botones cambiarse. Page 15 OFF. Blue calor bomba Termostato Print page 1 Print document 16
pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload
from disk. Upload from URL. InspectAPedia tolerates no conflicts of interest. We have no
relationship with advertisers, products, or services discussed at this website. This article gives
a table showing the proper wire connections nearly all types of White Rodgers room
thermostats, new and old, used to control heating or air conditioning equipment, including the
White Rodgers F90 2-wire and 3-wire thermostat installations. See the complete instructions in
PDF files given below. To allow for someone not following thermostat wire color conventions,
when replacing an existing wall thermostat we identify and label the wires according to the
letters marked on the terminal block to which the wires were actually connected. Be sure to
consult with Lennox and obtain the proper installation manual for your equipment. It is not used
on systems without a transformer or relay, hot water heat systems that use 3-wire zone valves,
two-stage heating or cooling systems, and certain other applications. A nice feature of this
system is that the user can adjust the heating or cooling cycle-on time, and provides features
similar to adjusting the heat anticipator in older Honeywell thermostats. This thermostat also
appears as the Emerson series room thermostat and in a similar model, the Emerson series
thermostat. Try the search box just below, or if you prefer, post a question or comment in the
Comments box below and we will respond promptly. Note: appearance of your Comment below
may be delayed: if your comment contains an image, web link, or text that looks to the software
as if it might be a web link, your posting will appear after it has been approved by a moderator.
Apologies for the delay. Just ask us! RH Red Red wire coming to the thermostat from
transformer secondary R terminal. The same transformer R terminal typically also feeds a gas
valve or vent damper, but not through the thermostat. See Note 1 in the table above. From
transformer secondary R terminal. Note 1. Search the InspectApedia website. Comment Form is
loading comments Meenan provides heating, heat pump, and air conditioning repair services in
Maryland, Washington D. Box 10 Royal Orchard Blvd. The book provides comprehensive
coverage of wiring and technical specifications, and now includes increased coverage of
combination boilers, recently developed control features and SEDBUK Seasonal Efficiency of
Domestic Boilers in the UK boilers ratings, where known. In addition to providing concise
details of nearly different boilers fuelled by electric, gas, oil and solid fuel, and over
programmers and time switches, this invaluable resource also features numerous
easy-to-understand wiring diagrams with notes on all definitive systems. Brief component
descriptions are provided, along with updated contact and website details for most major
manufacturers. Enjoy the convenience of programming a thermostat from any location, using a
simple graphical interface. No computer equipment or software is required. Tel: Email: info
carsondunlop. Carson Dunlop Associates' provides extensive home inspection education and
report writing material. The text is intended as a reference guide to help building owners
operate and maintain their home effectively. Field inspection worksheets are included at the
back of the volume. White wire coming to the thermostat from the heater or from the secondary
C terminal on the transformer, routed through a White Rodgers isolation relay. Red wire coming
to the thermostat from transformer secondary R terminal. Red wire coming to the thermostat
from the heater. Please enter the email address associated with your account and we will send
you a link to reset your password. Your password reset link is on its way. If you have problems
accessing your account, please contact us at and we'll help you out. If you think this is a
mistake, please contact Customer Service at or email us. Product Overview. Configuration
Guide. Install Instructions. Terminal Cross Reference. We try to always offer you the lowest
prices possible, but some manufacturers require that we only show these low prices once you
take further action. To see the price, simply add the item to your cart or sign in. This product

does not comply with the Safe Drinking Water Act, which requires that products used in any
system providing water for human consumption drinking or cooking to meet low-lead
standards. Please check the box below to confirm you are aware that this item is for
non-potable water applications only. This product will NOT be used in the installation or repair
of a potable water human consumption application. When you order this item, we then special
order it for you from the manufacturer. Therefore, our standard return policy does not apply to
this item. Manufacturer's warranty still applies. I understand that once I order this item I cannot
cancel or return it. Failure to comply with this could result in substantial property damage,
severe personal injury or death. Do not use this item for any installation or repair of potable
water applications. This product does not comply with the "Safe Drinking Water Act," which
requires that products meet low-lead standards in order to be used in systems providing water
for human consumption drinking
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or cooking. This item is for non-potable non-human consumption water applications only. At
this time, we do not carry this unit. We list it on our site because we do sell replacement parts
for this unit. Please contact us with any questions: We are away right now. Feel free to send us
a message and we will follow up ASAP. Email Us. Call or. Submit Please enter a valid email
address. I'm sorry, your email address was not found in our system. Easy Returns No
restocking fee for 90 days. Need replacement parts for this unit? View Replacement Parts.
Display: Large LCD with improved contrast for easier reading; lighted display for easier
low-light viewing Dimensions: 3. Manuals 4. User Interface:. Power Method:. Temperature Range
F :. Width Inches :. Depth Inches :. Speak with a real person who will go out of their way to help!
Call Text Chat. Related Products. Add item to cart for lowest price. You must agree to this
statement in order to purchase this product. Cancel Continue. Turbo Track.

